
தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

 

  பக்கம்1இன்226 

 

 

 

(EIA அறிவிப்பு 2006 மற்றும் அதன் திருத்தங்களின்படி வபாது விசாரலணக்கு 
சமர்ப்பிக்கப்பட்டது) 

 

 

முன்வமாழியப்பட்ட குவாரி குத்தலக விவரங்கள் 

புல எண்கள் 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 
8/1L, 8/1M, 8/3A மற்றும் 8/3B. 

கிராமம் சித்தலப்பக்கம் 

வட்டம் வவம்பாக்கம் 

மாவட்டம் திருவண்ணாமலல 

பரப்பளவு 3.87.5 வெக்டடர ்

முன்வமாழியப்பட்ட உற்பத்தி        
( ஐந்து வருடம்) 

2,12,855கன மீட்டர ்சாதாரண கல்  
15,912கன மீட்டர ்கிராவல் 

நிலம் பட்டா நிலம் 

(NABET இன் படி பிரிவு எண். 1(a) துலற எண்.1) 

திட்டத்தின் வலக: B1 கிளஸ்டர் சுரங்கம், வமாத்த கிளஸ்டர ்பகுதி –10.33.5 வெக்டடர் 

அடிப்பலட கண்காணிப்பு காலம் – மாரச் ்2024-முதல் டம 2024 வலர. 

விண்ணப்பதாரர் 
திரு.M.N.பாலசுந்தரம்,  

த/வப.நடராஜன் 

எண். 72, வமயின் டராடு, மாங்காடு 

 குன்றத்தூர ்வட்டம், காஞ்சிபுரம்  மாவட்டம். 

 

 

 

 

 

 

 

 

 

முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் 

குவாரியின் EIA / EMP வலரவு 

வலக - B1  

   ToR அலடயாள எண். TO24B0108TN5397062N, டததி 14.05.2024 

அறிக்லக தயாரித்தவர்  

தி/ள். குடளாபல் லமனிங் வசால்யூஷன்ஸ், 
(NABET அங்கீகாரம் மற்றும் ISO 9001 சான்றளிக்கப்பட்ட நிறுவனம்) 

பிளாட் எண். 6, புலஎண். 13/2, A2, VS சிட்டி, RC வசட்டிப்பட்டி, 

டகாட்டடமட்டுப்பட்டி, ஓமலூர், டசலம், தமிழ்நாடு –636 455 

NABET அங்கீகார எண் - NABET/EIA/2326/IA 0110 

 த ொடர்புக்கு : 97502 23535, 94446 54520 
Email: infoglobalmining@gmail.com: globalminingsolutionssalem@gmail.com 

 

அக்டடாபர ்- 2024 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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திருத்தம் பக்கம் 

வரிச
ல  
எண் 

பக்க 
எண். 

பிரிவு 

/ பத்தி / 
வரி (என 

வபாருந்து
ம்) 

திருத்தம் 
வசய்யப்பட்

ட டததி 

டமற்வகாள்
ளப்பட்ட 

திருத்தங்கள் 

திருத்தத்தி
ன் காரணம் 

திருத்தம் 
டமற்வகாள்ளும் 
அங்கீகரிக்கப்ப

ட்ட நபரின் 
லகவயாப்பம் 

1       

2       

3       

4       

5       

6       

7       

8       

9       

10       

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அங்கீகாரம் 

தி/ள். குடளாபல் லமனிங் வசால்யூஷன்ஸ் டசலம், திரு.M.N.பாலசுந்தரம், (குத்தலகதாரர)் 

அவரக்ளுக்கு திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் 

கிராமத்தில், 3.87.5 வெக்டடர ் &  கிளஸ்டர ் பரப்பு 10.33.5  வெக்டடர ் பரப்பளவில், 

முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் குவாரிக்கான சுற்றுசச்ூழல் தாக்க 

மதிப்பீடு (EIA) ஆய்லவ டமற்வகாள்வதற்காகவும் மற்றும் சுற்றுசச்ூழல் டமலாண்லம 

திட்டத்லத (EMP) உருவாக்குவதற்கும், எங்கள் நிறுவனம் மீதுள்ள நம்பிக்லகக்காக 

மிகவும் நன்றி. EIA/EMP அறிக்லகலயத் தயாரிப்பதற்காக இரண்டாம் நிலலத் 

தகவல்கலளச ் டசகரிப்பதற்காக சம்பந்தப்பட்ட அரசாங்க அதிகாரிகள் வழங்கிய 

ஒத்துலழப்லபயும் உதவிலயயும் நாங்கள் நன்றியுடன் ஒப்புக்வகாள்கிடறாம். 

சித்தலப்பக்கம் கிராமம் மற்றும் அருகிலுள்ள கிராமங்கலளச ் டசரந்்த உளளூர ்

மக்களுக்கும், முழுக் கள ஆய்வின் டபாது முழு மனதுடன் ஒத்துலழத்ததற்கும், 

வதாடரந்்து ஈடுபாடு காட்டியதற்கும் எங்கள் மனமாரந்்த நன்றிகள். 

இதற்கு:தி/ள்.குடளாபல் லமனிங் வசால்யூஷன்ஸ் 

 

(எம்.பிரபு) 

நிரவ்ாக இயக்குனர ்

 

 

 

  

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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டமற்வகாள்ளுதல்  

MoEF & CCக்கு ஏற்ப, OM எண். J – 11013/41/2006-IA.II (I) டததி 5வது அக்டடாபர ்2011, தமிழ்நாடு, 

திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், 3.87.5 

வெக்டடர ் & கிளஸ்டர ் பரப்பு 10.33.5  வெக்டடர ் பரப்பளவில், முன்வமாழியப்பட்ட 

சாதாரண கல் மற்றும் கிராவல் குவாரியின் EC க்காக சமரப்்பிக்கப்பட்ட EIA/EMP 

அறிக்லகயில் உள்ள உள்ளடக்கம் மற்றும் தகவலலச ்வசாந்தமாக லவத்திருப்பதற்கான 

உறுதிவமாழிலய நாங்கள் வழங்குகிடறாம்.  

 

 

இதற்கு: தி/ள்.குடளாபல் லமனிங் வசால்யூஷன்ஸ் 

 

 

வபயர:் மணிகண்டன் மாணிக்கம் 

EIA ஒருங்கிலணப்பாளர ்- கனிமங்களின் சுரங்கம் 

 

 

 

 

 

 

 

 

 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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டமற்வகாள்ளுதல் 

இந்த EIA & EMP ஆனது MoEF&CCOM எண்J-11013/41/2006-IA.II (1) டததியிட்ட 4 ஆகஸ்ட் 2009 

மற்றும் அதன் திருத்தங்கள் ஏற்ப தயாரிக்கப்படுகிறது. டமலும், சுற்றுசச்ூழல், வனம் 

மற்றும் காலநிலல மாற்ற அலமசச்கத்தால் வழங்கப்பட்ட அலனத்து குறிப்பு 

விதிமுலறகளும், ToR அலடயாள எண். TO24B0108TN5397062N, டததி 14.05.2024 கணக்கில் 

எடுத்துக்வகாள்ளப்படட்ு, இந்த வலரவு EIA/EMP அறிக்லகயில் இலணக்கப்படட்ுள்ளது. 

இந்த EIA & EMP ஆனது தமிழ்நாடு திருவண்ணாமலல மாவட்டம், வவம்பாக்கம்வட்டம், 

சித்தலப்பக்கம்  கிராமத்தில், 3.87.5  வெக்டடர ்  & கிளஸ்டர ்பரப்பு 10.33.5  வெக்டடர ்

பரப்பளவில் முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் குவாரி 2,12,855 கன 

மீட்டர ் சாதாரண கல் 15,912 கன மீட்டர ் கிராவல் உற்பத்தி வசய்வதற்காக 

தயாரிக்கப்படட்ுள்ளது. மற்றும் EIA/EMP அறிக்லகயில் இணங்கப்படட்ுள்ள விவரங்கள் 

உண்லமயில் சரியானலவ. 

EIA/EMP அறிக்லக, தி/ள் குடளாபல் லமனிங் வசால்யூஷன்ஸ் (ஜிஎம்எஸ்), டசலம் ஆல் 

தயாரிக்கப்பட்டது. ஜிஎம்எஸ் என்பது ஒரு NABET அங்கீகாரம் வபற்ற கனிமச ்சுரங்கத்தின் 

EIA/EMP அறிக்லகலயத் தயாரிப்பதற்கான (திறந்தவவளி சுரங்கம் மடட்ும்) ஆடலாசகர.் 

NABET சான்றிதழ் எண். NABET/EIA/2326/IA 0110, மற்றும் இந்த சான்றிதழ் 04.01.2026 வலர 

வசல்லுபடியாகும். 

 

 

 

இதற்கு: தி/ள்.குடளாபல் லமனிங் வசால்யூஷன்ஸ் 

 

 

வபயர:் மணிகண்டன் மாணிக்கம் 

EIA ஒருங்கிலணப்பாளர ்- கனிமங்களின் சுரங்கம்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
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நிபுணரின்  அறிவிப்பு 

தமிழ்நாடு, திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் 

கிராமத்தில், 3.87.5  வெக்டடர ்& கிளஸ்டர ்பரப்பு 10.33.5  வெக்டடர ்பரப்பளவில் உத்டதச 

சாதாரண கல் மற்றும் கிராவல் குவாரிக்கு பங்களிப்பு வசய்யும் நிபுணரக்ளின் 

அறிவிப்பு. டமற்கூறிய EIA ஐ உருவாக்கிய EIA குழுவில் நானும் ஒரு பகுதியாக இருந்டதன் 

என்பலத இதன் மூலம் சான்றளிக்கிடறன். 

 

EIA ஒருங்கிலணப்பாளர ்வபயர:் மணிகண்டன் மாணிக்கம் 

 

லகவயாப்பம் மற்றும் டததி 

ஈடுபாட்டின் காலம்:  மாரச் ்2024- முதல் டம 2024 வலர. 

 

வதாடரப்ு தகவல்: 

தி/ள்.குடளாபல் லமனிங் வசால்யூஷன்ஸ், 

பிளாட் எண்.6, SF எண். 13/2, A2, VS சிட்டி, RC வசட்டிபட்டி, 

டகாட்டடமடட்ுப்பட்டி, ஓமலூர,் 

டசலம், தமிழ்நாடு - 636 455 
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வ. 
எண் 

வசயல்பா
ட்டு 

பகுதிகள் 

நிபுணர்கள் 

வபயர் 

ஈடுபாடு 

(காலம் மற்றும் பணி**) 

லகவயாப்
பம் 

மற்றும் 

டததி 

1 AP 
தனலட்சுமி 
ராமநாதன் 

தற்டபாதுள்ள காற்றின் தரத்லத 
மதிப்பீடு வசய்தல், சுற்றுப்புற காற்றில் 
திட்டத்தின் தாக்கம் மற்றும் காற்று 
மாசுபாட்டிற்கான பரிந்துலரகலள 
குலறக்கும் நடவடிக்லககள். 
காலம்: மாரச் ்2024-முதல் டம 2024 வலர. 

 

 

2 WP 
அபிராமி 
கலியவபருமாள் 

தற்டபாதுள்ள நீரின் தரத்லத மதிப்பீடு 
வசய்தல், டமற்பரப்பு மற்றும் நிலத்தடி 
நீரின் தரத்தில் திட்டத்தின் தாக்கம், 
பாதிப்லபக் குலறப்பதற்கான தணிப்பு 
நடவடிக்லககலள பரிந்துலரத்தது. 
காலம்: மாரச் ்2024-முதல் டம2024 வலர. 

 

3 SHW ராமதாஸ் என் 

திட்டத்தில் இருந்து உருவாகும் 
கழிவுகலள மதிப்பீடு வசய்தல், கழிவு 
டமலாண்லம நலடமுலறகள் 
பரிந்துலரக்கப்பட்டது. 
காலம்: மாரச் ்2024-முதல் டம 2024 வலர. 

 

4 SE சரஸ்வதி டக 

அடிப்பலட SE ஆய்வு. தரவு வதாகுப்பு 
மற்றும் மதிப்பீடு. பகுதியின் SE 
நிலலயில் திட்டத்தின் தாக்கம். CER 
திட்டத்தின் உருவாக்கம். 
காலம்: மாரச் ்2024- முதல் டம2024 வலர. 

 

5 EB சரவணன் எஸ் 

பிரடதசத்தின் சூழலியல் வதாடரப்ான 
அடிப்பலட தரவு டசகரிப்பு. 
காலம்: மாரச் ்2024-முதல் டம 2024 வலர. 

 

6 HG ரவீந்திரன் என் 

இப்பகுதியின் நீரவ்ளவியல் அம்சம். 
நிலத்தடி நீர ் ஆழம் மற்றும் 
இப்பகுதியின் நிலத்தடி நீரில் திட்டத்தின் 
தாக்கம். 
காலம்:மாரச் ்2024 -முதல் டம 2024 வலர. 

 

7 AQ 
ஸ்ரீலதா 
திருவீதியுலா 

பகுதி மூல மாதிரிலயப் பயன்படுத்தி 
காற்றின் தர மாதிரியாக்கம். தூசியின் 
தலர மட்ட வசறிவின் கணிப்பு. தகுந்த 
தணிப்பு நடவடிக்லககலள 
பரிந்துலரத்தல். 
காலம்: மாரச் ்2024- முதல் டம2024 வலர. 
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8 NV 
தனலட்சுமி 
ராமநாதன் 

பகுதியின் சுற்றுப்புற இலரசச்ல் ஆய்வு. 
குவாரி வசயல்பாடு மற்றும் திட்டத்தால் 
ஏற்படும் சத்தத்தின் தாக்கம் 
காரணமாக அதிகரிக்கும் சத்தம். 
காலம்: மாரச் ்2024- முதல் டம2024 வலர. 

 

 

9 LU 
தனலட்சுமி 
ராமநாதன் 

வசயற்லகக்டகாள் படங்களின் 
அடிப்பலடயில் நில பயன்பாடட்ு 
வலரபடம் தயாரித்தல். நில பயன்பாடட்ு 
வலகப்பாடு மற்றும் பகுப்பாய்வு. 
சுற்றியுள்ள நில சூழலில் திட்டத்தின் 
தாக்கம் கணிப்பு. 
காலம்: மாரச் ்2024- முதல் டம 2024 வலர. 

 

 

10 RH 
எஸ்.வி. 
பிரசாந்த் 

சுரங்க நடவடிக்லககள் வதாடரப்ான 
இடரக்லள கண்டறிதல். அவசரகால 
டபரிடர ் டமலாண்லம திட்டத்லத 
தயாரித்தல். வதாழிலாளிக்கு பாதுகாப்பு 
உபகரணங்கலள வழங்குவதற்கான 
திட்டம். 
காலம்: மாரச் ்2024- முதல் டம 2024 வலர. 

 

11 SC சிசுபால்  சிங் 

மண் கண்காணிப்பு, மண்ணின் வலக, 
மண் டமலாண்லம நலடமுலறகள், டமல் 
மண்ணின் பயன்பாடு குறித்த 
இரண்டாம் நிலல தரவு டசகரிப்பு. 
காலம்: மாரச் ்2024- முதல் டம 2024 வலர. 

 

12 GEO 
வள்ளியப்பன் 
வமய்யப்பன் 

புவியியல் வலரபடம், குவாரி மற்றும் 
குப்லபகளின் ஸ்திரத்தன்லம, சுரங்க 
குவாரியின் பயன்பாட்டிற்குப் பிறகு 
சுரங்க நிலலத்தன்லமக்கான 
டமலாண்லமத் திட்டம் மற்றும் 
பகுதியின் புவியியல் அம்சம். 
காலம்: மாரச் ்2024- முதல் டம 2024 வலர. 
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EIA உள்ளடக்கங்கள் 

அத்தியாயம்  தலலப்பு பக்க எண் 

1 அறிமுகம் 62 

1.1 அறிக்லகயின் டநாக்கம் 62 

1.2 திட்டம் மற்றும் திட்ட ஆதரவாளரின் அலடயாளம் 64 

1.3 

இயல்பு, அளவு, திட்டத்தின் இருப்பிடம் மற்றும் நாடு, 

பிராந்தியத்திற்கு அதன் முக்கியத்துவம் பற்றிய 
சுருக்கமான விளக்கம் 

66 

1.4 
ஆய்வின் டநாக்கம் - நடத்தப்பட்ட ஒழுங்குமுலற 
இணக்கங்கள் விவரங்கள் (குறிப்பு விதிமுலறகளின்படி) 67 

2 திட்ட விளக்கம் 70 

2.1 திட்டத்தின் வலக 70 

2.2 திட்டத்தின் டதலவ 71 

2.3 
இடம் (வபாது இடம், குறிப்பிட்ட இடம், திட்ட எல்லல &  திட்ட 
தள தளவலமப்பு ஆகியவற்லறக் காடட்ும் வலரபடங்கள்): 72 

2.4 

வசயல்பாட்டின் அளவு அல்லது அளவு (திட்டம் அல்லது 
திட்டத்திற்குத் டதலவப்படும் வதாடரப்ுலடய 
வசயல்பாடுகள் உட்பட): 

79 

2.5 
ஒப்புதல் மற்றும் அமலாக்கத்திற்கான முன்வமாழியப்பட்ட 
அட்டவலண 

80 

2.6 வதாழில்நுட்பம் மற்றும் வசயல்முலற விளக்கம் 80 

2.7 
திட்ட விவரம், திட்டம் டபான்றவற்றின் கூறுகலளக் 
காடட்ுவது வலரதல் உள்ளிட்ட திட்ட விளக்கம் 

85 

2.8 

சுற்றுசச்ூழல் தரநிலலகள், சுற்றுசச்ூழல் இயக்க 
நிலலலமகள் அல்லது பிற EIA டதலவகள் (டதலவயான 
டதலவகள்) ஆகியவற்லறப் பூரத்்தி வசய்வதற்கான 
திட்டத்தில் இலணக்கப்பட்ட தணிப்பு நடவடிக்லககளின் 
விளக்கம் 

92 

2.9 
வதாழில்நுட்பத் டதால்வியின் அபாயத்திற்கான புதிய & 

டசாதிக்கப்பட்ட வதாழில்நுட்பத்தின் மதிப்பீடு: 95 

3 சுற்றுசச்ூழலின் விளக்கம் 96 

3.1 திட்ட பகுதியின், காலக் கூறுகள் மற்றும் முலற 96 

3.2 சுற்றுசச்ூழல் கூறுகளுக்கான அடித்தளத்லத நிறுவுதல் 99 

3.3 அலனத்து சுற்றுசச்ூழல் கூறுகளின் அடிப்பலட வலரபடம் 101 

4 
எதிர்பார்க்கப்பட்ட சுற்றுசச்ூழல் தாக்கங்கள் மற்றும் 
தணிப்பு நடவடிக்லககள் 

148 

4.1 

திட்ட இடம் சாத்தியமான விபத்துக்கள், திட்ட வடிவலமப்பு, 

திட்ட கடட்ுமானம், வழக்கமான வசயல்பாடுகள் இறுதி 
குழுமத்தின் காரணமாக ஆய்வு வசய்யப்பட்ட 
சுற்றுசச்ூழல் பாதிப்புகளின் விவரங்கள் 

149 

4.2 
எதிரப்ாரக்்கப்பட்ட தாக்கங்கள் மற்றும் தணிப்பு 
நடவடிக்லககள் 

149 

4.3 
சுற்றுசச்ூழல் கூறுகளின் மீளமுடியாத மற்றும் 
திரும்பப்வபற முடியாத உறுதிப்பாடுகள் 

154 

4.4 

தாக்கங்களின் முக்கியத்துவத்லத மதிப்பீடு வசய்தல் 
(முக்கியத்துவத்லத தீரம்ானிப்பதற்கான அளவுடகால்கள், 

முக்கியத்துவத்லத ஒதுக்குதல்). 
166 
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4.5 தணிப்பு நடவடிக்லககள் 167 

5 
மாற்றுகளின் பகுப்பாய்வு (வதாழில்நுட்பம் & 

தளங்கள்) 172 

5.1 மாற்று வதாழில்நுட்பம் 172 

5.2 ஒவ்வவாரு மாற்றின் பாதகமான தாக்கங்களின் சுருக்கம் 172 

5.3 
முன்வமாழியப்பட்ட தடுப்பு நடவடிக்லகக்கான மாற்று 
வதாழில் நுட்பம் 

172 

5.4 மாற்று தளம் 172 

6 சுற்றுசச்ூழல் கண்காணிப்பு திட்டம் 173 

6.1 சுற்றுசச்ூழல் கண்காணிப்பு 173 

7 கூடுதல் படிப்புகள் 177 

7.1 வபாது ஆடலாசலன 177 

7.2 இடர ்மதிப்பீடு & டமலாண்லம 177 

7.3 மறுவாழ்வு மற்றும் மீள்குடிடயற்றம் (ஆர ்& ஆர)் திட்டம் 178 

8 திட்ட பலன்கள் 190 

8.1 உள்கட்டலமப்பில் டமம்பாடுகள். 190 

8.2 சமூக உள்கட்டலமப்பில் டமம்பாடுகள் 190 

8.3 
டவலல வாய்ப்பு: திறலமயான, & திறலமயற்ற 
டவலலயாள் 

191 

8.4 மற்ற உறுதியான பலன்கள் 191 

9 சுற்றுசச்ூழல் வசலவு பலன் பகுப்பாய்வு 192 

10 சுற்றுசச்ூழல் டமலாண்லம திட்டம் 193 

10.1 டநாக்கங்கள் 193 

11 சுருக்கம் மற்றும் முடிவுகள் 200 

11.1 
திட்டத்லதச ்வசயல்படுத்துவதற்கான அலனத்து சாத்திய 
கூறுகள். 200 

11.2 
பாதகமான விலளவுகள் எவ்வாறு குலறக்கப்பட்டன 
என்பதற்கான விளக்கம் 

206 

12 ஈடுபட்டுள்ள ஆடலாசகர்களின் வவளிப்பாடு 219 
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படங்களின் பட்டியல் 

படங்களின் 
எண் 

தலலப்பு 
பக்க 
எண் 

1.1 கிளஸ்டர ்குவாரிகலளக்காடட்ும் வசயற்லகக் டகாள்படம் 64 

2.1 இட வலரபடம் 73 

2.2 திட்டத் தளத்லதக் காடட்ும் கூகுள் படம் 74 

2.3 திட்டப் பகுதியின் டமற்பரப்புத் திட்டம் 74 

2.4 திட்டப் பகுதியின் புவியியல் வலரபடம் 75 

2.5 ஏற்கனடவ உள்ள தள அம்சங்கலளக் காடட்ும் டடாடபா வலரபடம்  77 

2.6 திட்ட தள புலகப்படங்கள் 78 

2.7 நீர ்இருப்பு வலரபடம் 81 

2.8 திட்டப் பகுதியிலிருந்து 10 கிமீ சுற்றளவு பிராந்திய புவியியல் 84 

2.9 வவடிக்கும் முலற (நிலல) 86 

2.10 குவாரி வசயல்பாட்டின் ஓட்ட விளக்கப்படம் 87 

2.11 குவாரியின் இறுதி நிலல  91 

3.1 ஆய்வுப் பகுதியின் சுற்றுசச்ூழல் அலமப்பு 99 

3.2 
குத்தலகப் பகுதியிலிருந்து 1 கிமீ சுற்றளவுக்கு 50 மீட்டர ்இலட 
வவளிலயக் காடட்ும் அடிப்பலட வலரபடம் 

102 

3.2.A திட்டப்பகுதியின் வசயற்லகக் டகாள்வலர படம் (10 கிமீசுற்றளவு) 103 

3.3 இந்தியாவின் நில அதிரவ்ு வலரபடம் 104 

3.4 விண்ட் டராஸ் ப்ளாட் 105 

3.5 சுற்றுப்புற காற்று கண்காணிப்பு இடங்கள் 107 

3.6 சுற்றுப்புற காற்றின் தர தரவு A1 – சுரங்க குத்தலக பகுதி 109 

3.7 சுற்றுப்புற காற்றின் தர தரவு A2 – அரசானிபாலி கிராமம் 109 

3.8 சுற்றுப்புற காற்றின் தர தரவு A3 – சித்தலப்பக்கம் கிராமம் 110 

3.9 சுற்றுப்புற காற்றின் தர தரவு A4 – ஏழசட்சரி கிராமம் 110 

3.10 சுற்றுப்புற காற்றின் தர தரவு A5 – பாவூர ்கிராமம் 111 

3.10. a சுற்றுப்புற காற்றின் தர தரவு A6 – புன்லன கிராமம் 111 

3.11 & 3.11 a நிலத்தடி நீர ்/  டமற்பரப்பு நீர ் மாதிரி இடங்கள் 114 

3.12 நீர ்பகுப்பாய்வின் சில வபாதுவான அளவுருக்களின் மதிப்புகள் 119 

3.13 இலரசச்ல் கண்காணிப்பு இடங்கள் 119 

3.14 6 இடங்களில் பகல் மற்றும் இரவு சமமான மதிப்புகள் 120 

3.15 மண் மாதிரி இடங்கள் 120 

3.16 ரிடமாட் வசன்சிங் வசயற்லகக்டகாள் படம் 124 

3.17 ஆய்வுப் பகுதியின் நிலப் பயன்பாடு/நில அடல்ட வலரபடம் 128 

3.18 ஆய்வுப் பகுதியின் கிராம வலரபடம் 133 

3.19 பாலின வாரியான மக்கள் வதாலக பரவல் 137 

3.20 பாலின வாரியான எழுத்தறிவு 137 

3.21 இலடயக மண்டலத்திற்குள் வதாழில் கட்டலமப்பு 138 

3.22 நீடராலட வடிவம் வலரபடத்தின் 10 கிடலா மீட்டர ்சுற்றளவு 140 
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3.23 புவியியல் வலரபடத்தின் 10 கிமீ சுற்றளவு 142 

3.24 
ஆய்வுப்பகுதியின் 10 கிமீ சுற்றளவு புவியியல் புறத்டதாற்றம் 
வலரபடம் 

143 

3.25 ஆய்வுப் பகுதியின் 10 கிமீ சுற்றளவு மண் வலக வலரபடம் 144 

3.26 ஆய்வுப் பகுதியின் பருவமலழ அல்லாத நீர ்நிலல வலரபடம் 145 

3.27 ஆய்வுப்பகுதியின்மலழக்காலநீரந்ிலலவலரபடம் 146 

4.1 நீர ் டதலவ வலரபடம் 152 

4.2 PM 2.5 க்கான GLC கணிப்பு ஐடசாப்வலத் 160 

4.3 PM10  க்கான GLC கணிப்பு ஐடசாப்வலத் 161 

4.4 
GLC முன்கணிப்பின் ஐடசாப்வலத் - PM2.5க்கான ஒடட்ுவமாத்த 
படம் 

162 

4.5 GLC முன்கணிப்பின் ஐடசாப்வலத்–PM10 க்கான ஒடட்ுவமாத்த 163 

7.1 PM 2.5 க்கான GLC கணிப்பு ஐடசாப்வலத் 182 

7.2 PM10  க்கான GLC கணிப்பு ஐடசாப்வலத் 183 

7.3 
GLC முன்கணிப்பின் ஐடசாப்வலத் - PM2.5க்கான ஒட்டுவமாத்த 
படம் 

184 

7.4 GLC முன்கணிப்பின் ஐடசாப்வலத்–PM10 க்கான ஒடட்ுவமாத்த 185 

10.1 அலமப்பு விளக்கப்படம் 197 
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அட்டவலண பட்டியல் 

அட்டவலண 
எண். 

 

தலலப்பு 
பக்க 
எண் 

1.1 கிளஸ்டர ்சுரங்க விவரங்கள் 62 

1.2 முன்வமாழியப்பட்ட திட்ட விவரங்கள் 66 

2.1 திட்டத்தின் கிளஸ்டர ்சுரங்க விவரங்கள் 70 

2.1a திட்டத்தின் முக்கிய அம்சங்கள் 72 

2.2 திட்டத்தின் எல்லல ஒருங்கிலணப்புகள் 73 

2.3 தற்டபாலதய நில பயன்பாடட்ு முலற 76 

2.4 சுரங்கம் மூடும் கட்டத்தில் நிலபயன்பாடு 76 

2.5 
சட்டரீதியான அனுமதிகள், அனுமதிகள், என்ஓசி, ஒப்புதல்களின் 
நிலல 

79 
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இணைப்புகளின் பட்டியல் 

வ.எண் உள்ளடக்கம் 
இலணப்பு 

எண் 

1 குறிப்பு விதிமுலறகள் (ToR) 1 

2 துல்லியமான பகுதி வதாடரப்ு கடிதம் 2 

3 
சுரங்கத் திட்டம்  மற்றும் படங்கள் 
அங்கீகரிக்கப்பட்டது 

3 

4 500 மீட்டர ்சுற்றளவு கடிதம் 4 

5 VAO சான்றிதழ் 5 

6 நில ஆவணம் 6 

7 மாவட்ட ஆய்வு அறிக்லக 7 

8 கண்காணிப்பு அறிக்லக 8 

9 ஆய்வக NABL சான்றிதழ் 9 

10 
திட்டத்தின் 500மீ சுற்றளவில் அலமந்துள்ள 
கட்டலமப்புகள் 

10 

11 
காடு மற்றும் சரணாலயங்கலளக் காட்டும் 10 
கிமீ வலரபடம் 

11 

12 வாக்குமூலம் 12 

13 CER கடிதம் 13  
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குறிப்பு விதி முலறகளின் 

இணக்கம் 
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வ. 

எண் 

ToR புள்ளிகள் பதில் 

பக்க. 

எண் 

1 தற்டபாதுள்ள/வசயல்படும் 
சுரங்கங்களின் விஷயத்தில், 
சம்பந்தப்பட்ட AD (சுரங்கங்கள்) 
இலிருந்து வபறப்பட்ட ஒரு கடிதம் 
சமரப்்பிக்கப்பட டவண்டும் மற்றும் 
அதில் பின்வருவன அடங்கும். 
i. அசல் குழி அளவு 

ii. டதாண்டபட்ட அளவு Vs EC 
அங்கீகரிக்கப்பட்ட அளவு 

iii. கணக்கிடப்பட்ட லகயிருப்பு 
இருப்பின் படி இருப்பு அளவு. 

iv. டதாண்டபட்ட ஆழம் Vs 
டததியின்படி அனுமதிக்கப்பட்ட 
ஆழம் 

v. சட்டவிடராத/சட்டவிடராத சுரங்கம் 
பற்றிய விவரங்கள் 

vi. கடந்த பணியின் டபாது 
குவாரியில் விதிமீறல். 

vii. சுரங்க குத்தலக பகுதிக்கு 
வவளிடய வவட்டப்பட்ட 
வபாருடக்ளின் அளவு 

viii. பாதுகாப்பு 
மண்டலம்/வபஞ்சுகளின் நிலல 

ix. திருத்தப்பட்ட / 
மாற்றியலமக்கப்பட்ட சுரங்கத் 
திட்டம் 6 மீ உயரத்திற்கு மிகாமல் 
மற்றும் இறுதி ஆழம் 50 மீட்டருக்கு 
மிகாமல் இருப்பலதக் 
காடட்ுகிறது. 

 

இது ஏற்கனடவ உள்ள குவாரி. 

 

அசல் குழி (டதாண்டப்பட்ட) 

பரிமாணம்: துலண 

இயக்குனர ் புவியியல் மற்றும் 

சுரங்க துலற, 

திருவண்ணாமலல வழங்கிய 

கடிதம் மூலம் அறியலாம், 

தற்டபாதுள்ள குழியின் அளவு: 

நீளம் 134m X அகலம் 97m X 27m 

BGL.  

 

 

 

2 IRO(SZ), MoEF&CC இலிருந்து வபறப்பட்ட 

சான்றளிக்கப்பட்ட இணக்க 

அறிக்லகலய (CCR) PP சமரப்்பிக்க 

டவண்டும். 

IRO இலிருந்து வபறப்பட்ட 

சான்றளிக்கப்பட்ட அறிக்லக 

இலணக்கப்படட்ுள்ளது. 
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3 திட்ட ஆதரவாளர ் டவலிகள், மரம் நடும் 

மற்றும் புலகப்படங்கள், வீடிடயாக்கள் 

வழங்கப்பட டவண்டும் 

விண்ணப்பித்த பகுதியில் 

மரங்கள் இல்லல. டவலி 

மற்றும் மரங்கள் நடும் 

பணிகள் நலடவபற உள்ளன. 

பாதுகாப்பு மண்டலப் 

பகுதியில் தாவர வளரச்ச்ி 

மற்றும் அழகியலல 

டமம்படுத்த பாதுகாப்பு 

மண்டலத்தில் பசுலமப்  

வலயம் / டதாட்டம் 

டமற்வகாள்ளப்படும். 

சுரங்கத்திற்குப் பிந்லதய 

கட்டத்தில், 1.57.5 வெக்டடர ்

பரப்பளவு பசுலம மற்றும் 

டதாட்டத்தின் கீழ் இருக்கும். 

 

4 1988 ஆம் ஆண்டு MCDR விதி 13 (1) இன் 

கீழ் குத்தலக எல்லல மற்றும் 

பாதுகாப்புக் விடப்பட டவண்டிய 7.5 மீ 

பாதுகாப்புத் தலடலயக் குறிக்கும் நீலம் 

மற்றும் வவள்லள நிறத்தில் 

வலரயப்பட்ட DGPS குறிப்புத் தூண்கலள 

PP குறிக்க டவண்டும், டமலும் EIA இன் 

டபாது விவரங்கலள வழங்க டவண்டும்.  

ஒப்புக்வகாண்டார ்  

5. முன்வமாழியப்பட்ட குவாரியின் 

எல்லலலயச ் சுற்றியுள்ள மலழ 

வடிகால்கலள முன்வமாழிபவர ் முடிக்க 

டவண்டும் மற்றும் அலதக் குறிக்கும் 

புலகப்படங்கள் EIA மதிப்பீட்டின் டபாது 

காண்பிக்கப்படும். 

 

 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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6 முன்வமாழியப்பட்ட குவாரியின் 1 கிமீ 
வதாலலவில் அலமந்துள்ள ஏரி, 
தண்ணீர ் வதாட்டிகள் டபான்ற 
நீரந்ிலலகளில் முன்வமாழியப்பட்ட 
குவாரி நடவடிக்லககளின் தாக்கத்லத 
சுட்டிக்காடட்ும் விரிவான நீரியல் 
அறிக்லகலய PP சமரப்்பிக்க டவண்டும். 

லெட்டராஜிடயாலாஜிகல் 
ஆய்வு நடந்து 
வகாண்டிருக்கிறது; 
இருப்பினும், இறுதி EIA 
சமரப்்பிப்பு அறிக்லக 
அத்தியாயம் 3 இல் 
இலணக்கப்படும் 

 

7 உற்பத்திக்காக வந்த வமாத்த அளவின் 
அளலவக் வகாண்டு, கல் குவாரிலய 
டமற்வகாள்வதற்கான இடத்லதத் 
டதரந்்வதடுப்பலத, 
லவப்புதவ்தாலகயின் பாலறயியல், 
இருப்பு மதிப்பீடு, கழிவுகள் வகாடட்ும் 
இடம்/சுரங்கப்பட்ட கனிம டசமிப்பு 
இடம், இறுதிப் பயன்பாடு டபான்ற 
டபாதுமான விவரங்களுடன் ஆதரவாளர ்
நியாயப்படுத்த டவண்டும். 
வவட்டிவயடுக்கப்பட்ட வபாருடக்ள், 
சாத்தியமான வாடிக்லகயாளரக்ள்/ 
இறுதி பயனரக்ள் மற்றும் பயண 
பாலதலய அலடயாளம் கண்டுள்ளது. 

ஒப்புக்வகாண்டார ்  

8 முன்வமாழிபவர ்(i) 50 மீ, (ii) 100 மீ, (iii) 200 
மீ மற்றும் (iv) 300 மீ (v) 500 மீ சுற்றளவில் 
அலமந்துள்ள கட்டலமப்புகலளக் 
கணக்வகடுத்து கணக்கிடுமாறு டகடட்ுக் 
வகாள்ளப்படுகிறார.் வசிப்பவரக்ளின் 
எண்ணிக்லகயுடன் கூடிய குடியிருப்பு 
வீடுகள், அது உரிலமயாளருலடயதா 
(அல்லது) இல்லலயா, வழிபாடட்ுத் 
தலங்கள், வதாழிற்சாலலகள், 
வதாழிற்சாலலகள் வகாட்டலககள் 
டபான்றலவ கட்டிடத்தின் 
உரிலமயாளலரக் குறிக்கும் விவரங்கள், 
கடட்ுமானத்தின் தன்லம, கட்டிடத்தின் 
வயது, எண் குடியிருப்பாளரக்ளின், 
அவரக்ளின் வதாழில் மற்றும் வருமானம் 
டபான்றலவ 

ஆய்வு நடந்து வருகிறது. இது 

இறுதி EIA & EMP இல் 

இலணக்கப்படும். 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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9 அங்கீகரிக்கப்பட்ட சுரங்கத் 
திட்டத்தின்படி வழங்கப்பட்ட, 
தற்டபாதுள்ள மரங்கலள மீண்டும் நடவு 
வசய்தல் மற்றும் அருகிலுள்ள குவாரிகள் 
மற்றும் நீரந்ிலலகளுக்கு இலடடய 
உள்ள பாதுகாப்பு தூரம் உள்ளிட்ட சுற் 
றளவில் டபாதுமான டவலி, பசல்ச வபல்ட் 
ஆகியவற்லறக் காடட்ும் 
புலகப்படங்கள் மற்றும் வீடிடயாலவ 
திட்டஆதரவாளர ்வழங்க டவண்டும். 

விண்ணப்பித்த பகுதியில் 
மரங்கள் இல்லல. டவலி 
மற்றும் மரங்கள் நடும் 
பணிகள் நலடவபற உள்ளன. 
பாதுகாப்பு மண்டலப் 

பகுதியில் தாவர வளரச்ச்ி 

மற்றும் அழகியலல 

டமம்படுத்த பாதுகாப்பு 

மண்டலத்தில் பசுலமப்  

வலயம் / டதாட்டம் 

டமற்வகாள்ளப்படும். 

சுரங்கத்திற்குப் பிந்லதய 

கட்டத்தில், 1.57.5 வெக்டடர ்

பரப்பளவு பசுலம மற்றும் 

டதாட்டத்தின் கீழ் இருக்கும் 

 

10 EIA மதிப்பீட்டின் டபாது, PP, 
முன்வமாழியப்பட்ட குவாரியில் 
வவடிக்கும் நடவடிக்லகலய 
டமற்வகாள்ள எந்த ஒரு வவளிப்புற 
நிறுவனத்லதயும் பயன்படுத்த 
மாட்டடாம் என்று உறுதிவமாழிப் 
பத்திரத்லத அளிக்க டவண்டும், டமலும் 
சம்பந்தப்பட்ட உரிமம் வழங்கும் 
அதிகாரியால் அங்கீகரிக்கப்பட்ட 
தற்காலிக (அல்லது) நிரந்தர இதலழயும் 
அவர ் நிறுவ டவண்டும். 2008 
வவடிவபாருள் விதிகளின்படி 
அங்கீகரிக்கப்பட்ட வவடிவபாருடக்ள் 
மற்றும் வடட்டடனட்டரக்லள 
தனித்தனியாக டசமிப்பதற்காக 
குத்தலகலய நிலறடவற்றுதல். 

ஒப்பந்தம் 
இலணக்கப்படட்ுள்ளது 

 

11 EIA மதிப்பீட்டின் டபாது, PP TNPCB 
இலிருந்து CTO ஐப் வபறுவதற்கு முன், 
குவாரி நடவடிக்லககலள 
நிரவ்கிப்பதற்கு முதல் 
வகுப்பு/இரண்டாம் வகுப்பு சுரங்க 

ஒப்புக்வகாண்டார,்   



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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டமலாளலர நியமிப்பதாக 
உறுதிவமாழிப் பத்திரத்லத அளிக்க 
டவண்டும். டமலும், PP, அத்தலகய 
சட்டப்பூரவ் அதிகாரிகலள 
நியமிப்பலதக் குறிக்கும் 'திறப்பு 
அறிவிப்லப' அனுப்பும் மற்றும் HEMM 
இன் முன்வமாழியப்பட்ட பயன்பாடு 
MMR 1961 இன் விதிகளின் கீழ் 
சுரங்கத்தின் வசன்லன மண்டலத்தின் 
சுரங்கப் பாதுகாப்பு இயக்குநருக்கு 
அனுப்பப்படும். (குத்தலகலய 
நிலறடவற்றிய பிறகு சுரங்க 
நடவடிக்லக வதாடங்கும் முன்). 

12 ஏற்கனடவ உள்ள (அல்லது பலழய) 
குவாரியில் குத்தலகக்கு 
முன்வமாழியப்பட்ட வழக்கில், 
அங்கீகரிக்கப்பட்ட சுரங்கத் 
திட்டத்தின்படி வபஞ்சுகள் 
உருவாக்கப்படாத (அல்லது) பகுதியளவு 
உருவாக்கப்படும் டபாது, திட்ட 
ஆதரவாளர ் (PP) அறிவியல் ஆய்வுகலள 
டமற்வகாள்ள டவண்டும். பணிபுரியும் 
வபஞ்சுகளின் சரிவு நிலலத்தன்லம 
மற்றும் தற்டபாதுள்ள குவாரி சுவர,் 
புகழ்வபற்ற ஆராய்சச்ி மற்றும் கல்வி 
நிறுவனங்களில் ஏடதனும் ஒன்லற 
உள்ளடக்கியதன் மூலம் - CSIR-மத்திய 
சுரங்க மற்றும் எரிவபாருள் ஆராய்சச்ி 
நிறுவனம் / தன்பாத், NlRM/வபங்களூரு, 
ஜிடயாவடக்னிகல் இன்ஜினியரிங் பிரிவு 
IIT-Madras, NIT-Dept of Mining Engg, Surathkal, 
and Anna University Chennai CEG Campus. EC 
ஐப் வபறுவதற்கான மதிப்பீட்டின் டபாது 
குவாரிச ் சுவரின் நிலலதன்லம நிலல 
மற்றும் சாத்தியமான தணிப்பு 
நடவடிக்லககள் ஆகியவற்லறக் 
குறிக்கும் டமற்கூறிய அறிக்லகயின் 
நகலல PP சமரப்்பிக்க டவண்டும். 

இலணக்கப்படட்ுள்ளது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
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13 MMR, 1961 இன் விதிகளுக்கு இணங்க, 
டபாதுமான வபஞ்ச ் வடிவங்கள் 
இல்லாமல் 27 மீ ஆழமுள்ள குவாரிச ்
சுவலரக் வகாண்ட ஏற்கனடவ உள்ள 
குழியில் குவாரி வசயல்பாடுகள் 
முன்வமாழியப்பட்டதால், தற்டபாதுள்ள 
குவாரி சுவரின் சரிவு 
நிலலத்தன்லமலய மதிப்பிடுவதற்கு PP 
அறிவியல் ஆய்வுகலள டமற்வகாள்ளும். 
மற்றும் உத்டதச குவாரியில் 
பணியமரத்்தப்படும் நபரக்ளின் 
பாதுகாப்லப உறுதி வசய்வதற்கான 
உறுதிபடுத்தும் நடவடிக்லககலள 
பணிபுரியும் வபஞ்சுகள், புகழ்வபற்ற 
ஆராய்சச்ி மற்றும் கல்வி 
நிறுவனங்களில் ஏடதனும் ஒன்லற 
உள்ளடக்கி – CSIR-Central Institute of Mining 
& Fuel Research / தன்பாத், NIRM/ 
வபங்களூர,் ஐஐடி (ஐஎஸ்எம்)/தன்பாத், 
ஜிடயாவடக்னிகல் இன்ஜினியரிங் பிரிவு-
ஐஐடிவமட்ராஸ், என்ஐடி-டிப்ட் ஆஃப் 
லமனிங் இன்ஜி, சூரத்கல் மற்றும் 
அண்ணா பல்கலலக்கழகம் வசன்லன-
சிஇஜி வளாகம். அத்தலகய அறிவியல் 
ஆய்வு அறிக்லகயின் நகல் மதிப்பீட்டின் 
டபாது EIA ஆய்வின் ஒரு பகுதியாக SEIAA, 
MoEF க்கும், DMS/DGMS-வசன்லன 
மண்டலத்திற்கும் எந்த விலகலும் 
இல்லாமல், ‘திறப்பு அறிவிப்லப’ 
சமரப்்பிக்கும் டபாது சமரப்்பிக்கப்படும். 

  

14 டபாக்குவரத்து ஆய்வுகள் மற்றும் 
ஆக்சில் சுலம ஆய்வுகள் மற்றும் அடுத்த 
10 ஆண்டுகளுக்கு டபாக்குவரத்து அளவு, 
தற்டபாலதய சீரலமப்பு மற்றும் 
லபபாஸ்களில் சாத்தியமான 
டமம்பாடுகலள கண்டறிதல் உள்ளிட்ட 
10 ஆண்டுகளுக்கு டதலவ முன்னறிவிப்பு 

ஒப்புக்வகாண்டார,்   



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
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வதாடரப்ாக முன்வமாழியப்பட்ட பயண 
வழிலயக் குறிக்கும் ஒரு விரிவான 
ஆய்லவ PP டமற்வகாள்ளும். மாற்று 
வழிகலளக் வகாண்ட வநரிசலான 
இடங்கள், டதலவயான துலண-தரம் 
மற்றும் துலண மண்ணின் பண்புகள் 
மற்றும் சாலல மற்றும் கலர 
வடிவலமப்புக்கான வலிலம மற்றும் 
துலண மண் ஆய்வு, கடட்ுமானப் 
வபாருடக்ளின் ஆதாரங்கலள 
அலடயாளம் காணுதல் டபான்றலவ. 
டமலும், ஆய்வு உள்ளூர ் மற்றும் 
வமதுவான டபாக்குவரத்லதயும் 
கருத்தில் வகாள்ள டவண்டும். திறன் 
மற்றும் பாதுகாப்லப டமம்படுத்த 
டதலவயான இடங்களில், குறிப்பாக 
பள்ளிகள்/மருத்துவமலனகள்/கிராமங்
கள் வழியாக வசல்லும் டிரக்குகள், 
முக்கிய டபாக்குவரத்து மற்றும் சரவ்ீஸ் 
சாலலகள் (அல்லது) டவலி உள்ளிட்ட 
தலடகலள வழங்குதல் 
டதலவப்படலாம். 

15 டதாண்டுதல், வவடித்தல் , டபாக்குவரத்து 
மற்றும் பசுலமப் படல்ட டமம்பாடு 
ஆகிய துலறகளில் 'சிறந்த சுரங்க 
நலடமுலறகலள' டமற்வகாள்வதற்கான 
நிலலயான வசயல்பாடட்ு 
நலடமுலறகலள (SoP) PP தயார ்வசய்து, 
EIA மதிப்பீட்டின் டபாது அலத வழங்கும். 

ஒப்புக்வகாண்டார,்  

16 PP ஆனது குவாரி வாழ்நாள் முழுவதும் 
EMP ஐ தயார ் வசய்யும். டமலும் முழு 
வாழ்நாள் முழுவதும் EMP ஐ 
கலடபிடிப்பதாக உறுதிவமாழி 
அளிக்கும் உறுதிவமாழிலயயும் 
அளிக்கடவண்டும். 
 

 

-  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
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நிலலயான தரநிலல ToR (டதாண்டப்படும் கனிமம்) 

2.1 47m BGL இன் இறுதி ஆழத்திற்கு 43440 கன 
மீட்டர ்சாதாரண கல் மற்றும் கன மீட்டர ்
கிராவல் டமல் இல்லல.  

இலணக்கப்படட்ுள்ளது  

1.1 EIA-EMP அறிக்லகயானது, 2006 EIA 

அறிவிப்பின் பின் இலணப்பு III இல் 

குறிப்பிடப்படட்ுள்ள வபாதுவான 

கட்டலமப்பின் அடிப்பலடயில் ஒரு 

ML/திட்டப் பகுதியில்..... வெக்டடரில் 

உசச் திறன் (.....MTPA) 

வசயல்பாட்டிற்காகத் தயாரிக்கப்படும். 

இலணக்கப்படட்ுள்ளது 

  

 

1.2 இப்பகுதியின் சுற்றுசச்ூழலின் மீதான 

திட்ட குறிப்பிட்ட வசயல்பாடுகள் மற்றும் 

சுற்றுசச்ூழல் தரம் ஆகியவற்லற 

உள்ளடக்கிய காற்று, நீர,் நிலம், 

உயிரியல் சமூகம் டபான்றவற்லற 

டசகரிப்பின் மூலம் உள்ளடக்கிய 

தாக்கங்கள் மற்றும் சுற்றுசச்ூழல் 

டமலாண்லம திட்டத்லத உள்ளடக்கிய 

உசச் திறன் வசயல்பாட்டிற்காக EIA-EMP 

அறிக்லக தயாரிக்கப்படும். தரவு 

மற்றும் தகவல், கணிப்பு மாதிரியாக்கம் 

உட்பட தாக்கங்கள் பற்றிய தரவு 

உருவாக்கம்.... MTPA அனுமதிக்கப்பட்ட 

திட்டம்/சுரங்கத் திட்டத்தின் 

அடிப்பலடயில் கனிம உற்பத்தியின் 

MTPA.... MTPA. அடிப்பலட தரவு டசகரிப்பு 

பருவமலழ தவிர எந்த பருவத்திலும் 

(மூன்று மாதங்கள்) இருக்கலாம். 

எதிரப்ாரக்்கப்படும் 

சுற்றுசச்ூழல் பாதிப்புகள் 

மற்றும் தணிப்பு 

நடவடிக்லககள் அத்தியாயம் 4 

இல் வகாடுக்கப்படட்ுள்ளன. 

 

1.3 பின் டிராப் மற்றும் 500-1000 மீ 

இலடவவளியில்  குவரியின் 

ஒருங்கிலணப்புடன் சரியான KML 

டகாப்பு வழங்கப்பட டவண்டும் 

ஒப்புக்வகாள்ளப்பட்டது 
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1.4 லமய மண்டலத்தின் ஆய்வுப் பகுதி 
வலரபடம் (திட்டப் பகுதி) மற்றும் 
தாங்கல் மண்டலத்தின் 10 கிமீ பரப்பளவு 
(1: 50,000 அளவு) நிலப் பயன்பாடு, 
ஆறுகள்/ஓலடகள்/நடுவாய்கள்/கால்வா
ய்கள் உள்ளிட்ட டமற்பரப்பு வடிகால் 
அலமப்பு டபான்ற முக்கிய நிலப்பரப்பு 
அம்சங்கலளத் வதளிவாகக் டகாடிடட்ுக் 
காடட்ுகிறது. மக்கள் வசிக்கும் இடங்கள், 
ரயில்டவ, சாலலகள், குழாய்கள், வபரிய 
வதாழிற்சாலலகள், சுரங்கங்கள் மற்றும் 
பிற மாசுபடுத்தும் மூலங்கள் உள்ளிட்ட 
முக்கிய கடட்ுமானங்கள். உயிரக்்டகாளக் 
காப்பகங்கள்/டதசியப் பூங்காக்கள்/WL 
சரணாலயங்கள்/ யாலனகள் 
காப்பகங்கள், காடுகள் 
(ஒதுக்கப்பட்ட/பாதுகாக்கப்பட்ட), 
விலங்கினங்களின் இடம்வபயரந்்த 
இடங்கள், அழிந்து வரும் 
விலங்கினங்கள் மற்றும் மருத்துவ 
மற்றும் வபாருளாதார முக்கியத்துவம் 
வாய்ந்த தாவரங்கள் டபான்ற 
சுற்றுசச்ூழல் உணரவ்ுப் பகுதிகள் 15 கி.மீ. 
பகுதி வகாடுக்கப்பட டவண்டும். டமடல 
உள்ள விவரங்கள் அட்டவலண 
வடிவத்திலும் வழங்கப்பட டவண்டும் 

திட்டத் தளத்தின் 10 கிமீ 

சுற்றளவில் பஃபர ் பகுதியின் 

நில பயன்பாடட்ு முலற  

அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 

1.5 விவசாய நிலத்லத வலரயறுக்கும் 
லமய மண்டலத்லதக் காடட்ும் 
வலரபடம் (வருவாய்ப் பதிடவடுகளில் 
வலரயறுக்கப்படட்ுள்ள நீரப்்பாசனம் 
மற்றும் பாசனம் இல்லாத, சாகுபடி 
வசய்ய முடியாத நிலம், வனப் பகுதிகள் 
(பதிவுகளின்படி), நீரந்ிலலகள் டபான்ற 
பிற இயற்பியல் அம்சங்களுடன் 
வழங்கப்பட டவண்டும். 

திட்டத் தளத்தின் 10 கிமீ 

சுற்றளவில் பஃபர ் பகுதியின் 

நில பயன்பாடட்ு முலற  

அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

 

 

 

பக்கம்27இன்226 

 

1.6 லமய மண்டலத்தின் வடிகால் பகுதி 
மற்றும் ஆய்வுப் பகுதியின் 25 கி.மீ (லமய 
மண்டலத்தின் நீரந்ிலலகள் இறுதியில் 
குத்தலக/திட்டப் பகுதிக்கு வவளிடய 
உள்ள முக்கிய ஆறுகள்/ ஓலடகளில் 
டசரும்) பகுதிலயக் காடட்ும் விளிம்பு 
வலரபடமும் தனி வலரபடத்தில் 
வதளிவாகக் குறிப்பிடப்பட டவண்டும்.  

விளிம்பு மற்றும் வடிகால் 

வலரபடம்,  அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 

1.7 சுரங்கத்தின் உள்டளயும் வவளிடயயும் 
உள்ள 25 கிமீ பரப்பளலவக் வகாண்ட 
நீரப்்பிடிப்புப் பகுதியின் வபயரக்ள், 
ஆறுகள்/ நதிநீர ் அலமப்பு விவரங்கள் 
மற்றும் அதற்குரிய ஒழுங்குமுலற 
ஆகியலவ வழங்கப்பட டவண்டும். 
முக்கிய நதிகளின் படுலகயுடன் கூடிய 
நீரப்்பிடிப்புப் பகுதியின் வடிகால் 
அலமப்லப வலரபடம் வதளிவாகக் 
குறிக்க டவண்டும். வடிகால்/நதிகலள 
திலச திருப்புவதற்கு நீரின் நீளம், அளவு 
மற்றும் தரம் டபான்ற வடிவங்களில் 
விரிவாக்கம் டதலவ. 

வடிகால் வலரபடம்,  

அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 

1.8 கனிம இருப்பு விவரங்கள், ஆய்வுப் 
பகுதியின் புவியியல் நிலல மற்றும் 
டவலல வசய்ய டவண்டிய லதயல்கள், 
இறுதி டவலல ஆழம் மற்றும் சுரங்க 
வாழ்க்லகயின் இறுதி வலர 
முற்டபாக்கான நிலல வாரியான 
டவலலத் திட்டம் ஆகியலவ 
அங்கீகரிக்கப்பட்ட மதிப்பிடப்பட்ட 
திறன் மற்றும் உற்பத்தியின் காலண்டர ்
திட்டங்களின் அடிப்பலடயில் 
வழங்கப்பட டவண்டும். 
அங்கீகரிக்கப்பட்ட சுரங்கத் 
திட்டத்திலிருந்து. புவியியல் 
வலரபடங்கள் மற்றும் பிரிவுகள் 
டசரக்்கப்பட டவண்டும். முற்டபாக்கான 
சுரங்க டமம்பாடு மற்றும் கருத்தியல் 

கனிம இருப்பு, ஆய்வுப் 

பகுதியின் புவியியல் நிலல 

அத்தியாயம்-2 

வகாடுக்கப்படட்ுள்ளது. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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இறுதி சுரங்க மூடல் திட்டமும் 
புள்ளிவிவரங்களில் காட்டப்பட 
டவண்டும். சுரங்கத் திட்டம் மற்றும் 
சுரங்கம் மூடல் திட்ட அனுமதியின் 
விவரங்கள் பசுலமயான வயல் மற்றும் 
விரிவாக்கத் திட்டங்களுக்கு 
அளிக்கப்பட டவண்டும். 

1.9 சுரங்க முலறகள், வதாழில்நுட்பம், 
பயன்படுத்த டவண்டிய உபகரணங்கள், 
முதலியன பற்றிய விவரங்கள், 
குறிப்பிட்ட வதாழில்நுட்பத்லதத் 
டதரந்்வதடுப்பதற்கான பகுத்தறிவு 
மற்றும் சாத்தியமான தாக்கங்கலளப் 
வபாறுத்து பயன்படுத்த 
முன்வமாழியப்பட்ட உபகரணங்கலள 
வழங்க டவண்டும். 

சுரங்க முலற விவரங்கள் 

அத்தியாயம்-2 

வகாடுக்கப்படட்ுள்ளது. 

 

1.10 நீரியல், இயற்லக வடிகால் 
மாற்றியலமத்தல், ML மற்றும் 
குத்தலக/திட்டத்லத ஒட்டி பாயும் 
ஆறுகள்/நீரப்் பாலதகலள திலச 
திருப்புதல் மற்றும் வழித்தடமாக்குதல் 
மற்றும் தற்டபாதுள்ள பயனரக்ள் மீதான 
தாக்கம் மற்றும் சுரங்க 
நடவடிக்லககளின் தாக்கம். 

விவரங்கள் அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது.  

 

1.11 குவாரி பகுதி, OB டம்ப்ஸ், கிரீன் வபல்ட், 
பாதுகாப்பு மண்டலம், கட்டிடங்கள், 
உள்கட்டலமப்பு, ஸ்டாக்யாரட்், 
டவுன்ஷிப்/காலனி (எம்.எல்.க்கு 
உள்டளயும் அலத ஒட்டியும்) சுரங்க 
நடவடிக்லககளுக்காக 
முன்வமாழியப்பட்ட நிலத்லத 
உலடப்பலதக் காடட்ும் சுரங்கத்தின் 
விரிவான தளத் திட்டம். ), இலடயூறு 
இல்லாத பகுதி -ஏடதனும் இருந்தால், 
குத்தலக / திட்டப் பகுதிகலள ஒட்டிய 
இயற்லக வடிகால்களுடன், 
தற்டபாதுள்ள சாலலகள், 
வடிகால்கள்/இயற்லக நீரந்ிலலகள் 
டபான்ற நிலப்பரப்பு அம்சங்கள் 
தலடயின்றி விடப்பட டவண்டும், டமலும் 

திட்டத் தளத்தின் 10 கிமீ 

சுற்றளவில் பஃபர ் பகுதியின் 

நில பயன்பாடட்ு முலற 

அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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கலரகள்/கடட்ுகள் கடட்ும் வலகயில் 
அவற்லற மாற்றியலமத்தல், 
முன்வமாழியப்பட்ட நீரந்ிலலகள்/மறு-
டசனல்கள், அணுகுமுலற சாலலகள், 
வபரிய சாலலகள் டபான்றலவ 
குறிப்பிடப்பட டவண்டும். 

1.12 அப்பகுதியின்  நிலப் பயன்பாடு 
(விவசாய நிலம்/ வனப்பகுதி/ டமய்சச்ல் 
நிலம்/ தரிசு நிலம்/ நீரந்ிலலகள்) கீடழ 
வகாடுக்கப்படட்ுள்ள அட்டவலணயின் 
படி வழங்கப்பட டவண்டும். திட்டத்தின் 
தாக்கங்கள், நில பயன்பாட்டில் ஏடதனும் 
இருந்தால், குறிப்பாக, விவசாய 
நிலம்/காடு/ டமய்சச்ல் 
நிலம்/நீரந்ிலலகள் குத்தலக/ 
திட்டத்திற்கு உட்பட்டலவ மற்றும் சுரங்க 
நடவடிக்லககளுக்காக 
லகயகப்படுத்தப்பட்டலவ பகுப்பாய்வு 
வசய்யப்பட டவண்டும். டமற்பரப்பு 
உரிலமகள் மற்றும் சுரங்க 
உரிலமகளின் கீழ் பரப்பளவு 
குறிப்பிடப்பட டவண்டும். சுரங்க 
உரிலமகளின் கீழ் டமற்பரப்பு 
உரிலமகள் பகுதியின் கீழ் பரப்பளவு (ha) 
S.N ML/திட்டம் நில பயன்பாடட்ு 
உரிலமகள்(ha) (ha) இரண்டின் கீழும் 
உள்ள பகுதி (ha)1 விவசாய நிலம் 2 வன 
நிலம் 3 டமய்சச்ல் நிலம்                                4 
குடியிருப்புகள் 5 மற்றலவ (குறிப்பிடவும்) 
S.N. விவரங்கள் பகுதி (எக்டடர)்  
கட்டிடங்கள் 2 உள்கட்டலமப்பு  
3. சாலலகள் 4 மற்றலவ (குறிப்பிடவும்) 
வமாத்தம். 

திட்டத் தளத்தின் 10 கிமீ 

சுற்றளவில் பஃபர ் பகுதியின் 

நில பயன்பாடட்ு முலற பக்கம் 

அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது. 

 

1.13 ஆய்வுப் பகுதியில் (10 கி.மீ.) தற்டபாதுள்ள 
தாவரங்கள் மற்றும் விலங்கினங்கள் 
குறித்த ஆய்வு சம்பந்தப்பட்ட துலறயின் 
நிறுவனத்தால் டமற்வகாள்ளப்பட 
டவண்டும். லமய மற்றும் ஆய்வுப் 
பகுதிக்கு தனித்தனியாக 
அங்கீகரிக்கப்பட்ட தாவரங்கள் மற்றும் 
விலங்கினங்களின் பட்டியலலயும், 

திட்ட தளத்தின் 10 கிமீ 

சுற்றளவில்   பஃபர ் பகுதியின் 

தாவரங்கள் மற்றும் 

விலங்கினங்கள் பக்கம் 

அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அழிந்துவரும் விலங்கினங்களின் 
இடம்வபயரவ்ு நலடபாலதயின் ஒரு 
பகுதியாக ஆய்வுப் பகுதி அலமகிறதா 
என்பலதத் வதளிவாகக் குறிப்பிடும் 
அறிக்லகயும் வகாடுக்கப்பட டவண்டும். 
ஆய்வுப் பகுதி தாவரங்கள் மற்றும் 
விலங்கினங்கலள ஆபத்தில் 
ஆழ்த்தியிருந்தால், அல்லது 
அட்டவலண-I இனங்கள் அவ்வப்டபாது 
வசன்று அல்லது வாழ்விடமாகப் 
பயன்படுத்தினால், அல்லது 
சுற்றுசச்ூழலின் உணரத்ிறன் 
பகுதியிலிருந்து 15 கி.மீக்குள் திட்டம் 
அலமந்திருந்தால், அல்லது 
இடம்வபயரவ்ு நலடபாலதயாகப் 
பயன்படுத்தப்பட்டால், ஒரு விரிவான 
பாதுகாப்புத் திட்டம் மற்றும் 
வபாருத்தமான வரவு வசலவுத் திட்ட 
ஒதுக்கீடுகள் தயாரிக்கப்படட்ு EIA-EMP 
அறிக்லகயுடன் சமரப்்பிக்கப்பட 
டவண்டும்; மற்றும் மாநில 
அரசாங்கத்தின் CWLW இன் 
கருத்துகள்/கவனிப்பு. டமலும் வபற்று 
தரப்பட டவண்டும். திட்ட தளத்தின் 10 
கிமீ சுற்றளவில் பஃபர ் பகுதியின் 
தாவரங்கள் மற்றும் விலங்கினங்கள் 
பக்கம் அத்தியாயம்-3 
வகாடுக்கப்படட்ுள்ளது 

1.14 ஒரு பருவகால (மலழக்காலம் தவிர) 
சுற்றுசச்ூழல் தரம் பற்றிய முதன்லம 
அடிப்பலட தரவு - காற்று (PM10, PM2.5, 
SOx, NOx மற்றும் வெவி வமட்டல்களான 
Hg, Pb, Cr, As டபான்றலவ), சத்தம், நீர ்
(டமற்பரப்பு மற்றும் நிலத்தடி நீர)் , மண் - 
AAQ டசகரிப்பு காலத்திற்கான அடத 
பருவத்துடன் ஒத்துப்டபாகும் ஒரு சீசன் 
மீட் டடட்டாவுடன் டசரத்்து வழங்கப்பட 
டவண்டும். அந்தந்த ஆய்வகத்தின் NABL/ 
MoEF & CC சான்றிதழின் விவரம் மற்றும் 
வழங்கப்பட டவண்டிய ஆடலாசகரின் 
NABET அங்கீகாரம் 

சுற்றுசச்ூழல் விவரங்கள். 

அத்தியாயம்-3 இன் 

விளக்கத்தின் கீழ் 

வகாடுக்கப்படட்ு உள்ளன. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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1.15 ஆய்வுப் பகுதியின் வலரபடம் (1: 50, 000 
அளவுடகால்) வாழ்விடங்கள், பிற 
வதாழில்கள் / சுரங்கங்கள், 
மாசுபடுத்தும் ஆதாரங்களின் 
இருப்பிடம் ஆகியவற்லறக் காடட்ும் 
பல்டவறு மாதிரி நிலலயங்களின் 
இருப்பிடத்லதக் காடட்ும். குத்தலக/ 
திட்டப் பகுதியின் அளவு, கீழ்க்காற்று 
(காற்று)/கீழ்நிலல (டமற்பரப்பு 
நீர)்/நிலத்தடி நீர ்ஆட்சியில் (ஓட்டத்தின் 
அடிப்பலடயில்) முன்வமாழியப்பட்ட 
பாதிப்புகள் ஆகியவற்றின் 
அடிப்பலடயில் லமய மற்றும் இலடயக 
மண்டலங்களில் உள்ள மாதிரி 
நிலலயங்களின் எண்ணிக்லக மற்றும் 
இருப்பிடம் டதரந்்வதடுக்கப்பட 
டவண்டும். ) ஒரு நிலலயம் டமல்காற்று 
/அப்ஸ்ட்ரீம்/ பாதிப்பு இல்லாத 
/மாசுபடுத்தாத பகுதியில் கடட்ுப்பாடட்ு 
நிலலயமாக இருக்க டவண்டும். CPCB 
வழிகாடட்ுதல்கள் மற்றும் ISI 
தரநிலலகள் மற்றும் CPCB 
வலகப்பாட்டின்படி நிலத்தடி நீர ்மற்றும் 
டமற்பரப்பு நீர ்ஆகிய இரண்டிற்கும் நீர ்
டசாதலனக்கான அளவுருக்கள் மற்றும் 
வபாருந்தக்கூடிய இடங்களில் 
கண்காணிப்பு இருக்க டவண்டும். 
குறிப்பிடப்பட்ட தரநிலலகளுடன் 
கவனிக்கப்பட்ட மதிப்புகள் வழங்கப்பட 
டவண்டும். 

சுற்றுசச்ூழல் விவரங்கள். 

அத்தியாயம்-3 இன் 

விளக்கத்தின் கீழ் 

வகாடுக்கப்படட்ு உள்ளன. 

 

1.16 முலறயான அடிப்பலடக் காற்றின் தர 

மதிப்பீட்டிற்கு, அப்பகுதியில் உள்ள 

காற்றின் டராொ முலற மதிப்பாய்வு 

வசய்யப்பட டவண்டும், அதற்டகற்ப 

AAQMS இன் இருப்பிடம் காற்றின் தரத் 

தரவுகலள கீழ்க்காற்றுப் பகுதிகளில் 

டபாதுமான கண்காணிப்பு நிலலயங்கள் 

மூலம் டசகரிப்பதன் மூலம் 

திட்டமிடப்பட டவண்டும். அடிப்பலடத் 

தரலவச ் டசகரிப்பதற்கான 

கண்காணிப்பு இடம் ஒட்டுவமாத்தமாக 

சுற்றுசச்ூழல் விவரங்கள். 

அத்தியாயம்-3 இன் 

விளக்கத்தின் கீழ் 

வகாடுக்கப்படட்ு உள்ளன. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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10 கிமீ இலடயக மண்டலத்லத 

உள்ளடக்கியதாக இருக்க டவண்டும், 

அதாவது 10 கிமீ இலடயகப் பகுதியில் 

சிதறடிக்கப்பட டவண்டும். விரிவாக்கம் 

ஏற்பட்டால், CAAQMS இன் காட்டப்படும் 

தரவு மற்றும் வழங்கப்பட டவண்டிய 

கண்காணிப்புத் தரவுகளுடன் அதன் 

ஒப்பீடு 

1.17 சாலலயின் இருபுறமும் 100 மீட்டர ்

வதாலலவில் குடியிருப்புகள் 

இருப்பதுடன், காற்றின் தரத்தில் 

ஏற்படும் பாதிப்பு, அதன் சரியான 

நடவடிக்லககள் மற்றும் சாலலலய 

விரிவுபடுத்துவதற்கான 

காலக்வகடுவுடன் வசயல்திட்டத்துடன் 

விரிவான டபாக்குவரத்து ஆய்வு. இந்த 

திட்டம் எண்ணிக்லகலய அதிகரிக்கும். 

காரப்ன் உமிழ்வுக்கு மலறமுகமாகப் 

பங்களிக்கும் சாலலயில் வசல்லும் 

வாகனத்தின் இழப்பீடட்ுத் திட்டம் என்ன 

என்பலத EIA/ EMP அறிக்லகயில் 

வதளிவாகக் குறிப்பிட டவண்டும். 

 விவரங்கள். அத்தியாயம்-3 

இன் வகாடுக்கப்படட்ு உள்ளன. 

 

1.18 உண்லமயான கணக்வகடுப்பு 
அறிக்லகயுடன் நடத்தப்படும் சமூக-
வபாருளாதார ஆய்வு மற்றும் 
மக்கள்வதாலக கணக்வகடுப்புத் 
தரவுகளிலிருந்து வழங்கப்பட டவண்டிய 
ஒப்பீடட்ு மதிப்பீடு ஆகியலவ EIA/ EMP 
அறிக்லகயிலும் வழங்கப்பட டவண்டும், 
டமலும் ஆய்வுப் பகுதியின் வதாழில் 
நிலல மற்றும் வபாருளாதார நிலல 
மற்றும் வபாருளாதார ரீதியாக என்ன 
திட்டம் பங்களிக்கும் என்பது 
வதளிவாகக் குறிப்பிடப்பட டவண்டும். . 
ஆய்வுப் பகுதியில் உள்ள 
உள்கட்டலமப்பு வசதிகள் மற்றும் 
வசதிகளின் நிலல மற்றும் வழங்கப்பட 

சமூகப் வபாருளாதாரச ் சூழல் 

விவரங்கள் அத்தியாயம்-3 கீழ் 

வகாடுக்கப்படட்ு உள்ளன. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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டவண்டிய மக்கள்வதாலகக் 
கணக்வகடுப்புத் தரவுகளுடன் ஒப்பீடட்ு 
மதிப்பீடு மற்றும் பின்பற்றப்பட 
டவண்டிய CSR வசயல்பாடுகளுக்கான 
டதலவ அடிப்பலடயிலான 
கணக்வகடுப்பின் துவக்கம் மற்றும் 
அளவீடு ஆகியவற்றுடன் அலத 
இலணக்க டவண்டும். 

1.19 சூழலியல் மற்றும் பல்லுயிர ்ஆய்வானது, 
டமற்பரப்பின் உள்கட்டலமப்பு டமம்பாடு 
அல்லது சுரங்க நடவடிக்லககளுக்கு 
வனப் பகுதியில் ஏற்படும் மாற்றத்தின் 
தாக்கத்லத சுட்டிக்காட்ட டவண்டும். 
திலச திருப்புதல். 

உயிரியல் சூழல் விவரங்கள் 

அத்தியாயம்-3 கீழ் 

வகாடுக்கப்படட்ு உள்ளன. 

 

1.20 பாதிப்பு மண்டலத்தில் உள்ள மக்களின் 
ஆடராக்கியம் மற்றும் சுரங்கத்திற்கான 
பணியாளரக்ள் மற்றும் மனிதவளத்தின் 
வதாழில்சார ் ஆடராக்கியம் மற்றும் 
பாதுகாப்புக்கான நடவடிக்லககள் 
குறித்த அடிப்பலட தரவு 
சமரப்்பிக்கப்பட டவண்டும். 

சுகாதார விவரங்கள் 

அத்தியாயம்-3 கீழ் 

வகாடுக்கப்படட்ு உள்ளன. 

 

1.21 அப்பகுதியின்  முன்வமாழியப்பட்ட 
லெட்டரா ஜிடயாலாஜி 
திட்டம்/வசயல்பாட்டின் தாக்கம் 
மதிப்பிடப்படட்ு அறிக்லக 
சமரப்்பிக்கப்படும். GEC 2015 
வழிகாடட்ுதல்களின்படி லெட்டரா 
ஜிடயாலாஜி தயாரிக்கப்படட்ு 
சமரப்்பிக்கப்பட டவண்டும் 

லெட்டரா ஜிடயாலாஜிக்கல் 
ஆய்வு நடந்து 
வகாண்டிருக்கிறது; 
இருப்பினும், இறுதி EIA 
சமரப்்பிப்பு அறிக்லக 
அத்தியாயம் 3 இல் 
இலணக்கப்படும். 

 

1.22 நீண்ட கால கண்காணிப்பு 
நடவடிக்லககள் உட்பட லமய மண்டலம் 
மற்றும் 10 கிமீ தாங்கல் 
மண்டலத்திற்குள் உள்ள நீரவ்ளவியல் 
மற்றும் நிலத்தடி நீர ்ஆட்சியில் சுரங்கம் 
மற்றும் சுரங்கத்தில் இருந்து நீர ்
உறிஞ்சுதல் ஆகியவற்றின் தாக்கம் 
வழங்கப்பட டவண்டும். மலழநீர ்
டசகரிப்பு விவரங்கள் மற்றும் நிலத்தடி 

லெட்டராஜியாலஜி மற்றும் 

நிலத்தடி நீர ் விவரங்கள் 

பற்றிய சுரங்கத்திலிருந்து 

சுருக்கம் அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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நீலர ரீசாரெ்் வசய்வதற்கான 
நடவடிக்லககள் நிலத்தடி நீர ் இருப்பு 
குலறயும் டபாது மற்றும்/ அல்லது அந்த 
பகுதி இருண்ட / சாம்பல் 
மண்டலத்திற்குள் இருந்தால் 
பிரதிபலிக்க டவண்டும். 

1.23 முன்கணிப்பிற்கான மாடலிங், தணிப்பு/ 
தடுப்பு, வதாடர ் கண்காணிப்பு 
நடவடிக்லககள் மற்றும் பாதுகாப்புச ்
சிக்கல்கள் உள்ளிட்ட நிலம் சரிவு பற்றிய 
ஆய்வு டமற்வகாள்ளப்பட டவண்டும். 

நிலம் சரிவு அத்தியாயம்-3 

வகாடுக்கப்படட்ுள்ளது 

 

1.24 விரிவான நீர ் இருப்பு வழங்கப்பட 
டவண்டும். மணல் அள்ளுவதற்கு 
தண்ணீலரப் பயன்படுத்துதல் உள்ளிட்ட 
சுரங்க நடவடிக்லககளில் பல்டவறு 
நடவடிக்லககளுக்கு ஏற்ப தண்ணீர ்
டதலவலய பிரித்து தனித்தனியாக 
வழங்க டவண்டும். சுரங்கத்தில் 
பயன்படுத்துவதற்கான நீர ் ஆதாரம், 
மாநில அரசின் தகுதியான 
ஆலணயத்தின் அனுமதி. மற்றும் 
டபாட்டியிடும் பயனரக்ளுக்கு ஏற்படும் 
பாதிப்புகள் வழங்கப்பட டவண்டும். 

சுரங்கங்களில் நீர ்

பயன்படுத்துவதால் ஏற்படும் 

பாதிப்பு மற்றும் நீர ் சமநிலல. 

அத்தியாயம்-4 

வகாடுக்கப்படட்ுள்ளன. 

 

1.25 சுற்றுசச்ூழல் டமலாண்லம திட்டத்தின் 
ஒரு பகுதியாக வசயல்படுத்தப்படும் 
அலனத்து காற்று மாசுக் கடட்ுப்பாடட்ு 
கருவிகளின் (APCEs) வடிவலமப்பு 
விவரங்கலள PP சமரப்்பிக்க டவண்டும். 

சுற்றுசச்ூழல் டமலாண்லம 
திட்டத்தின் ஒரு பகுதியாக 
வசயல்படுத்தப்படும் காற்று 
மாசுக் கடட்ுப்பாடட்ு கருவிகள் 
(APCEs) அத்தியாயம்-10 
வகாடுக்கப்பட்ட விவரங்கள் 

 

1.26 PP ஆனது LNG/CNG அடிப்பலடயிலான 
சுரங்க இயந்திரங்கள் மற்றும் 
டிரக்குகலள சுரங்க வசயல்பாடு மற்றும் 
கனிம டபாக்குவரத்துக்கு பயன்படுத்த 
முன்வமாழிகிறது. ஆற்றலலப் 
பாதுகாக்க அல்லது புதுப்பிக்கத்தக்க 
ஆதாரங்கலளப் பயன்படுத்துவதற்கு 
எடுக்கப்பட்ட நடவடிக்லககள் 
ஆராயப்பட டவண்டும். 

குவாரி வசயல்பாட்டின் 

முதலீட்டிற்குப் பிறகு இது 

முடிந்தவலர கலட 

பிடிக்கப்படும். 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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1.27 சுரங்க வசயல்பாடு மற்றும் 
வதாடரப்ுலடய காரப்ன் உறிஞ்சுதல் 
திட்டத்திலிருந்து கிரீன்ெவுஸ் உமிழ்வு 
வாயுக்கலள மதிப்பிடுவதற்கு PP 
வகாடுக்க டவண்டும். 

கிரீன்ெவுஸ் உமிழ்வு வாயு 

விவரங்கள் அத்தியாயம்-10 

வகாடுக்கப்படட்ுள்ளது 

 

1.28 தணிப்பு நடவடிக்லககள், இடர ்மதிப்பீடு 
மற்றும் டபரிடர ் தயாரந்ிலல மற்றும் 
டமலாண்லமத் திட்டத்துடன் கூடிய தள 
குறிப்பிட்ட தாக்க மதிப்பீடு வழங்கப்பட 
டவண்டும். 

அதன் தணிப்பு 
நடவடிக்லககளுடன் தாக்க 
மதிப்பீடு, இடர ் மதிப்பீடு 
மற்றும் டபரிடர ் தயாரந்ிலல 
மற்றும் டமலாண்லம திட்டம் 
அத்தியாயம்-2 
வகாடுக்கப்படட்ுள்ளது. 

 

1.29 சுரங்க முலற, வதாழில்நுட்பம், 
டதரந்்வதடுக்கப்பட்ட இயந்திரங்களின் 
பயன்பாடு மற்றும் காற்றின் தரம், கனிம 
டபாக்குவரத்து, லகயாளுதல் மற்றும் 
டசமிப்பு/ஸ்டாக்யாரட்் டபான்றவற்றின் 
தாக்கம், வவடிப்பு, சத்தம் மற்றும் 
அதிரவ்ுகளின் தாக்கம் ஆகியலவ 
வழங்கப்பட டவண்டும். 

சுரங்க முலற, வதாழில்நுட்ப  

விவரங்கள் அத்தியாயம்-4 

வகாடுக்கப்படட்ுள்ளது. 

 

1.30 சுரங்கப் பகுதிக்குள் மற்றும் 
குத்தலக/திட்டத்திற்கு வவளிடய 
கனிமப் டபாக்குவரத்தின் தாக்கங்கள், 
தப்பிடயாடிய உமிழ்லவ உருவாக்கும் 
குறிப்பிட்ட பகுதிகலளக் குறிக்கும் ஓட்ட 
விளக்கப்படத்துடன் வழங்கப்பட 
டவண்டும். டபாக்குவரத்து, லகயாளுதல், 
கனிம மற்றும் கழிவுகலள காற்றின் 
தரத்தில் மாற்றுதல், 
பணிமலனயிலிருந்து வவளிடயறும் 
கழிவுகள் டபான்றவற்றின் தாக்கங்கள், 
HEMM மற்றும் பிற 
இயந்திரங்கள்/உபகரணங்கலளப் 
பராமரிப்பதற்கான டமலாண்லமத் 
திட்டம் ஆகியலவ வகாடுக்கப்பட 
டவண்டும். வதாழிலாளரக்ளுக்கான 
ஓய்வு இடங்கள் மற்றும் டகண்டீன் 
டபான்ற பல்டவறு வசதிகள் மற்றும் இந்த 
நடவடிக்லககளில் இருந்து வவளிடயறும் 
கழிவுகள் / மாசு சுலம டபான்ற 
விவரங்களும் வழங்கப்பட டவண்டும். 

கனிம டபாக்குவரத்து 

விவரங்கள் அத்தியாயம்-4 

வகாடுக்கப்படட்ு உள்ளன. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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1.31 வாகன நிறுத்துமிடம், ஓய்வு பகுதிகள் 
மற்றும் டகன்டீன் டபான்றவற்றின் 
அடிப்பலடயில் வதாழிலாளரக்ளுக்கு 
வழங்கப்பட டவண்டிய பல்டவறு 
வசதிகள் மற்றும் இந்த 
நடவடிக்லககளால் ஏற்படும் 
கழிவுகள்/மாசு சுலம பற்றிய 
விவரங்களும் அளிக்கப்பட டவண்டும். 

பாரக்்கிங், ஓய்வு பகுதிகள் 

மற்றும் டகண்டீன், மற்றும் 

கழிவுகள்/மாசு சுலம 

விவரங்கள் அத்தியாயம் -4 

வகாடுக்கப்படட்ுள்ளது 

 

 

1.32 வமாலபல்/ஸ்டாடிக் வாட்டர ் வெட ்
விமானத்தின் எண்ணிக்லக மற்றும் 
வசயல்திறன், சுரங்கத்தின் உள்டள 
முக்கிய கனிம டபாக்குவரத்து 
சாலலயில் மூடுபனி பீரங்கி வதளிக்கும் 
அலமப்பு, சுரங்கம்/ ஸ்டாக்யாரட்்/ 
லசடிங்கிற்கான அணுகுமுலற 
சாலலகள் மற்றும் காற்றின் தரத்லத 
பாதிக்கும் வலகயில் அவற்றின் 
பயன்பாட்டின் அதிரவ்வண் ஆகியலவ 
வழங்கப்பட டவண்டும். 

EMP இன் கீழ் 1.0 லட்சம் 

வசலவில் வமாலபல் வாட்டர ்

டடங்கரக்லள முன்வமாழிபவர ்

வழங்குவார.் 

 

1.33 இறுதி சுரங்க மூடல் திட்டம் மற்றும் 

சுரங்கத்திற்கு பிந்லதய நில பயன்பாடு 

மற்றும் நிலம்/வாழ்விடத்லத 

முன்கூட்டிய நிலலக்கு மீட்டலமத்தல் 

ஆகியலவ வழங்கப்பட டவண்டும். 

வவட்டிவயடுக்கப்பட்ட பகுதியின் 

சூழலியல் மறுசீரலமப்பு மற்றும் 

சுரங்கத்திற்குப் பிந்லதய நிலத்லதப் 

பயன்படுத்துவதற்கான திட்டம் 

விரிவான வசலவு ஏற்பாடுகளுடன் 

தயாரிக்கப்பட டவண்டும். கழிவுகளின் 

தாக்கம் மற்றும் டமலாண்லம மற்றும் 

மறு லகயாளுதல் (வபாருந்தக்கூடிய 

இடங்களில்) மற்றும் பின் நிரப்புதல் 

மற்றும் முற்டபாக்கான சுரங்க மூடல் 

மற்றும் மறுசீரலமப்பு ஆகியலவ 

வழங்கப்பட டவண்டும். 

இறுதி சுரங்க மூடல் திட்டம் 

மற்றும் சுரங்கத்திற்கு 

பிந்லதய நில பயன்பாடட்ு 

விவரங்கள் அத்தியாயம்-7 இல் 

வகாடுக்கப்படட்ுள்ளது 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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1.34 டபாதுமான பசுலமப்படல்ட அருகில் 

உள்ள பகுதிகள், கனிம இருப்பு மற்றும் 

கனிமங்களின் டபாக்குவரத்து பகுதி 

ஆகியலவ டதரந்்வதடுக்கப்பட்ட 

இனங்களின் விவரங்களுடன் 

வழங்கப்பட டவண்டும் மற்றும் 

பிலழக்கும் விகிதம் குறிப்பாக 

டபாக்குவரத்து பாலதலய சுற்றி பசுலம 

வபல்ட் டமம்பாடு டமற்வகாள்ளப்பட 

டவண்டும். 

ஒப்புக்வகாள்ளப்பட்டது  

1.35 EMP இன் வசலவு (மூலதனம் மற்றும் 

வதாடரச்ச்ியானது) திட்டச ் வசலவு 

மற்றும் முற்டபாக்கான மற்றும் இறுதி 

சுரங்க மூடல் திட்டத்தில் டசரக்்கப்பட 

டவண்டும். 

EMP வசலவு விவரங்கள் 

அத்தியாயம்-10 

வகாடுக்கப்படட்ுள்ளது 

 

1.36 ஆர&்ஆர ் பற்றிய விவரங்கள். ஆய்வுப் 

பகுதியில் கண்டறியப்பட்ட மக்கள் 

வதாலகயின் (பழங் குடியினர,் SC/ST, BPL 

குடும்பங்கள் உட்பட) தற்டபாதுள்ள 

சமூக-வபாருளாதார நிலல மற்றும் 

இடம்வபயரந்்த மக்கலள 

மீள்குடிடயற்றுவதற்கான பரந்த திட்டம், 

மீள்குடிடயற்ற இடம், மாற்று இடம் 

பற்றிய தரவுகளுடன் விரிவான திட்டக் 

குறிப்பிட்ட R&R திட்டம் இடம்வபயரந்்த 

மக்களுக்கான வாழ்வாதார கவலலகள்/ 

டவலலவாய்ப்பு, வழங்கப்படும் குடிலம 

மற்றும் வீடட்ு வசதிகள் டபான்றலவ 

மற்றும் வசலவுகள் மற்றும் R&R 

திட்டத்லத வசயல்படுத்துவதற்கான 

அட்டவலணயுடன் வகாடுக்கப்பட 

டவண்டும். 

 

இது வபாருந்தாது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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1.37 CSR திட்டத்துடன் கிராமங்களின் 

விவரங்கள் மற்றும் திட்டத்தின் 

வாழ்நாள் முழுவதும் குறிப்பிட்ட 

நடவடிக்லககளுக்கான குறிப்பிட்ட 

படவ்ெட் ஒதுக்கீடுகள் (மூலதனம் மற்றும் 

வதாடரச்ச்ி) வகாடுக்கப்பட டவண்டும். 

CSR விவரங்கள் அத்தியாயம்-8 

வகாடுக்கப்படட்ுள்ளது 

 

1.38 காரப்்படரட் சுற்றுசச்ூழல் வபாறுப்பு: CSR விவரங்கள் அத்தியாயம்-8 

வகாடுக்கப்படட்ுள்ளது 

 

1.39 a)இயக்குநரக்ள் குழுவால் 

அங்கீகரிக்கப்பட்ட நன்கு 

வலரயறுக்கப்பட்ட சுற்றுசச்ூழல் 

வகாள்லகலய நிறுவனம் வகாண்டிருக்க 

டவண்டும். 

சுற்றுசச்ூழல் வகாள்லக 

விவரங்கள் அத்தியாயம்- 10 

வகாடுக்கப்படட்ுள்ளது. 

 

1.40 b) சுற்றுசச்ூழல் வகாள்லகயானது, 

சுற்றுசச்ூழல் அல்லது வன 

விதிகள்/நிபந்தலனகள் ஏடதனும் 

மீறல்கள்/விலகல்/ மீறல்கள் 

ஆகியவற்லறக் கவனத்தில் வகாள்ள 

நிலலயான வசயல்பாடட்ு 

வசயல்முலற/வசயல்முலறகலள 

பரிந்துலரக்க டவண்டும். 

சுற்றுசச்ூழல் வகாள்லக 

விவரங்கள் அத்தியாயம்- 10 

வகாடுக்கப்படட்ுள்ளது. 

 

1.41 c) சுற்றுசச்ூழல் பிரசச்ிலனகலளக் 

லகயாள்வதற்கும், சுற்றுசச்ூழல் 

அனுமதி நிபந்தலனகளுக்கு 

இணங்குவலத உறுதி வசய்வதற்கும் 

நிறுவனத்தின் படிநிலல அலமப்பு 

அல்லது நிரவ்ாக ஆலண வழங்கப்பட 

டவண்டும் 

-  

1.42 d) முலறயான காடசாலலகள் மற்றும் 

நிலுலவகலளப் வபறுவதற்கு, நிறுவனம் 

மற்றும்/அல்லது பங்குதாரரக்ள் அல்லது 

பங்குதாரரக்ளின் இயக்குநரக்ள் 

குழுவிற்கு 

-  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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இணக்கமின்லம/சுற்றுசச்ூழல் 

விதிமுலறகலள மீறுதல் பற்றி நன்கு 

அறியப்பட்ட அலமப்லபக் 

வகாண்டிருக்க டவண்டும். 

1.43 e) சுற்றுசச்ூழல் டமலாண்லம பிரிவு 
மற்றும் அதன் வபாறுப்புகள் EIA/ EMP 
அறிக்லகயில் வதளிவாக குறிப்பிடப்பட 
டவண்டும் 

EMP வசல் விவரங்கள் 

அத்தியாயம்-4 

வகாடுக்கப்படட்ுள்ளன 

 

1.44 f)சுற்றுசச்ூழல் விதிமுலறகளுக்கு 
இணங்குவலத சுய கண்காணிப்பின் 
கட்டலமக்கப் பட்ட முலறயில் 
சுட்டிக்காட்ட டவண்டும். 

ஒப்புக்வகாள்ளப்பட்டது  

1.45 திட்டத்தில் தாக்கல் வசய்யப்பட்ட / 
நிலுலவயில் உள்ள வழக்குகள் / 
நீதிமன்ற வழக்குகளின் நிலல 
வழங்கப்பட டவண்டும் 

ஏதும் இல்லல  

1.46 எந்தவவாரு டதசிய பூங்கா மற்றும் 
வனவிலங்கு சரணாலயத்தின் 
தாழ்வாரத்தின் கீழ் என்னுலடயது வராது 
என்று DFO யிடமிருந்து PP 
வதளிவுபடுத்தலல, அருகிலுள்ள 
சரணாலயத்தின் தூரத்லதக் காடட்ும் 
சான்றளிக்கப்பட்ட வலரபடத்துடன் 
சமரப்்பிக்க டவண்டும். 

குறித்து வகாள்ளப்பட்டது  

1.47 வனத்துலற அனுமதி, சுரங்கத் திட்ட 
ஒப்புதல், சுரங்க மூடல் திட்ட ஒப்புதல் 
டபான்ற அனுமதிகள்/ஒப்புதல்களின் 
நகல். நீரப்்பாசனத் துலறயிலிருந்து NOC 
(டதலவப்பட்டால்) டபான்றலவ 
வபாருந்தும். 

குறித்து வகாள்ளப்பட்டது  

1.48 வன அனுமதி பற்றிய விவரங்கள் 
வகாடுக்கப்பட்ட வடிவத்தின்படி 
வகாடுக்கப்பட டவண்டும்: வமாத்த ML 
வமாத்த திட்டப் பகுதி வனம் (ha) நிலம் 
(ha) FC டததி வன நில இருப்புப் பகுதியின் 
பரப்பளவு, அதற்கான FC க்கு இன்னும் 
விண்ணப்பத்தின் நிலல 
வபறப்படவில்லல வன நிலம் ஒன்றுக்கு 
டமற்பட்டவரக்ள் ஒவ்வவாரு FC 
விவரங்கலளயும் வழங்க டவண்டும். 

குறித்து வகாள்ளப்பட்டது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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1.49 முன்வமாழிவு விரிவாக்கம் 
வசய்யப்பட்டால், சுரங்கத் திட்டம் 
மற்றும் அங்கீகரிக்கப்பட்ட 
திட்டத்தின்படி வசய்யப்படும் பணியின் 
நிலல EIA/EMP அறிக்லகயில் 
விவரிக்கப்படும். 

குறித்து வகாள்ளப்பட்டது  

1.50 வபாது விசாரலண பற்றிய விவரங்கள் 
வசய்தித்தாளில் வவளியிடப்படட் 
அறிவிப்புகள், வபாது விசாரலணயின் 
நடவடிக்லககள்/நிமிடங்கள், வபாது 
மக்களால் எழுப்பப்பட்ட புள்ளிகள் 
மற்றும் முன்வமாழிபவரால் 
வசய்யப்பட்ட வாக்குறுதிகள் மற்றும் 
வபாருத்தமான காலக்வகடுவில் வரவு 
வசலவுத் திட்டங்களுடன் முன்வமாழிய 
ப்பட்ட காலக்வகடு நடவடிக்லக 
வதாடரப்ான தகவல்கள் உள்ளடக்கப்பட 
டவண்டும். இந்த விவரங்கள் 
அட்டவலண வடிவத்தில் வழங்கப்பட 
டவண்டும். வபாது விசாரலண பிராந்திய 
வமாழியில் இருந்தால், அதன் 
அங்கீகரிக்கப்பட்ட ஆங்கில 
வமாழிவபயரப்்பு வழங்கப்பட டவண்டும். 

குறித்து வகாள்ளப்பட்டது  

1.51 ட்டரான் மூலம் குலறந்தபட்சம் 10 
நிமிடங்களுக்கு நில யதாரத்்தத்லத 
எடுத்துக்காடட்ும் கணக்வகடுப்லப 
டமற்வகாண்டு முன்வமாழிபவர ்
சமரப்்பிக்க டவண்டும். 

குறித்து வகாள்ளப்பட்டது  

1.52 முதல் குத்தலகப் பத்திரம் 
ஒதுக்கப்பட்ட/பிளாக் ஒதுக்கீடு/ நிலம் 
அதன் புதுப்பித்தல்களின் 
எண்ணிக்லகயில் இருந்து வதாடங்கும் 
திட்டத்தின் விரிவான காலவரிலச, 
CTO/CTE. புதுப்பித்தல்கள், முந்லதய) 
வழங்கிய விவரங்கள் மற்றும் அதன் 
இணக்க விவரங்கள், வன NOC(கள்), CGWA 

குறித்து வகாள்ளப்பட்டது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அனுமதிகள், பவர ்அனுமதிகள் டபான்ற 
பல்டவறு அரசாங்க அலமப்புகளின் NOC 
விவரங்கள் முலறடய அட்டவலண 
வடிவத்தில் வழங்கப்பட டவண்டும். 

1.53 EIA/ EMP அறிக்லகயின் முதல் பக்கத்தில் 

உசச் திறன் உற்பத்தி, பகுதி, PP இன் 

விவரம், ஆடலாசகர ் (NABET அங்கீகாரம்) 

மற்றும் ஆய்வகம் (NABL / MoEF & CC 

சான்றிதழ்) ஆகியவற்லறக் குறிப்பிட 

டவண்டும். 

குறித்து வகாள்ளப்பட்டது  

1.54 ToR இன் இணக்கங்கள் அட்டவலண 

வடிவில் அந்தந்த அத்தியாயப் பிரிவு 

மற்றும் பக்க எண் ஆகியவற்றுடன் 

சரியாக டமற்டகாள் காட்டப்பட 

டவண்டும், டமலும் EIA-EMP 

அறிக்லகயின் அலனத்து அத்தியாயம், 

பிரிவில் உள்ள அந்தந்த ToR இன் 

வரிலசலயயும் குறிப்பிட டவண்டும். 

குறித்து வகாள்ளப்பட்டது  

SEAC இன் நிலலயான நிபந்தலனகள் 

1 AD (சுரங்கங்கள்) இலிருந்து வபறப்பட்ட 

கடிதத்லத PP வழங்க டவண்டும், இது 

ஏற்கனடவ உள்ள குழியின் 

பரிமாணங்கள் மற்றும் என்னுலடய 

முந்லதய குத்தலகக் காலத்தில் 

பணிபுரிந்த விவரங்கலளக் காடட்ுகிறது. 

இது ஏற்கனடவ உள்ள குவாரி. 

அசல் குழி (டதாண்டப்பட்ட) 

பரிமாணம்: துலண 

இயக்குனர ் புவியியல் மற்றும் 

சுரங்க துலற, 

திருவண்ணாமலல வழங்கிய 

கடிதம் மூலம் அறியலாம், 

தற்டபாதுள்ள குழியின் அளவு: 

நீளம் 134mX அகலம் 97m X27m 

BGL.  

 

2. முன்வமாழியப்பட்ட இடத்திலிருந்து 25 

கிமீ சுற்றளவு வலர, ரிசரவ்் காடுகள், 

பாதுகாக்கப்பட்ட பகுதிகள், 

குறித்து வகாள்ளப்பட்டது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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சரணாலயங்கள், புலிகள் சரணாலயம் 

டபான்றவற்றின் அருகாலமயில் உள்ள 

வதாலலலவக் குறிப்பிடும் DFO 

கடிதத்லத PP அளிக்க டவண்டும். 

3. திட்டத் தளத்திற்கு அருகாலமயில் 

அலமந்துள்ள அருகிலுள்ள வீடட்ு 

உரிலமயாளரக்ளுக்கு வபாது 

விசாரலண வதாடரப்ான தனிப்பட்ட 

அறிவிப்லப PP வழங்கும். 

குறித்து வகாள்ளப்பட்டது  

4. உற்பத்திக்காக வந்த வமாத்த அளவின் 

அளலவக் வகாண்டு, கல் குவாரிலய 

டமற்வகாள்வதற்கான இடத்லதத் 

டதரந்்வதடுப்பலத, 

லவப்புதவ்தாலகயின் பாலறயியல், 

இருப்பு மதிப்பீடு, கழிவுகள் வகாடட்ும் 

இடம்/சுரங்கப்பட்ட கனிம டசமிப்பு 

இடம், இறுதிப் பயன்பாடு டபான்ற 

டபாதுமான விவரங்களுடன் ஆதரவாளர ்

நியாயப்படுத்த டவண்டும். 

வவட்டிவயடுக்கப்பட்ட வபாருடக்ள், 

சாத்தியமான வாடிக்லகயாளரக்ள்/ 

இறுதி பயனரக்ள் மற்றும் பயண 

பாலதலய அலடயாளம் கண்டுள்ளது. 

புவியியல் இருப்புக்கள் 13,79,140 

கனமீட்டர ் சாதாரண கல் 

மற்றும் 45,518 கனமீட்டர ்

கிராவல். 

டதாண்டக் கூடிய இருப்புக்கள். 

2,31,505கனமீட்டர ் சாதாரண 
கல் மற்றும் 33,696கனமீட்டர ்
கிராவல். 

 

5. PP ஆனது சுரங்க முலறயின் 

(வழக்கமான அல்லது வழக்கத்திற்கு 

மாறான) சரியான மற்றும் ஆய்வக 

டசாதலனயுடன் வவடிக்கும் நுட்பங்கள் / 

வவடிக்காத நுட்பங்கலள பயன்படுத்த 

டவண்டும். 

சுரங்க முலற விவரங்கள் 
அத்தியாயம்-2 
வகாடுக்கப்படட்ுள்ளது. 

 

6. குத்தலக எல்லலயில் இருந்து 500 

மீட்டருக்குள் குடியிருப்புகள் உட்பட 

உணரத்ிறன் வாய்ந்த கட்டலமப்புகள் 

இருப்பலதக் கருத்தில் வகாண்டு, 

"குவாரி வவடிப்பிலிருந்து அதிரவ்ு மற்றும் 

ஒப்புக்வகாள்ளப்பட்டது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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பறக்கும் பாலறகலளக் 

கடட்ுப்படுத்துவதற்கான பிளாஸ்ட் 

வடிவலமப்பு அளவுருக்கலள" 

முன்வமாழிபவர ்சமரப்்பிக்க டவண்டும். 

7. முன்வமாழியப்பட்ட குவாரிகளில் 

அகழ்வாராய்சச்ி மற்றும் 

டபாக்குவரத்துக்கான HEMM 

மக்கள்வதாலகயின் மதிப்பீடல்ட PP 

நியாயப்படுத்துகிறது. 

அத்தியாயம்-4 
வகாடுக்கப்பட்ட கனிம 
டபாக்குவரத்து விவரங்கள். 

 

8. ஆறுகள் / நீரந்ிலலகள் / 

காப்புக்காடுகள் / டமய்சச்ல் நிலம் / 

மருத்துவமலனகள் மற்றும் கல்வி 

நிறுவனங்கள் / கட்டலமப்புகளின் 

இருப்பு டபான்ற 1 கிமீ வதாலலவில் 

அலமந்துள்ள சுற்றுசச்ூழல் 

அலமப்புகலள PP கணக்கிட டவண்டும். 

சுற்றுசச்ூழல் அலமப்பு 
விவரங்கலளக் கணக்கிடவும் 
அத்தியாயம்-3 
வகாடுக்கப்படட்ுள்ளது. 

 

9. சுற்றுசச்ூழலில் சுரங்க 

நடவடிக்லககளால் எதிரப்ாரக்்கப்படும் 

பாதிப்புகள் மற்றும் அதற்கான தீரவ்ு 

நடவடிக்லககள் பற்றிய விவரங்கலள PP 

வழங்கும். 

புவியியல் இருப்புக்கள் 13,79,140 

கனமீட்டர ் சாதாரண கல் 

மற்றும் 45,518 கனமீட்டர ்

கிராவல். 

டதாண்டக் கூடிய இருப்புக்கள். 

2,31,505கனமீட்டர ் சாதாரண 
கல் மற்றும் 33,696கனமீட்டர ்
கிராவல். 

 

10. (i) 50 மீ, (ii) 100 மீ, (iii) 200 மீ மற்றும் (iv) 300 மீ 

(v) 500 மீ சுற்றளவில் அலமந்துள்ள 

கட்டலமப்புகலள கணக்வகடுப்பு 

நடத்தி, கணக்வகடுக்குமாறு 

முன்வமாழிபவர ் டகடட்ுக் 

வகாள்ளப்படுகிறார.் குடியிருப்டபாரின் 

எண்ணிக்லக வகாண்ட குடியிருப்பு 

வீடுகள், அது உரிலமயாளருக்கு 

வசாந்தமானது (அல்லது) 

இல்லாவிட்டாலும், வழிபாடட்ுத் 

தலங்கள், வதாழிற்சாலலகள், 

இலணக்கப்படட்ுள்ளது, இதன் 
விவரங்கள் அலனத்தும் 
இலணப்பில் 4-இலணப்பாக 
வகாடுக்கப்படட்ுள்ளது. 
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வதாழிற்சாலலகள், வகாட்டலககள் 

டபான்றலவ கட்டிடத்தின் 

உரிலமயாளர,் கடட்ுமானத்தின் 

தன்லம, கட்டிடத்தின் வயது, 

குடியிருப்பாளரக்ளின் எண்ணிக்லக, 

அவரக்ளின் வதாழில் மற்றும் வருமானம் 

டபான்றலவ. 

11. முன்வமாழியப்பட்ட ஆழம் 30 

மீட்டருக்கும் அதிகமாக இருக்கும் 

குவாரிக்கு PP ஒரு ‘சரிவு 

நிலலப்புத்தன்லம வசயல் திட்டத்லத’ 

சமரப்்பிக்க டவண்டும். 

EC மதிப்பீட்டின் டபாது இது 
கலடபிடிக்கப்படும். 

 

12. பிளாஸ்டிங் ஆபடரஷன் நடத்தப்பட 

டவண்டுமானால், லலன் டிரில்லிங் & 

மஃபிள் பிளாஸ்டிங் உத்திகள் மற்றும் 

சிமுடலஷன் மாடல் உள்ளிட்ட NONEL 

துவக்க அடிப்பலடயிலான 

கடட்ுப்படுத்தப்பட்ட பிளாஸ்டிங் 

வசயல்பாடல்ட டமற்வகாள்வதற்கான 

கருத்தியல் வடிவலமப்லப PP 

முன்லவக்கும். EIA முன்வமாழிவின் 

டபாது, 1997 ஆம் ஆண்டின் DGMS 

சுற்றறிக்லக எண்.7 ஆல் குறிப்பிடப்பட்ட 

குவாரி முன்வமாழியப்பட்டது. 

ஆதரவாளர ் (PP) ஒப்பந்தம் 
இலணப்பு-12 ஆக 
இலணக்கப்படட்ுள்ளது 

 

13. MMR 1961 இன் படி பிளாஸ்டர,் லமனிங் 

டமட,் லமனிங் ஃடபாரட்மன், II/I வகுப்பு 

சுரங்க டமலாளர ் ஆகிடயார ்

முன்வமாழியப்பட்ட குவாரியில் 

வவடிக்கும் நடவடிக்லகலய சட்டப்பூரவ் 

திறலமயான நபரால் 

டமற்வகாள்ளப்படுகிறது என்று PP 

உறுதிவமாழிலய அளிக்க டவண்டும். 

ஆதரவாளர ் (PP) ஒப்பந்தம் 
இலணப்பு-12 ஆக 
இலணக்கப்படட்ுள்ளது 

 

14. முன்வமாழியப்பட்ட குவாரியில் 

வவடிக்கும் நடவடிக்லககலள 

ஆதரவாளர ் (PP) ஒப்பந்தம் 
இலணப்பு-12 ஆக 
இலணக்கப்படட்ுள்ளது 
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டமற்வகாள்வதற்காக வவடிவபாருள் 

சப்லளயரக்ளால் வழங்கப்பட்ட ஒப்பந்த 

நபரக்ள் யாரும் பணியமரத்்தப்பட 

மாட்டாரக்ள் என்று PP உறுதிவமாழி 

அளிக்க டவண்டும். 

15. உத்டதச குவாரியின் குத்தலக 

எல்லலயில் இருந்து 300 மீ வதாலலவில் 

பட்டாசு உற்பத்தி அலகுகள், எரிவாயு 

கிடங்கு/வவடிப்பு இதழ், எல்பிஜி பாட்டில் 

அலகுகள் டபான்ற அதிக உணரத்ிறன் 

வாய்ந்த கட்டலமப்புகள் எதுவும் இல்லல 

என்று PP உறுதிவமாழி அளிக்க 

டவண்டும். 

ஒப்புக்வகாள்ளப்பட்டது  

16. முன்வமாழியப்பட்ட குவாரியில் லலன் 

டிரில்லிங் மற்றும் மஃபிள் பிளாஸ்டிங் 

ஆகியவற்லற உள்ளடக்கிய 

கடட்ுப்படுத்தப்பட்ட வவடிக்கும் 

நடவடிக்லகலய மடட்ுடம 

டமற்வகாள்வதற்கான வடிவலமப்லப PP 

முன்லவக்க டவண்டும். 

ஒப்புக்வகாண்டார.் 
கலடப்பிடிக்கப்படும் 

 

17. EIA ஒருங்கிலணப்பாளரக்ள், கடந்த 

காலத்தில் அடத இடத்தில் அல்லது 

மாநிலத்தில் டவறு இடங்களில் 

முன்வமாழிபவரால் நடத்தப்பட்ட 

குவாரி/குவாரிகளின் விவரங்கலள 

வீடிடயா மற்றும் புலகப்பட 

ஆதாரங்களுடன் வபற்று அளிக்க 

டவண்டும். 

இறுதி EIA சமரப்்பிப்பின் டபாது 
இந்த விவரங்கள் 
இலணக்கப்படும். 

 

18. சுரங்க குத்தலகக்குள் அலமந்துள்ள 

கிரஷர(்களுக்கு) வசயல்படுத்தப்படும் 

சுற்றுசச்ூழல் தணிப்பு 

நடவடிக்லககலள PP வழங்க டவண்டும். 

 

ஒப்புக்வகாள்ளப்பட்டது  
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பக்கம்46இன்226 

 

19. 15.01.2016க்குப் பிறகு முன்வமாழியப்பட்ட 

சுரங்கக் குத்தலகப் பகுதியில் சுரங்க 

நடவடிக்லகலய முன்வமாழிபவர ்

ஏற்கனடவ டமற்வகாண்டிருந்தால், 

முன்வமாழிபவர ் AD/DD, சுரங்கங்களில் 

இருந்து பின்வரும் விவரங்கலள அளிக்க 

டவண்டும். 

a. AD/DD சுரங்கங்களால் வழங்கப்பட்ட 

கலடசி பணி அனுமதியுடன் முந்லதய 

சுரங்கங்களின் வசயல்பாடு மற்றும் 

நிறுத்தத்தின் காலம் என்ன? 

b. வவட்டிவயடுக்கப்பட்ட கனிமங்களின் 

அளவு. 

c. ஒரு வருடத்தில் அதிகபட்ச 

உற்பத்திலய எட்டியது 

d. சுரங்கத்தின் அங்கீகரிக்கப்பட்ட 

ஆழத்தின் விவரம். 

e. முன்பு அலடயப்பட்ட சுரங்கத்தின் 

உண்லமயான ஆழம். 

f. அந்த குத்தலக பகுதியில் ஏற்கனடவ 

வவட்டிவயடுக்கப்பட்ட நபரின் வபயர.் 

g. EC மற்றும் CTO ஏற்கனடவ 

வபற்றிருந்தால், அதன் நகல் 

சமரப்்பிக்கப்படும். 

h. அங்கீகரிக்கப்பட்ட சுரங்கத் 

திட்டத்தின்படி (அல்லது EC 

வழங்கப்பட்டால்) நிரண்யிக்கப்பட்ட 

வபஞ்சுகளுடன் சுரங்கம் 

டமற்வகாள்ளப்பட்டதா. 

இது ஏற்கனடவ உள்ள குவாரி. 

 

அசல் குழி (டதாண்டப்பட்ட) 

பரிமாணம்: துலண 

இயக்குனர ்புவியியல் மற்றும் 

சுரங்க துலற, 

திருவண்ணாமலல வழங்கிய 

கடிதம் மூலம் அறியலாம், 

தற்டபாதுள்ள குழியின் அளவு: 

நீளம் 134mX அகலம் 97m X27m 

BGL.  

 

20 தற்டபாது EC டகாரப்படட்ுள்ள உத்டதச 

குவாரி தளத்தில் ஏடதனும் குவாரி 

நடவடிக்லககள் 

டமற்வகாள்ளப்பட்டிருந்தால், திட்ட 

ஆதரவாளர ் முந்லதய டதரத்ல் 

ஆலணயத்தில் வகாடுக்கப்பட்ட EC 

ஒப்புக்வகாள்ளப்பட்டது  
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நிபந்தலனகளுக்கு விரிவான 

இணக்கத்லத, MoEF&CC, பிராந்திய 

அலுவலகத்தால் முலறயாக 

சான்றளிக்கப்பட்ட தள 

புலகப்படங்களுடன் அளிக்க டவண்டும். 

வசன்லன (அல்லது) சம்பந்தப்பட்ட 

DEE/TNPCB. 

21 சுரங்க குத்தலக பகுதியின் அலனத்து 

மூலல ஒருங்கிலணப்புகளும், உயர ்

வதளிவுத்திறன் வகாண்ட 

இடமெரி/டடாடபா ஷீட், 

டடாடபாகிராஃபிக் ஷீட், 

ஜிடயாமாரப்ாலஜி, லித்தாலஜி மற்றும் 

சுரங்க குத்தலக பகுதியின் புவியியல் 

ஆகியவற்றில் 

மிலகப்படுத்தப்பட்டிருக்க டவண்டும். 

முன்வமாழியப்பட்ட பகுதியின் 

அத்தலகய படம் நில பயன்பாடு மற்றும் 

ஆய்வுப் பகுதியின் (டகார ்மற்றும் பஃபர ்

மண்டலம்) பிற சுற்றுசச்ூழல் 

அம்சங்கலள வதளிவாகக் காட்ட 

டவண்டும். 

இலணக்கப்படட்ுள்ளது, இதன் 
விவரங்கள் அலனத்தும் 
அத்யாயம் 2- 
வகாடுக்கப்படட்ுள்ளது. 

 

22. க்ளஸ்டர,் கிரீன் வபல்ட், ஃவபன்சிங் 

டபான்றவற்லற உள்ளடக்கிய ட்டரான் 

வீடிடயா சரட்வலய PP டமற்வகாள்ள 

டவண்டும் 

ஒப்புக்வகாள்ளப்பட்டது  

23. அங்கீகரிக்கப்பட்ட சுரங்கத் 

திட்டத்தின்படி, ஏற்கனடவ உள்ள 

மரங்கலள மீண்டும் நடுதல் மற்றும் 

அருகிலுள்ள குவாரிகள் மற்றும் 

நீரந்ிலலகளுக்கு இலடடய உள்ள 

பாதுகாப்பு தூரம் உள்ளிட்ட சுற்றளவில் 

டபாதுமான டவலிகள், பசல்ச வபல்ட் 

விண்ணப்பித்த பகுதியில் 
மரங்கள் இல்லல. டவலி 
மற்றும் மரங்கள் நடும் 
பணிகள் நலடவபற உள்ளன. 
பாதுகாப்பு மண்டலப் 
பகுதியில் தாவர வளரச்ச்ி 
மற்றும் அழகியலல 
டமம்படுத்த பாதுகாப்பு 
மண்டலத்தில் பசுலமப்  
வலயம் / டதாட்டம் 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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ஆகியவற்றின் புலகப்படங்கலள 

ஆதரவாளர ்வழங்க டவண்டும். 

டமற்வகாள்ளப்படும். 
சுரங்கத்திற்குப் பிந்லதய 
கட்டத்தில், 1.57.5 வெக்டடர ்
பரப்பளவு பசுலம மற்றும் 
டதாட்டத்தின் கீழ் இருக்கும் 

24. சுரங்கச ் சட்டம்' 1952 மற்றும் MMR, 1961 
இன் விதிகளின்படி, பாதுகாப்லப உறுதி 
வசய்வதற்காக அறிவியல் ரீதியாகவும் 
முலறயாகவும் குவாரிகலள 
டமற்வகாள்வதற்காக நியமிக்கப்பட்ட 
பல்டவறு சட்டப்பூரவ் அதிகாரிகள் 
மற்றும் பிற திறலமயான நபரக்லள 
நியமிப்பலதக் குறிக்கும் நிறுவன 
விளக்கப்படத்லத திட்ட ஆதரவாளர ்
வழங்குவார.் மற்றும் சுற்றுசச்ூழலல 
பாதுகாக்க டவண்டும். 

இலணக்கப்படட்ுள்ளது.  படம் 
10.1 ஐப் பாரக்்கவும் 

 

25. திட்ட ஆதரவாளர,் 1 கிமீ (சுற்றளவு)க்குள் 
நிலத்தடி நீர ் இலறத்தல் மற்றும் 
திறந்தவவளி கிணறுகள் மற்றும் 
டமற்பரப்பு நீரந்ிலலகளான ஆறுகள், 
வதாட்டிகள், கால்வாய்கள், குளங்கள் 
டபான்றவற்றின் எண்ணிக்லகலய 
விவரிக்கும் நீரம்ட்டத்தின் விளிம்பு 
வலரபடத்லதக் கருத்தில் வகாண்டு நீர-்
புவியியல் ஆய்லவ டமற்வகாள்ள 
டவண்டும். சுரங்க நடவடிக்லககளால் 
கிணறுகளில் ஏற்படும் பாதிப்புகலள 
மதிப்பிடுவதற்காக PWD / TWAD 
இலிருந்து பருவமலழ மற்றும் 
பருவமலழ அல்லாத பருவங்களுக்கு 
டசகரிக்கப்பட்ட நீர ்நிலல தரவுகளுடன். 
உண்லமயான கண்காணிக்கப்பட்ட 
தரவுகளின் அடிப்பலடயில், டவலல 
வசய்வது நிலத்தடி நீரில் குறுக்கிடுமா 
என்பது வதளிவாகக் காட்டப்படலாம். 
இது சம்பந்தமாக டதலவயான தரவு 
மற்றும் ஆவணங்கள் வழங்கப்படலாம் 

லெட்டராஜிடயாலாஜிக்கல் 
ஆய்வு நடந்து 
வகாண்டிருக்கிறது; 
இருப்பினும், இறுதி EIA 
சமரப்்பிப்பு அறிக்லக 
அத்தியாயம் 3 இல் 
இலணக்கப்படும். 
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26 டமற்பரப்பு நீர/்நிலத்தடி நீரின் தரம், 

காற்றின் தரம், மண்ணின் தரம் மற்றும் 

டபாக்குவரத்து/வாகன இயக்கம் ஆய்வு 

உட்பட தாவரங்கள்/விலங்குகள் 

வதாடரப்ான சுற்றுசச்ூழல் மற்றும் 

சுற்றுசச்ூழல் அளவுருக்களுக்கான 

அடிப்பலடத் தரலவ முன்வமாழிபவர ்

அளிக்க டவண்டும். 

அலனத்துச ் சூழல்களுக்கான 
அடிப்பலடத் தரவு 
டகாலடகாலத்திற்காக (மாரச் ்
முதல் டம 2024 வலர) 
டசகரிக்கப்படுகிறது. 

 

27. மண் ஆடராக்கியம், பல்லுயிர ்வபருக்கம், 

காற்று மாசுபாடு, நீர ் மாசுபாடு, 

காலநிலல மாற்றம் மற்றும் வவள்ளக் 

கடட்ுப்பாடு மற்றும் சுகாதார 

பாதிப்புகள் ஆகியவற்றின் 

அடிப்பலடயில் குறிப்பிட்ட 

சுற்றுசச்ூழலலக் குறிப்பிடட்ு குவாரியில் 

டமற்வகாள்ளப்படும் சுரங்க 

நடவடிக்லககளால் ஒடட்ுவமாத்த தாக்க 

ஆய்லவ முன்வமாழிபவர ் டமற்வகாள்ள 

டவண்டும். அதன்படி, சம்பந்தப்பட்ட 

குவாரி மற்றும் அலதச ் சுற்றியுள்ள 

குடியிருப்புகலள மனதில் லவத்து 

சுற்றுசச்ூழல் டமலாண்லம திட்டம் 

தயாரிக்கப்பட டவண்டும். 

விரிவான ஒட்டுவமாத்த தாக்க 
ஆய்வு டமற்வகாள்ளப்படட்ு, 
அது அத்தியாயம் 4 இல் 
இலணக்கப்படட்ுள்ளது. 
 

அதன்படி, காற்று, நீர,் 
இலரசச்ல் மற்றும் மண் சூழல் 
ஆகியவற்லறக் கருத்தில் 
வகாண்டு விரிவான 
சுற்றுசச்ூழல் டமலாண்லமத் 
திட்டம் தயாரிக்கப்படட்ு, 
அத்தியாயம் 7ல் விவரங்கள் 
வகாடுக்கப்படட்ுள்ளன. 

 

28. மலழ நீர ் டசகரிப்பு டமலாண்லம, நீர ்

இருப்பு (பருவமலழ மற்றும் பருவமலழ 

அல்லாத இரண்டும்) உடன், ரீசாரஜ்ிங் 

விவரங்களுடன் சமரப்்பிக்க டவண்டும். 

மலழ நீர ் டசகரிப்பு திட்டம் 
அத்தியாயம் 4 இல் 
வகாடுக்கப்படட்ுள்ளது. 

 

29. னப்பகுதி, விவசாய நிலம், டமய்சச்ல் 

நிலம், வனவிலங்கு சரணாலயம், டதசிய 

பூங்கா, விலங்கினங்களின் 

இடம்வபயரந்்த பாலதகள், நீரந்ிலலகள், 

மனித குடியிருப்புகள் மற்றும் பிற 

சுற்றுசச்ூழல் அம்சங்கலளக் குறிக்கும் 

ஆய்வுப் பகுதியின் நில பயன்பாடு 

குத்தலகப் பகுதிலய ஆய்வு 
வசய்ய வசயற்லகக்டகாள் 
படங்கள் 
பயன்படுத்தப்படட்ுள்ளன 
மற்றும் நிலப் பயன்பாடு 
பற்றிய விவரங்கள் 
அத்தியாயம் 3 இல் 
வகாடுக்கப்படட்ுள்ளன. 
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குறிப்பிடப்பட டவண்டும். சுரங்க 

குத்தலகப் பகுதியின் நில பயன்பாடட்ுத் 

திட்டம், வசயல்பாடட்ுக்கு முந்லதய, 

வசயல்பாடட்ு மற்றும் வசயல்பாடட்ுக்கு 

பிந்லதய கட்டங்கலள 

உள்ளடக்கியதாக தயாரிக்கப்படட்ு 

சமரப்்பிக்கப்பட டவண்டும். நில 

பயன்பாடட்ு மாற்றம் ஏடதனும் 

இருந்தால், அதன் தாக்கம் 

வகாடுக்கப்பட டவண்டும். 

30. சுரங்க குத்தலகக்கு வவளியில் 
நிராகரிக்கப்பட்ட நிலத்தின் பரப்பளவு, 
சுரங்க குத்தலகயிலிருந்து தூரம், அதன் 
நில பயன்பாடு, R&R சிக்கல்கள் ஏடதனும் 
இருந்தால், சுரங்க குத்தலகக்கு 
வவளிடய நிராகரிக்கப்பட்ட நிலத்தின் 
விவரங்கள் வழங்கப்பட டவண்டும். 

வபாருந்தாது. 
OB மற்றும் கழிவுகளின் 
உருவாக்கம் இல்லல 

 

31. திட்டத்தில் டமற்வகாள்ள 
உத்டதசிக்கப்படட்ுள்ள நீர ் பாதுகாப்பு 
நடவடிக்லககள் பற்றிய விளக்கம் 
அளிக்கப்பட டவண்டும். திட்டத்தில் 
முன்வமாழியப்படட்ுள்ள மலழநீர ்
டசகரிப்பு பற்றிய விவரங்கள் ஏடதனும் 
இருந்தால் வழங்கப்பட டவண்டும் 

இந்த குவாரியால் நீர ் சூழலில் 
ஏற்படும் சுரங்க 
நடவடிக்லககளின் தாக்கம் 
ஆய்வு வசய்யப்படட்ு, தணிப்பு 
நடவடிக்லககள் 
முன்வமாழியப்படட்ுள்ளன. 
மலழ நீர ் டசகரிப்பு திட்டம் 
அத்தியாயம் 4 
வகாடுக்கப்படட்ுள்ளது. 

 

32. கிராம சாலல/மாநில 
வநடுஞ்சாலல/டதசிய வநடுஞ்சாலல 
ஆகியலவ குவாரி முன்வமாழிவின் 
குத்தலக எல்லலயில் இருந்து 500 மீ 
ஆரம் தூரத்தில் அலமந்திருந்தால், 
திட்டம் மற்றும் குலறப்பு 
நடவடிக்லககளால் உள்ளூர ்
டபாக்குவரத்து உள்கட்டலமப்பில் 
ஏற்படும் பாதிப்லபக் குறிப்பிடுவதற்கு 
PP டபாக்குவரத்து ஆய்வுகலள 
டமற்வகாள்ள டவண்டும். 

உற்பத்தி மிகவும் குலறவாக 
உள்ளதால், 5/10டி அளவுள்ள 
சில டிரக்குகள் மடட்ுடம 
டபாக்குவரத்துக்கு 
பயன்படுத்தப்படும். உள்ளூர ்
டபாக்குவரத்தில் 
டபாக்குவரத்தின் விலளவு 
மிகக் குலறவு. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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33. ஒரு மர ஆய்வு ஆய்வு (எண்கள், 

இனங்களின் வபயர,் வயது, விட்டம் 

டபான்றலவ) சுரங்க குத்தலகக்கு 

பயன்படுத்தப்பட்ட பகுதி & 300 மீ 

இலடயக மண்டலம் மற்றும் சுரங்க 

நடவடிக்லகயின் டபாது அதன் 

டமலாண்லம ஆகிய இரண்டிலும் 

டமற்வகாள்ளப்பட டவண்டும். 

திட்டப் பகுதியின் 300மீ 
இலடயகப் பகுதிக்குள் 
மரங்கள் இல்லல. 

 

34. முன்வமாழியப்பட்ட திட்டத்திற்கான 

விரிவான சுரங்க மூடல் திட்டம் EIA/EMP 

அறிக்லகயில் இடம் சாரந்்ததாக இருக்க 

டவண்டும். 

விரிவான சுரங்க மூடல் திட்டம் 
அத்தியாயம் 7 இல் 
வகாடுக்கப்படட்ுள்ளது. 

 

35. வபாதுமக்கள் கருத்துக் டகட்பு புள்ளிகள் 

மற்றும் திட்ட முன்வமாழிபவரின் 

உறுதிப்பாடுகள் மற்றும் 

காலக்வகடுவுக்கான வசயல் 

திட்டத்துடன் அலதச ் வசயல்படுத்த 

படவ்ெட் ஏற்பாடுகள் வழங்கப்பட 

டவண்டும் மற்றும் திட்டத்தின் இறுதி 

EIA/EMP அறிக்லகயில் இலணக்கப்படட்ு 

SEIAA/SEAC க்கு சமரப்்பிக்கப்பட 

டவண்டும். அதன்படி MoEF& CC அலுவலக 

குறிப்பாலண வதாடரப்ாக 

ஒப்புக்வகாள்ளப்பட்டது  

36 வபாது விசாரலண விளம்பரம் ஒரு 

வபரிய டதசிய நாளிதழிலும், மிகவும் 

புழக்கத்தில் இருக்கும் ஒரு வட்டார 

வமாழி நாளிதழிலும் வவளியிடப்படும். 

ஒப்புக்வகாள்ளப்பட்டது  

37 தமிழ் வமாழியிலும் வபாது விசாரலண 

வதாடரப்ான EIA அறிக்லக, நிரவ்ாகச ்

சுருக்கம் மற்றும் பிற வதாடரப்ுலடய 

தகவல்கலள PP தயாரிக்க 

டவண்டும்/காட்ட டவண்டும். 

 

ஒப்புக்வகாள்ளப்பட்டது  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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38 முன்வமாழியப்பட்ட இடத்திற்கு அருகில் 

உள்ள தாவரங்கள் மற்றும் 

விலங்கினங்கள் பற்றிய ஆய்வின் ஒரு 

பகுதியாக, EIA ஒருங்கிலணப்பாளர ்

உள்ளூர ் மாணவரக்ளுக்கு உள்ளூர ்

தாவரங்கள் மற்றும் விலங்கினங்கலளப் 

பாதுகாப்பதன் முக்கியத்துவத்லதப் 

பற்றி கல்வி கற்பிக்க முயல டவண்டும். 

ஏற்றுக்வகாள்ளப்பட்டது. அது 
வசய்யப்படும். 

 

39 திட்டத்லதச ்சுற்றி பசுலமப் படல்டயின் 

டநாக்கம் தப்பிடயாடிய உமிழ்வுகள், 

காரப்ன் வரிலசப்படுத்துதல் மற்றும் 

அழகியலல டமம்படுத்துவதுடன், 

உருவாக்கப்படும் சத்தத்லதக் 

குலறப்பதாகும். DFO, மாநில 

டவளாண்லம பல்கலலக்கழகம் மற்றும் 

உள்ளூர ் பள்ளி/கல்லூரி 

அதிகாரிகளுடன் கலந்தாடலாசித்து பின் 

இலணப்பு-I இல் 

வகாடுக்கப்படட்ுள்ளபடி பரந்த 

அளவிலான உள்நாடட்ு தாவர இனங்கள் 

நடப்பட டவண்டும். பூரவ்ீக டதாற்றம் 

வகாண்ட அடரத்்தியான/மிதமான 

விதானம் வகாண்ட தாவர வலககலளத் 

டதரந்்வதடுக்க டவண்டும். புதரக்ளுடன் 

மாறி மாறி சிறிய/நடுத்தர/உயரமான 

மரங்களின் இனங்கள் கலந்த முலறயில் 

நடப்பட டவண்டும். 

1.57.5 வெக்டடர ் பரப்பளவில் 
பசுலமப் வலளயம் 
முன்வமாழியப்படட்ுள்ளது. 
பசுலம மண்டல டமம்பாடட்ுத் 
திட்டம் வழங்கப்பட்டது. 

 

40. உயரமான/ஒரு வருடம் பழலமயான 

மரக்கன்றுகலள வபாருத்தமான 

அளவிலான லபகளில் வளரக்்க 

டவண்டும், முன்னுரிலம 

சுற்றுசச்ூழலுக்கு உகந்த லபகலள 

உள்ளூர ் வன 

அதிகாரிகள்/தாவரவியலாளர/்டதாட்டக்

ஏற்றுக்வகாள்ளப்பட்டது. 
பசல்ச வபல்டல்டக் காடட்ும் 
புலகப்படங்கள் அது 
முடிந்தவுடன் வழங்கப்படும். 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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கலல நிபுணரக்ளின் 

ஆடலாசலனயின்படி, தளம் சாரந்்த 

டதரவ்ுகள் குறித்து நடவு வசய்ய 

டவண்டும். முன்வமாழிபவர ்

குலறந்தபட்சம் 3 மீட்டர ் அகலம் 

வகாண்ட திட்டத் தளத்தின் 

எல்லலவயங்கும் GPS 

ஆயதவ்தாலலவுகளுடன் கிரீன்வபல்ட் 

பகுதிலய ஒழுங்கலமக்கப்பட்ட 

முலறயில் ஒதுக்க டவண்டும். 

41. முன்வமாழியப்பட்ட குவாரியின் 

(அல்லது) குத்தலகக் காலம் முடியும் 

வலர, டபரிடர ் டமலாண்லமத் திட்டம் 

தயாரிக்கப்படட்ு, EIA/EMP அறிக்லகயில் 

டசரக்்கப்பட டவண்டும். 

டபரிடர ் டமலாண்லம திட்டம் 
தயாரிக்கப்படட்ு, அத்தியாயம் 
7ல் விவரங்கள் 
வகாடுக்கப்படட்ுள்ளன. 

 

42. முன்வமாழியப்பட்ட குவாரியின் 

(அல்லது) குத்தலகக் காலம் முடியும் 

வலர, இடர ் மதிப்பீடு மற்றும் 

டமலாண்லமத் திட்டம் தயாரிக்கப்படட்ு, 

EIA/EMP அறிக்லகயில் டசரக்்கப்படும். 

இடர ் மதிப்பீடு மற்றும் அதன் 
டமலாண்லம அத்தியாயம் 7 
இல் வகாடுக்கப்படட்ுள்ளது. 

 

43. இந்தத் திட்டத்தின் வதாழில்சார ்

சுகாதார பாதிப்புகள் எதிரப்ாரக்்கப்பட 

டவண்டும் மற்றும் முன்வமாழியப்பட்ட 

தடுப்பு நடவடிக்லககள் விரிவாக 

விவரிக்கப்பட டவண்டும். முன் டவலல 

வாய்ப்பு மருத்துவ பரிடசாதலன மற்றும் 

காலமுலற மருத்துவ பரிடசாதலன 

அட்டவலணகள் பற்றிய விவரங்கள் EMP 

இல் இலணக்கப்பட டவண்டும். சுரங்கப் 

பகுதியில் முன்வமாழியப்பட்ட 

டதலவயான வசதிகளுடன் கூடிய திட்டக் 

குறிப்பிட்ட வதாழில்சார ் சுகாதாரத் 

தணிப்பு நடவடிக்லககள் விரிவாக 

இருக்கலாம். 

திட்டத்தின் வதாழில்சார ்
சுகாதார பாதிப்புகள் மற்றும் 
தடுப்பு நடவடிக்லககள் 
அத்தியாயம் 4 இன் கீழ் 
விவரிக்கப்படட்ுள்ளன. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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44. இத்திட்டத்தின் வபாது சுகாதார 

தாக்கங்கள் மற்றும் பாதிப்பு 

மண்டலத்தில் உள்ள மக்களுக்கான 

வதாடரப்ுலடய நடவடிக்லககள் 

முலறயாக மதிப்பீடு வசய்யப்பட 

டவண்டும் மற்றும் முன்வமாழியப்பட்ட 

தீரவ்ு நடவடிக்லககள் படவ்ெட் 

ஒதுக்கீடுகளுடன் விரிவாக 

விவரிக்கப்பட டவண்டும். 

குத்தலக பகுதியிலிருந்து 1 
கி.மீ.க்கு டமல் கிராமங்கள் 
அலமந்துள்ளதால் வபாது 
சுகாதாரத்தில் வபரிய பாதிப்பு 
இருக்காது. 
CER மற்றும் CSR பற்றிய 
விவரங்கள் அத்தியாயம் எண். 
8-ன் கீழ் 
விவாதிக்கப்படட்ுள்ளன. 

 

45. சமூக-வபாருளாதார ஆய்வுகள் சுரங்க 

நடவடிக்லகயிலிருந்து 5 கிமீ இலடயக 

மண்டலத்திற்குள் டமற்வகாள்ளப்பட 

டவண்டும். திட்ட ஆதரவாளரால் வழங்க 

முன்வமாழியப்பட்ட உள்ளூர ்

சமூகத்திற்கு சமூக-வபாருளாதார 

முக்கியத்துவம் மற்றும் வசல்வாக்கின் 

நடவடிக்லககள் சுட்டிக்காட்டப்பட 

டவண்டும். முடிந்தவலர, 

வசயல்படுத்துவதற்கான கால 

அளவுகளுடன் அளவு பரிமாணங்கள் 

வகாடுக்கப்படலாம். 

முதன்லம மற்றும் இரண்டாம் 
நிலல தரவு டசகரிப்பு மூலம் 
சமூக வபாருளாதார ஆய்வு 
நடத்தப்படுகிறது. 
 

அத்தியாயம் 3 இல் விவரங்கள் 
வகாடுக்கப்படட்ுள்ளன 

 

46. திட்டத்திற்கு எதிராக நிலுலவயில் உள்ள 

வழக்குகளின் விவரங்கள், ஏடதனும் 

இருந்தால், திட்டத்திற்கு எதிராக 

ஏடதனும் நீதிமன்றத்தால் 

நிலறடவற்றப்பட்ட வழிகாடட்ுதல் / 

உத்தரவுடன் வகாடுக்கப்பட டவண்டும். 

எந்த வழக்கும் நிலுலவயில் 
இல்லல 

 

47. திட்டம் வசயல்படுத்தப்பட்டால், 

திட்டத்தின் பலன்கள் விவரிக்கப்பட 

டவண்டும். திட்டத்தின் பலன்கள், 

சுற்றுசச்ூழல், சமூகம், வபாருளாதாரம், 

டவலல வாய்ப்பு டபான்றவற்லற 

வதளிவாகக் குறிக்கும். 

திட்டத்தின் நன்லமகள் 
அத்தியாயம் 11 இல் 
வகாடுக்கப்படட்ுள்ளன 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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48. தற்டபாது EC டகாரப்படட்ுள்ள உத்டதச 

குவாரி தளத்தில் ஏடதனும் குவாரி 

நடவடிக்லககள் 

டமற்வகாள்ளப்பட்டிருந்தால், திட்ட 

ஆதரவாளர ் முந்லதய டதரத்ல் 

ஆலணயத்தில் வகாடுக்கப்பட்ட EC 

நிபந்தலனகளுக்கு விரிவான 

இணக்கத்லத, MoEF&CC, பிராந்திய 

அலுவலகத்தால் முலறயாக 

சான்றளிக்கப்பட்ட தள 

புலகப்படங்களுடன் அளிக்க டவண்டும். 

, வசன்லன (அல்லது) சம்பந்தப்பட்ட 

DEE/TNPCB. 

இது ஏற்கனடவ உள்ள குவாரி. 

அசல் குழி (டதாண்டப்பட்ட) 

பரிமாணம்: துலண 

இயக்குனர ் புவியியல் மற்றும் 

சுரங்க துலற, 

திருவண்ணாமலல வழங்கிய 

கடிதம் மூலம் அறியலாம்,  

 

49. PP ஆனது குவாரி வாழ்நாள் முழுவதும் 
EMP ஐ தயார ் வசய்யும். டமலும் முழு 
வாழ்நாள் முழுவதும் EMP ஐ 
கலடபிடிப்பதாக உறுதிவமாழி 
அளிக்கும் உறுதிவமாழிலயயும் 
அளிக்கடவண்டும். 

ஒப்புக்வகாண்டார ்  

50. எந்தவவாரு உண்லமத் தகவலலயும் 

மலறத்தல் அல்லது 

தவறான/புலனயப்பட்ட தரலவச ்

சமரப்்பித்தல் மற்றும் டமடல 

குறிப்பிடட்ுள்ள நிபந்தலனகளுக்கு 

இணங்கத் தவறினால், சுற்றுசச்ூழல் 

(பாதுகாப்பு) சட்டம், 1986 இல் தண்டலன 

விதிகலள ஈரப்்பது தவிர, இந்த 

நிபந்தலனகளின் விதிமுலறகலள 

திரும்பப் வபறலாம். 

ஒப்புக்வகாண்டார ்  

டமற்கூறியவற்லறத் தவிர, பின்வருபலவ வழங்கப்பட டவண்டும்: - சுமார ் 8-10 

பக்கங்களில் EIA/EMP அறிக்லகயின் நிரவ்ாகச ் சுருக்கம் பின்வரும் புள்ளிகள் பற்றிய 

தகவலல உள்ளடக்கியதாகத் தயாரிக்கப்பட டவண்டும்: 

1 திட்டத்தின் வபயர ் மற்றும் இடம் 

(கிராமம், மாவட்டம், மாநிலம், 

வதாழிற்டபடல்ட (வபாருந்தினால்) 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2 சுருக்கமான வசயல்முலற விளக்கம், 

குறிப்பாக வாயு வவளிடயற்றம், திரவ 

கழிவுகள் மற்றும் திட மற்றும் 

அபாயகரமான கழிவுகள் 

ஆகியவற்லறக் குறிக்கிறது. 

ஒப்புக்வகாண்டார ்  

3 சுற்றுசச்ூழலில் ஏற்படும் தாக்கத்லத 

குலறப்பதற்கான நடவடிக்லககள் 

மற்றும் வவளிடயற்றம் அல்லது 

அகற்றும் முலற. 

ஒப்புக்வகாண்டார ்  

4 திட்டத்தின் மூலதனச ் வசலவு, 

முடிக்கப்பட்ட டநரம். 

ஒப்புக்வகாண்டார ்  

5 தளத்லதச ் சுற்றி அலமந்துள்ள 

கிணறுகளின் எண்ணிக்லக மற்றும் 

சுரங்க நடவடிக்லககளால் கிணறுகளில் 

ஏற்படும் பாதிப்புகள் ஆகியவற்லற 

விவரிக்கும் நீரம்ட்ட வலரபடத்லத 

முன்வமாழிபவர ்அளிக்க டவண்டும். 

ஒப்புக்வகாண்டார ்  

6 சுரங்க குத்தலக பகுதியின் பாலறயியல் 

பற்றிய விரிவான ஆய்வு அளிக்கப்பட 

டவண்டும். 

ஒப்புக்வகாண்டார ்  

7 கிராம வலரபடம், "A" பதிவு மற்றும் FMB 

விவரங்கள் வழங்கப்பட டவண்டும். 

ஒப்புக்வகாண்டார ்  

8 புவியியல் துலறயால் 

அங்கீகரிக்கப்பட்ட உத்டதச 

திட்டத்திற்கான விரிவான சுரங்க மூடல் 

திட்டம் EIA அறிக்லகயுடன் 

சமரப்்பிக்கப்பட டவண்டும். 

ஒப்புக்வகாண்டார ்  

9 சுரங்கத்தின் அங்கீகரிக்கப்பட்ட ஆழம் 

மற்றும் சுரங்கத்தின் ஆழத்திற்கு கீடழ 

மணல் டபான்ற மணல் டபான்ற டவறு 

கனிமங்கள்/வளங்கள் எதுவும் இல்லல 

என்று புவியியல் மற்றும் சுரங்க உதவி 

இயக்குனரிடம் இருந்து ஒரு கடிதம் / 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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சான்றிதலழப் வபறவும், அது EIA 

அறிக்லகயில் அளிக்கப்படும். 

10 EIA அறிக்லக பிப்ரவரி 2010 இல் 

வவளியிடப்பட்ட கனிமச ்

சுரங்கத்திற்கான சுற்றுசச்ூழல் தாக்க 

மதிப்பீடட்ு வழிகாடட்ுதல் லகடயடல்ட 

கண்டிப்பாகப் பின்பற்ற டவண்டும் 

ஒப்புக்வகாண்டார ்  

11 அகழ்வாராய்சச்ி வசய்யப்பட்ட 

பகுதிகலள உறுதிப்படுத்துதல் மற்றும் 

மீடவ்டடுப்பதற்காக டமற்வகாள்ளப்பட்ட 

மறுவாழ்வு மற்றும் மறுசீரலமப்பு 

பற்றிய விரிவான திட்டம். 

ஒப்புக்வகாண்டார ்  

12. EIA ஆய்வு அறிக்லகயில் சுற்றியுள்ள 

சுரங்க வசயல்பாடு ஏடதனும் இருந்தால், 

அது உள்ளடக்கப்படும். 

ஒப்புக்வகாண்டார ்  

13. காற்று, நீர ் மற்றும் இலரசச்லுக்கான 

மாதிரி ஆய்வு இத்துலறயில் 

டமற்வகாள்ளப்பட டவண்டும் மற்றும் 

டமற்கூறிய ஆய்வில் அதிகரிக்கும் 

அதிகரிப்பு தணிப்பு 

நடவடிக்லககளுடன் 

உறுதிப்படுத்தப்படும். 

ஒப்புக்வகாண்டார ்  

14 புவியியல் வளங்கள் குறித்து ஆய்வு 

வசய்து அறிக்லக அளிக்க டவண்டும். 

ஒப்புக்வகாண்டார ்  

15 விவசாயம் மற்றும் வாழ்வாதாரம் 

குறித்து ஒரு குறிப்பிட்ட ஆய்வு 

டமற்வகாள்ளப்படட்ு அறிக்லக 

அளிக்கப்படும் 

ஒப்புக்வகாண்டார ்  

16 மண் அரிப்பு, மண்ணின் இயற்பியல் 

டவதியியல் மற்றும் உயிரியல் பண்பு 

மாற்றங்கள் ஆகியவற்றின் தாக்கம் 

கருதப்படலாம். 

 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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17 திட்டத்திற்குத் டதரந்்வதடுக்கப்பட்ட 

இடம் - நிலத்தின் தன்லம - விவசாயம் 

(ஒற்லற/இரடல்ட பயிர)், தரிசு, 

அரசு/தனியார ் நிலம், 

லகயகப்படுத்துதலின் நிலல, அருகில் 

(2-3 கி.மீ.) நீரந்ிலல, மக்கள் வதாலக, 

10கிமீ இதர வதாழில்கள், காடு, 

சுற்றுசச்ூழல் உணரத்ிறன் 

மண்டலங்கள், அணுகல், (குறிப்பு - 

வதாழில்துலற விஷயத்தில் இந்த தகவல் 

டதலவயில்லல) 

ஒப்புக்வகாண்டார ்  

18 அடிப்பலட சுற்றுசச்ூழல் தரவு - காற்றின் 

தரம், டமற்பரப்பு மற்றும் நிலத்தடி நீரின் 

தரம், மண்ணின் பண்புகள், தாவரங்கள் 

மற்றும் விலங்கினங்கள், அருகிலுள்ள 

மக்களின் சமூக-வபாருளாதார நிலல 

ஒப்புக்வகாண்டார ்  

19 அபாயகரமான வபாருட்கலளக் 

லகயாளுதல், வசயலாக்குதல் மற்றும் 

டசமிப்பதில் உள்ள அபாயங்கலளக் 

கண்டறிதல் மற்றும் அபாயத்லதத் 

தணிக்க வழங்கப்படும் பாதுகாப்பு 

அலமப்பு. 

ஒப்புக்வகாண்டார ்  

20 காற்று, நீர,் நிலம், தாவர-விலங்குகள் 

மற்றும் அருகிலுள்ள மக்கள் மீது 

திட்டத்தின் தாக்கம் சாத்தியமாகும் 

ஒப்புக்வகாண்டார ்  

21 இயற்லகயான அல்லது தாவர 

அவசரநிலலகளில் அவசர தயாரந்ிலல 

திட்டம் 

ஒப்புக்வகாண்டார ்  

22 வபாது விசாரலணயின் டபாது 

எழுப்பப்பட்ட சிக்கல்கள் 

(வபாருந்தினால்) மற்றும் பதில் 

அளிக்கப்பட்டது 

ஒப்புக்வகாண்டார ்  

23 முன்வமாழியப்பட்ட வசலவினங்களுடன் 

CER திட்டம். 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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24 வதாழில்சார ்சுகாதார நடவடிக்லககள் ஒப்புக்வகாண்டார ்  

25 பிந்லதய திட்ட கண்காணிப்பு திட்டம் ஒப்புக்வகாண்டார ்  

26 திட்ட முன்வமாழிபவர ்

உள்ளுணரவ்ுகள்/NABET அங்கீகாரம் 

வபற்ற ஏவென்சிகள் மூலம் விரிவான நீர ்

புவியியல் ஆய்லவ டமற்வகாள்ள 

டவண்டும். 

ஒப்புக்வகாண்டார ்  

27 ஏற்கனடவ டமற்வகாள்ளப்படட்ுள்ள 

பசுலம மண்டல டமம்பாடு குறித்த 

விரிவான அறிக்லக 

சமரப்்பிக்கப்படுவடதாடு, பசுலம 

மண்டல நடவடிக்லககளுக்கான 

முன்வமாழிலவயும் சமரப்்பிக்க 

டவண்டும். 

ஒப்புக்வகாண்டார ்  

28 சுரங்கங்களின் வசயல்பாட்டின் டபாது 

தப்பிடயாடிய உமிழ்லவக் கடட்ுப்படுத்த 

வபாருத்தமான கடட்ுப்பாடட்ு 

நடவடிக்லகலய முன்வமாழிபவர ்

முன்வமாழிவார.் 

ஒப்புக்வகாண்டார ்  

29 ஒரு குறிப்பிட்ட ஆய்வில் தாவரங்கள் 

மற்றும் விலங்கினங்கள் மீதான தாக்கம், 

விலங்குகளின் இடம்வபயரவ்ு முலறக்கு 

இலடயூறு ஆகியலவ அடங்கும். 

ஒப்புக்வகாண்டார ்  

30 சரியான மூடல் திட்டத்திற்கு இருப்பு நிதி 

ஒதுக்கப்பட டவண்டும். 

ஒப்புக்வகாண்டார ்  

31 பிளாஸ்டிக் கழிவு டமலாண்லம குறித்து 

விரிவான திட்டம் வகுக்கப்படும். டமலும், 

முன்வமாழிபவர ் 01.01 முதல் 

நலடமுலறக்கு வரும் வலகயில், 

ஒருமுலற பயன்படுத்துவதற்குத் தலட 

மற்றும் பிளாஸ்டிக்லகத் தடிமன் 

பாராமல் தூக்கி எறிவது வதாடரப்ான 

தமிழ்நாடு அரசு ஆலண (வசல்வி) 

எண்.84 சுற்றுசச்ூழல் மற்றும் வனங்கள் 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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(EC.2) திலணக்களத்தின் 25.06.2018 க்கு 

கண்டிப்பாக இணங்க டவண்டும். 

சுற்றுசச்ூழல் (பாதுகாப்பு) சட்டம், 1986 

இன் கீழ் 2019. இது வதாடரப்ாக, திட்ட 

முன்வமாழிபவர ் வசயல் திட்டத்லத 

வழங்க டவண்டும். 

டமற்கூறியவற்லறத் தவிர, கீடழ குறிப்பிடப்படட்ுள்ள வபாதுவான புள்ளிகலளயும் 

பின்பற்ற டவண்டும்:- 

1 EIA அறிக்லகயின் வதாடரப்ுலடய 

பிரிவுகள் / பக்கங்களின் குறுக்கு 

குறிப்புடன் TOR இன் இணக்கத்லத 

உறுதிப்படுத்தும் குறிப்பு வழங்கப்பட 

டவண்டும். 

ஒப்புக்வகாண்டார ்  

2 அலனத்து ஆவணங்களும் குறியீடட்ு, 

பக்க எண்கள் மற்றும் வதாடரச்ச்ியான 

பக்க எண்களுடன் சரியாகக் 

குறிப்பிடப்பட்டிருக்கலாம். 

ஒப்புக்வகாண்டார ்  

3 அறிக்லகயில் தரவுகள் குறிப்பாக 

அட்டவலணயில் வழங்கப்பட்டால், தரவு 

டசகரிக்கப்பட்ட காலம் மற்றும் 

ஆதாரங்கள் குறிப்பிடப்பட டவண்டும். 

ஒப்புக்வகாண்டார ்  

4 EIA அறிக்லகலயத் தயாரிக்கும் டபாது, 

MoEF & CC வழங்கிய 

ஆதரவாளரக்ளுக்கான அறிவுறுத்தல்கள் 

மற்றும் ஆடலாசகரக்ளுக்கான 

அறிவுறுத்தல்கள் O.M. இந்த 

அலமசச்கத்தின் இலணயதளத்தில் 

உள்ள எண். J-11013/41/2006-IA.II (I) 

டததியிட்ட ஆகஸ்ட் 4, 2009ஐயும் 

பின்பற்ற டவண்டும். 

ஒப்புக்வகாண்டார ்  

5 இந்தியத் தரக் கவுன்சில் (QCI)/டதசிய 

அங்கீகாரக் கல்வி மற்றும் பயிற்சி 

வாரியம் (NABET) ஆகியவற்றின் 

அங்கீகாரத்திற்குப் பிறகு EIA/EMP 

ஒப்புக்வகாண்டார ்  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அறிக்லகலயத் தயாரிப்பதில் 

ஈடுபடட்ுள்ள ஆடலாசகரக்ள், அவரக்ள் 

தயாரித்த EIA/EMP அறிக்லககளில் இது 

வதாடரப்ான சான்றிதலழச ் டசரக்்க 

டவண்டும். மற்றும் பிற 

அலமப்பு/ஆய்வகங்கள் வழங்கிய 

தரவுகள், அவற்றின் ஒப்புதல்களின் 

நிலல டபான்றலவ. 2010, 28 ெூன் 2010, 31 

டிசம்பர ்2010 & 30 வசப்டம்பர ்2011 ஆகிய 

டததிகளில் அலமசச்கத்தின் 

இலணயதளத்தில் http://www.moef.nic.in/ 

இடுலகயிடப்பட்டது. 

6 டமடல குறிப்பிடப்பட்ட புள்ளிகலள 

உள்ளடக்கிய EIA (2006 EIA அறிவிப்பின் 

பிற்டசரக்்லக-III இல் பரிந்துலரக்கப்பட்ட 

வபாதுவான கட்டலமப்பின்படி) EIA 

தயாரித்த பிறகு, முன்வமாழிபவர ் EIA 

அறிவிப்பின் கீழ் பரிந்துலரக்கப்பட்ட 

நலடமுலறக்கு ஏற்ப சுற்றுசச்ூழல் 

அனுமதிலயப் வபறுவதற்கு டமலும் 

டதலவயான நடவடிக்லககலள 

எடுப்பார.் 2006. 

ஒப்புக்வகாண்டார ்  

7 சுற்றுசச்ூழல் அனுமதிலயப் 

வபறுவதற்காக, இறுதி EIA அறிக்லக 

SEIAA, தமிழ்நாடுக்கு சமரப்்பிக்கப்படும். 

ஒப்புக்வகாண்டார ்  

8 OMNo.J-11013/41/2006-IA-II(I)(பகுதி) 

ஆகஸ்ட் 29, 2017 டததியிட்டது  படி EIA/EMP 

அறிக்லகலயச ் சமரப்்பிப்பதற்காக, 

பரிந்துலரக்கப்பட்ட வபாது 

விசாரலணயுடன் கூடிய TORகள் 

வவளியிடப்பட்ட நாளிலிருந்து மூன்று 

ஆண்டுகளுக்கு வசல்லுபடியாகும். 

ஒப்புக்வகாண்டார ்  

***** 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அத்தியாயம் 1 

அறிமுகம் 

1.1 அறிக்லகயின் டநாக்கம். 
சுற்றுசச்ூழல் தாக்க மதிப்பீடு (EIA) என்பது நிலலயான வளரச்ச்ிலய உறுதி 

வசய்வதற்கான டமலாண்லம கருவியாகும், டமலும் இது ஒரு வசயல் திட்டத்தின் மூலம் 

சுற்றுச ் சூழல், சமூக மற்றும் வபாருளாதார தாக்கங்கலள முடிவவடுப்பதற்கு முன் 

கண்டறிய பயன்படுகிறது. இது ஒரு முடிவவடுக்கும் கருவியாகும், இது எந்தவவாரு 

திட்டத்திற்கும் வபாருத்தமான முடிவுகலள எடுப்பதில் முடிவவடுப்பவரக்லள 

வழிநடத்துகிறது. 

திரு.M.N.பாலசுந்தரம், அவரக்ள், திருவண்ணாமலல மாவட்டம், புவியியல் மற்றும் 

சுரங்கத்துலறயின் துலண இயக்குநரிடமிருந்து  இருந்து 2,12,855 கனமீட்டர ்சாதாரணகல் 

15,912கன மீட்டர ் மற்றும் கிராவல் குவாரி வசய்வதிற்கு கடிதத்லதப் வபற்றுள்ளார.் 

தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டத்தில், 

சித்தலப்பக்கம் கிராமத்தின் சரட்வ எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 

8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3Bஇல் அலமந்துள்ள 3.87.5  வெக்டடர ் பரப்பளவு. 

எனடவ, 500மீ சுற்றளவில் அலமந்துள்ள பின்வரும் முன்வமாழியப்பட்ட மற்றும் 

லகவிடப்பட்ட குவாரிகள் காரணமாக இந்த முன்வமாழியப்பட்ட குவாரி கிளஸ்டர ்

சூழ்நிலலயின் கீழ்வருகிறது. விவரங்கள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண - 1.1 கிளஸ்டர் சுரங்க விவரங்கள் 

வ. 

எண் 
வபயர் மற்றும் முகவரி கிராமம் & 

வட்டம் 
புலஎண் 

அளவு 

(Ha) 

குத்தலக 
காலம் 

 நலடமுலறயில் உள்ள குவாரிகள் 

1 

திரு.R.ஏழுமலல, 

S/o.ராெடகாபால், 

எண்.20, பிள்லளயார ்
டகாயில் வதரு, 

அரசனிபாலள கிராமம், 

வவம்பாக்கம் வட்டம். 

ஏழசட்சரி &, 

வவம்பாக்கம் 

62/1A, 1B, 2C, 2D, 

4, 5, 6, 7, 9, 10, 11 
1.24.0 

02.11.2021  
- 

01.11.2031 

2 

திரு.P.சங்கர,் 

S/o.வபான்னப்பன், 

எண்.1/63, பிள்லளயார ்
டகாயில் வதரு, எருமியூர ்
கிராமம், திருமுடிவாக்கம், 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

21/2F, 2G, 2H, 2I, 

2J & 2K 
2.09.5 

02.11.2021  
-  

01.11.2031 

3 

திரு.R.டமானிஷ்குமார,் 

S/o.ராடெந்திரன், எண்.35/58, 

ராொஜி வதரு, 

வசங்கல்படட்ு. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

16/5A, 16/5B, 

19/1B3, 4A1, 4B1, 

4C1, 4D1, 5A, 5B1, 

21/1C, 1D, 1E, 1F, 

22/2B 

3.12.5 

02.11.2021  
-  

01.11.2031 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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முடிவுற்ற குவரிகள் 

1 

B.தீனன், எண்.79, கெபதி 
வதரு, சலன நகர,் 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 
25/2 1.00.5 

19.3.2010  
-  

18.3.2015 

2 

R.சீனுவாசன், சாலலத் 
வதரு, அரசனிபாலள 
கிராமம், வவம்பாக்கம் 
தாலுக்கா. 

ஏழசட்சரி &, 

வவம்பாக்கம் 
65/4, 5, 7, 8A, 66/4 3.42.0 

27.06.2014  
- 

26.06.2019 

3 

B.தீனன், எண்.79, கெபதி 
வதரு, சலன நகர,் 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 
65/6 0.95.5 

20.07.2018  
- 

01.03.2021 

முன்வமாழியப்பட்ட குவாரிகள் 

1 

திரு.M.N.பாலசுந்தரம்,  
த/வப.நடராென் 

எண். 72, வமயின் டராடு, 
மாங்காடு 

 குன்றத்தூரவ்ட்டம், 
காஞ்சிபுரம்  மாவட்டம். 
 

சித்தலப்பக்கம் 
& 

வவம்பாக்கம் 

8/1A, 8/1B, 8/1C, 

8/1D, 8/1E, 8/1F, 

8/1G, 8/1H, 8/1I, 

8/1J, 8/1K, 8/1L, 

8/1M, 8/3A & 

8/3B 

3.87.5 

முன் 

வமாழியப் 

பட்ட 
குவாரி 

எதிரக்ால முன்வமாழியப்பட்ட குவாரிகள் 

இல்லல 

 

EIA அறிவிப்பு, 2006 மற்றும் அதன் அடுத்தடுத்த திருத்தங்களின் படி முன் வமாழியப்பட்ட 

திரு.M.N.பாலசுந்தரம், சாதாரண கல் & கிராவல் குவாரி, கிளஸ்டர ் அட்டவலண 1(a) 

கனிமசுரங்கத்தின் கீழ்வருகிறது. வமாத்த பரப்பளவான 10.33.5  ொக்>5 வெக்டடர ்

என்பதால், இதுB1 வலகயின் கீழ்வலகப் படுத்தப்படட்ுள்ளது. கிளஸ்டரில் உள்ள 

குவாரிகளின் வசயற்லகக்டகாள் படம் (படம் 1.1 ) இல் காட்டப்படட்ுள்ளது. 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 1.1 கிளஸ்டர ்குவாரிகலளக்காட்டும் வசயற்லகக் டகாள்படம்

 

EIA / EMP தயாரிப்பதற்கான ToR, 14.05.2024 டததியிட்ட ToR அலடயாள எண் 

TO24B0108TN5397062N, மூலம் அங்கீகரிக்கப்பட்டது. 2,12,855 கனமீட்டர ் சாதாரண கல் 

மற்றும் 15,912 கனமீட்டர ்கிராவல் உற்பத்திக்காக அங்கீகரிக்கப்பட்ட TOR இன்படி இந்த 

அறிக்லக தயாரிக்கப்படட்ுள்ளது. 

1.2  திட்டம் மற்றும் திட்ட ஆதரவாளரின் அலடயாளம். 
முன்வமாழியப்பட்ட திட்டதிலிருந்து சாதாரண கல் மற்றும் கிராவல் குவாரி 

(கிளஸ்டரின்கீழ்) சுரங்கமாகும். புல எண். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 

8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B ஆனது தமிழ்நாடு மாநிலம், திருவண்ணாமலல 

மாவட்டம், வவம்பாக்கம் வட்டத்தில் உள்ள சித்தலப்பக்கம் கிராமத்தில் அலமந்துள்ளது. 

EIA அறிவிப்பு, 2006 மற்றும் அதன் அடுத்தடுத்த திருத்தங்களின் படி திட்டமானது B1 

வலகயின் கீழ்அட்டவலண 1 (a) இன்கீழ்வருகிறது (குத்தலகபகுதி>5 முதல் 250 

வெக்டடரவ்லர). முன்வமாழியப்பட்ட திட்டவிவரங்கள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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(a) முன்வமாழியப்பட்ட திட்ட விவரங்கள் 

வ. 
எண். 

விளக்கம் நிலல/குறிப்புகள் 

1. துலற நிலகரி அல்லாதவலக 

2. திட்டத்தின் வலக B1  

3. முன்வமாழியப்பட்ட கனிமம் 
சாதரண கல் மற்றும் கிராவல் 
குவாரி 

4. சுரங்க குத்தலக  வலக முன்வமாழியப்பட்ட குவாரி 
5. குவாரி குத்தலக அளவு 3.87.5 Ha 

6. முன்வமாழியப்பட்ட ஆழம் 47 மீட்டர ்தலரமட்டதிற்க்கு கீழ் 

7. சுரங்கமுலற 
திறந்தவவளி இயந்திரமக்கபட்ட 
முலற. 

8. முன்வமாழியப்பட்ட காலம் 5 வருடம் 

9. 
முன்வமாழியப்பட்ட சுற்றுச ்
சூழல் அனுமதி 

5 வருடம் 

10. 
முன்வமாழியப்பட்ட உற்பத்தி 
அளவு 

சாதாரணகல்: 2,12,855 கன மீட்டர ்

கிராவல்: 15,912கன மீட்டர ்

(b) திட்டமுன் வமாழிபவரின் சுயவிவரம்.  
முன் வமாழியப்பட்ட குத்தலகதாரர,் திரு.M.N.பாலசுந்தரம், என்பவர ் சாதாரண கல் 

துலறயில் குவாரி, வசயல்பாடு மற்றும் சந்லதப்படுத்தல் டபான்றவற்லற அலடயாளம் 

காண்பதில் சிறந்த அனுபவமுள்ளவர.் முன்வமாழியப்பட்ட நிலமானது, விண்ணப்பதாரர ்

திரு.பாலசுந்தரம், திரு.சங்கர,் திரு.பாஸ்கர,் மற்றும் திரு.திடனஷ் ஆகிடயாரின் வபயரில் 

கூட்டாகப் பதிவு வசய்யப்பட்ட பட்டா நிலம், பட்டா எண்.159 மற்றும் 108 இல், 

விண்ணப்பதாரர ் மற்ற பட்டாதாரரக்ளிடமிருந்து ஒப்புதல் வபற்றுள்ளார,் இலணப்பு 

எண் –6 ஐப்பாரக்்கவும். 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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(c) திட்ட முன்வமாழிவு விவரங்கள்: 
முன்வமாழிபவரின் வபயர ்  :  திரு.M.N.பாலசுந்தரம் 

 முன்வமாழிபவரின் நிலல :  தனிநபர ்

முகவரி   : திரு.M.N.பாலசுந்தரம் , 
த/வப.நடராென் 

எண். 72, வமயின் டராடு, மாங்காடு 

     குன்றத்தூரவ்ட்டம்,  
      காஞ்சிபுரம்  மாவட்டம்.  

1.3 இயல்பு, அளவு, திட்டத்தின் இருப்பிடம் மற்றும் நாடு, பிராந்தியத்திற்கு 

அதன் முக்கியத்துவம் பற்றிய சுருக்கமான விளக்கம் 

5.0 மீ வபஞ்ச ்உயரம் மற்றும் 5 மீ வபஞ்ச ்அகலத்லத மற்றும் ஒட்டுவமாத்த வபஞ்ச ்சாய்வு 

80°க்கும் குலறவாக உருவாக்கி, லகதுலளப்பான் வகாண்டு துலளயிடுதல்,  வவடித்தல் 

ஆகியவற்றின் மூலம் திறந்தவவளி இயந்திரமயமாக்கப்பட்ட சுரங்க முலற மூலம் 

குவாரி நடவடிக்லக டமற்வகாள்ள உத்டதசிக்கப்படட்ுள்ளது. டதாண்டுதல் மற்றும் 

டிப்பரக்ள் ஏற்றுதல் மற்றும் டபாக்குவரத்திற்காக முன்வமாழியப்படட்ுள்ளன. 

1.3.1  திட்டத்தின் அளவு மற்றும் இடம் 

(a) திட்டத்தின் அளவு 

அட்டவலண1.2 முன்வமாழியப்பட்ட திட்டத்தின் விளக்கம் 

வ.எண் அம்சங்கள் விளக்கம் 

1 நிலத்தின் வலக பட்டா நிலம் 

2 குத்தலகக்கான அளவு 3.87.5 வெக்டடர ்

3 குத்தலக வலக முன்வமாழியப்பட்ட குவாரி 

4 புவியியல் வமாத்த இருப்பு 
சாதாரணகல் –13,79,140 கனமீட்டர ்

கிராவல்         - 48,088 கனமீட்டர ்

5 டதாண்டக்கூடிய வளம் 
சாதாரணகல் – 2,12,855 கனமீட்டர ்

கிராவல்         –15,912 கனமீட்டர ்

6 முன்வமாழியப்பட்ட வளம் 
சாதாரணகல் – 2,12,855 கனமீட்டர ்

கிராவல்         –15,912 கனமீட்டர ்

7 முன்வமாழியப்பட்ட ஆழம் 47 மீட்டர ்(BGL) 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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(b) திட்டத்தின் இடம் 

முன்வமாழியப்பட்ட திட்ட இடம், தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், 

வவம்பாக்கம் வட்டத்தில் உள்ள சித்தலப்பக்கம் கிராமத்தில் அலமந்துள்ளது மற்றும் 

அதன் அடச்டரலக: 12°42'45.97"N முதல் 12°42'52.67"N வலர மற்றும் தீரக்்கடரலக: 

79°43'25.08"E முதல் 79°43'33.64"E வலர உள்ளது. சரட்வ ஆஃப் இந்தியா டடாடபாஷீட் எண்.     

57- P/10.  

1.3.2 பிராந்தியத்திற்கான திட்டத்தின் முக்கியத்துவம் 

இந்தியாவிலும் பிற நாடுகளிலும் சாதாரண கல்லின் டதலவ அதிகரித்து வருகிறது. 

கடட்ுமானத் வதாழில் தற்டபாது டவகமாக வளரந்்து வருவதால், சாதாரண கல்லின் 

டதலவ அதிகரித்து வருகிறது. இதனால், இத்திட்டம் சாதாரண கல்லின் டதலவக்கு 

பங்களிப்பது மடட்ுமல்லாமல், அருகிலுள்ள கிராமங்களுக்கு டவலல வாய்ப்லபயும் 

வழங்கும். 

1.4 ஆய்வின் டநாக்கம் - நடத்தப்பட்ட ஒழுங்குமுலற இணக்கங்கள் 

விவரங்கள் (குறிப்பு விதிமுலறகளின்படி):  
எந்தவவாரு சுரங்கத் திட்டமும் அதன் வசயல்பாட்டின் டபாது திட்டதளத்திற்கு அருகில் 

சுற்றுசச்ூழல் பாதிப்புகலள ஏற்படுத்தலாம். சுற்றுசச்ூழலின் பல்டவறு கூறுகளின் 

மீதான தாக்கங்களின் வலக மற்றும் தீவிரம் திட்டத்தின் தன்லம மற்றும் அதன் 

புவியியல் இருப்பிடத்லதப் வபாறுத்துமாறுபடும். இயற்பியல், உயிரியல் மற்றும் சமூக-

வபாருளாதார சூழல் மீதான சுற்றுசச்ூழல் தாக்கமதிப்பீடு (EIA) ஆய்வுகள் மூலம் 

திட்டத்தின் நிகரதாக்கங்கலள அளவிட முடியும். சுற்றுச ் சூழலலப்பாதுகாக்க 

சுற்றுசச்ூழல் டமலாண்லமத் திட்டத்லத (EMP) தயாரிப்பதற்கான அடிப்பலடலய EIA 

ஆய்வுகள் வழங்குகின்றன. 

EIA/EMP தயாரிக்கும் டநாக்கத்திற்காக, SEIAA, தமிழ்நாடு ஒருகுறிப்பு விதிமுலறகலள 

வவளியிடட்ுள்ளது EIA அறிவிப்பு 2006 இன்விதிகள் மற்றும் அதன் அடுத்தடுத்த 

திருத்தங்கள். இந்த EIA ஆய்வில் டகார ் மற்றும் பஃபர ் மண்டலம், அதாவது குத்தலக 

பகுதி மற்றும் திட்டப் பகுதியின் 10கிமீ சுற்றளவு ஆகியலவ அடங்கும்.                                 

(மாரச் ் முதல் டம 2024 வலர) உருவாக்கப்பட்ட தரவுகளின் அடிப்பலடயில் 

தயாரிக்கப்பட்ட இந்த EIA அறிக்லக மற்றும் சுற்றுசச்ூழலின் அலனத்து தனிப்பட்ட 

கூறுகளும் விரிவாக விவரிக்கப்படட்ுள்ளன. பயனுள்ள சுற்றுசச்ூழல் டமலாண்லமத் 

திட்டத்லத உருவாக்க, கிலடக்கக் கூடியத கவல்களின் ஆழமான பகுப்பாய்வு 

வசய்யப்படட்ுள்ளது. 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
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1.4.1 தற்டபாலதய ஆய்வு 

திட்ட உரிலமயாளர,் இந்த திட்டத்திற்கான சுற்றுச ் சூழல்தாக்க மதிப்பீடு / சுற்றுச ்

சூழல்டமலாண்லம திட்டம் (EIA/EMP) நடத்துவதற்காக தி/ள். குடளாபல் லமனிங் 

வசால்யூஷன்ஸ் டசலம் எனும் நிறுவனத்லத நியமித்துள்ளார.் இந்த கிளஸ்டர ்

குவாரியின் சுற்றுச ் சூழல்தாக்கமதிப்பீடு மற்றும் சுற்றுச ் சூழல்டமலாண்லம திட்டம் 

அலனத்து சுற்றுசச்ூழல் வதாடரப்ான பாதிப்புகள் மற்றும் தணிப்பு நடவடிக்லககளுக்கு 

தீரவ்ு காணும். EMP அறிக்லகயானது (மாரச் ் முதல் டம 2024 வலர) தி/ள்.ஷ்ரியண்ட் 

அனலிட்டிகல் & ரிசரச் ்டலப்ஸ் பிலரடவட் லிமிவடட், வசன்லன மற்றும் தி/ள் குடளாபல் 

லமனிங் வசால்யூஷன்ஸ்,டசலம் இன் FAE. ஆல் உருவாக்கப்பட்ட தரலவ 

அடிப்பலடயாகக் வகாண்டு. உருவாக்கப்பட்ட தரவு. இந்த ஆய்வு நலடமுலறயில் உள்ள 

அடிப்பலட சுற்றுச ்சூழல்நிலலலமகலள மதிப்பீடு வசய்கிறது. தற்டபாலதய ஆய்வின் 

டநாக்கங்கள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

 காற்று, நீர,் சத்தம், டபாக்குவரத்து, பல்லுயிர,் சமூக-வபாருளாதாரம் டபான்ற 

பல்டவறு சுற்றுசச்ூழல் விளக்கங்களுக்கான முதன்லமக்கள கண்காணிப்பு 

மற்றும் இரண்டாம் நிலலதரவு மூலம் தற்டபாலதய அடிப்பலட சூழ்நிலலலய 

தயாரவ்சய்தல். 

 சுற்றுசச்ூழலலத்தாக்கும் சுரங்க வசயல்பாடுகலள அலடயாளம் காணுதல். 

 முன்வமாழியப்பட்ட திட்ட நடவடிக்லககளின் தாக்கத்லத மதிப்பிடுவதற்கு. 

 தடுப்புதணிப்பு நடவடிக்லககலள பரிந்துலரக்க. 

 சுற்றுசச்ூழல் கண்காணிப்பு உட்பட ஒருசுற்றுசச்ூழல் டமலாண்லம திட்டத்லத 

(EMP) தயாரவ்சய்ய. 

 டபரிடர ்டமலாண்லமத் திட்டத்லதத் தயாரிக்க. 

1.4.2 வழக்குகளின் நிலல 

இது சாதாரண கல் மற்றும் கிராவல் குவாரி திட்டம். இந்தத் திட்டத்திற்கு எதிராக எந்த 

வழக்கும்/ நீதிமன்ற வழக்கும் நிலுலவயில் இல்லல. 

(a). சுரங்கதிட்டம் தயார் வசய்ய கடிதம்: 
திட்ட ஆதரவாளர ்திருவண்ணாமலல மாவட்ட,  புவியியல் மற்றும் சுரங்கத்துலறயின் 

துலண இயக்குனர ்இருந்து Rc.No. 429/கனிமம்/ 2022 டததி; 08.11.2023 இல் சுரங்க திட்டம் 

தயார ் வசய்யகடிதம் வபற்றுள்ளார.் கடித நகல் இலணப்பு - 2  என 

இலணக்கப்படட்ுள்ளது. 
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b. சுரங்கத் திட்ட ஒப்புதல் கடிதம்: 
திட்ட ஆதரவாளர,் தமிழ்நாடு சிறு கனிமச ்சலுலக விதிகள், 1959 விதி19, 41 & 42 இன் கீழ் 

சுரங்கத் திட்டத்லதத் தயாரித்துள்ளார,் டமலும் இதற்கு திருவண்ணாமலல புவியியல் 

மற்றும் சுரங்கத ் துலற துலண இயக்குநரால் Rc.No. 429/கனிமம்/ 2023டததி; 29.11.2023 

மூலம் ஒப்புதல் அளிக்கப்படட்ுள்ளது. அங்கீகரிக்கப்பட்ட திட்டத்துடன் ஒப்புதல்கடிதம் 

இலணப்பு - 3 ஆக இலணக்கப்படட்ுள்ளது. 

c. 500மீ சுற்றளவு குவாரி அம்சங்கள்: 
திட்ட ஆதரவாளர,் திருவண்ணாமலல புவியியல் மற்றும் சுரங்கத்துலறயின் துலண 

இயக்குநர ்இருந்து Rc.No. 429/கனிமம்/ 2023, 29.11.2023 டததியிட்ட, என்ற அதிகாரப்பூரவ் 

கடிதத்லதப் வபற்றுள்ளார.் கடிதநகல் இலணப்பு - 4 என இலணக்கப்படட்ுள்ளது. 

d. திட்ட ஆதரவாளர ்உறுதிவமாழி: 
திட்ட ஆதரவாளர ்MoEF & CC O.M இன் கீழ் ஒருபிரமாண பத்திரத்லத வவளியிடட்ுள்ளார.் 

எண். 3-50/2017-IA.III(Pt.) டததியிட்ட 30.05.2018, 2.08.2017 அன்று W.P. இல் வசய்யப்பட்ட 

மாண்புமிகு எஸ்சியின் வழிகாடட்ுதலுக்கு இணங்க. (C) 2014 இன் 114 வபாதுகாரணம் 

மற்றும் யூனியன் ஆஃப் இந்தியா & ஆரஸ்். உறுதிவமாழிநகல் இலணப்பு - 12 ஆக 

இலணக்கப்படட்ுள்ளது. 

 (e) முன் வமாழியப்பட்ட குத்தலகப் பகுதியின் நில ஆவணம்: 
இது முன்வமாழியப்பட்ட நிலமானது, விண்ணப்பதாரர ் திரு.பாலசுந்தரம், திரு.சங்கர,் 

திரு.பாஸ்கர,் மற்றும் திரு.திடனஷ் ஆகிடயாரின் வபயரில் கூட்டாகப் பதிவு 

வசய்யப்பட்ட பட்டா நிலம், பட்டா எண்.159 மற்றும் 108 இல், விண்ணப்பதாரர ் மற்ற 

பட்டாதாரரக்ளிடமிருந்து ஒப்புதல் வபற்றுள்ளார,் நில ஆவணங்களின் (பட்டா, அடங்கல் 

மற்றும் அ-பதிவு) நகல் இலணப்பு -6 என இலணக்கப்படட்ுள்ளது. 

***** 
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அத்தியாயம் 2 

திட்ட விளக்கம் 

2.1 திட்டத்தின் வலக 

திட்டத்தின் வலகயானது, டதாண்டுதல், வவடித்தல், ஏற்றுதல் மற்றும் டபாக்குவரத்து 

ஆகியவற்றுடன் முன்வமாழியப்பட்ட சுரங்ககுத்தலகப் பகுதிக்குள் சாதாரண கல் 

மற்றும் கிராவல் டதாண்டுவதற்கு திறந்தவவளி இயந்திரமயமாக்கப்பட்ட 

சுரங்கமுலறயாகும். இந்தத்திட்டம் தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், 

வவம்பாக்கம் வட்டத்தில் உள்ள சித்தலப்பக்கம் கிராமத்தில் 3.87.5 வெக்டடர ்

பரப்பளவில் உள்ள புல எண்கள்; 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 

8/1L, 8/1M, 8/3A மற்றும் 8/3B வகாண்டது ஆகும். 

EIA அறிவிப்பு, 2006 மற்றும் அதன் அடுத்தடுத்த திருத்தங்களின் படி திட்டம்1 (a) வலகB1 

(குத்தலகபகுதி>5 முதல்250 வெக்டடரவ்லர (கீழ்வருகிறது, கிளஸ்டர ் நிலவரத்லத 

கருத்தில் வகாண்டு வமாத்த கிளஸ்டர ் பரப்பளவு 10.33.5 வெக்டடர ் .சுரங்கங்களின் 

விவரங்கள் கிளஸ்டர ் பகுதியில் அலமந்துள்ள உதவிஇயக்குநர,் புவியியல் மற்றும் 

சுரங்கத்துலற, திருவண்ணாமலல மாவட்டம், கடிதஎண் துலண இயக்குநர ் இருந்து 

Rc.No. 429/கனிமம்/ 2023, 29.11.2023 டததியிட்ட 500மீ சுற்றளவு கடிதம் மூலம் 

சான்றளிக்கப்பட்டது. 

அட்டவலண - 2.1 கிளஸ்டர் சுரங்க விவரங்கள் 

வ. 

எண் 
வபயர் மற்றும் முகவரி கிராமம் & 

வட்டம் 
புலஎண் 

அளவு 

(Ha) 

குத்தலக 
காலம் 

 நலடமுலறயில் உள்ள குவாரிகள் 

1 

திரு.R.ஏழுமலல, 

S/o.ராெடகாபால், 

எண்.20, பிள்லளயார ்
டகாயில் வதரு, 

அரசனிபாலள கிராமம், 

வவம்பாக்கம் வட்டம். 

ஏழசட்சரி &, 

வவம்பாக்கம் 

62/1A, 1B, 2C, 2D, 

4, 5, 6, 7, 9, 10, 11 
1.24.0 

02.11.2021  
- 

01.11.2031 

2 

திரு.P.சங்கர,் 

S/o.வபான்னப்பன், 

எண்.1/63, பிள்லளயார ்
டகாயில் வதரு, எருமியூர ்
கிராமம், திருமுடிவாக்கம், 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

21/2F, 2G, 2H, 2I, 

2J & 2K 
2.09.5 

02.11.2021  
-  

01.11.2031 

3 

திரு.R.டமானிஷ்குமார,் 

S/o.ராடெந்திரன், எண்.35/58, 

ராொஜி வதரு, 

வசங்கல்படட்ு. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

16/5A, 16/5B, 

19/1B3, 4A1, 4B1, 

4C1, 4D1, 5A, 5B1, 

21/1C, 1D, 1E, 1F, 

22/2B 

3.12.5 

02.11.2021  
-  

01.11.2031 
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முடிவுற்ற குவரிகள் 

1 

B.தீனன், எண்.79, கெபதி 
வதரு, சலன நகர,் 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

25/2 1.00.5 

19.3.2010  
-  

18.3.2015 

2 

R.சீனுவாசன், சாலலத் 
வதரு, அரசனிபாலள 
கிராமம், வவம்பாக்கம் 
தாலுக்கா. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

65/4, 5, 7, 8A, 66/4 3.42.0 

27.06.2014  
- 

26.06.2019 

3 

B.தீனன், எண்.79, கெபதி 
வதரு, சலன நகர,் 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

65/6 0.95.5 

20.07.2018  
- 

01.03.2021 

முன்வமாழியப்பட்ட குவாரிகள் 

1 

திரு.M.N.பாலசுந்தரம்,  
த/வப.நடராென் 

எண். 72, வமயின் டராடு, 
மாங்காடு 

 குன்றத்தூரவ்ட்டம், 
காஞ்சிபுரம்  மாவட்டம். 
 

சித்தலப்பக்கம் 
& 

வவம்பாக்கம் 

8/1A, 8/1B, 8/1C, 

8/1D, 8/1E, 8/1F, 

8/1G, 8/1H, 8/1I, 

8/1J, 8/1K, 8/1L, 

8/1M, 8/3A & 

8/3B 

3.87.5 

முன் 

வமாழியப் 

பட்ட 
குவாரி 

எதிரக்ால முன்வமாழியப்பட்ட குவாரிகள் 

இல்லல 

முன்வமாழியப்பட்ட உற்பத்தி 2,12,855 கனமீட்டர ்  சாதாரணகல் மற்றும் 15,912 கனமீட்டர ்

கிராவல் ஆகும். 

2.2 திட்டத்தின் டதலவ 

முன்வமாழியப்பட்ட குத்தலகதாரர.் திரு.M.N.பாலசுந்தரம் குவாரியின் முக்கிய 

அம்சங்கள். 
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எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அட்டவலண 2.1.a திட்டத்தின் முக்கிய அம்சங்கள் 

வ. 
எண் 

விளக்கம் நிலல/குறிப்புகள் 

1 துலற நிலகரி அல்லாத வலக 

2 
புதிய/ஏற்கனடவ 
உள்ள திட்டம் 

புதிய திட்டம் 

3 திட்டத்தின்வலக B1  
4 கனிமத்தின் வலக சிறு கனிமம் 

5 குவாரி காலம் 5வருடம் 

6 
முன்வமாழியப் பட்ட 
உற்பத்தி அளவு 

சாதாரணகல்: 2,12,855 கன மீட்டர ் 
கிராவல்: 15,912 கன மீட்டர ்

7 
கழிவு உற்பத்தி 
மற்றும் டமலாண்லம 

இல்லல 

8 
வபஞ்ச ்உயரம் 
மற்றும் அகலம் 

முன்வமாழியப்பட்ட வபஞ்ச ் உயரம் மற்றும் அகலம் 
முலறடய 5.0மீட்டர ் மற்றும் முன்வமாழியப்பட்ட 
வபஞ்சுகளின் எண்ணிக்லக 10 எண்கள் 
(தலரமட்டத்திருக்கு கீழ்) 
 

9 இறுதிஆழம் 47 மீட்டர ்(தலரமட்டத்திருக்கு கீழ்)  

10 இறுதி பயன்பாடு 

டதாண்டப்பட்ட சாதாரணகல் மற்றும் கிராவல், அரசு 
மற்றும் வபாதுத்துலற திட்டங்களுக்கு கடட்ுமானத் 
வதாழில்களுக்குப் பயன்படுத்தப்படுகிறது, டமலும் 
மாவட்டம் முழவதும் மற்றும் அலதசச்ுற்றியுள்ள 
வீடட்ுவசதி மற்றும் உள்கட்டலமப்புத் 
திட்டங்களுக்குப் பயன்படுத்தப்படுகிறது. 

 

2.3 இடம் (வபாது இடம், குறிப்பிட்ட இடம், திட்ட எல்லல &  திட்ட தள 

தளவலமப்பு ஆகியவற்லறக் காட்டும் வலரபடங்கள்): 
தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டதில் உள்ள 

சித்தலப்பக்கம் கிராமத்தில் இந்த திட்டத் தளம் அலமந்துள்ளது. அருகிலுள்ள ரயில் 

பாலத காஞ்சிபுரம் - வசங்கல்படட்ு பாலத ஆகும், இது பகுதியின் வடகிழக்கு பகுதியில் 

சுமார ் 12.5 கிமீ வதாலலவில் உள்ளது. டதசிய வநடுஞ்சாலல (NH-132B) காஞ்சிபுரம் - 

வசங்கல்படட்ு திட்ட பகுதியின் வடக்கு பகுதியில் சுமார ்11.0 கி.மீ வதாலலவில் உள்ளது. 

மாநில வநடுஞ்சாலல (SH-118A) காஞ்சிபுரம் - உத்திரடமரூர ் திட்ட பகுதியின் 

கிழக்குபகுதியில் சுமார ்3. கி.மீ. வபாதுவான இடம் படம் 2.1 இல் வகாடுக்கப்படட்ுள்ளது. 

திட்டப் பகுதியின் வலரபடம் படம் 2.2 இல் வகாடுக்கப்படட்ுள்ளது. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 2.1 இட வலரபடம் 

 

அட்டவலண 2.2 திட்டத்தின் எல்லல ஒருங்கிலணப்புகள் 

மூலலகள் 
ஒருங்கிலணப்பான்கள் மூலலகளுக்கு 

இலடடய உள்ள தூரம் அட்சடரலக தீர்க்கடரலக 

1 12° 42' 47.08"N 79° 43' 25.48"E 1-2  = 122.8m 

2 12° 42' 51.06"N 79° 43' 25.08"E 2-3  = 45.0m 

3 12° 42' 52.52"N 79° 43' 25.22"E 3-4  = 23.0m 

4 12° 42' 52.24"N 79° 43' 25.93"E 4-5  = 80.4m 

5 12° 42' 52.67"N 79° 43' 28.56"E 5-6  = 49.6m 

6 12° 42' 52.51"N 79° 43' 30.19"E 6-7  = 47.6m 

7 12° 42' 51.90"N 79° 43' 31.64"E 7-8  = 60.2m 

8 12° 42' 51.48"N 79° 43' 33.59"E 8-9  = 98.4m 

9 12° 42' 48.28"N 79° 43' 33.64"E 9-10  = 56.4m 

10 12° 42' 48.24"N 79° 43' 31.77"E 10-11  = 69.8m 

11 12° 42' 45.97"N 79° 43' 31.70"E 11-12  = 50.8m 

12 12° 42' 46.97"N 79° 43' 30.36"E 12-13  = 62.6m 

13 12° 42' 47.33"N 79° 43' 28.32"E 13-1  = 86.0m 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 2.2  திட்டத் தளத்லதக் காட்டும் கூகுள் படம்

படம் 2.3  திட்டப் பகுதியின் டமற்பரப்புத் திட்டம் 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் - 2.4 திட்டப் பகுதியின் புவியியல் வலரபடம் 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2..3.1 திட்டப் பகுதியின் நிலப் பயன்பாடு 

முன்வமாழியப்பட்ட சுரங்க குத்தலக பகுதி பட்டா நிலம் மற்றும் திட்ட தளத்தின் 

நிலபயன்பாடட்ு முலற அட்டவலண2.3 கீடழ வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண 2.3 தற்டபாலதய நில பயன்பாட்டு முலற 

வ.எ
ண் 

நிலத்தின் பயன் 

தற்டபாலதய 
நிலல  

(வெக்டடர்) 

குவாரி காலத்தில் 
பயன்பாட்டில் உள்ள 

பகுதி(வெக்டடர்) 
1 குவாரிகுழி 1.33.0 2.27.0 

2 உள்கட்டலமப்பு - 0.01.0 

3 சாலலகள் - 0.02.0 

4 பசல்ச வலளயம் - 1.57.5 

5 பயன்படுத்தப்படாதது 2.51.5 - 
 வமாத்தம் 3.87.5 3.87.5 

2.3.2 சுரங்கம் மூடும் கட்டத்தில் நிலபயன்பாடு 

அட்டவலண 2.4 சுரங்கம் மூடும் கட்டத்தில் நிலபயன்பாடு 

வ.எ
ண் 

நிலத்தின் பயன் 
குவாரி காலத்தில் பயன்பாட்டில் உள்ள 

பகுதி (வெக்டடர்) 
1 நீரந்ிலலக்கு விடப்பட்ட பகுதி 2.27.0 

2 பசல்ச வலளயம் 1.57.5 

3 மீதமுள்ளபகுதி 0.03.0 

வமாத்தம் 3.87.5 

2.3.3குத்தலகப் பகுதியின் முக்கிய அம்சங்கள் 

வ. எண் அம்சங்கள் விளக்கம் 

1 அருகிலுள்ள 
சாலல 

 இப்பகுதியில் இருந்து டமற்கு பகுதியில் உள்ள 
பகவந்தாபுரம் - அரசானிபாலி கிராம சாலலக்கு 
வசல்லும் சாலல உள்ளது. 

 அருகிலுள்ள இரயில் பாலத காஞ்சிபுரம் - வசங்கல்படட்ு 
பாலத ஆகும், இது இப்பகுதியின் வடகிழக்கில் சுமார ்
12.5 கிமீ வதாலலவில் உள்ளது. 

 டதசிய வநடுஞ்சாலல (NH-132B) காஞ்சிபுரம் - 
வசங்கல்படட்ு பகுதியின் வடக்குப் பகுதியில் 11.0 கி.மீ. 

 மாநில வநடுஞ்சாலல (SH-118A) காஞ்சிபுரம் - 
உத்திரடமரூர ்பகுதியின் கிழக்கு பகுதியில் சுமார ்3 கிமீ 
வதாலலவில் உள்ளது. 

2 அருகில் உள்ள 
கிராமம் 

அரசானிபலளயம் 540 மீ  வடக்கு  
 

3 அருகிலுள்ள 
இரயில்டவ 
நிலலயம் 

வாலொபாத் - 13 .56கிமீ – வடகிழக்கு 

4 அருகில் உள்ள 
விமான நிலலயம் 

வசன்லன விமானநிலலயம் – 55.48 கிமீ– வடகிழக்கு. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 2.5 ஏற்கனடவ உள்ள தள அம்சங்கலளக் காட்டும் டடாடபா வலரபடம் 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 2.6 திட்ட தள புலகப்படங்கள் 

 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.4 வசயல்பாட்டின் அளவு அல்லது அளவு (திட்டம் அல்லது திட்டத்திற்குத் 

டதலவப்படும் வதாடர்புலடய வசயல்பாடுகள் உட்பட): 
முன்வமாழியப்பட்ட உற்பத்தியானது திறந்தவவளி இயந்திரமயமாக்கப்பட்ட சுரங்க 

முலறயின் மூலம் சாதாரண கல் 2,12,855 கன மீட்டர ்மற்றும் 15,912 கன மீட்டர ் கிராவல் 

ஆகும். கிலடக்கும் புவியியல் வளங்கள் சாதாரண கல் 13,79,140 கன மீட்டர ் மற்றும் 

கிராவல் 48,088 கன மீட்டர.் திட்டத்தின் வசலவு நிலத்தின் விலல உட்பட ரூ.306.44 இலட்சம். 

EMPக்கான மூலதனச ்வசலவு ரூ39.27 லட்சம் மற்றும் EMPக்கான வதாடர ்வசலவு ரூ. 32.38 

லட்சம்/ஆண்டு. 

2.4.1 சட்டரதீியான அனுமதிகளின் நிலல, அனுமதிகள், மறுப்புச ் சான்றிதழ், 

ஒப்புதல்: 

கீடழ உள்ள அட்டவலணயில் வகாடுக்கப்படட்ுள்ள பல்டவறு சட்டங்கள், விதிகள் மற்றும் 

ஒழுங்குமுலறகளின் கீழ் இந்தத் திட்டத்திற்குத் டதலவயான அலனத்து சட்டரீதியான 

அனுமதிகள்,  தலடயில்லாச ்சான்றிதழ்கள், ஒப்புதல்கள் டபான்றவற்லறப் வபற்ற பிறகு 

சுரங்கத ்திட்டம் வசயல்படுத்தப்படும். 

அட்டவலண - 2.5 சட்டரதீியான அனுமதிகள், அனுமதிகள்,  
என்ஓசி, ஒப்புதல்களின் நிலல 

வ.எண் அம்சங்கள் நிலல 

1 சுரங்கத் திட்ட 
ஒப்புதல் நிலல 

திட்ட ஆதரவாளர,் தமிழ்நாடு சிறு கனிமச ் சலுலக 

விதிகள், 1959 விதி19, 41 & 42 இன் கீழ் சுரங்கத் 

திட்டத்லதத் தயாரித்துள்ளார,் டமலும் இதற்கு 

திருவண்ணாமலல புவியியல் மற்றும் சுரங்கத ்துலற 

இலண இயக்குநரால் (A/c),  Rc.No. 429/கனிமம்/ 2023, 

29.11.2023  மூலம் ஒப்புதல் அளிக்கப்படட்ுள்ளது.  

2 சுற்றுசச்ூழல் 
அனுமதி நிலல 

14.05.2024 டததியிட்ட ToR அலடயாள எண். ToR 

அலடயாள எண். TO24B0108TN5397062N, மூலம் 

திட்டத்தின் EIA/EMP அறிக்லகலயத் தயாரிப்பதற்கான 

ToR அங்கீகரிக்கப்பட்டது. 

3 (CTE) 
நிறுவுவதற்கு 
ஒப்புதல் 
வழங்குதல் 

சுற்று சூழல் அனுமதி வபறப்பட்ட பின் 30 நாளுக்குள் 

(காலம் TNPCB நிபத்தலன படி) 

4 வசயல்பட 
ஒப்புதல் 
வழங்குதல் (CTO) 

சுற்று சூழல் அனுமதி வபறப்பட்ட பின் 30 நாளுக்குள் 

(காலம் TNPCB நிபத்தலன படி) 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

 

 

 

பக்கம்80இன்226 

 

2.5 ஒப்புதல் மற்றும் அமலாக்கத்திற்கான முன்வமாழியப்பட்ட அட்டவலண 

முன்வமாழியப்பட்ட சுரங்கத ் திட்டத்தின் ஒப்புதலுக்கான முன்வமாழியப்பட்ட 

அட்டவலண பின்வருமாறு வகாடுக்கப்படட்ுள்ளது: 

அட்டவலண - 2.6 ஒப்புதலுக்கான முன்வமாழியப்பட்ட அட்டவலண 

வ.எண் வசயல்பாடு விளக்கம் அக்டடாபர் 

2024 

நவம்பர் 

2024 

டிசம்பர் 

2024 

ஜனவரி 
2025 

1 SEIAA-TN க்கு இறுதி EIA/EMP 
அறிக்லகலய சமரப்்பித்தல் 

    

2 SEAC ஆல் ECக்கான 
பரிசீலலன 

    

3 SEIA க்கு SEAC இன் பரிந்துலர     

4 SEIAA மூலம் சுற்று சூழல் 
அனுமதி  

    

முன்வமாழியப்பட்ட அட்டவலண EIA அறிவிப்பு, 2006ன் படி தயாரிக்கப்படட்ுள்ளது. 

குறிப்பு: 13.02.2024 அன்று பரிடவஷ் டபாரட்்டலில் விண்ணப்பம் சமரப்்பிக்கப்பட்டது, 

14.05.2024 அன்று ToR வழங்கப்பட்டது. டகாலட காலத்தில் (மாரச் ்முதல் டம 2024 வலர) 

அடிப்பலட தரவு டசகரிப்பு. காற்று (தடுப்பு மற்றும் கடட்ுப்பாடு சட்டம்) 1981 மற்றும் பிரிவு 

25/26 நீர ்(மாசு தடுப்பு மற்றும் கடட்ுப்பாடு சட்டம்) 1974 இன் பிரிவு 21 இன் கீழ் SEIAA-TN, CTE 

மற்றும் CTO இலிருந்து EC ஐப் வபற்ற பிறகு, தமிழ்நாடு மாநில மாசுக் கடட்ுப்பாடட்ு 

வாரியத்திடம் ( TNPCB). 

2.5.1 வசயல்படுத்தல் 

முன்வமாழியப்பட்ட சுரங்கத் திட்டத்லதச ்வசயல்படுத்துவது, சுரங்க நடவடிக்லககளில் 

வபாருந்தக்கூடிய தற்டபாலதய சட்டங்கள் மற்றும் விதிகளின்படியும், மத்திய அல்லது 

மாநில அரசு அவ்வப்டபாது வவளியிடும் எந்தச ்சட்டம்/விதி/வழிகாடட்ுதல்களின் படியும் 

சுரங்கத ் திட்டம், புவியியல் மற்றும் சுரங்கத் துலற, திருவண்ணாமலல, துலண 

இயக்குநரால் Rc.No.429/கனிமம்/ 2023 டததி; 29.11.2023 மூலம் ஒப்புதல் அளிக்கப்படட்ுள்ளது 

படியும் வசய்யப்படும். 

2.6 வதாழில்நுட்பம் மற்றும் வசயல்முலற விளக்கம் 

2.6.1 திட்டத்திற்கான அடிப்பலடத் டதலவகள் 

நீர,் மின்சாரம், மனித சக்தி, எரிவபாருள், விநிடயாக ஆதாரத்துடன் கூடிய இயந்திரங்கள் 

டபான்ற திட்டத் டதலவகள் கீடழ உள்ள பிரிவுகளில் விவரிக்கப்படட்ுள்ளன. 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.6.2 தண்ணீர் டதலவகள் 

முன்வமாழியப்பட்ட சுரங்கங்களில் நீர ் முக்கியமாக உபடயாகத்திற்கும், தூசிலய 

அடக்குவதற்கும் மற்றும் டதாட்டக்கலலக்கும் பயன்படுத்தப்படும். திட்டத்திற்கான 

வமாத்த நீர ்டதலவ 6.0 KLD ஆகும், இது வவளி நிறுவனங்களில் இருந்து வபறப்படும். 1.0 KLD 

அளவுள்ள புறக்கணிக்கத்தக்க கழிவுநீர ்உருவாகும், இதற்காக ஊறலவக்கும் குழியுடன் 

கூடிய வசப்டிக் டடங்க் அலமக்கப்படும். நீர ் சமநிலல வலரபடம் கீடழ 

வகாடுக்கப்படட்ுள்ளது. 

படம் 2.7 நீர் இருப்பு வலரபடம் 

 

அட்டவலண - 2.7 தண்ணீர் டதலவ 

வ.எண் அம்சங்கள் தண்ணீர் டதலவ (KLD) 

1 தூசி அடக்குமுலற 2.0 

2 குடிநீர/் அத்தியாவசிய 2.0 

3 கிரீன் வலளயம் / டதாட்டம் 2.0 

வமாத்தம் 6.0 

 

  

Total Water Requirement 6.0 KLD 

Drinking & 
Domestic 2.0 KLD

Dust Suppression 

2.0 KLD

Greenbelt 

2.0 KLD

Sewage 1.0 KLD

Septic tank with 
soakpit



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.6.3 சக்தி டதலவ 

திட்டத்தின் முழு ஆயுளுக்கும் வமாத்த எரிவபாருள் டதலவ 172.936 KL ஆகும். அலுவலக 

கட்டிடத்தில் மடட்ுடம மின்சாரம் பயன்படுத்தப்படும் 

2.6.4 மனித சக்தி டதலவ 

வமாத்த மனிதவளத் டதலவ 25 நபரக்ளாக இருக்கும், அதில் 10நபரக்ள் (சுரங்க டமலாளர,் 

டபாரட்மன், லமனிங் டமட,் முதலியன) மற்றும் மற்றவரக்ள் ஓட்டுநரக்ள் மற்றும் 

பணியாளரக்ள். இது தவிர, 15 வதாழிலாளரக்ள் ஓட்டுநரக்ள் மற்றும் டவலலயாட்களாக 

இருப்பர.் உள்ளூரவ்ாசிகளுக்கு அவரக்ளின் தகுதிக்டகற்ப முன்னுரிலம அளிக்கப்படும். 

வ.எண் விளக்கம் டவலல வாய்ப்பு 

1 சுரங்க டமலாளர ் 1  

2 டபாரம்ன்/ டமட் 2 

3 ஆப்படரடர ் 6 

4 வமகானிக் 1  

5 ஓட்டுனர ் 3 

6 டவலலயாள் 12  

வமாத்தம் 25 Nos 

 

2.6.5 இயந்திரமயமாக்கலின் அளவு 

குறிப்பு: ML பகுதியில் சாதாரண கல் உற்பத்திக்கான வமாத்த வபாருள் லகயாளுதல் 

டதலவகளுக்கு டமற்கூறிய திறன்களின் சுரங்க உபகரணங்கள் டபாதுமானலவ. 

  

அட்டவலண 2.8 திட்டத்தில் ஈடுபட உள்ள இயந்திரங்கள் 

வ. 
எண் 

உபகரணத்தின் 
வபயர் 

திறன் இயங்கும் ஆற்றல்  எண்ணிக்லக 

1. லகதுலளப்பான் - அழுத்தப்பட்டகாற்
று 

4 

2. அமுக்கிகள் 1 psi டீசல் 1 

3. 
வாளியுடன் கூடிய  
எக்ஸ்காவ்டவடர ்

மற்றும் ராக்பிடரக்கர ்

0.9 
கனமீட்டர ்

1 
1 

4. டிப்பரக்ள் 5/10 டன் டீசல் 3 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.6.6 புவியியல் மற்றும் நிலப்பரப்பு 

புவி டதாற்றம்: 
3.87.5  வெக்டடர ்சுரங்க குத்தலகப் பகுதியானது சரட்வ ஆஃப் இந்தியா டடாடபாஷீட் 57 

P/10 இல் உள்ளடக்கப்படட்ுள்ளது அட்சடரலக: 12°42'45.97"N முதல் 12°42'52.67"N வலர 

மற்றும் தீரக்்கடரலக: 79°43'25.08"E முதல் 79°43'33.64"E வலர. குத்தலகக்கு விடப்பட்ட 

பகுதிக்கு அருகில் நதி எதுவும் இல்லல. நீரம்ட்டம் 64மீ ஆழத்தில் காணப்படுகிறது. 

டகாலட காலத்தில் இப்பகுதியின் வவப்பநிலல 170C முதல் அதிகபடச்மாக 450C வலர 

இருக்கும். வடகிழக்கு மற்றும் வதன்டமற்கு பருவமலழகள் இரண்டிலும் இந்தப் பகுதியில் 

800 மிமீ முதல் 900 மிமீ வலர மலழ வபய்யும். முன்வமாழியப்பட்ட குவாரியின் குத்தலகப் 

பகுதிலயக்காடட்ும் டடாடபா வலரபடம் படம் 2.2 இல்வகாடுக்கப்படட்ுள்ளது மற்றும் 

முன்வமாழியப்பட்ட குத்தலகப் பகுதிலயக் காடட்ும் வசயற்லகக்டகாள் வலரபடம் படம் 

2.3 இல்வகாடுக்கப்படட்ுள்ளது. 

முன்வமாழியப்பட்ட குவாரியின் உயரம் கடல் மட்டத்தில் இருந்து 90 மீ (அதிகபட்சம்) 

ஆகும். சுரங்க குத்தலக பகுதியில் வனநிலம் இல்லல. திட்டத்தளம் வறண்ட நிலம், இது 

எந்தப் பயிரச் ்வசய்லகக்கும் வபாருந்தாது. 

2.6.7 பிராந்திய புவியியல் 

புவியியல் ரீதியாக திருவண்ணாமலலமாவட்டம் வபரும்பாலும் வதான்லமயான படிக 

மற்றும் உருமாற்ற பாலறகளால் உருவானது. இம்மாவட்டத்தின் புவியியல் 

சாரட்னாலகட் குழுமத்தின் வலகலய சாரந்்த சாரட்னாலகட், லபராக்ஸீன் கிரானுலலட் 

மற்றும் டபண்டட் டமக்னலடட் குவாரட்ல்சட், மிக்மாலடட், படயாலடட் க்னீஸ் மற்றும் 

பிங்க் மிக்மாலடட் ஆகியலவ ஆகும். சாரட்னாலகட் மற்றும் மிக்மாலடட் குழு ஆகியலவ 

வதற்கு கிரானுலலட் நிலப்பரப்பின் (SGT) பகுதிகளாகும், அலவ ஆரக்்கியன் முதல் 

வமடசா புடராட்டடாடராடசாயிக் வயது வலர உள்ளன.  மிக்மாலடட் க்னீஸ், பிங்க் 

மிக்மாலடட் மற்றும் பிங்க் ொரன்்ப்வளண்டட மிக்மாலடட் க்னீஸ் வபனிசுளார ்க்னீசிக் 

காம்ப்ளக்ஸ் II குழுவின் நிகழ்கிறது. PCG-II என்பது டபலிடயா முதல் 

மீடசாப்டராவடடராசிக் வலரயிலான வயதுலடய வபனிசுளார ் க்னீசிக் காம்ப்ளக்ஸ் 

சூப்பர ்குரூப்பின் ஒரு பகுதியாகும். 

ப்டராட்டராவொய்க் எபிடடாட் ொரன்்ப்வளண்டட க்னீஸ் வடக்கு-வதற்கு பகுதியில் 

காணபடுகிறது மற்றும் கிழக்கில் மாவட்டப்  முக்கிய பகுதிகலள உள்ளடக்கியது. 

எபிடடாட்-ொரன்்ப்வளண்டட க்னீஸ், சாரட்னாலகட்டின் உருமாற்றத்தின் பகுதி மற்றும் 

நிடயாப்டராவடடராடசாயிக் காலத்தில் அல்கலி-காரப்னாலடட் வமட்டாடசாமாடிசமாக 

மாற்றப்பட்டது மற்றும் வபரும்பாலும் உராய்வு மண்டலத்தில் மடட்ுடம உள்ளது. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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டபலிடயா ப்டராவடடராடசாயிக் காலத்லதச ்டசரந்்த ஏராளமான டடாலலரட் லடக்குகள் 

வகாண்டுள்ளது. சில லடக்குகள் NE-SW, ENE-WSW,N-S இல் 20-60m இலடடய அகலம் 

வகாண்ட தலடபாக்கு நீளத்தில் கிட்டத்தட்ட 5 கிமீ வதாடரக்ிறது. மற்றும் E-W திலசகள். 

கிராலனட், வபக்மாலடடஸ்் மற்றும் குவாரட்ஸ்் டபண்ட் டபான்ற 

நிடயாப்டராவடடராடசாயிக் மாவட்டத்தின் வடகிழக்கு பகுதியில் காணபடுகிறது. 2-3 மீ 

நீளம் மற்றும் 30 வசமீ அகலம் வகாண்ட வபக்மாலடட் மற்றும் குவாரட்ஸ்் எபிடடாட ்

ொரன்்ப்வளண்டட க்னீஸில் ஊடுருவுகின்றன. முன்வமாழியப்பட்ட திட்ட தளத்தில் 

இருந்து 10 கிமீ சுற்றளவுக்கான பிராந்திய புவியியல் வலரபடம் படம் 2.6 ஆக 

வகாடுக்கப்படட்ுள்ளது. 

படம் 2.8 திட்டப் பகுதியிலிருந்து 10 கிமீ சுற்றளவு பிராந்திய புவியியல் 

 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.6.8 திட்ட பகுதியின் புவியியல் 

இப்பகுதி வபனிசுளார ் க்னீசிக் காம்ப்ளக்ஸ் பரவலான உருமாற்றப் பாலறகளால் 

வகாண்டுள்ளது. இந்த பாலறகள் பரவலாக பாலரசிலதவு மற்றும் வண்டல் மூலம் 

சமீபத்திய பள்ளத்தாக்கு நிரப்பபடுகின்றன. இம்மாவட்டத்தில் காணப்படும் புவியியல் 

அலமப்புகளான வநய்சிக், கிராலனட்டுகள், சாரட்னாலகடஸ்், கிரானுலலட்டுகள் 

மற்றும் கால்க்-வநய்ஸ்கள் டபான்ற ஆரக்்கியன் பாலறகள் ஆகும். இலளய வயதுலடய 

குவாரட்ஸ்் மற்றும் வபக்மாலடட் ஆகும். குத்தலகக்கு எடுக்கப்பட்ட பகுதியில் 

காணப்படும் பாலற வலக சாரட்னாலகட் ஆகும், இதில் வபரும்பாலும் குவாரட்ஸ்் 

மற்றும் ஃவபல்டஸ்்பார ் சில ஃவபடராமக்டனசிய கனிமங்கள் உள்ளன. சாரட்னாலகட் 

வபனிசுளார ் க்னீசிக் காம்ப்ளக்ஸ் ஒரு பகுதியாகும், இது உயரத்ர உருமாற்ற பாலற 

ஆகும். சாரட்னாலகட் உருவாக்கத்தின் தள டபாக்கு N400E – S400W மற்றும் SE700டநாக்கி 

டிப்பிங். இப்பகுதியின் வபாதுவான புவியியல் வதாடரச்ச்ி கீடழ வகாடுக்கப்படட்ுள்ளது. 

 

வயது பாலற உருவாக்கம் 

அண்லமயில் டமல் மண் 

வதாடர்பின்லம 

அரக்்கியன் டடாலிரிட் 
சாரட்னாலகட் 
வபனிசுளார ்க்னீசிக் காம்ப்ளக்ஸ்  

2.7 திட்ட விவரம், திட்டம் டபான்றவற்றின் கூறுகலளக் காட்டுவது வலரதல் 

உள்ளிட்ட திட்ட விளக்கம் 

2.7.1 வசயல்முலற விளக்கம் 

சுரங்கமுலற 

5.0 மீ உயரம் 5.0 மீ அகலம் மற்றும் ஒடட்ுவமாத்தமாக, 800 சாய்வுடன் வபஞ்ச ்

இயந்திரமயமாக்கப்பட்ட சுரங்கத்தின் வழக்கமான திறந்த வவளிமுலற.  சாதாரணகல் – 

2,12,855 கனமீட்டர ்  சாதாரணகல் மற்றும் 15,912 கனமீட்டர ் கிரவலல டதாண்ட 

உத்டதசிக்கப்படட்ுள்ளது. வமாத்தப் உற்பத்தி சாதாரண கல் மற்றும் கிராவல் மடட்ுடம 

என்பதால் வீண்விரயம் ஏற்படாது. 

டநரம் 

சுரங்கம் ஒடரஷிப்ட் அடிப்பலடயில் டமற்வகாள்ளப்படும். டநரம் காலல 8 மணி முதல் 

மதியம் 1 மணி மற்றும் பிற்பகல் 2 மணி முதல் மாலல 5 மணிவலர 8 மணிடநரம் 

இருக்கும். மதிய உணவு டநரம் மதியம் 1 மணி முதல் 2 மணி வலர வழங்கப்படும். சூரிய 

உதயம் மற்றும் சூரிய அஸ்தமனத்லதப் வபாறுத்து பருவத்திற்குப் பருவத்திற்கு டநரம் 

மாறுபடலாம். வாரத்தில் ஒருநாள் விடுமுலறயாக அறிவிக்கப்படும். 
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வபஞ்ச ்ஜிடயாவமட்ரி: 

வபஞ்ச ் உயரம்,  அகலம் முலறடய 5மீட்டர ் அளவுகளில் பராமரிக்கபடுகிறது, 

ஒட்டுவமாத்த சாய்வுடகாணம் கிலடமட்டத்துடன் சுமார ்800ஆகஇருக்கும். 

சுரங்கமுகங்களின் வளர்சச்ி 

முன்வமாழியப்பட்ட சுரங்கமுலற திறந்தவவளி இயந்திரமயமாக்கப்பட்ட சுரங்கமாகும். 

புதரக்லள சுத்தம் வசய்தல், அணுகுசாலல, அலுவலகம் மற்றும் சுகாதாரவசதிகள் 

தயாரித்தல், இலவ அலனத்தும் சுற்றுசச்ூழல் அனுமதி, வசயல்பட ஒப்புதல், 

குத்தலகபத்திரம் டபான்ற அலனத்து சட்டரீதியான அனுமதிகலளயும் வபற்ற பிறகு 

குவாரி பணிலய வதாடங்கும். மாரச் ்2025 இல்எதிரப்ாரக்்கப்படுகிறது. 

துலளயிடுதல் & வவடித்தல் 

47 மீட்டர ் (BGL) - வலர டதாண்டுதல் அதிகபடச் ஆழம் மற்றும் துலளயிடல் விட்டம் 32-

36மிமீ இருக்கும். தண்ணீர ் வதளிப்புடன் துலளயிடுவதற்கு லகதுலளப்பான் 

பயன்படுத்தப்படும். அத்தலகய கடினமான பாலறலய உலடப்பதற்கான 

வவடிமருந்துகள் பயன்படுத்தபடுகின்றன, வவடிமருந்துகளின் தூள்காரணி ஒருகிடலா 

வவடிமருந்துகளுக்கு 6 முதல் 7 டன்கள் வலர கிலடக்கும். சிறிய விட்டம் 25 மிமீ  

வவடிமருந்து, சாதாரண கல்லல அகற்றுவதற்கு உலடக்க மற்றும் ஹீவிங் விலளவுக்காக 

பயன்படுத்த பரிந்துலரக்கப்படுகிறது. படம் 2.9 ஆக வகாடுக்கப்படட்ுள்ளது. 

படம் 2.9  வவடித்தலின் நிலல. 
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சாதாரணகல் மற்றும் கிராவல் ஏற்றுதல் மற்றும் டபாக்குவரத்து வசயல்முலற 

விளக்கம்: 

சாதாரணகல் மற்றும் கிராவல் ஏற்றுவதற்கும் எக்ஸ்காவ்டவடர ் பயன் படுத்தப்படும்.         

3டிப்பரக்ள் (5/10 டன் திறன்வகாண்ட) பயன்படுத்தப்படும். 

படம் 2.10 குவாரி வசயல்பாட்டின் ஓட்ட விளக்கப்படம் 

 

அட்டவலண - 2.9 சுரங்க விவரங்கள் 
 

வ.எண் விளக்கம் விவரங்கள் குறிப்பு 

1. சுரங்கமுலற 5.0 மீ உயரம் 5.0 மீ அகலம் மற்றும் 
வபஞ்சின் ஒடட்ுவமாத்த 800 சாய்வு 
வகாண்ட இயந்திரமயமாக்கப்பட்ட 
சுரங்கத்தின் திறந்தவவளி முலற. 
லெட்ராலிக் எக்ஸ்காவ்டவடர ்
பயன்படுத்தப்படும் மற்றும் 5/10T 

டிப்பரக்ள் கடத்தலுக்கு 
பயன்படுத்தப்படும். 

எக்ஸ்காவ்டவடர ்–1No  

டிப்பர ்- 3 No. 

2. கனிமத்தின் பயன் டதாண்டப்படும் சாதாரண கல் 
மற்றும் கிராவல், அரசு மற்றும் 
வபாதுத்துலற திட்டங்களுக்கான 
கடட்ுமானத் வதாழில்களுக்குப் 
பயன்படுத்தப்படும், டமலும் 
மாவட்டம் மற்றும் அலதச ்
சுற்றியுள்ள உள்நாடட்ு வீடட்ுவசதி 
மற்றும் உள்கட்டலமப்புத் 
திட்டங்களுக்குப் 
பயன்படுத்தப்படும். 

 

 

- 

3. முன்வமாழியப்பட்ட 
ஆழம் 
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பக்கம்88இன்226 

 

4. முன்வமாழியப்பட்ட 

உற்பத்தி 

சாதாரணகல்: 2,12,855 கனமீட்டர ் 
கிராவல்: 15,912 கனமீட்டர ்

ஐந்து வருடம் 

5. பாதுகாப்பு பகுதி 3.87.5  வெக்டடரில், 1.57.5 

வெக்டடர ் சுரங்க 

நடவடிக்லகயின் டபாது மற்றும் 

திட்டத்தின் இறுதி நிலலயிலும் 

பாதுகாப்பு மண்டலமாக 

பராமரிக்கப்படும். 

சுமார ்2000 மரங்கள். 

இந்த பாதுகாப்பு 

மண்டலத்தில் 

மற்றும் குத்தலகக்கு 

வவளியில் நடப்படும் 

6. தண்ணீர ்டதலவ 6.0 KLD வவளியில் தண்ணீர ்

விற்பலன 

வசய்பவரக்ளிடம் 

இருந்து வகாள்முதல் 

வசய்யப்படுகிறது 

7. சக்தி டதலவ 

 

திட்டத்தின் முழு ஆயுளுக்கும் 

வமாத்த எரிவபாருள் டதலவ 172936 

லிட்டர ்ஆகும்.  

அலனத்து 
உபகரணங்களும் 
டீசல் மூலம் 
இயக்கப்படும். சுரங்க 
நடவடிக்லகக்கு 
மின்சாரம் 
டதலவயில்லல 

8. மனிதவளம் இத்திட்டத்தின் மூலம் 25 டபருக்கு டவலல வாய்ப்பு 
கிலடக்கும் 

9. டநரம் வபாதுவான 8.00 AM – 5.00 PM 

10. திட்ட வசலவு 306.44லசச்ம் (நிலலயான வசாத்து 

+ வசயல்பாடட்ு & EMP 

வசலவு உட்பட) 

11. EMP வசலவு 218.19லசச்ம் 5 வருடம் 

12. CERவதாலக CER 10.0 லட்சம். இதவ்தாலக அருகில் 

உள்ள அரசு 

பள்ளிகளின் 

வளரச்ச்ிக்கு 

பயன்படுத்தப்படும். 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.7.2 ஆண்டு வாரியான உற்பத்தி  வசயல்படுத்துவதற்கான 
முன்வமாழியப்பட்ட அட்டவலண 

ஆண்டு வாரியாக இப்பகுதியில் இருந்து சாதாரண கல் உற்பத்தி அதிகபடச் திறன் வலர 

இருக்கும். மீட்புகாரணி 100% வலர உள்ளது, எனடவ எந்த கழிவுகளும் உருவாக்கப்படாது. 

டதாண்டப்பட்ட அலனத்து அளவுகளும் விற்பலனக்கு உள்ளன. சுரங்க திட்டகாலத்தில் 

முன்வமாழியப்பட்ட வளரச்ச்ி மற்றும் உற்பத்தியின் சுருக்கம் அட்டவலண2.10 இல் 

வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண 2.10 - 5 ஆண்டுகளுக்கு உற்பத்தியின் சுருக்கம் 

வருடம் பிரிவு வபஞ்ச ்
நீளம் 

(மீ) 
அகலம் 

(மீ) 
ஆழம் 

(மீ) 

கன 
அளவு 
(கன 

மீட்டர்) 

கிராவல் 
(கன 

மீட்டர்) 

சாதாரண 
கல் (கன 
மீட்டர்) 

I 

XY-EF 

I 31 47 2 2914 2914   

II 28 41 5 5740   5740 

III 22 28 5 3080   3080 

IV 15 15 5 1125   1125 

XY-AB 

I 67 97 2 12998 12998   

II 64 91 5 29120   29120 

III 10 78 5 3900   3900 

வமாத்தம் 15912 42965 

II 

  
XY-AB 

III 47 78 5 18330   18330 

IV 51 65 5 16575   16575 

V 24 52 5 6240   6240 

வமாத்தம்   41145 

III 
XY-AB 

V 20 52 5 5200   5200 

VI 38 39 5 7410   7410 

VII 31 26 5 4030   4030 

XY-CD VII 80 67 5 26800   26800 

வமாத்தம்   43440 

IV 
XY-CD 

VII 45 67 5 15075   15075 

VIII 100 54 5 27000   27000 

வமாத்தம்   42075 

V 
XY-CD 

VIII 19 54 5 5130   5130 

IX 111 41 5 22755   22755 

X 98 28 5 13720   13720 

XY-AB VIII 25 13 5 1625   1625 

வமாத்தம்   43230 

வமாத்த வமாத்தம் 15912 212855 
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2.7.3 குவாரியின்  இறுதிநிலல  காலம்: 

குவாரியின் இறுதி நிலலகட்டத்தில், வவட்டிவயடுக்கப்பட்ட பகுதி நீர ் டதக்கமாக 

மாற்றப்படும் மற்றும் பாதுகாப்பு வலயமாக மாற்றப்படும் மற்றும் இறுதியில் டமல் 

வபஞ்சுகள் டதாட்டக்கலலக்குபயன்படுத்தப்படும். பாசன டநாக்கத்திற்காக அல்லது 

உள்ளூர ் மக்களின் விருப்பத்திற்டகற்ப தண்ணீலர வழங்குவதன் மூலம் 

குத்தலகதாரரின் சமூகப் வபாருளாதார மற்றும் வபருநிறுவன சமூகப் வபாறுப்பாகவும் 

இது வசயல்படும். நிலத்தடி நீலர நிரப்பவும் இது உதவும். சுரங்க குத்தலக பகுதியின் 

கருத்தியல் திட்டம் மற்றும் பகுதி படம் 2.11 இல் வகாடுக்கப்படட்ுள்ளது.  இறுதி நிலலயில் 

உள்ள குவாரியின் இறுதி அளவு மற்றும் அளவு கீடழ அட்டவலண 2.11 ஆகவும், நில 

பயன்பாடட்ு முலற அட்டவலண 2.3 ஆகவும் வகாடுக்கப்படட்ுள்ளது. இறுதி நிலல திட்டம் 

படம் 2.11 ஆக வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண 2.11 இறுதிநிலல குழி விவரம் 

குழி எண் நீளம் )மீ(  அகலம் )மீ(  ஆழம் )மீ(  

இறுதிநிலல குழி விவரம் சுரங்கதிட்டம் முடியும் டபாது 

I 234 97 47 மீட்டர ்(தலர மட்டத்திருக்கு கீழ்) – 

 

அட்டவலண 2.12  சுரங்கம் மூடும் கட்டத்தில் நில பயன்பாடு 

வ.எண் நிலத்தின் பயன் 
குவாரி காலத்தில் பயன்பாட்டில் உள்ள 

பகுதி(வெக்டடர்) 

1 
நீரந்ிலலக்கு விடப்பட்ட 

பகுதி 
2.27.0 

2 பசல்ச வலளயம் 1.57.5 

3 மீதமுள்ளபகுதி 0.03.0 

வமாத்தம் 3.87.5 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம்  2.11 குவாரியின் இறுதி நிலல 

 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.8 சுற்றுசச்ூழல் தரநிலலகள், சுற்றுசச்ூழல் இயக்க நிலலலமகள் அல்லது பிற EIA 

டதலவகள் (டதலவயான டதலவகள்) ஆகியவற்லறப் பூர்த்தி வசய்வதற்கான 
திட்டத்தில் இலணக்கப்பட்ட தணிப்பு நடவடிக்லககளின் விளக்கம். 

இந்த பிரிவில் வகாடுக்கப்படட்ுள்ள தணிப்பு நடவடிக்லககள் சுற்றுசச்ூழல் தரநிலலகள் 

மற்றும் சுற்றுசச்ூழல் இயக்க நிலலலமகலள பூரத்்தி வசய்ய சுரங்க நடவடிக்லககளில் 

இருந்து உருவாகும் உமிழ்வுகள் (துகள் அல்லது வாயு), ஒலி மாசுபாடு, கழிவு நீர ்மற்றும் 

டமற்பரப்பு ஓட்டம் ஆகியவற்லற நிரவ்கிப்பதற்கானலவ: 

2.8.1 காற்றின் தர டமலாண்லம 

துலளயிடுதல் 

துலளயிடும் இயந்திரங்கள் ஈரமான துலளயிடல் ஏற்பாடு மற்றும் சூறாவளி தூசி 

டசகரிப்பான் ஆகியவற்லறக் வகாண்டிருக்கும். 

வவடித்தல் 

 கடட்ுப்படுத்தப்பட்ட வவடிப்பு டமற்வகாள்ளப்படும் மற்றும் வவடிக்கும் ஆற்றலின் 

உகந்த பயன்பாடு காற்று மாசுபாடல்டக் குலறக்க உதவும். 

 இரண்டாம் நிலல வவடிப்பு தவிரக்்கப்படும். 

 தூசி உற்பத்திலயக் குலறப்பதற்காக பாலற உலடப்பான்கள் அதிக அளவுள்ள 

பாலறகலள உலடப்பதற்குப் பயன்படுத்த பரிந்துலரக்கப்படுகிறது. 

 வழக்கமான கண்காணிப்புடன் சரியான ஆக்ஸிென் சமநிலலலயக் வகாண்ட 

நல்ல தரமான வவடிவபாருடக்லளப் பயன்படுத்துதல். 

 வவடிமருந்துகலள சாரெ்் வசய்த பிறகு சரியான தண்டுகலள உறுதி வசய்தல். 

முலறயான ஸ்வடம்மிங் வமட்டீரியல் தூசி வீசுவலதக் குலறப்பதன் மூலம் 

சுற்றுப்புற காற்று மாசுபாட்டில் தூசி துகள்கள் பரவுவலதக் குலறக்கும். 

 தூசி உற்பத்திலயக் கடட்ுப்படுத்த டடாசிங்/டலாட் வசய்வதற்கு முன் வவடித்த 

சகதி குவியலில் தண்ணீர ்வதளிக்கவும். 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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ஏற்றுதல் & டபாக்குவரத்து 

 அணுகு சாலலகள், வபஞ்சுகள் மற்றும் இழுத்துச ் வசல்லும் சாலலகலள 

முலறயாகப் பராமரித்தல் மற்றும் தண்ணீர ்வதளித்தல். 

 காற்று மாசுபாடல்டக் கடட்ுப்படுத்த சுரங்க எல்லல, சாலலகள் மற்றும் பிற 

இடங்கலளச ் சுற்றி பசுலமப் வலளயம்/டதாட்டங்கள் டமம்பாடு 

டமற்வகாள்ளப்படும். 

 வெசஎ்ம்எம்கள் மற்றும் டபாக்குவரத்து வாகனங்களின் முலறயான பராமரிப்பு 

வசய்யப்படும். 

 வாகன உமிழ்வு விதிமுலறகளின் கீழ் லவக்கப்படும். 

 அலனத்து ஊழியரக்ளுக்கும் முகமூடிகள் டபான்ற தனிப்பட்ட பாதுகாப்பு 

உபகரணங்கள் வழங்கப்படும். ➢ வழக்கமான காற்றின் தர கண்காணிப்பு 

டமற்வகாள்ளப்படும். 

 சுற்றுசச்ூழல் பாதிப்புகலளக் குலறப்பதற்காக MoEF&CC மற்றும் TNPCB வகுத்துள்ள 

நிபந்தலனகளுக்கு இணங்குதல். 

2.8.2 இலரசச்ல் டமலாண்லம 

துலளயிடுதல் 

 உகந்த துலளயிடல் வசயல்திறலன அலடவதற்கும், மூலத்தில் சத்தம் 

உருவாக்கத்லதக் குலறப்பதற்கும் கூரல்மயான துரப்பண பிடக்லளக் வகாண்டு 

துலளயிடுதல் ஏற்றுக்வகாள்ளப்படும். 

 தனிப்பட்ட பாதுகாப்பு உபகரணங்கள், அதாவது துலளயிடல் மற்றும் அதிக 

இலரசச்ல் உள்ள பகுதியில் காதுகுழாய் பயன்படுத்தப்பட டவண்டும். 

வவடித்தல் 

 கடட்ுப்படுத்தப்பட்ட வவடிப்புக்கு DGMS பரிந்துலரத்த தரநிலலகளின்படி 

வவடித்தல் வசய்யப்படும்; எனடவ, நில அதிரவ்ுகள் சுரங்கப் பகுதிக்கு அருகில் 

உள்ள கட்டலமப்புகலள பாதிக்காது. 

 DGMS வழிகாடட்ுதல்களின்படி ஒரு துலள மற்றும் ஒரு தாமதத்திற்கு வவடிவபாருள் 

கட்டணம் பராமரிக்கப்படும். 

 மின்சாரம் அல்லாத வடட்டடனட்டரக்ள் (NONEL) அலமப்லபப் பயன்படுத்தி 

வவடித்தல் டமற்வகாள்ளப்படும் மற்றும் வவடிப்பதால் ஏற்படும் சத்தத்தின் 

தாக்கங்கள் தற்காலிகமானலவ. 

 வவடிப்பினால் ஏற்படும் அதிரவ்ுகள் மற்றும் சத்தம் வதாடரந்்து 

கண்காணிக்கப்படும். 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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டபாக்குவரத்து 

 சத்தத்லத உருவாக்குவலதக் குலறக்க வெசஎ்ம்எம்களில் டபாதுமான 

லசலன்சரக்ள் வழங்கப்படும். 

 முலறயான மற்றும் முலறயான பராமரிப்பு, முலறயான இலடவவளியில் 

இயந்திரங்களுக்கு எண்வணய் தடவுதல் மற்றும் கிரீஸ் வசய்தல் ஆகியலவ 

இலரசச்ல் உருவாக்கத்லதக் குலறக்கும். 

 அலனத்து வெசஎ்ம்எம்களிலும் ஆபடரட்டரக்ளுக்கான ஒலியியல் ஏ/சி மூடிய 

அலறகள் வபாருத்தப்பட்டிருக்கும். 

 வெசஇ்எம்எம்களில் பணிபுரியும் வதாழிலாளரக்ளுக்கு பாதுகாப்பு 

உபகரணங்கள், காதுகுழாய்கள் மற்றும் காது பிளக்குகள் ஆகியலவ சுரங்க 

தளத்தில் உருவாகும் அதிக இலரசச்லின் அளவு மற்றும் டதலவப்படும் இடங்களில் 

இருந்து பாதுகாப்பு நடவடிக்லககளாக வழங்கப்படும். 

 சுரங்க நடவடிக்லக மற்றும் பிற பகுதிகலளச ் சுற்றி பசுலமப் படல்ட மற்றும் 

டதாட்டங்களின் வளரச்ச்ி டமற்வகாள்ளப்படும். 

 இலரசச்லின் வழக்கமான கண்காணிப்பு டமற்வகாள்ளப்படும். 

2.8.3 நீர் டமலாண்லம 

டமற்பரப்பு ஓட்டம் 

 குப்லபகளில் இருந்து வவளிடயறும் நீலர வவளிடயற்றுவதற்காக தற்காலிக 

டமலடுக்கு மண் கிணற்லறச ் சுற்றிலும் மற்றும் வசயலில் உள்ள குழிலயச ்

சுற்றிலும் மலழநீர ்டவலல வசய்யும் குழிக்குள் நுலழவலதத் தடுக்கும் வலகயில் 

மாலல வடிகால்கள் அலமக்க உத்டதசிக்கப்படட்ுள்ளது. 

 சுரங்கக் குழிகளில் டநரடியாக விழும் மலழ நீர ்டசமிக்கப்படட்ு, டதாட்டம் மற்றும் 

தூசிலய அடக்குவதற்குப் பயன்படுத்தப்படும். 

 நீரின் தரம் குறித்து வழக்கமான கண்காணிப்பு டமற்வகாள்ளப்படும். 

கிரன்ீ வலளயம் / டதாட்டம் 

சுரங்க குத்தலக பகுதி மரங்கள் இல்லாமல் உள்ளது. குத்தலக பகுதிக்குள் புதரக்ள் 

முக்கியமாக காணப்படுகின்றன. 1.57.5 வெக்டடர ் பரப்பளவில் பசுலம 

மண்டலத்லத உருவாக்க முன்வமாழிந்தார.் சுரங்க குத்தலக பகுதிலயச ் சுற்றி 

புங்லக, வாலக, டவம்பு, மஞ்சள் வகான்லற, நாவல், பூவரசு டபான்ற மரங்கள் 

நடப்படும். வமாத்தம் 2000மரங்கள் நட திட்டமிடப்படட்ுள்ளது. இலடவவளி 3 மீ x 3 மீ 

இருக்கும்.  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2.9 வதாழில்நுட்பத் டதால்வியின் அபாயத்திற்கான புதிய & டசாதிக்கப்பட்ட 
வதாழில்நுட்பத்தின் மதிப்பீடு: 
 

தன்லம மற்றும் அளவு ஆகியவற்றிலிருந்து, இருப்புக்கள் மற்றும் தரம் ஆகியலவ 

டபாதுமான அளவு நம்பகத்தன்லமயுடன் நிரூபிக்கப்படட்ுள்ளன. 

கனிமமயமாக்கலின் வலகலயக் கருத்தில் வகாண்டு, முன்வமாழியப்பட்ட சுரங்க 

குத்தலகயில் சுரங்கத்திற்கு திறந்தவவளி இயந்திரமயமாக்கப்பட்ட முலற மிகவும் 

சாத்தியமான முலறயாகும். சுரங்க இயந்திரங்கள் காலப்டபாக்கில் 

டமம்படுத்தப்படட்ு வருகின்றன, எனடவ திட்ட முன்வமாழிபவர ்வரும் ஆண்டுகளில் 

பாதுகாப்பான மற்றும் சுற்றுசச்ூழலுக்கு உகந்த சுரங்க வதாழில்நுட்பத்திற்காக 

மிகவும் டமம்பட்ட உபகரணங்கள் மற்றும் ஆட்டடாடமஷலனப் பின்பற்ற விலரவாக 

வசயல்படுவார.் 

***** 

 

 

 

 

  

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அத்தியாயம் - 3 

சுற்றுசச்ூழலின் விளக்கம் 

3.1 திட்ட பகுதியின், காலக் கூறுகள் மற்றும் முலற: 

திட்டப் பகுதி தமிழ்நாடு, திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் மாவட்டத்தில் உள்ள 

சித்தலப்பக்கம் கிராமத்தில் 3.87.5  வெக்டடர ்பரப்பளவில் அலமந்துள்ளது. திட்டப் பகுதி 

லமய மண்டலமாகவும், சுற்றியுள்ள 10 கிமீ சுற்றளவில் உள்ள பகுதி இலடயக 

மண்டலமாகவும் கருதப்படுகிறது. அடிப்பலட சுற்றுசச்ூழல் கண்காணிப்லப, 

தி/ள்.ஷ்ரியண்ட் அனலிட்டிகல் & ரிசரச் ்டலப்ஸ் பிலரடவட் லிமிவடட், வசன்லன நடத்தியது, 

இது ஒரு NABL மற்றும் MOEF அங்கீகாரம் வபற்ற சுற்றுசச்ூழலின் பல்டவறு கூறுகளுக்கான 

ஆய்வகமாகும், அதாவது. காற்று, சத்தம், நீர,் நிலம் ஆகியலவ (மாரச் ் முதல் டம 2024 வலர) 

சாதாரண கல் சுரங்கத்திலிருந்து 10 கிமீ சுற்றளவில் தூரத்லத உள்ளடக்கிய ஆய்வுப் 

பகுதியில் டமற்வகாள்ளப்பட்டன. தாவரங்கள் மற்றும் விலங்கினங்கள், நில பயன்பாடட்ு 

முலற, காடு டபான்றவற்றின் பிற சுற்றுசச்ூழல் தரவுகளும் கள ஆய்வுகள் மற்றும் பல்டவறு 

மாநில அரசிடமிருந்து டசகரிக்கப்பட்ட இரண்டாம் நிலல தகவல்கள் மூலம் 

உருவாக்கப்பட்டன. துலறகள். மாதிரி முலறகள் மற்றும் பகுப்பாய்வு. சமூக-வபாருளாதார 

கணக்வகடுப்பு நடத்தப்பட்டது, மக்கள், சரப்ஞ்ச ் மற்றும் மருத்துவ அதிகாரிகளுடன் 

உலரயாடல் மூலம் டகள்வித்தாள்கள் மற்றும் தகவல் டசகரிப்பு ஆகியலவ ஆய்வுப் 

பகுதிக்குள் மக்கள்வதாலக கட்டலமப்புகள், வசதிகள் மற்றும் உள்கட்டலமப்பு 

கிலடக்கும் தன்லமக்கான மக்கள்வதாலகக் கணக்வகடுப்பின் தரவுகளால் 

ஆதரிக்கப்படுகின்றன. பல்டவறு சுற்றுசச்ூழல் கூறுகளுக்கான அடிப்பலட மதிப்புகள் 

இந்த அத்தியாயத்தில் விவாதிக்கப்படுகின்றன. 

ஆய்வுப் பகுதியில் சுற்றுசச்ூழலின் விளக்கம் 

அட்டவலண 3.1 குத்தலக பகுதியின் விளக்கம் 

வ. 

எண் 

பகுதிகள் திட்ட தளத்திலிருந்து பகுதிகள் தூரம் 

1 

சரவ்டதச மரபுகளின் கீழ் 

பாதுகாக்கப்பட்ட பகுதிகள், 

அவற்றின் சுற்றுசச்ூழல், நிலப்பரப்பு, 

கலாசச்ார அல்லது பிற 

வதாடரப்ுலடய மதிப்புக்கான டதசிய 

அல்லது உள்ளூர ்சட்டங்கள் 

15 கிமீ சுற்றளவில் இல்லல 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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2 
சுற்றுசச்ூழல் காரணங்களுக்காக முக்கியமான அல்லது உணரத்ிறன் வகாண்ட 

பகுதிகள் 

A 
சதுப்பு நிலங்கள், நீரந்ிலலகள் 

அல்லது பிற நீரந்ிலலகள், 

நீர்நிலல தூரம்  திலச 

கால்வாய் குத்தலக 
பகுதிக்கு 
அருகில் 

வடக்கு 

 குடல்ட 120 மீட்டர ் கிழக்கு 

 குடல்ட 425 மீட்டர ் வதன்டமற்கு 

 குடல்ட 850 மீட்டர ் வதன்கிழக்கு 

 குடல்ட 720 மீட்டர ் வதற்கு 

சுருட்டல் ஏரி 2.76 கி.மீ வடக்கு 

வசய்யாறு ஆறு 2.2 கி.மீ வதன்கிழக்கு 
பாலாறு ஆறு 7.61 கி.மீ வடகிழக்கு 
ஆரபாக்கம் ஏரி 4.16 கி.மீ வடகிழக்கு 

மங்கள் ஏரி 4.64 கி.மீ டமற்கு 

கண்ணிகுளம் ஏரி  4.75 கி.மீ வதன்கிழக்கு 

அடவபாக்கம் ஏரி 5.03 கி.மீ வதன்கிழக்கு 
மருதம் வபரிய ஏரி 7.02 கி.மீ வதன்கிழக்கு 
உத்திரடமரூர ்ஏரி 7.42 கி.மீ வதற்கு 

மாமண்டூர ்ஏரி 7.49 கி.மீ வடடமற்கு 
 

B 
கடடலார மண்டலம், 

உயிரக்்டகாளங்கள், 
10கிமீ சுற்றளவில் இல்லல 

C மலலகள், காடுகள் 

மருதம் ஆர.்எஃப் வதன்கிழக்கு பகுதியில்        

7.04 கி.மீ வதாலலவில் அலமந்துள்ளது . 

கரிகிலி பறலவகள் சரணாலயம் (17.17 கிமீ - 

வதன்கிழக்கு) & டவடந்தாங்கல் பறலவகள் 

சரணாலயம் (22.90 கிமீ - வதன்கிழக்கு) 

வதாலலவில் அலமந்துள்ளது 

3 

பாதுகாக்கப்பட்ட, முக்கியமான 

அல்லது உணரத்ிறன் வாய்ந்த 

தாவரங்கள் அல்லது 

விலங்கினங்களால் இனப்வபருக்கம், 

கூடு கடட்ுதல், உணவு டதடுதல், ஓய்வு, 

குளிரக்ாலம், இடம்வபயரவ்ு 

ஆகியவற்றிற்கு பயன்படுத்தப்படும் 

பகுதிகள் 

15 கிமீ சுற்றளவில் இல்லல 

4 
உள்நாடட்ு, கடடலார, கடல் அல்லது 

நிலத்தடி நீர ்

15 கிமீ சுற்றளவில் இல்லல 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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5 மாநில, டதசிய எல்லலகள் 15 கிமீ சுற்றளவில் இல்லல 

6 

சுற்றுலா, யாத்திலரப் பகுதிகளுக்கு 

வபாதுமக்கள் பயன்படுத்தும் வழிகள் 

அல்லது வசதிகள் 

15 கிமீ சுற்றளவில் இல்லல 

7 பதுக்கபட்ட பலட நிறுவல்கல் 15 கிமீ சுற்றளவில் இல்லல 

8 
அடரத்்தியான மக்கள்வதாலக 

அல்லது கட்டப்பட்ட பகுதி 

மாமண்டூர-் 6.75 கிமீ (வடடமற்கு). 

9 

மனிதனால் உருவாக்கப்பட்ட நிலப் 

பயன்பாடுகளால் ஆக்கிரமிக்கப்பட்ட 

பகுதிகள் (மருத்துவமலனகள், 

பள்ளிகள், வழிபாடட்ுத் தலங்கள், 

சமூக வசதிகள்) 

மாமண்டூர-் 6.75 கிமீ (வடடமற்கு). 

10 

முக்கியமான, உயரத்ர அல்லது 

பற்றாக்குலற வளங்கலளக் வகாண்ட 

பகுதிகள் (நிலத்தடி நீர ் ஆதாரங்கள், 

டமற்பரப்பு வளங்கள், வனவியல், 

விவசாயம், மீன்வளம், சுற்றுலா, 

கனிமங்கள்) 

இல்லல 

11 

ஏற்கனடவ மாசு அல்லது சுற்றுசச்ூழல் 

பாதிப்புக்குள்ளான பகுதிகள். 

(தற்டபாதுள்ள சட்ட சுற்றுசச்ூழல் 

தரநிலலகள் மீறப்பட்டலவ) 

இல்லல 

12 

சுற்றுசச்ூழல் பிரசச்லனகலள 

(பூகம்பங்கள், சரிவு, நிலசச்ரிவு, 

அரிப்பு, வவள்ளம் அல்லது தீவிர 

அல்லது பாதகமான காலநிலல 

நிலலலமகள்) முன்லவக்க திட்டம் 

ஏற்படுத்தக்கூடிய இயற்லக 

ஆபத்துக்கு ஆளாகக்கூடிய பகுதிகள் 

நிலநடுக்கம், வவள்ளம் டபான்றலவ 

ஏற்படாத பகுதி 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.1 ஆய்வுப் பகுதியின் சுற்றுசச்ூழல் அலமப்பு

 

ஆய்வு காலம் 

வதாடரப்ுலடய தகவல் மற்றும் தரவுகள் (முதன்லம மற்றும் இரண்டாம் நிலல இரண்டும்) 
டகாலடக் காலத்தில் (மாரச் ் முதல் டம. 2024 வலர) தயாரிப்புக்கான 
வழிகாடட்ுதல்களின்படி, லமய மற்றும் இலடயக மண்டலத்தில் (சுரங்க எல்லலயிலிருந்து 
10 கிமீ தூரம்) டசகரிக்கப்பட்டன. தற்டபாதுள்ள உயிரியல் மற்றும் சமூக சூழலில் 10 கிமீ 
ஆய்வு பகுதிக்குள் சுரங்க தளத்தின் தாக்கத்லத மதிப்பிடுவதற்காக EIA ஆய்வுகள். 
3.2 சுற்றுசச்ூழல் கூறுகளுக்கான அடித்தளத்லத நிறுவுதல்: 
லமய மற்றும் இலடயகப் பகுதியின் தற்டபாலதய சூழ்நிலலலயப் புரிந்துவகாள்ள 
பின்வரும் கூறுகள்/அளவுருக்கள் பற்றிய தகவல்கள் டசகரிக்கப்பட்டன: 
இதில் உள்ள கூறுகள்: 

 வானிலல சூழல் 

  காற்று சூழல் 

  நீர ்சூழல் 

  இலரசச்ல் சூழல் 

  மண் சூழல் 

  உயிரியல் சூழல் 

  நில பயன்பாடு 

 சமூக வபாருளாதார சூழல் 

 நீரவ்ளவியல் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அடிப்பலட தரவு டசகரிப்பு 

ஆய்வுப் பகுதியில் சுற்றுசச்ூழலின் பல்டவறு கூறுகள் குறித்த அடிப்பலட சுற்றுசச்ூழல் 
தரவுகள் டகாலடக் காலத்தில் (மாரச் ் முதல் டம 2024) பகுதியின் தற்டபாலதய 
சூழ்நிலலலய மதிப்பிடுவதற்காக டசகரிக்கப்பட்டன. கீடழ வகாடுக்கப்படட்ுள்ள 
அட்டவலணயில் விவரங்கள் வகாடுக்கப்படட்ுள்ளன. 
பருவமலழக்குப் பிந்லதய காலத்தில் (மாரச் ் முதல் டம 2024 வலர) அடிப்பலட தரவு 
டசகரிப்பு 

வ. 
எண் 

சுற்றுசச்ூழல் 
கூறு 

முதன்லம தரவு 

அளவுருக்கள் அதிர்வவண் 

கண்காணிப்
பு/மாதிரி 
இடங்கள் 

01 நிலம் 

விவசாயம், வாழ்விடம், 
வதாழிற்சாலலகள், 
பாலறக் கழிவுகள் /

குவாரிகள், வனப் பகுதி,  
டதாட்டம்  /தாவரங்கள், 

திறந்தவவளி புதர,் 
நீரந்ிலலகள் டபான்றலவ. 

பருவத்திற்கு ஒரு 
முலற 

10 
கிடலாமீட்டர ்
சுற்றளவில் 

2 வானிலல  
வவப்பநிலல, ஈரப்பதம், 

காற்றின் டவகம், காற்றின் 
திலச. 

ஒரு மணி 
டநரத்திற்கு 

1 

3 காற்று  
PM10, PM2.5, SO2, NO2, CO & 

PAH 

வாரத்திற்கு 
இரண்டு முலற  

(24 
மணிடநரத்திற்கு) 

6 

4 இலரசச்ல்  
இலரசச்ல் அளவுகள் 

Leq in dB (A) 

பருவத்திற்கு ஒரு 
முலற (பகல் & 
இரவு டநரம்) 

6 

5 நீர ் 
IS 10500 – 2012 படி 
அளவுருக்கள் 

பருவத்திற்கு ஒரு 
முலற 

 

A டமற்பரப்பு நீர ்
IS 10500 – 2012 படி 
அளவுருக்கள் 

பருவத்திற்கு ஒரு 
முலற 

2 

B நிலத்தடி நீர ்
IS 2720/USDA படி 
அளவுருக்கள் 

பருவத்திற்கு ஒரு 
முலற 

6 

6 மண் சூழல் 
IS 2720/USDA படி 
அளவுருக்கள் 

பருவத்திற்கு ஒரு 
முலற 

6 

7 உயிரியல்  
தாவரங்கள் மற்றும் 
விலங்கினங்கள் 

பருவத்திற்கு ஒரு 
முலற 

திட்ட பகுதி 

8 
சமூக 
வபாருளாதார  

சமூக-வபாருளாதார சூழல் 
பருவத்திற்கு ஒரு 

முலற 
திட்ட பகுதி 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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சுற்றுசச்ூழல் அடிப்பலட தரவு டசகரிப்புக்கு பயன்படுத்தப்படும் கருவிகள் 

சுற்றுசச்ூழல் அடிப்பலட தரவு டசகரிப்பு பணிக்காக தளத்தில் பின்வரும் கருவிகள் 

பயன்படுத்தப்பட்டன. 

 வாயு மாசுபாட்டிற்கான இலணப்புடன் தூசி மாதிரி, என்விடராவடக் ஏபிஎம்  460.  

 ஃலபன் பாரட்்டிகுடலட் டமட்டர ்(FPS) மாதிரி APM 550. 

 ஒலி நிலல மீட்டர ்மாதிரி என்விடராவடக் SLM – 100. 

 டிஜிட்டல் டி.ஓ. மீட்டர ்மாடல் - 831 E (CPCB கிட்). 

 வானிலல கண்காணிப்பு நிலலய மாதிரி என்விடரா WM 271. 

 நீர ்நிலல காட்டி மற்றும் 

 குடளாபல் வபாசிஷனிங் சிஸ்டம் (GPS) வதாடரும் பிரிவுகளில் 

வகாடுக்கப்படட்ுள்ள பிரதிநிதி மாதிரி புள்ளிகளிலிருந்து காற்று, நீர,் சத்தம் 

மற்றும் மண்ணின் மாதிரிகலள டசகரிப்பது தவிர, நில பயன்பாடு, தாவரங்கள் 

மற்றும் விவசாய பயிரக்ள் பற்றிய தரவுகளும் களக் குழுவால் வதாடரப்ு வகாண்டு 

டசகரிக்கப்பட்டது. ஆய்வுப் பகுதி மற்றும் பல்டவறு அரசுத ் துலறகள் / 

ஏவென்சிகளின் உள்ளூரவ்ாசிகளின் எண்ணிக்லக. ஆய்வுப் பகுதியின் 

தற்டபாலதய சூழலின் வதளிவான காட்சிலயப் வபறுவதற்கு இது களக் குழுவின் 

உறுப்பினரக்ளுக்கு ஒரு சிறந்த வாய்ப்லப வழங்கியது. 

3.3 அலனத்து சுற்றுசச்ூழல் கூறுகளின் அடிப்பலட வலரபடம்  

(முன்வமாழியப்பட்ட குவாரி தளத்தில் இருந்து 500 மீ சுற்றளவில் 

அலமந்துள்ள கட்டலமப்புகளின் கணக்கீடு); 
முன்வமாழியப்பட்ட குவாரியிலிருந்து 500மீ சுற்றளவில் அலமந்துள்ள 

கட்டலமப்புகலளக் கண்டறிந்து பட்டியலிட ஒரு தள ஆய்வு நடத்தப்பட்டது, டமலும் 

அலவ கீடழ விவரிக்கப்படட்ுள்ளன. சித்தலப்பக்கம் கிராம நிரவ்ாக அலுவலகம் (VAO) 

மூலம் 300 மீட்டர ் சுற்றளவில் எந்த கட்டலமப்புகளும் இல்லல என்று PP கடிதம் 

வபற்றுள்ளார.் 
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படம் 3.2 குத்தலகப் பகுதியிலிருந்து 500மீ சுற்றளவுக்கு 50 மீட்டர் இலட வவளிலயக் 

காட்டும் அடிப்பலட வலரபடம் 
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படம் - 3.2.a  திட்டப்பகுதியின் வசயற்லகக் டகாள்வலர படம் (10 கிமீசுற்றளவு) 

 

3.3.1 வானிலல சுற்றுச ்சூழல்: 

தாங்கல் மண்டலத்தில் நிலவும் வானிலல நிலலகள் கீடழ வகாடுக்கப்பட்டுள்ளன. 

காலநிலல 

திருவண்ணாமலல மாவட்டத்தின் காலநிலல வவப்பமண்டலமானது. நவம்பர ் முதல் 
ெனவரி வலரயிலான காலகட்டத்தில் வானிலல இருந்து இதமான காலம். 
டகாலடகாலத்தில் இப்பகுதியின் வவப்பநிலல 18C முதல் அதிகபடச்மாக 420C வலர 
இருக்கும். 
மலழப்வபாழிவு 

திருவண்ணாமலல மாவட்டம் வபாதுவாக வவப்பம் மற்றும் ஈரப்பதமான காலநிலலலய 
வகாண்டது. வதன்டமற்கு மற்றும் வடகிழக்கு பருவமலழகளின் மூலம்மாவட்டம் 
மலழலயப் வபறுகிறது. வபரும்பாலான மலழப்வபாழிவு வங்காள விரிகுடாவில் 
முக்கியமாக NE பரு மலழகாலத்தில் ஏற்படும் காற்றழுத்த தாழ்வுநிலலகளால் ஏற்படும் 
சூறாவளி புயல் வடிவில் ஏற்படுகிறது. SW பருவமலழ மிகவும் ஒழுங்கற்றது மற்றும் 
டகாலட மலழமிகக்குலறவு. NE & SW பருவமலழகள் இரண்டிலும் இந்தப் பகுதியில் 
மலழப்வபாழிவு சுமார ்800மிமீ முதல் 900 மிமீ வலர இருக்கும்.  அதிகப்படியான மலழப் 
வபாழிவு 192% (ஆதாரம்: Mausam.imd.gov.in). 
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2017 முதல் 2021 வலரயிலானமலழப்வபாழிவுகீடழவகாடுக்கப்படட்ுள்ளது. 
அட்டவலண 3.2  மலல வபாழிவின் தரவு 

மலலவபாழிவின் அளவு மில்லிமீட்டர் சராசரி 
மலலவபாழிவு 

மில்லிமீட்டர் 

2017 2018 2019 2020 2021 

1231 760 1023 1078 1520 982 

ஒப்புஈரப்பதம் 

அதிக ஈரப்பதம் 55% முதல் 65% வலர ஈரப்பதம் ஆண்டு முழுவதும் நிலவும். ஈரப்பதம் 
காலலயில் அதிகபடச்மாகவும் மாலலயில் குலறந்தபட்சமாகவும் இருக்கும். வடகிழக்கு 
பருவமலழ 65%க்கு டமல் இருக்கும் டபாது தவிர. இருப்பினும், கடடலாரப் பகுதிகள் 
ஒப்பீட்டளவில் அதிக ஈரப்பதத்துடன் இருக்கும் 

நிலஅதிர்வுதகவல் 

ஆய்வுப்பகுதி மண்டலம் II இல் வருகிறது, இது குலறவான வசயலில் உள்ள மண்டலத்தின் 
கீழ்வருகிறது. இந்தியாவின் நிலஅதிரவ்ு வலரபடம் படம் 3.3 என வகாடுக்கப்படட்ுள்ளது. 

படம் 3.3 இந்தியாவின் நில அதிர்வு வலரபடம்
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படம் 3.4 விண்ட்டராஸ்ப்ளாட் மார்ச ்2024 இல் 
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திட்டப் பகுதியின் வானிலல தரவு 

மாரச் ் 2024 முதல் டம 2024 வலர ஆய்வுப் பகுதியில் டசகரிக்கப்பட்ட வானிலலத்தரவு, 

வவப்பநிலல, காற்றின்டவகம், காற்றின்திலச மற்றும் ஈரப்பதம் ஆகியலவ அடங்கும். 

டமற்கு திலசயில் இருந்து பிரதான காற்று வீசுகிறது. டகாலடயில் வவப்பநிலல வரம்பு 

24.40C முதல் அதிகபடச்மாக 42.50C வலர இருந்தது. 

3.3.2 சுற்றுப்புற காற்று கண்காணிப்பு தரவு 

6 இடங்களில் சுற்றுப்புற காற்றின் தர கண்காணிப்பு டமற்வகாள்ளப்படட்ுள்ளது. ஒன்று 
லமய மண்டலத்திலும் மீதமுள்ள ஐந்து இடங்கள் இலடயகப் பகுதிகளிலும். 
கண்காணிப்பு இடங்கள் டதரவ்ு வசய்யப்படட்ுள்ளன, அந்த அளவீடு அப்பகுதியில் நிலவும் 
ஒட்டுவமாத்த காற்று நிலலலய பிரதிபலிக்கிறது. ஆய்வுப் பகுதியானது, கல் சுரங்கங்கள் 
மற்றும் கிரஷரக்லளக் வகாண்ட கிராமப்புறச ்சூழலலப் பிரதிபலிக்கிறது. 
பிராந்திய காலநிலல தரவு, ஆய்வுக் காலத்தில் காற்று வீசும் திலசலய அறிய 
வழிகாட்டியாகப் பயன்படுத்தப்பட்டது. ஆய்வுக் காலத்தில் நிலவும் காற்றின் முக்கிய 
திலசகள், உணரத்ிறன் ஏற்பிகள், மனித குடியிருப்புகள் மற்றும் சுற்றியுள்ள சுரங்க 
நடவடிக்லககள் ஆகியவற்லறக் கருத்தில் வகாண்டு இடங்கள் அலடயாளம் 
காணப்பட்டன. 
சுவாச துகள்கள் (PM10), நுண் துகள்கள் (PM2.5), சல்பர ் லட ஆக்லசடு (SO2) மற்றும் 
லநட்ரெனின் ஆக்லசடுகள் (NOx) ஆகியவற்றின் அளவுகள் அடிப்பலட நிலலலய 
நிறுவுவதற்காக கண்காணிக்கப்பட்டன. பிஎம் 10 ஆனது வடிகட்டி காகிதங்களில் 
சுவாசிக்கக்கூடிய தூசி மாதிரிகளின் உதவியுடன் மாதிரி எடுக்கப்பட்டது மற்றும் SO2 & 
NOx ஆகியலவ RD மாதிரிகளுடன் இலணக்கப்பட்ட இம்பிங்கரக்ளில் அந்தந்த 
உறிஞ்சுதல் ஊடகங்களில் உறிஞ்சப்படட்ு ஸ்வபக்ட்டரா-ஃடபாட்டடாவமட்ரிக் முலறயில் 
பகுப்பாய்வு வசய்யப்பட்டன. PM2.5 நுண்ணிய துகள் மாதிரிகளின் உதவியுடன் 
கண்காணிக்கப்பட்டது. சுற்றுப்புற காற்று ஆய்வுக்கான கண்காணிப்பு இடங்கள் கீடழ 
உள்ள அட்டவலண - 3.3 மற்றும் படம் 3.5 இல் வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 3.3: சுற்றுப்புற காற்றின் தரக்கண்காணிப்பு இடங்களின் விவரங்கள் 

வரிலச 
எண் 

இருப்பிடக் 
குறியீடு 

கண்காணிப்பு 
இடங்கள் 

தூரம்  
அட்சடரலக 

மற்றும் 
தீர்க்கடரலக 

1 AAQ1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

லமயபகுதி 
12°42'50.15"N 
79°43'28.67"E 

2 AAQ2 
அரசானிபாலி 0.71 கிமீ, 

வதன்கிழக்கு 

12°42'31.88"N 
79°43'47.64"E 

3 AAQ3 
சித்தலப்பக்கம் 1.17 கிமீ, கிழக்கு  12°43'2.37"N 

79°44'11.3"E 

4 AAQ4 
ஏழசட்சரி 1.27 கிமீ, 

வடடமற்கு 

12°43'10.28"N 
79°42'46.22"E 

5 AAQ5 
பாவூர ் 2.36 கிமீ, 

வதன்டமற்கு 

12°42'3.96"N 
79°42'20.85"E 

6 AAQ6 
புன்லன 1.98 கிமீ, வதற்கு 

12°41'45.35"N 
79°43'10.68"E 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.5 சுற்றுப்புறகாற்று கண்காணிப்பு இடங்கள் 

 

 

 

6 இடங்களில் உள்ள பல்டவறு காற்று மாசுபடுத்திகளின் வசறிவுகள் கீடழ 

வகாடுக்கப்பட்டுள்ளன. அட்டவலணயில் உள்ள அலனதத்ு கூறுகளுக்கும், 

அலகுµg/m3 இல்உள்ளது. 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அட்டவலண.3.4,  6 இடங்களில் காற்று மாதிரி பகுப்பாய்வின் முடிவுகள் 

நிலலய குறீடு குலறவான அதிகமான சராசரி 
Particulate matter PM10 - (μg/m3) 

AAQ-1 56.9 76.2 66.55 

AAQ-2 51.3 66.4 58.85 

AAQ-3 48.3 58.7 53.50 

AAQ-4 46.0 55.2 50.60 

AAQ-5 40.9 54.7 47.80 

AAQ-6 42.9 52.1 47.50 

CPCB NAAQS 2009 for PM 10 - 100 μg/m3 

Particulate matter PM-2.5 (μg/m3) 

AAQ-1 26.8 35.8 31.30 

AAQ-2 23.6 30.6 27.10 

AAQ-3 22.74 27.6 25.17 

AAQ-4 20.69 24.83 22.76 

AAQ-5 18.5 24.9 21.70 

AAQ-6 20.5 25.0 22.75 

CPCB NAAQS 2009 for PM 2.5 - 60 μg/m3 

Sulphur Di-oxide as SO2 (μg/m3) 

AAQ-1 5.1 6.8 5.95 

AAQ-2 5 6.1 5.55 

AAQ-3 4.2 6.1 5.15 

AAQ-4 4 5.5 4.75 

AAQ-5 2.9 4.3 3.63 

AAQ-6 2.9 5.2 4.05 

CPCB NAAQS 2009 for SO2 – 80  μg/m3 

Oxide of Nitrogen as NO2  (μg/m3) 

AAQ-1 7.4 13.8 10.60 

AAQ-2 6.6 11.6 9.10 

AAQ-3 5.8 11 8.40 

AAQ-4 5.7 10.6 8.15 

AAQ-5 6.4 8.5 7.45 

AAQ-6 6.5 8.8 7.65 

CPCB NAAQS 2009 for NO2 – 80 μg/m3 

 

முடிவுகள் சுருக்கப்பட்டு வலரபடதத்ில் படம் 3.6 – 3.10.a கீடழ 

வகாடுக்கப்பட்டுள்ளது. 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.6  சுற்றுப்புற காற்றின் தர தரவு A1 – சுரங்க குத்தலக பகுதி 

 

 

படம் 3.7 சுற்றுப்புற காற்றின் தர தரவு A2-அரசானிபாலி கிராமம் 
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தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.8 சுற்றுப்புற காற்றின் தர தரவு A3 – சித்தலப்பக்கம் கிராமம் 

 

 

படம் 3.9 சுற்றுப்புற காற்றின் தர தரவு A4 – ஏழசட்சரி கிராமம்  
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தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.10 சுற்றுப்புற காற்றின் தர தரவு A5 – பாவூர் கிராமம் 

 

படம்3.10a சுற்றுப்புற காற்றின் தர தரவு A6 – புன்லன கிராமம் 

 

டமடல உள்ள முடிவுகளிலிருந்து, அலனத்து கண்காணிப்பு இடங்களிலும் PM10, PM2.5, SO2 

மற்றும் NO2 ஆகியவற்றுடன் கூடிய சுற்றுப்புற காற்றின் தரம் CPCB ஆல் குறிப்பிடப்பட்ட 

அனுமதிக்கப்பட்ட வரம்புகளுக்குள் இருப்பலதக் காணலாம். 
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தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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3.3.3 நீரச்ூழல் 

நீர ்சுற்றுசச்ூழலின் அடிப்பலட தரவுகளின் மதிப்பீட்டில் பின்வருவன அடங்கும்: 

 நீர ்ஆதாரங்கலள அலடயாளம் காணுதல். 

 தண்ணீர ்மாதிரிகள் டசகரிப்பு. 

 தரநிலலகளின்படி இயற்பியல்-டவதியியல் அளவுருக்களுக்காக டசகரிக்கப்பட்ட 

நீர ்மாதிரிகலள பகுப்பாய்வு வசய்தல். 

டமற்பரப்பு நீர ்

திட்ட பகுதியின் வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் வசய்யாறு உள்ளது, பாலாறு 

வடகிழக்கில் 7.61 கிமீ வதாலலவில் குத்தலகப் பகுதியில் இருந்து அலமந்துள்ளது. 

இப்பகுதியில் மிதமானமலழப் வபாழிவு உள்ளது, திறந்த வவளிகிணறுகள், அகழிகளில் 

மலழநீரட்சமிப்பு அப்பகுதியில் நலடமுலறயில் உள்ளது மற்றும் டசமிக்கப்படும் 

நீரந்ன்னீர ்ஆதாரமாக வசயல்படுகிறது. டமற்பரப்பு நீரின்தரத்தின் தற்டபாலதய நிலல 

ஆய்வுக்காலத்தில் மதிப்பிடப்பட்டது. டமற்பரப்பு நீரின் தரமான இடங்கள் மற்றும் 

முடிவுகள் அட்டவலண 3-14 மற்றும்படம் 3.11 இல்வழங்கப்படட்ுள்ளன. 

நிலத்தடிநீர ்

டமற்பரப்பிலும், நிலத்தடிநீர ் கிலடப்பதற்கு மலழடய முக்கிய ஆதாரமாக உள்ளது. 

ஒவ்வவாரு ஆண்டும் பருவமலழலயப் வபாறுத்துமலழயின் அளவு மாறுபடும். 

இருப்பினும், டமற்பரப்பு மற்றும் நிலத்தடி நீரின் பிரிதவ்தடுத்தல் ஆண்டுக்கு ஆண்டு 

அதிகரித்துவருகிறது. இதுநீரம்ட்டம் குலறதல், நீரின்தரம் டமாசமலடதல் டபான்ற நீர ்

ஆதாரங்களில் சுற்றுசச்ூழல் பாதிப்புக்கு வழிவகுக்கிறது. இதுவிவசாயம், வதாழில்கள், 

குடிநீர ்மற்றும் வீடட்ுடதலவகள் டபான்ற பல்டவறு டநாக்கங்களுக்காக கிலடக்கக்கூடிய 

நீரின் அளவீடு மற்றும் அதன் தரத்திற்கான டகாரிக்லகலய உருவாக்குகிறது. 

ஆய்வுப்பகுதியில் உள்ள குடிடயற்றங்கள் /கிராமங்களின் துலணடமற்பரப்பு நீரின் 

பயன்பாட்டின் அடிப்பலடயில் திட்ட இடத்லதசச்ுற்றியுள்ள வவவ்டவறு கிராமங்களில் 

மதிப்பீடு வசய்வதற்காக வமாத்தம் ஆறு நீரக்ண்காணிப்பு இடங்கள் அலடயாளம் 

காணப்பட்டன. நிலத்தடிநீர ் முடிவுகள் குடிநீருக்கான IS: 10500 (2012) இன் படி 

ஏற்றுக்வகாள்ளக் கூடிய மற்றும் அனுமதிக்கப்பட்ட நீரின் தரத்தரங்களுடன் 

ஒப்பிடப்படுகின்றன. நிலத்தடிநீர ் தரகண்காணிப்பு இடங்கள் மற்றும் முடிவுகள் 

அட்டவலண 3.5 மற்றும்படம் 3.11 இல் வகாடுக்கப்படட்ுள்ளன. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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மாதிரிஇடங்கள் 

இரண்டு டமற்பரப்பு நீரம்ாதிரிகள் மற்றும் ஆறு நிலத்தடி நீரம்ாதிரிகள் ஆய்வுப் 

பகுதியிலிருந்து டசகரிக்கப்படட்ு, நீரந்ிலலகளில் சுரங்கம் மற்றும் பிற 

வசயல்பாடுகளின் விலளலவ மதிப்பிடுவதற்காக டவதியியல், கன உடலாகங்கள் 

மற்றும் பாக்டீரியாவியல் அளவுருக்களுக்காக பகுப்பாய்வு வசய்யப்பட்டன. CPCB, IS-

10500:2012 ஆல் குறிப்பிடப்பட்ட நலடமுலறகளின் படி மாதிரிகள் பகுப்பாய்வு 

வசய்யப்பட்டன. நீரம்ாதிரி இடங்கள் அட்டவலண 3.6 இல் வகாடுக்கப்படட்ுள்ளது மற்றும் 

படம் 3.11 ஆக காட்டப்படட்ுள்ளது. 

கண்காணிப்பு இடங்கள் இதன் அடிப்பலடயில் டதர்ந்வதடுக்கப்பட்டன: 
 முக்கிய நீரந்ிலலகளின் இருப்பிடம். 

 திட்டதளத்தின் இடம். 

 அடிப்பலட நிலலலமகலள பிரதிநிதித்துவப் படுத்தக் கூடிய பகுதிகள் அருகில் 

நீரந்ிலலகள். 

அட்டவலண 3.5 நீர் மாதிரி இடங்கள் 

வ.எண் குறியீடு இடம் அட்சடரலக மற்றும் 

தீர்க்கடரலக 

டமற்பரப்பு நீர் 

1 SW1 பாலாறு (Up stream) 12°47'43.18"N 79°42'4.75"E 

2 SW2 வசய்யார ்(down stream)  12°43'1.76"N 79°46'54.79"E 

நிலத்தடிநீர ்

1 GW1 முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

12°42'50.15"N 79°43'28.67"E 

2 GW2 அரசானிபாலி 12°42'31.88"N 79°43'47.64"E 

3 GW3 சித்தலப்பக்கம் 12°43'2.37"N 79°44'11.3"E 

4 GW4 ஏழசட்சரி 12°43'10.28"N 79°42'46.22"E 

5 GW5 பாவூர ் 12°42'3.96"N 79°42'20.85"E 

6 GW6 புன்லன 12°41'45.35"N 79°43'10.68"E 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.11 நிலத்தடி நீர் மாதிரி இடங்களின் அடிப்பலட வலரபடம் 

  
  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.11 a. டமற்பரப்பு நீர் மாதிரி இடங்களின் அடிப்பலட வலரபடம் 

 

அட்டவலண 3.6 டமற்பரப்பு நீர் பகுப்பாய்வு முடிவுகள் 

வ. 
எண் அளவுரு அளவு SW1 SW2 

II 2296-CLAII-
A :இன் படி 

தரநிலலகள் 

1 நாற்றம் - ஒத்துக் 
வகாள்ளக் 
கூடியது 

ஒத்துக் 
வகாள்ளக் 
கூடியது 

- 

2 வகாந்தளிப்பு NTU 
<1.0 <1.0 

1 

3 pH 25˚C இல் - 
7.53 6.99 

6.5-8.5 

4 மின் கடத்துத்திறன் µs/cm 
1012 129.5 

- 

5 வமாத்த கலரந்த 
திடப்வபாருள்கள் 

mg/l 

610 76.0 

500 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

 

 

 

பக்கம்116இன்226 

 

6 CaCO3 ஆக வமாத்த 
கடினத்தன்லம 

mg/l 

261 27.7 

- 

7 Ca என கால்சியம் mg/l 
42.8 4.75 

300 

8 வமக்னீசியம் Mg ஆக mg/l 
37.1 3.80 

- 

9 CaCO3 ஆக கால்சியம் mg/l 
101 11.9 

- 

10 மக்னீசியம் CaCO3 mg/l 
154 15.8 

- 

11 CaCO3 ஆக த ொத்  
கொரத் ன்ண  

mg/l 

263 36.4 

- 

12 Cl-ஆக குடளாலரடு mg/l 
183 16.1 

- 

13 Cl-ஆக இலவச எஞ்சிய 
குடளாரின் 

mg/l 
BDL (D.L - 

0.2) 

BDL (D.L - 

0.2) 

250 

14 சல்டபடட்ுகள் SO42- mg/l 
120 15.2 

400 

15 Fe என இரும்பு mg/l 
0.12 0.09 

1.0 

16 லநட்டரட் NO3 ஆக 
உள்ளது 

mg/l 

3.42 1.56 

20 

17 ஃவுளூலரடு எஃப் mg/l 
0.36 0.14 

1.5 

18 Mn ஆக மாங்கனீசு mg/l BDL (D.L - 

0.05) 

BDL (D.L - 

0.05) 

0.5 

19 

COD 

mg/l BDL (D.L - 

2.0) 

BDL (D.L - 

2.0) 

- 

20 

BOD 

mg/l BDL (D.L - 

4.0) 

BDL (D.L - 

4.0) 

- 

21 

TSS 

mg/l BDL (D.L - 

2.0) 

BDL (D.L - 

2.0) 

- 

22 DO mg/l 6.1 6.3 - 

மாதிரிகள் அலனத்தும் தி/ள் ஸ்ரீயண்ட் அனலிட்டிகல் & ரிசரச்ட்லப்ஸ் பிலரடவட் லிமிவடட், 
வசன்லன மூலம் பகுப்பாய்வு வசய்யப்பட்டன மற்றும் முடிவுகள் கீடழ 
வதாகுக்கப்படட்ுள்ளன. 
  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அட்டவலண 3.7 6 இடங்களில் நிலத்தடி நீர் மாதிரி பகுப்பாய்வு முடிவுகள் 

விவரக்குறிப்
பு / வரம்பு            

(As per IS:10500: 

2012 ) 

  W1 W2 W3 W4 W5 W6 
Desira

ble 
Permis
sible 

நாற்றம் Agreea
ble 

Agreeabl
e 

Agreeabl
e 

Agreeabl
e 

Agreeabl
e 

Agreea
ble 

Agreea
ble 

Agreea
ble 

வகாந்தளிப்பு <1 <1 <1 <1 <1 <1 
Agreea

ble 
Agreea

ble 

pH 25˚C இல் 

7.59 7.62 7.05 6.60 7.06 6.98 

6.5 - 
8.5 

No 
Relaxat

ion 

மின் 
கடத்துத்திறன் 753.9 1352 1579 2255 1627 2268 

1 5 

வமாத்த கலரந்த 
திடப்வபாருள்கள் 450 810 950 1350 974 1362 

500 2000 

CaCO3 ஆக வமாத்த 
கடினத்தன்லம 

293 309 519 582 586 576 

1 15 

Ca என கால்சியம் 79.2 66.5 124 130 165 141 200 600 

வமக்னீசியம் Mg 

ஆக 
22.8 34.2 50.4 61.8 41.8 53.8 

200 600 

CaCO3 ஆக 
கால்சியம் 198 166 309 325 412 352 

75 200 

மக்னீசியம் CaCO3 95.0 143 210 257 174 224   

CaCO3 ஆக வமாத்த 
காரத்தன்லம 

283 424 384 436 291 420 

  

Cl-ஆக 
குடளாலரடு 

90.5 195 264 394 277 456 

250 1000 

Cl-ஆக இலவச 
எஞ்சிய குடளாரின் 

BDL 
(D.L -  
0.2) 

BDL (D.L 
-  0.2) 

BDL (D.L 
-  0.2) 

BDL (D.L 
-  0.2) 

BDL (D.L 
-  0.2) 

BDL 
(D.L -  
0.2) 

30 100 

சல்டபடட்ுகள் 
SO42- 

45.6 210 229 365 247 354 

45 No 
Relaxat

ion 

Fe என இரும்பு 0.05 0.11 0.06 0.04 0.08 0.05 200 400 

லநட்டரட் NO3 ஆக 
உள்ளது 

2.34 4.35 1.98 6.89 5.64 4.62 

1 No 
Relaxat

ion 

ஃவுளூலரடு எஃப் 0.42 0.47 0.44 0.52 0.54 0.59 0.1 0.3 

Mn ஆக மாங்கனீசு BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

Not 
Specifie

d 

Not 
Specifie

d 

 

6 இடங்களில் உள்ள EC, TDS, வமாத்தகடினத் தன்லம, வமாத்தகாரத் தன்லம, 

குடளாலரடுகள் மற்றும் சல்டபடட்ுகள் உள்ளிட்ட வபாதுவான அளவுருக்கள் சில 

திட்டமிடப்படட்ு கீடழவகாடுக்கப்படட்ுள்ளது. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.12 நீர் பகுப்பாய்வில் சில வபாதுவான அளவுருக்களின் மதிப்புகள்; 

 

 

அலனத்து மதிப்புகளும் அனுமதிக்கப்பட்ட வரம்புகளுக்குள் இருப்பது 
கண்டறியப்பட்டது. 

3.3.4 சத்தம் கண்காணிப்பு 

NABL அங்கீகாரம் வபற்ற ஆய்வகத்தால் இலரசச்ல் நிலல மீட்டலரப் பயன்படுத்தி 
இலரசச்ல் நிலல கண்காணிப்புத்து கணக்கிடப்பட்டது மற்றும் முடிவுகள் கீடழ 
வகாடுக்கபடட்ுள்ளன. 
  

0.0

500.0

1000.0

1500.0

2000.0

2500.0

1 2 3 4 5 6

Electrical Conductivity Total Dissolved Solids Total hardness as CaCO3

Total alkalinity as CaCO3 Chloride as Cl- Sulphates as SO42-



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.13  இலரசச்ல் கண்காணிப்பு இடங்கள் வகாடுக்கப்பட்டுள்ளன

 

முடிவுகள் கீடழ உள்ள அட்டவலணயில் வகாடுக்கப்பட்டுள்ளன. 
அட்டவலண 3.8 இலரசச்ல் கண்காணிப்பு முடிவுகள் 

வ. 
எண் 

நிலலயம் 
பகல் 

வரம்பு 

இரவு 
வரம்பு 

பகலுக்கு 
சமமான 

வரம்புகள் 
CPCB 

இரவுக்கு சமமான 
வரம்புகள் CPCB 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

43.8 38.6 

75 70 

2 அரசானிபாலி 48.1 37.7 

3 சித்தலப்பக்கம் 46.1 37.7 

4 ஏழசட்சரி 47.3 38.3 

5 பாவூர ் 49.1 39.8 

6 புன்லன 45.4 44.1 
 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.14  6 இடங்களில் பகல் மற்றும் இரவு சமமான மதிப்புகள் 

 

அலனத்து மதிப்புகளும் CPCB விதிமுலறகளுக்குள் இருப்பது கண்டறியப்பட்டது. 

3.3.5 மண்மாதிரி பகுப்பாய்வு  
சுரங்க குத்தலக பகுதி மற்றும் சுரங்க குத்தலக பகுதி சுற்றி அரசானிபாலி, 

சித்தலப்பக்கம்,  ஏழசட்சரி, பாவூர ் மற்றும் புன்லன ஆகிய கிராமங்களில் இருந்து 6 

இடங்களில் மண் மாதிரிகள் டசகரிக்கப்படட்ுள்ளன. இடங்கள் கீடழ உள்ளபடத்தில் 

காட்டப்படட்ுள்ளன. 

படம்3.15 மண் மாதிரி இடங்கள்
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தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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முடிவுகள்கீடழஉள்ளஅட்டவலணயில்சுருக்கப்பட்டுள்ளன 

அட்டவலண 3.9 மண் மாதிரி பகுப்பாய்வின் முடிவுகள் 

வ. 
எண் 

அளவுரு 
அல

கு 
S1 S2 S3 S4 S5 S6 

1 PH - 6.78 6.66 7.26 7.05 7.56 6.96 

2 EC 

µmhos/
cm 70.24 158.80 104.30 110.60 174.10 95.64 

3 
உலர ்
வபாருள் 

% 
95.68 94.67 96.14 97.84 90.70 97.78 

4 
தண்ணீர ்
அளவு 

% 
4.32 5.33 3.86 2.16 9.30 2.22 

5 
ஆரக்ானிக் 
டமட்டர ்

% 
1.25 1.95 2.09 1.68 2.09 1.65 

6 
மண் 
அலமப்பு 

- 
sandy 
clay 

clay silt loam loam silty clay silty clay 

7 

Grain Size 
Distribution % 61.00 37.76 17.89 36.47 5.86 6.48 

i.              மணல் 

8 ii.             சில்ட் % 36.95 21.04 65.70 43.60 39.55 46.68 

9 iii.    களிமண் % 53.74 41.20 16.41 19.93 54.59 46.84 

10 பாஸ்பரஸ் mg/kg 0.69 0.78 1.32 0.96 1.75 1.11 

11 டசாடியம் mg/kg 745 998 1020 812 656 1042 

12 
வபாட்டாசி
யம் 

mg/kg 366 1056 976 765 794 896 

13 

டகவெல்டா
ல் 
லநட்ரென் 

mg/kg 232 364 297 255 366 455 

14 கந்தகம் 
% 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

15 டபாரசிட்டி % 20.7 24.4 23.1 21.6 20.5 22.3 

16 
நீர ் தாங்கும் 
திறன் 

Inches/

foot 
38 36 40 42 40 36 

3.3.6 உயிரியல் சூழல் 

தற்டபாதுள்ள தாவரங்கள் மற்றும் விலங்கினங்களின் சூழலியல் நிலலலயப்புரிந்து 
வகாள்வதற்கும், அடிப்பலடத்தகவல்கலள உருவாக்குவதற்கும், உயிரியல் சூழலில் 
ஏற்படக்கூடிய தாக்கங்கலள மதிப்பிடுவதற்கும் இப்பகுதியின் உயிரியல் ஆய்வு 
நடத்தப்பட்டது. விவரங்கள் கீடழவகாடுக்கப்படட்ுள்ளன. 
ஆய்வுப் பகுதியில் உள்ள தாவரங்கள் 

ஆய்வுப் பகுதியில் உள்ள தாவரங்களின் அளலவ அளவிடுவதற்கு கள ஆய்வு 
டமற்வகாள்ளப்படுகிறது, நான்கு பகுதிகளாக பிரிக்கப்படட்ுள்ளது. ஒவ்வவாரு 
நாற்புறத்திலும் உள்ள தாவர எண்ணிக்லக ஆய்வுப்பகுதியில் உள்ளவமாத்த 
எண்ணிக்லகக்கு சுருக்கப்படட்ுள்ளது. டமலும், மாநில வனத்துலறயின் தரவு 
பயன்படுத்தப்படுகிறது. ஒவ்வவாரு வலகக்கும் பயன்படுத்தப்படும் நாற்கரங்கள் கீடழ 
வகாடுக்கப்படட்ுள்ளன: 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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முக்கியமண்டலம் 

களப் பயணத்தின் டபாது, 10கிமீ சுற்றளவில் டதசிய பூங்காக்கள் / சரணாலயங்கள் 

இல்லல என்பது கவனிக்கப்பட்டது. ஆய்வுப் பகுதியில் வபரிய டதாட்டங்கள் எதுவும் 

இல்லல. 

அட்டவலண 3.10 லமயமண்டலத்தில் உள்ள தாவரங்கள் 

வ.எண் அறிவியல் வபயர் வபாது வபயர் தாவரவலக 

1 கடலாட்டராபிஸ் ஜிகாண்டியா எருக்கு 
புதரக்ள் 2 டகசின ஆரிகுலட்டா அவலர 

3 அசர்ந்திஸ் அசவபற  நாயுருவி 

இலடப்பகுதி 

வபாதுவான மரங்கள், புதரக்ள், புதரக்ள் டபான்றலவ மடட்ுடம காணப்படுகின்றன. பட்டியல் 

கீடழ வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண 3.11 தாங்கல் மண்டலத்தில் உள்ள தாவரங்கள் 

வ.எண் அறிவியல் வபயர் வபாது வபயர் தாவரவலக 

1 அசாடிராக்டா இண்டிகா டவப்பம் 

மரம் 

2 கரிகாபாப்லபய பப்பாளி 
3 மங்கிஃவபரா இண்டிகா மாங்காய் 

4 அகாசியாலுடகாஃப்டளாயா டவலமரம் 

5 வசவ்சலியா நிடலாட்டிகா கரு-டவலமரம் 

6 டமாரிங்கா ஒலிஃவபரா முருங்லக 

7 தமரின்டுஸ் இண்டிகா புளி 
8 வடக்டடானாகிராண்டிஸ் டதக்கு 

9 மணில்கராெடபாட்டா சடபாட்டா 

10 மூசாபரதீசியாகா வாலழ 

11 
டபாராசஸ் 

ஃபிளாவபல்லிஃபாரம்ிஸ் 
பலன 

12 ஃபிகஸ்வபங்காவலன்சிஸ் ஆலமரம் 

13 பிக்ஸ்வரலிடகாசிய அரசமரம் 

14 பலெள்ளந்துஸ் எம்பிளிக்கா வநல்லி 

15 கடலாட்டராபிஸ் ஜிகாண்டியா எருக்கு 

புதர ்

16 காசியா ஆரிகுலாட்டா அவலர 

17 ரிசினஸ் கம்யூனிஸ் ஆமணக்கு 

18 வடடகாமா ஸ்டான்ஸ் அரளி 
19 ஆடலா வீர கற்றாலழ 

20 கதரந்தஸ் டராஸஸ் நித்தியகல்யாணி 
மூலிலக 

21 அகலிபா இண்டிகா குப்லபடமனி 
22 வகாக்கினியா கிராண்டிஸ் டகாலவ 

வகாடிகள் 
23 சிசஸ் குவாட்ராங்குலரிஸ் பிரண்லட 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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24 
ொஸ்மினம் 

அங்கஸ்டிஃடபாலியம் 
மல்லி 

25 ஜிசிபஸ் ஓடனாப்லியா இலந்லத 

26 சிம்டபாடபாகன் கணம் 

புல் 27 லசபரஸ் டராடட்ுண்டஸ் டகாரி புல் 

28 லசடனாடான் டாக்லடலான் அருகு 

ஆய்வு பகுதியில் விலங்கினங்கள் 

குத்தலக முன்வமாழியப்பட்ட பகுதியில் குறிப்பிட்ட விலங்கினங்கள் எதுவும் இல்லல. 

இப்பகுதியில் உள்ளதாங்கல் மண்டல விலங்கினங்கள் டநரடி கண்காணிப்பு முலற 

மூலம் ஆய்வு வசய்யப்படுகிறது. வனத்துலறயிலிருந்து டசகரிக்கப்பட்ட இரண்டாம் 

நிலலத்தரவுகள் இந்த அறிக்லகயில் பயன்படுத்தப் படட்ுள்ளன. அருகில் உள்ள 

மக்களிடமும் ஆடலாசலன நடத்தப்பட்டது. இப்பகுதியில் வபாதுவாகக் காணப்படும் 

விலங்கினங்கள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 3.12 தாங்கல் மண்டலத்தில் விலங்கினங்கள் 

வ. 
எண் 

அறிவியல் வபயர் வபாது வபயர்  இனம் 

இனங்கள் 
டசர்ந்த 

அட்டவலண 

1 டகனிஸ்பாமிலியாரிஸ் நாய் 

பாலுட்டிகள் 

IV 

2 
ஃவபலிஸ்டகடஸ்வடாமஸ்டி
கஸ் 

பூலன IV 

3 வகாலுண்டாஎலிடயாட்டி எலி IV 

4 புனபபஸ் பல்மரும் அணில் IV 

5 வலபஸ்நிக்ரிடகாலிஸ் முயல் IV 

6 டபாஸ் இன்டிகஸ் நாடட்ுமாடு IV 

7 காமன் குடராவஂ காகம் 

பறலவ 

V 

8 ெவுஸ்ஸ்பரட்ரா வீடட்ுகுருவி IV 

9 காமன்லமனா லமனா IV 

10 
ஸ்டவ்ரப்டடாபீலியாசிவன
ன்சிஸ் 

புறா IV 

11 கடலாடஸ்்வவரச்ிடகாலர ் பல்லி 

ஊரவ்ன 

IV 

12 பய்டஸ் முகச பாம்பு IV 

13 ராணாவெக்ஸாடாக்லடலா தவலள IV 

3.3.7 நில பயன்பாடு 

ரிடமாட்வசன்சிங் வசயற்லகக்டகாள் தரவு ஆய்வுக்கு பயன்படுத்தப்பட்டது 

நிலபயன்பாடு மற்றும் நிலப்பரப்பு ஆய்வுக்கு, ஜிடயா EYE இன் வசயற்லகக்டகாள் தரவு 

பயன்படுத்தப்பட்டது. திட்டத்தின் 10 கிமீ சுற்றளவில் தூரத்லதக்காடட்ும் நிலப்பயன் 

பாடட்ுவலரபடம். 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம்எண். 3.16: ரிடமாட்வசன்சிங் வசயற்லகக்டகாள் படம் 

 

வதாலலநிலல உணரத்ிறன் வசயற்லகக்டகாள் படத்தின் (RSI) இலவசதரவு மற்றும் 

முக்கிய நிலப்பரப்பு மற்றும் நிலப்பரப்பு (LULC) வலகயின் விளக்கம். வசயற்லகக்டகாள் 

தரவுகலள ஆய்வு வசய்ததில், கிளஸ்டர ் வசிப்பிடத்தின் காரணமாக டகாலடயில் 

குலறந்த சதவீதத்துடன் இப்பகுதி எப்டபாதும் டமகங்களால் மூடப்பட்டிருக்கும். ஆனால் 

வதன்டமற்கு பருவமலழயின் டபாதுமலழ வபய்தபயிரக்ள் பயிரிடப்படுகின்றன, எனடவ 

முதல்மலழப் வபாழிவின் டபாதுவபறப்பட்ட தரவுவி வசாய வலகயின் பயிர ்மற்றும் தரிசு 

நிலங்கலள வலரயறுக்க விரும்பப்படுகிறது. 

ஸ்க்ரப்நிலத்லத வலரயறுப்பதும் சாத்தியமாகும், ஏவனனில் ஸ்க்ரப் உள்ள நிலத்லத 

பயிரத்ாவரங்களிலிருந்து எளிதாக டவறுபடுத்திப்பிரிக்கலாம். பருவமலழயின் டபாது 

இதுகடினமான பணியாக இருக்கலாம், ஏவனனில் முழுப்பகுதியும் திடீவரன முலளக்கும் 

பசுலமயான இயற்லக தாவரங்கள், வபரும்பாலும் புடராடசாபிஸ், முதல்மலழப் 

வபாழிவுடன் காணப்படும். 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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நிலப்பயன்பாட்டு ஆய்வுக்காக ஏற்றுக் வகாள்ளப்பட்ட முலற 

தற்டபாலதயஆய்வில் 10 கிமீ சுற்றளலவக்காடட்ும் நிலப்பரப்பு வடிவத்தின் 

லமக்டராவலவல் பகுப்பாய்வு மற்றும் வசயற்லகக்டகாள் தரலவப் பயன்படுத்தி 

நிலப்பரப்பு வடிவத்தில் மாற்றங்கள் ஆகியலவ அடங்கும். இது நன்கு வலரயறுக்கப்பட்ட 

முலறலயப்பின் பற்றி வசயற்லகக்டகாள் தரவுகலள கவனமாக பகுப்பாய்வு வசய்ய 

டவண்டும். டதலவலயப் பூரத்்தி வசய்வதற்காக, நிலப்பரப்புக்கும் நிலப்பரப்புக்கும் 

இலடயிலான உறலவ ஊகிக்க உதவும் டிஜிட்டல் பகுப்பாய்லவப்பயன் படுத்தி 

நிலப்பரப்பின் ஆரம்பமதிப்பீடு டமற்வகாள்ளப்படட்ுள்ளது. இத்தலகய அணுகுமுலற 

நிலப்பரப்பு அலகுகள் பற்றிய வதளிவான புரிதலல வழங்குகிறது மற்றும் 

தாக்கமதிப்பீட்டிற்கு உதவும் நிலப்பரப்பு முலறபற்றிய அறிலவ டமம்படுத்துகிறது. 

இவ்வாறு உருவாக்கப்படும் அறிவுத்தளமானது வசயற்லகக்டகாள் படத்தின் 

விளக்கத்லத டமற்வகாள்ளும்டபாது பல்டவறு நிலப்பரப்பு அலகுகலள 

வலரயறுப்பதற்குப் பயன்படுத்தப்படுகிறது. வபறப்பட்ட நிலப்பரப்பு தகவல் புவி-

குறிப்பு நுட்பங்கலளப் பயன்படுத்தி GIS அடிப்பலடயிலான இடஞ்சாரந்்த தரவுத்தளமாக 

மாற்றப்படுகிறது. தவிர, வலரயறுக்கப்பட்ட ஆனால் நன்கு கவனம் வசலுத்தப்பட்ட 

களவிசாரலணயும் டமற்வகாள்ளப்பட்டது மற்றும்லக யடக்கஜிபிஎஸ் 

(குடளாபல்வபாசிஷனிங்சிஸ்டம்) பயன்படுத்திகுறிப்பிடத்தக்க நிலப்பரப்பு அலகுகளின் 

ஒருங்கிலணப்புகள் புவி-குறிப்புக்கான கடட்ுப்பாடட்ு புள்ளிகளாகப் 

பயன்படுத்தப்படுகின்றன. இறுதி நிலப்பரப்புவலர படத்லதத் தயாரிப்பதற்கு முன் 

டதலவப்படும் இடங்களில் டதலவயான திருத்தங்கலளச ் வசய்ய, புலத்தில் 

விளக்கப்பட்ட நிலப்பரப்பு அலகுகள் சரிபாரக்்கப்படுகின்றன. 

வண்ணம், வதானி, அலமப்பு, அளவு, வடிவம் மற்றும் வதாடரப்ுலடய கூறுகள் டபான்ற 

படக்கூறுகலளப் பயன்படுத்தி, விண்வவளித்துலறயின் டதசியவதாலல நிலல உணர ்

திறன் லமயம் (NRSC) பரிந்துலரத்தபடி, டதசிய அளவிலான நிலப்பரப்பு 

வலகப்பாடுமுலறக்கு ஏற்றுக் வகாள்ளப்பட்ட வலகப்படுத்தல் மற்றும் வபயரிடலலப் 

பின் பற்றி பல்டவறு நிலப்பரப்பு அலகுகள் வலரயறுக்கப்படுகின்றன. , இந்தியஅரசு. 

களசரிபார்ப்பு: 

FCC இல் குறிப்பிட்ட நிறமாலல லகவயாப்பங்கள் / படவவளிப்பாடுகலள உருவாக்கும் 

பல்டவறு டமற்பரப்பு அம்சங்களின் டசகரிப்பு, சரிபாரப்்பு மற்றும் பதிவு ஆகியலவ 

புலசரிபாரப்்பில் அடங்கும். ஆய்வுப்பகுதியில், படங்களின் விளக்கத்தின் டபாது 

அலடயாளம் காணப்பட்ட சந்டதகத்திற்கிடமான பகுதிகள் முலறயாக 

பட்டியலிடப்படட்ு, தலர சரிபாரப்்பிற்காக வதாடரப்ுலடய SOI நிலப்பரப்பு 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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வலரபடங்களுக்கு மாற்றப்படும். இலவ தவிர, அலனத்து வவவ்டவறு வகுப்புகளும் 

குலறந்தது 6 மாதிரிப்பகுதிகளால் மூடப்பட்டிருக்கும் வலகயில், அப்பகுதியில் சமமாக 

விநிடயாகிக்கப்படும் வலகயில், விளக்கப்பட்ட LU/LC வகுப்புகலளச ் சரிபாரக்்க, SOI 

நிலப்பரப்பு வலரபடங்கலளக் வகாண்டு பயணப்பாலதகள் திட்டமிடப்பட்டன. LU/LC 

வகுப்புகலள உள்ளடக்கிய நிலஉண்லம விவரங்கள் மற்றும் பயிரவ்ளரச்ச்ி நிலல, 

வவளிப்படும் மண், நிலப்பரப்பு, இயற்லக மற்றும் நிலசச்ிலதவின் வலகபற்றிய பிற 

துலணத்தகவல்கள் பதிவு வசய்யப்படட்ு, வவவ்டவறு நில பயன்பாடட்ு வகுப்புகள் 

நிலபயன்பாடட்ு வலரபடத்தில் எடுக்கப்படுகின்றன. 

 

அட்டவலண எண்.3.13: ஆய்வுப் பகுதியின் முக்கிய நிலப்பரப்பு அலகுகள் 

வ.எண். முதல் நிலல வலகப்பாடு இரண்டாம் நிலல வலகப்பாடு 

1 கட்டிடம் அல்லது வசிப்பிடம் 
குடியிருப்பு 

வணிகம் / வதாழில்துலற 

2 டவளாண்லம 
பயிர ்/ தரிசுநிலம் 

டதாட்டம் 

3 நீரந்ிலலகள் 
நீரத்்டதக்கம் / ஏரி / குளம் 

நதி 

4 தாவரஅடரத்்தி 

ஸ்க்ரப் 

தாவரங்கள் 

சதுப்புநிலங்கள் 

5 தரிசுநிலம் 
ஓபன் வித் ஸ்க்ரப் 

ஓபன் விவதௌட் ஸ்க்ரப் 

6 மற்றலவகள் 

மட்ப்வலாவ் 

உப்பளம் 

வசங்கல்உற்பத்தி 

திட்ட தளத்தின் 10 கிமீ சுற்றளவில் பஃபர் பகுதியின் நிலபயன்பாட்டுமுலற 

தற்டபாதுள்ள நிலபயன்பாடட்ு முலற மற்றும் முழுலகயகப்படுத்தப்பட்ட வதாகுதியின் 

நிலப்பரப்பு விநிடயாகம், களஆய்வுகளின் டபாது வசயற்லகக்டகாள் படங்கள் மற்றும் 

அடுத்தடுத்த நிலசச்ரி பாரப்்பு ஆகியவற்றிலிருந்து ஆய்வு வசய்யப்படட்ுள்ளது. 

இது முக்கியமாக காரீஃப் (காரிஃப்: டொவர,் பெ்ரா, பருத்தி, முதலியன. பருவம்: ெூலல 

முதல் அக்டடாபர ் வலர) மற்றும் ராபி (ராபி: டகாதுலம, ராய் டபான்றலவ. பருவம்: 

டிசம்பர ் முதல் மாரச் ் வலர) இரண்டு ஆண்டு பயிரக்லளக் வகாண்ட விவசாய 

நிலங்கலளக் வகாண்டுள்ளது. விவசாய நிலத்தின் இருப்லப வதாடரந்்து சில அடரந்்த 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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குடியிருப்புகள் சித்தலப்பக்கம் கிராமம்,  இயற்லக அல்லது மனிதனால் 

உருவாக்கப்பட்ட குளம் டபான்றலவ. மலழப்பற்றாக்குலற, ஆழமான மட்டத்தில் 

நிலத்தடி நீர ்இருப்பு மற்றும் பிற தட்பவவப்ப நிலல. டபாதுமான நிலம் இருந்தும் நல்ல 

விவசாய உற்பத்திலய ஆதரிக்க டவண்டாம். ஆய்வுப் பகுதிக்குள் வலரயறுக்கப்பட்ட 

வன நிலம் இல்லல, இருப்பினும், 10 கிமீ சுற்றளவு முழுவதும், குறிப்பாக கிராமங்களின் 

சுற்றளவில் சில சிதறிய காடுகள் காணப்படுகின்றன. 

லமய மற்றும் இலடயகத்தின் வபாதுவான நிலப்பரப்பு முலறயானது நான்கு முக்கிய 

வலககளாகப் பிரிக்கப்படலாம் - கடட்ுமானம் அல்லது குடியிருப்பு, விவசாயம், 

நீரந்ிலலகள், கழிவு நிலம் மற்றும் பிற வலககளாகும். கிராமங்கள், நகரம் மற்றும் 

உள்கட்டலமப்பு ஆகியவற்லறக் கட்டலமத்தல் அல்லது குடியிருப்பு வலகயின் கீழ் 

உள்ளடக்கியது. விவசாயப் பிரிவின் கீழ் பயிர ்நிலம் / தரிசு நிலம் மற்றும் டதாட்டமாக 

கருதப்படுகிறது. நீரந்ிலல வலககளின் கீழ் நீரத்்டதக்கம்/ ஏரி, குளம், ஆறு மற்றும் ஓலட. 

தரிசு நிலம் வலகயின் கீழ், ஸ்க்ரப் நிலம் என்று கருதப்படுகிறது மற்றும் ஸ்க்ரப் இல்லாத 

நிலம் விளக்கப்படுகிறது. கலடசியாக மற்ற வலக சுரங்கப் பகுதி மற்றும் காடுகள் இந்த 

வலகயின் கீழ் விளக்கப்படுகின்றன. வண்ணம், வதானி, அலமப்பு, அளவு, வடிவம் 

மற்றும் வதாடரப்ுலடய கூறுகள் டபான்ற படக் கூறுகலளப் பயன்படுத்தி 

டதரந்்வதடுக்கப்பட்ட வசயற்லகக்டகாள் படத்திலிருந்து இந்த வலககள் 

வலரயறுக்கப்படுகின்றன. வலரயறுக்கப்பட்ட நிலப்பரப்பு அலகுகள் GIS சூழலில் 

இடஞ்சாரந்்த தரவுத்தளமாக மாற்றப்படுகின்றன. ஆய்வுப் பகுதியில் உள்ள LULC இன் 

வமாத்தப் பரப்பளவு 318 சதுர கிமீ என கணக்கிடப்படட்ு, தாங்கல் பகுதிக்குள் பல்டவறு 

LULC வலககளின் இடப் பரவல் கீடழ விவாதிக்கப்படுகிறது. 5 கிமீ மற்றும் 10 கிமீ சுற்றளவு 

நிலப்பரப்பு வலரபடம் டமடல காட்டப்படட்ுள்ளது. விவரங்கள் கீடழ 

வகாடுக்கப்படட்ுள்ளன. 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.17 நிலபயன்பாடு/ஆய்வுப் பகுதியின் நில அட்லட வலரபடம் 

 

நிலப்பயன்பாடு / நிலப்பரப்பு வலகப்பாடு முதல்நிலல வலகப்பாடு மற்றும் இரண்டாம் 

நிலலவலகப்பாடு எனவலகப் படுத்தப்பட்டது மற்றும் நிலலII வலகப்பாடல்டத் 

வதாடரந்்து ஆய்வுப் பகுதியில் முக்கிய நிலப்பயன்பாடு /நிலப்பரப்பு வகுப்புகள் 

வலரயறுக்கப்பட்டன. திட்டத்தின் பரப்பளலவக் கருத்தில்வகாண்டு இந்தவலகப் 

படுத்தப்பட்ட வலககலள உள்ளடக்கி 1:50,000 அளவிலான கருப்வபாருள்வ லரபடம் 

உருவாக்கப்பட்டது. 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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குடிடயற்றங்கள் 

ஆய்வுப் பகுதியில் உள்ள குடியிருப்புகள் வபாதுவாக சிறியது முதல் நடுத்தர அளவு 

உயரம் மற்றும் சிதறிய பகுதி. ஆய்வுப் பகுதியின் வடக்குப் பகுதியில் காணப்பட்ட 

ஒப்பீட்டளவில் வபரிய குடியிருப்புகள் காஞ்சிபுரம் ஆகும். 

வசயற்லகக்டகாள் படத்திலிருந்து தீரவ்ுக்கான விளக்கம் நிறம், வதானி, அலமப்பு மற்றும் 

அங்கம் டபான்ற படத்தின் கூறுகலள அடிப்பலடயாகக் வகாண்டது.  

வசயற்லகக்டகாள் படத்திலிருந்து தீரவ்ுக்கான விளக்கம் நிறம், வதானி, அலமப்பு மற்றும் 

சங்கம் டபான்ற படத்தின் கூறுகலள அடிப்பலடயாகக் வகாண்டது. இது அவரக்ளின் 

வழக்கமான சிவப்பு நிறத்தால் வலரயறுக்கப்படுகிறது. சாலலகள் டபான்ற டநரியல் 

அம்சங்களுடனான வதாடரப்ு குடிடயற்றங்கலள வலரயறுத்திருப்பலத மீண்டும் 

உறுதிப்படுத்தியது. 10.89% ஆய்வுப் பகுதிலயக் குறிக்கும் 35.19 சதுர கிடலாமீட்டர ்

பரப்பளவில் குடிடயற்றத்தின் பரப்பளவு மதிப்பிடப்படட்ுள்ளது மற்றும் வதாழில்துலற + 

வணிகப் பகுதி 1.55% உடன் 5.0 சதுர கி.மீ. 

விவசாயநிலம் 

விவசாய பயிர ் நிலம், தரிசு நிலம் மற்றும் டதாட்டம் என்ற பரந்த வலகயின் கீழ் 

வலரயறுக்கப்படட்ுள்ளது. நீரப்்பாசன நடவடிக்லககள் நன்றாக இருப்பதற்காக 

வபரும்பாலும் ஆற்று நீலர நம்பிடய சாகுபடி வசய்யப்படுகிறது. ஒவ்வவாரு 

கிராமத்திலும் உள்ள ஆறுகள், குளங்கள் மற்றும் குளங்கள் மலழநீர ் டசமிப்பு 

அலகுகளாக வசயல்படுகின்றன மற்றும் வீடட்ுத் டதலவ மற்றும் சாகுபடிலய ஓரளவுக்கு 

ஆதரிக்கின்றன. இந்த நிலலலமகளின் காரணமாக, டசாளம், சூரியகாந்தி, எண்வணய் 

வித்துக்கள், கிராம்கள், திலன மற்றும் வகாத்தமல்லி டபான்ற குலறந்த அளவு தண்ணீர ்

டதலவப்படும் பயிரக்ள் பயிரிடப்படுகின்றன. பயிரிடப்படுவது மிகவும் முதன்லமயான 

பயிர,் அது டதால்வியலடந்தாலும், அவற்றின் தண்டுகள் கால்நலடகளுக்கு தீவனமாக 

பயன்படுத்தப்படுகின்றன. 

பயிர ்மற்றும் தரிசு நிலம், ஒளி முதல் பசல்ச, வமன்லமயானது முதல் நடுத்தர வதானி 

டபான்ற உருவ உறுப்புகலளப் பயன்படுத்தி விளக்கப்படுகிறது, அலவ தாங்கல் 

பகுதியில் வலரயறுக்கப்பட்ட இரண்டாவது மிக முக்கியமான நிலப்பரப்பு வலகயாகும். 

முன்னர ்விளக்கியது டபால், சாகுபடி வபரும்பாலும் ஆறு, கால்வாய் மற்றும் மலழலயப் 

வபாறுத்தது மற்றும் வபரும்பாலான நிலங்கள் உழவு வசய்யப்படட்ு, ஒரு சிறிய 

கால்வாயில் கூட சாகுபடிக்கு தயாராக உள்ளன. எனடவ, விலளநிலம் 184.1 ச.கி.மீ என 

மதிப்பிடப்பட்ட முக்கிய வலகயாகும், இது தாங்கல் பகுதியில் 57% ஆகும். 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
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குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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தரிசுநிலம் 

ஆய்வுப் பகுதியில் உள்ள நிலப்பரப்பு அலகுகளின் கலடசி வலக "டவஸ்ட்டலண்ட்" 

ஆகும், இது பாதுகாப்பு நடவடிக்லககளுக்குப் பிறகும் சாகுபடிக்கு பயன்படுத்த முடியாத 

நிலப் வபாட்டலங்கலளக் குறிக்கிறது - ஸ்க்ரப் உள்ள நிலம், புதர ்இல்லாத நிலம். 

விவசாயப் பகுதிக்கு அடுத்தபடியாக, ஸ்க்ரப் வகாண்ட நிலம் டபான்ற இயற்லகத் 

தாவரங்கள் தாங்கல் பகுதியில் முதன்லமயான LULC வலகலய உருவாக்குகின்றன. 

ஸ்க்ரப் வகாண்ட நிலம் அரிதாக உள்ளது மற்றும் தாங்கல் பகுதியின் அலனத்து 

பகுதிகளிலும் சிதறிய திடட்ுகளாக வலரயறுக்கப்படட்ுள்ளது. ஸ்க்ரப்பின் இடஞ்சாரந்்த 

முலற இது நீரந்ிலலகளுடன் வநருக்கமாக வதாடரப்ுலடயது என்று கூறுகிறது. இந்த 

வலக 6.20 சதுர கிடலாமீட்டர ் பரப்பளவில் ஸ்க்ரப் நிலத்லத ஆக்கிரமித்துள்ளது, இது 

வமாத்த லமய மற்றும் தாங்கல் பகுதியில் 1.92 % ஆகும். 

ஸ்க்ரப் இல்லாத நிலம், மறுபுறம் பழுப்பு முதல் வவள்லள நிறம், நடுத்தர வதானி மற்றும் 

நடுத்தர அலமப்பு ஆகியவற்லறப் பயன்படுத்தி விளக்கப்படுகிறது மற்றும் வபாதுவாக 

ஸ்க்ரப் மற்றும் தரிசு நிலத்தால் மூடப்பட்ட நிலத்லதச ்சுற்றி கடட்ுப்படுத்தப்படுகிறது. 

அலவ 0.75 % தாங்கல் பகுதியில் 2.43 சதுர கிமீ பரப்பளவில் சிறிய திடட்ுகளாகவும் மிகக் 

குலறந்த பரப்பளவாகவும் நிகழ்கின்றன. 

நீர்நிலலகள் 

ஆய்வுப் பகுதி முழுவதும் பரவியுள்ள ஆய்வுப் பகுதியில் பல நீடராலடகள் சிறிய மற்றும் 

வபரிய நீரந்ிலலகள் காணப்படுகின்றன. அலவ வீடட்ு நீர ் டதலவகள் மற்றும் 

கால்நலடகளுக்கு உதவுகின்றன. சில இடங்களில், அலவ நீரப்்பாசன 

டநாக்கத்திற்காகவும் பயன்படுத்தப்படலாம் மற்றும் மிகவும் குலறவாகடவ உள்ளன. சில 

உலர ்நீடராலட படிப்புகளும் ஆய்வுப் பகுதியில் காணப்படுகின்றன. வசயற்லகக்டகாள் 

படத்தில், நீரந்ிலலகள் அவற்றின் வவளிர ் நீலம், சாம்பல் நீல நிறம், வமன்லமயான 

வதானி மற்றும் வமன்லமயான அலமப்பு ஆகியவற்றால் விளக்கப்படுகின்றன. 

வபரும்பாலான நீரந்ிலலகள் மண்ணின் பற்றாக்குலறயால் மலழப்வபாழிவுக்குப் பிறகு 

குறுகிய காலத்திற்கு தண்ணீலரத ் தக்கலவத்துக்வகாள்கின்றன, எனடவ விலரவில் 

வறண்டுவிடும். ஆறுகள், ஓலடகள் மற்றும் நீரந்ிலலகளின் பரப்பளவு 82.2சதுர கிமீ 

மற்றும் 25.45% என மதிப்பிடப்படட்ுள்ளது. 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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சுரங்கப்பகுதி மற்றும் வனப்பகுதி 

ஆய்வுப் பகுதியில் காணப்படும் சுரங்கப் பகுதி ஆய்வுப் பகுதி முழுவதும் 

காணப்படுகின்றன. சுரங்க வணிகத்தின் முக்கிய உள்நாடட்ு வருமானம். சுரங்கத்தின் 

பரப்பளவு 7.01 சதுர கிமீ 2.17% என மதிப்பிடப்படட்ுள்ளது. 

 

அட்டவலணஎண். 3.14: சதவீதத்தில் ஆய்வுப் பகுதியின் முக்கிய நிலபயன்பாட்டு 
அலகுகள் 

வ. 

எண் 

முதல் நிலல 

வலகப்பாடு 

பரப்பு 

(sq.km) 

சதவீத

ம் 

(%) 

இரண்டாம் நிலல 

வலகப்பாடு 

பரப்பு 

(sq.km) 

சதவீதம் 

(%) 

1 கட்டிடம் அல்லது 
வசிப்பிடம் 40.19 12.44 

குடியிருப்பு 35.19 10.89 

வணிகம் / வதாழில் 5.0 1.55 

2 டவளாண்லம 184.1 57.00 பயிர ்/ தரிசு நிலம் 184.1 57.00 

3 நீரந்ிலலகள் 

82.2 25.45 

நீரத்்டதக்கம்/ஏரி/குளம் 59.97 18.57 

ஆறு/நீடராலட 22.23 6.88 

4 தரிசு நிலம் 
8.63 2.67 

ஓபன் விவதௌடஸ்்க்ராப் 2.43 0.75 

ஓபன்வித் ஸ்க்ராப் 6.20 1.92 

5 சுரங்கம் 7.01 2.17 சுரங்கம் 7.01 2.17 

6 காடுகள் 0.87 0.27 காடுகள் 0.87 0.27 

வமாத்தம் 323 100 வமாத்தம் 323 100 
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3.3.8. சமூக வபாருளாதார சூழல் 

ஆய்வுப் பகுதியின் சமூக-வபாருளாதார சூழல் முதன்லம தளங்கலள தள வருலககள் 

மற்றும் மாதிரி ஆய்வுகள் மூலம் ஆய்வு வசய்யப்படுகிறது. 2011 மக்கள் வதாலக 

கணக்வகடுப்பில் இருந்து வபறப்பட்ட இரண்டாம் நிலல தரவுகளும் 

பயன்படுத்தப்படுகின்றன. பின்வரும் தரவு பகுதி இரண்டாம் தரவிலிருந்து 

டசகரிக்கப்பட்டது: 

• மக்கள்வதாலக முலற. 

• சுகாதார முலற 

• வதாழில் கட்டலமப்பு. 

• வசதிகள் உள்ளன 

கிராமங்களின் விவரங்கள் 

ஆய்வுப் பகுதியில் அலமந்துள்ள கிராமங்களின் விவரம் கீடழ படம் 3.18 இல் 

வகாடுக்கப்படட்ுள்ளது. 

Residential Commercial/Industrial Crop/fallow land

Reservoir/Lake /Pond River/Stram Open without scrub

Open with scrub Mines Forest



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
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குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.18 ஆய்வுப் பகுதியின் கிராம வலர படம்

 

கிராமங்களின் விவரங்கள் 

இத்திட்டம் திருவண்ணாமலல மாவட்டம் வவம்பாக்கம் வட்டத்தில்  உள்ள 

சித்தலப்பக்கம் கிராமத்தில் அலமந்துள்ளது. வமாத்த மக்கள்வதாலக 370499, இதில் 

185595 ஆண்கள் மற்றும் 184904 வபண்கள் உள்ளனர.் ஆய்வுப் பகுதியில் 103 கிராமப்புற 

கிராமங்களும் ஒருநகரப்்புறமும் உள்ளன. கிராமங்களின் பட்டியல் 

கீடழவகாடுக்கப்படட்ுள்ளது. 
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அட்டவலண 3.15 ஆய்வுபகுதியில் உள்ள கிராம விவரங்கள் 

வ.எண். கிராமம் /நகரம் வபயர் சுற்றளவு வட்டம் மாவட்டம் 

1 டமனல்லூர ்

1-5 கி.மீ 

வவம்பாக்கம் திருவண்ணாமலல 

2 சுற்றுதல் 

3 பூலனத்தாங்கல் 

4 கீழ்நாயக்கன்பாலளயம் 

5 வசனியாநல்லூர ்

6 பல்லாவரம் 

7 கனிகிலுப்லப 

8 குண்டியந்தண்டலம் 

9 கிரிொபுரம் 

10 குரங்கனில்முட்டம் 

11 வடகல்பாக்கம் 

12 வாழவந்தல் 

13 மாமண்டூர ்

14 நரசமங்கலம் 

15 அழிஞ்சல்படட்ு 

16 மங்கல் 

17 உக்கம்வபரும்பாக்கம் 

18 அரசனிப்பாலல 

19 சித்தலப்பாக்கம் 

20 புன்லன 

21 பாவூர ்

22 களக்காடட்ூர ்

வாலெபாத் காஞ்சிபுரம் 

23 டவதல் 

24 விட்சந்தாங்கல் 

25 வபருமாநல்லூர ்

26 மாகரல் 

27 ஆரப்்பாக்கம் 

28 வயலாத்தூர ்

6-10  கி.மீ 

வவம்பாக்கம் 

திருவண்ணாமலல 

29 டசாதியம்பாக்கம் 

30 பகவந்தபுரம் 

31 துசி  ) CT) 
32 வநமிலி 

33 சிறுநல்லூர ்

34 புதுப்பாலளயம் 

35 நமண்டி 

36 திருவாதிராயபுரம் 

37 ெரிெரபாக்கம் 

38 ஏழசட்சரி 
39 சித்தத்தூர ்

40 கனகம்பாக்கம் 

41 டசாழவரம் 

42 வபரும்புலிடமடு 

43 வசல்லவபரும்புலிடமடு 

44 உக்கல் 

வசய்யார ்45 கூழமண்டலம் 

46 குன்னவாக்கம் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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47 மகாெனம்பாக்கம் 

48 ஆக்கூர ்

49 கரலண 

50 பாண்டியம்பாக்கம் 

51 நட்டாப்டபடல்ட  ) CT) 

காஞ்சிபுரம் 

காஞ்சிபுரம் 

52 டதனம்பாக்கம்  ) CT) 
53 காஞ்சிபுரம்  ) எம்( 
54 வசவிலிடமடு  ) TP) 
55 ஓரிக்காய்  ) CT) 
56 ஐயங்காரக்ுளம் 

57 டகாலிவாக்கம் 

58 புஞ்சரசந்தங்கள் 

59 வளத்டதாட்டம் 

60 முத்தியால்டபடல்ட 

வாலெபாத் 

61 அய்யம்டபட்லட  ) CT) 
62 படப்பம் 

63 எரிடவாய் 

64 குருவிமலல 

65 வநல்டவலி 

66 கவுந்தண்டலம் 

67 கீழ்புத்தூர ்

68 வகாளத்தூர ்

69 கலூர ்

70 டகாயம்பாக்கம் 

71 இலளயனாரட்வலூர ்

72 கம்பராெபுரம் 

73 டமல்புத்தூர ்

74 அசூர ்

75 தம்மனூர ்

76 அவளூர ்

77 வில்லிவலம் 

78 நாய்க்கன்டபடல்ட 

79 திம்லமயன்டபட்லட 

80 ஏகனாம்டபட்லட 

81 தங்கி 

82 சீயமங்கலம் 

83 வபருநகர ்

84 ெனுமந்தண்டலம் 

85 டமல்பாக்கம் 

86 சிலம்பாக்கம் 

87 வவங்காரம் 

88 அலிசூர ்

89 ஒழுகலர 

90 ஆண்டித்தங்கல் 

91 கருடவப்பம்பூண்டி 

92 வவங்கசட்சரி 
93 அடவப்பாக்கம் 

94 கன்னிகுளம் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அட்டவலண 3.16 ஆய்வுப் பகுதியின் மக்கள்வதாலக விவரம் 

விவரங்கள் மக்கள்வதாலக சதவீதம் (%) 
A. பாலினத்தின் அடிப்பலடயில் மக்கள்வதாலக பிரிப்பு  

ஆண்மக்கள்வதாலக 185595 50 

வபண்மக்கள்வதாலக 184904 50 

வமாத்தம் 370499 100 

B. சாதியால்மக்கள் வதாலக பிரிப்பு 

பட்டியல்சாதி 52203 14 

பட்டியல்பழங்குடியினர ் 3355 1 

மற்றவரக்ள் 314941 85 

வமாத்தம் 370499 100 

C. எழுத்தறிவு நிலல 

கல்வியறிவு வபற்ற ஆண்மக்கள் வதாலக 124973 39 

கல்வியறிவு வபற்ற வபண்மக்கள் வதாலக 39182 34 

படிக்காத ஆண் 59931 11 

படிக்காத வபண் 370499 16 

வமாத்தம் 124973 100 

D. வதாழில்அலமப்பு 

முக்கிய வதாழிலாளரக்ள் 135599 - 
விளிம்புநிலல வதாழிலாளரக்ள் 23154 - 

வமாத்த வதாழிலாளரக்ள் 158753 43 

வமாத்த வதாழிலாளர ்அல்லாதவரக்ள் 211746 57 

வமாத்தம் 370499 100 
 

ஆண் மற்றும் வபண் மக்கள்வதாலக விகிதம் ஏறக்குலறய சமமாக இருப்பலத டமடல 

உள்ள அட்டவலண காடட்ுகிறது. வமாத்த மக்கள் வதாலகயில் 1 % பட்டியல் 

பழங்குடியினரும், 14% பட்டியல் சாதியினரும், மீதமுள்ள 85% மக்கள் பிற சாதிகலளச ்

டசரந்்தவரக்ள். வமாத்த மக்கள் வதாலகயில் 74% மக்கள் கல்வியறிவு வபற்றவரக்ள். 

வமாத்த மக்கள் வதாலகயில், 30% கல்வியறிவு வபற்ற ஆண்கள் மற்றும் 34% வபண்கள் 

கல்வியறிவு வபற்றுள்ளனர.் வபண் கல்வியறிவு வபற்றவரக்லள விட ஆண் கல்வியறிவு 

அதிகம் என்பலத இது காடட்ுகிறது. முடிவுகள் கீடழ உள்ள புள்ளிவிவரங்களில் 

திட்டமிடப்படட்ுள்ளன. 

 

95 திருப்புலிவனம் 

96 முருக்டகரி 
97 புலிடவாய் 

98 இருமரம் 

99 புத்தலி 

100 வசம்புலம் 

101 மருதம் 

102 காவம்லபர ்

103 வநய்யடிவாக்கம் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.19 பாலின வாரியான மக்கள் வதாலக பரவல் 

 

 

 

படம் 3.20 பாலின வாரியான எழுத்தறிவு  

 

 

 

 

 

50%50%

Male Population Female Population

39%

34%

11%

16%

Male Literate Population Female Literate Population

Male Illiterate Female Illiterate



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.21 இலடயக மண்டலத்திற்குள் வதாழில் கட்டலமப்பு 

 

ஆய்வு பகுதியில் கல்வி உள்கட்டலமப்பு வசதிகள் 

அட்டவலண 3.17  கல்வி உள் கட்டலமப்பு 

வ.எண் விவரங்கள் 
கிராமத்தில் 

கிலடக்கும் (எண்கள்) 

1 
அரசு ஆரம்ப பள்ளி காஞ்சிபுரம் -27 

 

2 அரசு நடுநிலலப் பள்ளி 22 

3 அரசுஉயரந்ிலலபள்ளி 17 

4 அரசு டமல் நிலலப் பள்ளி 13 

5 
அரசு கலல மற்றும் அறிவியல் பட்டயக் 
கல்லூரி 28 

6 அரசு வபாறியியல் கல்லூரி 0 

7 அரசு மருத்துவக் கல்லூரி 0 

8 அரசு டமலாண்லம நிறுவனம் 0 

9 அரசு பாலிவடக்னிக் 0 

10 அரசு வதாழிற் பயிற்சி பள்ளி /ஐ.டி.ஐ 0 

 

ஆய்வுப் பகுதியில், இந்த 22 நகரப்்புறங்களில் வமாத்தம் 27 வதாடக்கப் பள்ளிகள் இயங்கி 

வருகின்றன. அவற்றில் 80 கிராமங்களில் 16 வதாடக்கப் பள்ளிகளும், 28 கிராமங்களில் 19 

வதாடக்கப் பள்ளிகளும், 25 கிராமங்களில் 14க்கும் டமற்பட்ட வதாடக்கப் பள்ளிகளும் 

உள்ளன. 

Total Workers Total non-workers



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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சுகாதாரம் 

திட்ட பகுதியில் பின்வரும் உள்கட்டலமப்பு வசதிகள்உள்ளன. 

அட்டவலண 3.18 மருத்துவ உள்கட்டலமப்பு 

வ.எண் விவரங்கள் 
கிராமத்தில் கிலடக்கும் 

(எண்கள்) 
1 சமூக சுகாதாரலமயம் 13 

2 ஆரம்ப சுகாதாரநிலலயம் 8 

3 ஆரம்ப சுகாதார துலணலமயம் 22 

4 
மகப்டபறு மற்றும் குழந்லதகள் 
நலலமயம் 

14 

5 டிபி கிளினிக் 12 

6 அடலாபதி மருத்துவமலன 0 

பிற உள்கட்டலமப்பு 

பிற உள்கட்டலமப்பு வசதிகள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 3.19  மற்ற உள் கட்டலமப்பு 

வ.எண் விவரங்கள் 
கிராமத்தில் கிலடக்கும் 

(எண்கள்) 
1 நீர ்சுத்திகரிக்கப்பட்ட குழாய் 40 

2 மூடப்பட்டிருக்கும் கிணறு 12 

3 லகஇலறப்பான் 15 

4 குழாய்கிணறுகள்   / ஆழ்துலளகிணறு 13 

5 தபால் அலுவலகம் 8 

6 வபாது டபருந்து டசலவகள் 12 

7 வங்கி 17 

8 கூடட்ுறவுவங்கி 13 
 

மாதிரி ஆய்வு 

ஆய்வுப் பகுதியில் உள்ள அரசானிபாலி, சித்தலப்பக்கம்,  ஏழசட்சரி, பாவூர ் மற்றும் 

புன்லன ஆகிய  கிராமங்களுக்கு நிபுணர ்பாரல்வயிட்டார.் அப்பகுதியில் நிலவும் சமூக 

மற்றும் வபாருளாதார நிலலலமகள் குறித்து ஆய்வு வசய்தற்காக அருகில் உள்ள பகுதி 

மக்களுடன் கலந்துலரயாடல் நடத்தப்பட்டது. நிபுணர ்அருகிலுள்ள மருத்துவமலனகள், 

ஆரம்ப சுகாதார நிலலயங்கள் மற்றும் காஞ்சிபுரம் பாரல்வயிட்டார.் பின்வரும் 

கண்காணிப்புகள் குறிப்பு வசய்யப்பட்டன. 

பல கிராமங்களில் ஆரம்பப் பள்ளிகள் உள்ளன. மருத்துவமலன வசதிக்காக, இப்பகுதி 

மக்கள், குத்தலக பகுதியில் இருந்து 8.5 கி.மீ., வதாலலவில் உள்ள காஞ்சிபுரத்தில் உள்ள 

மருத்துவமலனக்கு வசல்ல டவண்டியுள்ளது. உயரந்ிலல மற்றும் டமல்நிலலப் 

பள்ளிகலளக் வகாண்ட முக்கிய பள்ளிகள் காஞ்சிபுரத்தில் அலமந்துள்ளன. 

இப்பகுதியில் அலமந்துள்ள சித்தலப்பக்கம் ஒன்றியம் ஆகும். காஞ்சிபுரத்தில் வபட்டரால் 

பம்பு நிலலயங்கள், ஏடிஎம் வசதி டபான்ற வசதிகள் உள்ளன. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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3.3.9. ஆய்வுப் பகுதியின் லெட்டரா ஜியாலஜி 

திட்ட பகுதியின் வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் வசய்யாறு உள்ளது, பாலாறு 

வடகிழக்கில் 7.61 கிமீ வதாலலவில் குத்தலகப் பகுதியில் இருந்து அலமந்து இருப்பதால், 

ஆய்வுப் பகுதியின் நீரியல் மற்றும் நீரியல் முலற வசயற்லகக்டகாள் படங்கலளப் 

பயன்படுத்தி விரிவாக ஆய்வு வசய்யப்படுகிறது  

லெட்டரா ஜியாலஜிக்கல் ஆய்வு  
சுற்றியுள்ள முன்வமாழியப்பட்ட சுரங்க குத்தலக பகுதியின் நீரந்ிலல நிலலலய 

மதிப்பிடுவதற்கு. தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் 

வட்டத்தில் உள்ள சித்தலப்பக்கம் கிராமத்தில் இந்த ஆய்வுப் பகுதி அலமந்துள்ளது, 

சுற்றியுள்ள உத்டதச சுரங்க குத்தலகப் பகுதியின் வபாதுவான நீரவ்ளவியல் 

நிலலலமகளின் தன்லமலயப் புரிந்து வகாள்ள கருதப்படுகிறது. 

படம் 3. 22 நீடராலட வடிவம் வலரபடத்தின் 10 கிடலா மீட்டர் சுற்றளவு 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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பிசிடயா கிராபி மற்றும் வடிகால்: 
இயற்பியல்: குவாரி குத்தலகக்கு விண்ணப்பித்த பகுதி, சாதாரண  கற்களால் மூடப்பட்ட 
வவற்று நிலப்பரப்லபக் காடட்ுகிறது. சாரட்னாலகட் உருவாக்கம் டமற்பரப்பிலிருந்து 
வதளிவாகத் வதரியும் மற்றும் பகுதியின் வதன்கிழக்கு பகுதிலய டநாக்கி வமன்லமயாக 
உள்ளது, இப்பகுதியின் உயரம் MSL இலிருந்து 90மீ (அதிகபட்சம்) டமடல உள்ளது. 
வடிகால்: வடிகால் முலற ஆய்வு, சுமார ் 1 கிமீ சுற்றளவு வகாண்ட உத்டதச சுரங்க 
குத்தலகப் பகுதியில் இருந்து மற்றும் படம் 3.20 இல் 10 கிமீ ஆய்வு காணப்பட்டது. 
முன்வமாழியப்பட்ட திட்ட பகுதியின் வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் 
வசய்யாறு உள்ளது, பாலாறு வடகிழக்கில் 7.61 கிமீ வதாலலவில் குத்தலகப் பகுதியில் 
இருந்து அலமந்துள்ளது. 

புவியியல், புவிபுறடதாற்றம் மற்றும் மண் 

புவியியல்: 
புவியியல் ரீதியாக திருவண்ணாமலல மாவட்டம் வபரும்பாலும் வதான்லமயான படிக 
மற்றும் உருமாற்ற பாலறகளால் உருவானது. இம்மாவட்டத்தின் புவியியல் சாரட்னாலகட் 
குழுமத்தின் வலகலய சாரந்்த சாரட்னாலகட், லபராக்ஸீன் கிரானுலலட் மற்றும் 
டபண்டட் டமக்னலடட் குவாரட்ல்சட், மிக்மாலடட், படயாலடட் க்னீஸ் மற்றும் பிங்க் 
மிக்மாலடட் ஆகியலவ ஆகும். சாரட்னாலகட் மற்றும் மிக்மாலடட் குழு ஆகியலவ வதற்கு 
கிரானுலலட் நிலப்பரப்பின் (SGT) பகுதிகளாகும், அலவ ஆரக்்கியன் முதல் வமடசா 
புடராட்டடாடராடசாயிக் வயது வலர உள்ளன.  மிக்மாலடட் க்னீஸ், பிங்க் மிக்மாலடட் 
மற்றும் பிங்க் ொரன்்ப்வளண்டட மிக்மாலடட் க்னீஸ் வபனிசுளார ்க்னீசிக் காம்ப்ளக்ஸ் II 
குழுவின் நிகழ்கிறது. PCG-II என்பது டபலிடயா முதல் மீடசாப்டராவடடராசிக் வலரயிலான 
வயதுலடய வபனிசுளார ்க்னீசிக் காம்ப்ளக்ஸ் சூப்பர ்குரூப்பின் ஒரு பகுதியாகும். 
ப்டராட்டராவொய்க் எபிடடாட் ொரன்்ப்வளண்டட க்னீஸ் வடக்கு-வதற்கு பகுதியில் 
காணபடுகிறது மற்றும் கிழக்கில் மாவட்டப்  முக்கிய பகுதிகலள உள்ளடக்கியது. 
எபிடடாட்-ொரன்்ப்வளண்டட க்னீஸ், சாரட்னாலகட்டின் உருமாற்றத்தின் பகுதி மற்றும் 
நிடயாப்டராவடடராடசாயிக் காலத்தில் அல்கலி-காரப்னாலடட் வமட்டாடசாமாடிசமாக 
மாற்றப்பட்டது மற்றும் வபரும்பாலும் உராய்வு மண்டலத்தில் மடட்ுடம உள்ளது. டபலிடயா 
ப்டராவடடராடசாயிக் காலத்லதச ் டசரந்்த ஏராளமான டடாலலரட் லடக்குகள் 
வகாண்டுள்ளது. சில லடக்குகள் NE-SW, ENE-WSW,N-S இல் 20-60m இலடடய அகலம் வகாண்ட 
தலடபாக்கு நீளத்தில் கிட்டத்தட்ட 5 கிமீ வதாடரக்ிறது. மற்றும் E-W திலசகள். கிராலனட், 
வபக்மாலடடஸ்் மற்றும் குவாரட்ஸ்் டபண்ட் டபான்ற நிடயாப்டராவடடராடசாயிக் 
மாவட்டத்தின் வடகிழக்கு பகுதியில் காணபடுகிறது. 2-3 மீ நீளம் மற்றும் 30 வசமீ அகலம் 
வகாண்ட வபக்மாலடட் மற்றும் குவாரட்ஸ்் எபிடடாட் ொரன்்ப்வளண்டட க்னீஸில் 
ஊடுருவுகின்றன. முன்வமாழியப்பட்ட திட்ட தளத்தில் இருந்து 10 கிமீ சுற்றளவுக்கான 
பிராந்திய புவியியல் வலரபடம் படம் 2.6 ஆக வகாடுக்கப்படட்ுள்ளது. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3. 23 புவியியல்வலர படத்தின் 10 கிடலா மீட்டர் சுற்றளவு

 

புவி புறடதாற்றம்: 

டகார ்மற்றும் 10 கிமீ இலடயக மண்டல புவியியல் அம்சங்கள் (படம் 3.24) வபடிவமன்ட ்
வபடிப்வளய்ன் காம்ப்ளக்ஸ், வவள்ள சமவவளி, வடல்டா சமவவளி மற்றும் தாழ்வான 
மற்றும் மிதமாக மலலகள் மற்றும் பள்ளத்தாக்குகள் ஆகியவற்லறக் காடட்ுகிறது.  
வசயற்லகக்டகாள் படங்களின் விளக்கம் மூலம் மாவட்டத்தில் அலடயாளம் காணப்பட்ட 
முக்கிய புவியியல் அலகுகள் 1) கட்டலமப்பு மலலகள், 2) பசாடா மண்டலம், 3) 
பள்ளத்தாக்கு, 4) வபடிவமன்டஸ்், 5) ஆழமற்ற வபடிவமன்டக்ள் மற்றும் (6) ஆழமான 
வபடிவமன்டஸ்். மாவட்டத்தின் கிழக்கு மற்றும் வடகிழக்கு பகுதிகளில் பல 
மலலதவ்தாடரக்ள் அலமந்துள்ளன, அடதசமயம் மாவட்டத்தின் வதற்கு, டமற்கு மற்றும் 
வடக்குப் பகுதிகள் அலலயில்லாத சமதளமாக, ஒரு சில தனித்தனி குன்றுகளால் 
சூழப்படட்ுள்ளன. மாவட்டத்தில் உள்ள முக்கியமான மலலதவ்தாடரக்ள் 
அருணாசடலஸ்வரர ் மலலகள், வரகூர ் மலல, நலரக்கிணறு மலலகள் ஆகும். 
மாவட்டத்தில் உள்ள மிக உயரமான சிகரம் அருணாசடலஷ்வர ் அருணாசடலஷ்வர ்
ஆகும். 811 மீ, வரகூர ்மலல. 445 மீ, டவடியப்பன் மலல. 414 மீ கசச்ிராப்பட் மலல. 349 மீ, 
வலச மலல. 285 மீ, பூலாஞ்சி மலல. 278 மீ, சுல்பகடி துரக்ம். 271 மீ. 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3. 24 ஆய்வுப்பகுதியின் 10 கிமீ சுற்றளவு புவியியல் புறத்டதாற்றம் வலரபடம் 

 

 

மண்:  
ஆய்வுப் பகுதியில் உள்ள மண் வலககள் வபரும்பாலும் சுண்ணாம்பு நிலறந்த கருப்பு 
மண், சிவப்பு களிமண் மண், களிமண் மண் மற்றும் சுண்ணாம்பு களிமண் மண் (படம் 
3.25.). ஆய்வுப் பகுதியில் சுண்ணாம்பு கறுப்பு மண் (177.25 சதுர கிமீ) 
விநிடயாகிக்கப்பட்டது. ஆய்வுப் பகுதியின் வடக்கு, கிழக்கு, டமற்கு மற்றும் மத்திய 
பகுதியில் (108.43 சதுர கிமீ) சிவப்பு களிமண் மண் காணப்படுகிறது. ஆய்வுப் பகுதியின் 
வடடமற்குப் பகுதியில் (34.93 சதுர கிமீ) களிமண் மண் காணப்படுகிறது. 
  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.25 ஆய்வுப் பகுதியின் 10 கிமீ சுற்றளவு மண் வலக வலரபடம் 

 

தலரமட்டத்திற்கு கீடழ (BGL) 

படம் 3.26 & 3.27 ஆய்வுப்பகுதியின் பருவமலழ அல்லாத மற்றும் பருவமலழ நீரந்ிலல 

வலரபடத்லதக் காடட்ுகிறது. 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.26 ஆய்வுப் பகுதியின் பருவமலழ அல்லாத நீர் நிலல வலரபடம் 

 

 

 

 

 

 

 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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படம் 3.27 ஆய்வுப்பகுதியின்மலழக்காலநீர்நிலலவலரபடம்

 

களவிசாரலண 

தற்காலிக பருவகால நீடராலடகள் லமயத்திலிருந்து வபரும்பாலான பகுதிகளுக்கு நீர ்

பாய்கிறது. இப்பகுதியில் இருந்து வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் வசய்யாறு 

உள்ளது, பாலாறு வடகிழக்கில் 7.61 கிமீ வதாலலவில் அலமந்துள்ளது. 

மலழக்காலங்களில் மடட்ுடம தண்ணீர ்தற்காலிகமாக காணப்படும். 

இரண்டு பருவங்களில் இந்த பிரதிநிதித்துவத்தில், மலழப்வபாழிவு தாக்கம் மற்றும் அது 

பருவமலழ காலம் வலர நீட்டிக்கப்படுவதால், பருவமலழ அல்லாத பருவத்தில் நீரம்ட்டம் 

கணிசமாக வீழ்சச்ியலடகிறது. சில கிணறுகளின் நீரம்ட்டம் இரு பருவங்களிலும் ஆழம் 

குலறவாக இருக்கும். இந்த ஆழ்துலள கிணறுகள் அருகிடலடய நீரந்ிலலகள் உள்ளன. 

எனடவ, இந்த கிணறுகளில் டமற்பரப்பு நீர ்தாக்கம் என்பலத வதளிவாக காடட்ுகிறது 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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மலழக்காலத்தில் நிலத்தடி நீர ் மட்டத்தின் ஆழம். வதன்டமற்கு மற்றும் வடகிழக்கு 

பருவமலழயின் டபாது அதிக மலழ வபய்து வருவதால் நீர ் மட்டம் அதிகரித்துள்ளது 

என்பது குறிப்பிடத்தக்கது. மலழக்காலத்தில் நிலத்தடி நீர ் மட்டம் கணிசமாக 

உயரந்்துள்ளது. 

ஆய்வுப் பகுதியில், ஆழ்துலளக் கிணறுகள் மூலம் ஆழமற்ற நீரந்ிலலயும், குழாய் 

கிணறுகள் மூலம் ஆழமான நீரந்ிலலயும் உருவாக்கப்படுகிறது. ஆழமான மட்டங்களில் 

எதிரவ்காள்ளப்படுகின்றன என்று ஆய்வு வவளிப்படுத்தியுள்ளது. கிணறுகளில் தண்ணீர ்

முக்கியமாக பருவமலழக் காலத்தில் கிலடக்கும் மற்றும் பருவமலழ இல்லாத 

காலங்களில் நிலத்தடி நீலர டகாருகிறது. ஆழ்துலள கிணறுகள் ஆழமானலவ மற்றும் 

ஆழமான நீர ் மட்டங்களில் மடட்ுடம விலளசச்ல் சிறப்பாக இருக்கும் என்பலத இது 

பிரதிபலிக்கிறது. 

இப்பகுதியில் உள்ள வதாட்டிகளில் டசகரிக்கப்படும் மலழ நீர,் மலழக்காலத்தில் நல்ல 

நீராதாரமாக வசயல்படுகிறது. ரீசாரல்ெ அதிகரிப்பதற்காக, நீரந்ிலலலய ரீசாரெ்் 

வசய்வதில் மிகவும் திறம்படச ் வசய்ய, ரீசாரெ்் கிணறுகள்/ரீசாரெ்் ஷாஃப்ட்கள் 

வழங்கப்படலாம். 

***** 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அத்தியாயம் 4 

எதிரப்ாரக்்கப்பட்ட சுற்றுசச்ூழல் தாக்கங்கள் மற்றும் தணிப்பு 

நடவடிக்லககள் 

அறிமுகம் 

இந்த அத்தியாயம் பல்டவறு எதிரப்ாரக்்கப்படும் சுற்றுசச்ூழல் பாதிப்புகள் மற்றும் 

முன்வமாழியப்பட்ட சுரங்க நடவடிக்லககளின் தணிப்பு நடவடிக்லககள் பற்றி 

விவாதிக்கிறது. முன்வமாழியப்பட்ட சுரங்கத்தின் முலற திறந்தவவளி 

இயந்திரமயமாக்கப்பட்டது மற்றும் குவாரி வசயல்பாட்டில் துலளயிடுதல், வவடித்தல், 

டதாண்டுதல், வபஞ்சுகலள உருவாக்குதல், கனிமங்கலள ஏற்றுதல் மற்றும் வகாண்டு 

வசல்வது ஆகியலவ அடங்கும். டமற்கூறிய நடவடிக்லககள், பாலறகலள அகற்றுதல், 

அப்பகுதியின் தாவரங்கள் மற்றும் விலங்கினங்களின் இழப்பு, டமற்பரப்பு நீர ்

வவளிடயற்றம், காற்று மற்றும் நீரின் தரத்தில் மாற்றம் டபான்ற சுற்றியுள்ள சூழலலப் 

பாதிக்கலாம், முன்வமாழியப்பட்ட வசயல்பாடுகளுக்கு டபாதுமான நடவடிக்லககள் 

எடுக்கப்படாவிட்டால், அது அப்பகுதியின் சுற்றுசச்ூழல் சீரட்கடல்ட ஏற்படுத்துவடதாடு, 

சுற்றுசச்ூழலின் சுற்றுசச்ூழல் பாதிப்பிற்கு வழிவகுக்கும். 

முன்வமாழியப்பட்ட சுரங்க குத்தலகப் பகுதியின் தற்டபாலதய சுற்றுசச்ூழல் 

சூழ்நிலலலயப் பராமரிக்க, சுரங்க நடவடிக்லககலளத் வதாடங்குவதற்கு முன், 

முன்வமாழியப்பட்ட சுரங்க குத்தலகப் பகுதி மற்றும் திட்டத்தின் இலடயகப் பகுதியின் 

தற்டபாலதய சூழலியல் மற்றும் சுற்றுசச்ூழலல மதிப்பிடுவது கட்டாயமாகத் 

டதலவப்படுகிறது. முன்வமாழியப்பட்ட குவாரி நடவடிக்லககளால் கண்டறியப்படும் 

பல்டவறு சுற்றுசச்ூழல் பாதிப்புகள் கீடழ விவாதிக்கப்படட்ு அதன் அடுத்தடுத்த பத்திகள். 

 நிலசச்ூழல் 

 மண்சூழல் 

 நீரச்ூழல் 

 காற்றுசூழல் 

 இலரசச்ல்சூழல் 

 உயிரியல்சூழல் 

 சமூகவபாருளாதாரசூழல் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
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4.1 திட்ட இடம் சாத்தியமான விபத்துக்கள், திட்ட வடிவலமப்பு, திட்ட 
கட்டுமானம், வழக்கமான வசயல்பாடுகள் இறுதி குழுமத்தின் காரணமாக 
ஆய்வு வசய்யப்பட்ட சுற்றுசச்ூழல் பாதிப்புகளின் விவரங்கள் 

இது முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் குவாரி ஆகும். 
திரு.M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட குவாரி ஆனது அலமத்து உள்ள இடம், 
தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டத்தில் உள்ள 
சித்தலப்பக்கம் கிராமத்தில் 3.87.5  வெக்டடர ்பரப்பளவில் உள்ள புல எண். 8/1A, 8/1B, 8/1C, 

8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B.ஆகும். இந்த சுரங்க 
முலறயானது, 5 மீட்டர ் வபஞ்ச ் அகலம் மற்றும் உயரம் வகாண்ட திறந்தவவளி 
இயந்திரமயமாக்கப்பட்டது. 2,12,855கனமீட்டர ்  சாதாரண கல் மற்றும் 15,912 கனமீட்டர ்
கிராவல். 47 மீட்டர ்(BGL) ஆழம் வலர 5 ஆண்டுகளுக்கு டதாண்ட உத்டதசிக்கப்படட்ுள்ளது. 
சுரங்க குத்தலக பகுதிக்குள் ஓலட இல்லல. 
குவாரி வசயல்பாட்டின் காரணமாக நிலச ்சுற்றுசச்ூழலில் எதிரப்ாரக்்கப்படும் முக்கிய 
தாக்கம் நிலப்பரப்பில் மாற்றம், நிலம் - பயன்பாடட்ு முலற மாற்றம். 
சுரங்க குத்தலக பகுதி முழுவதும் பட்டா நிலம்  வமாத்த பரப்பு 3.87.5  வெக்டடர.் 
டதாண்டப்படும்  இடம் (2.27.0வெக்டடர)், உள்கட்டலமப்பு (0.01.0), சாலல (0.02.0 வெக்டடர)் 
மற்றும் 1.57.5வெக்டடர ் பாதுகாப்பு பகுதியில் பசுலமப் வலளயம் டபான்ற பயனுள்ள 
குவாரி நடவடிக்லக மூலம் மாற்றியலமக்க முன்வமாழியப்பட்டது. குவாரியின் இறுதி 
ஆழம் அதிகபட்சமாக 47 மீ BGL ஆழத்துடன் முன்வமாழியப்பட்டது மற்றும் நிலத்தடி நீர ்
மட்டத்தில் குறுக்கிடாது. 
4.2 எதிரப்ாரக்்கப்பட்ட தாக்கங்கள் மற்றும் தணிப்பு நடவடிக்லககள் 

அம்சம் தாக்கம் தணிப்பு நடவடிக்லககள் 

நிலப்பரப்பு சாதாரண கற்களால் மூடப்பட்ட நிலப்பரப்லப 

இப்பகுதி வவளிப்படுத்துகிறது. குவாரிச ்

வசயல்பாடு அப்பகுதியின் புவியியல் அலமப்பில் 

மாற்றத்திற்கு வழிவகுக்கும், அதாவது, சுரங்க 

குத்தலக பகுதியில் குவாரி நடவடிக்லக 

காரணமாக சுற்றுசச்ூழல் மீதான பாரல்வ 

பாதிக்கப்படுகிறது. டமலும், கனரக வாகனங்கள் 

சுரங்க குத்தலகப் பகுதியிலும் அலதச ்சுற்றியுள்ள 

பகுதிகளிலும் வசல்வதால், SO2, NOx, PM10, PM2.5 

டபான்ற வாகனங்களில் இருந்து வவளிடயறும் 

வாயுக்களால் சுற்றியுள்ள விவசாய நிலங்கள், 

சூழலியல் மற்றும் பல்லுயிர,் மனித வாழ்விடங்கள் 

பாதிக்கப்படும். , தற்டபாதுள்ள நில பயன்பாட்டு 

முலற கீடழ வகாடுக்கப்பட்டுள்ளது. 

 

 

 

இத்திட்டத்தால் நிலசச்ூழலில் ஏற்படும் வபரும் 
பாதிப்பு நில பயன்பாட்டில் ஏற்படும் 
மாற்றமாகும். சுரங்க வசயல்பாடு 47 மீ (BGL) 
ஆழம் வலர டமற்வகாள்ளப்படும். சுரங்கக் 
காலத்தின் முடிவில், குவாரி எடுக்கப்பட்ட குழி 
மலழ நீலர டசமிக்க ஒரு நீர ் டதக்கமாக 
வசயல்படும். 
குவாரி முடிவில் நிலப் பயன்பாடு பின்வருமாறு 
இருக்கும். 

நிலத்தின் பயன் 

குவாரி காலத்தில் 
பயன்பாடட்ில் 
உள்ள பகுதி 
(வெக்டடர்) 

நீரந்ிலலக்கு 
விடப்பட்ட பகுதி 

2.27.0 

பசல்சவபல்ட் 1.57.5 

மீதமுள்ளபகுதி 0.03.0 

வமாத்தம் 3.87.5 

சுரங்கம் மூடப்படும் நிலலயில், 2.27.0 வெக்டடர ்
குத்தலகப் பகுதி மலழ நீர ் டசகரிப்பு குளமாக 
விடப்படும். 1.57.0 வெக்டடர ் பசுலம 
பட்லடயுடன் உருவாக்கப்படும். 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
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நிலத்தின் 
பயன் 

தற்டபாலதய 
நில 

(வெக்டடர்) 

குவாரி 
காலத்தில் 

பயன் 
பாடட்ில் 

உள்ள பகுதி 
(வெக்டடர்) 

குவாரிகுழி 1.33.0 2.27.0 

உள்கட்டலமப்பு இல்லல 0.01.0 

சாலலகள் 0.01.0 0.02.0 

பசல்சவபல்ட் 0.02.0 1.57.5 

பயன்படுத்தப்ப
டாதது 

2.51.5 இல்லல 

வமாத்தம் 3.87.5 3.87.5 

 

சுரங்க குத்தலக பகுதியின் இறுதி குழி அளவு கீடழ 
வகாடுக்கப்பட்டுள்ளது. 

சுரங்க திட்டம் முடியும் டபாது இறுதிநிலல குழி 
விவரம் 

குழி 
எண் 

நீளம் (மீ) அகலம்  
(மீ) ஆழம் (மீ) 

I 234 97 47 மீட்டர ்
(தலரமட்டத்தி
ருக்கு கீழ்) – 

 

 

முலறயாக சுரங்கம் டதாண்டப்படாவிட்டால், 
சுரங்கப் பகுதியில் விபத்துகள் ஏற்படும். 
 

சுரங்க குத்தலகப் பகுதிலயச ் சுற்றி பசல்ச 
வலளயம் உருவாக்கப்பட டவண்டும் மற்றும் 
விவரங்கள் கீடழ வகாடுக்கப்பட்டுள்ளன. 

வருடம் மர வலக 
எண்ணி
க்லக 

இலட 
வவளி 

பிழ
ல த்
தல்  

I புங்லக, வாலக, 
டவம்பு, மஞ்சள் 

வகான்லற, நாவல், 
பூவரசு முதலிய 

 

2000 

3m x 
3m 

80% 

II - 
III - 
IV - 
V - 

வமாத்தம் 2000   

சுரங்க குத்தலகப் பகுதிலயச ் சுற்றிலும் 
அடரந்்த வசடிவகாடிகள் இருப்பதாலும், சுரங்கப் 
பாலதகலளச ்சுற்றி தண்ணீர ் வதளிப்பதாலும், 
வாகனங்களில் இருந்து எழும் தூசி 
வவளிடயற்றம் கட்டுப்படுத்தப்படும். 
சுரங்கக் காலத்தின் முடிவில், சுரங்கப் 
பகுதிக்குள் வபாதுமக்கள் / கால்நலடகள் 
நுலழவலதத் தடுக்க சுரங்க குத்தலகப் 
பகுதிலயச ்சுற்றி டவலி அலமக்கப்படும். 
சாதாரண கல் 5 மீ வபஞ்ச ்உயரம் மற்றும் 5 மீ 
அகலம் 800  வமாத்தசாய்வு மற்றும் வழக்கமான 
திறந்தவவளி இயந்திரமயமாக்கப்பட்ட 
முலறயுடன் குவாரி வசய்ய 
முன்வமாழியப்பட்டது. அங்கீகரிக்கப்பட்ட 
சுரங்கத் திட்டத்தின்படி 7.5, 10 & 50 மீட்டர ்
பாதுகாப்பு தூரம் வழங்கப்பட டவண்டும். 
குவாரி வசயல்பாட்டின் டபாது 
எதிரப்ாரக்்கப்படும் அதிக சுலம இல்லல. 
டதாண்டிய சாதாரண கல், வாங்குபவரக்ளுக்கு 
டநரடியாக டிப்பரில் ஏற்றப்படும். 

நீரவ்ழி சுரங்க வடிகால் என்பது சுரங்கத்திலிருந்து 
வவளிடயறும் டமற்பரப்பு நீர ்அல்லது நிலத்தடி நீர ்
ஆகும். சுரங்க வடிகால் பாதகமான தாக்கங்களில் 
ஒன்று, அது நிலத்தடி நீலர மாசுபடுத்தும். 

அங்கீகரிக்கப்பட்ட சுரங்கத் திட்டத்தின்படி 
இறுதி குழி வரம்பு 47 மீ (BGL) - . நிலத்தடி நீர ்
மட்டம் 66 மீ. முன்வமாழியப்பட்ட சுரங்கத ்
திட்டத்தில் 47 மீ (BGL) - பாதுகாப்பான முழு 
குத்தலகக் காலத்திற்கும் டவலல 
வசய்யக்கூடிய ஆழமாக கருதப்பட்டது. எனடவ 
குவாரி வசயல்பாடு நிலத்தடி நீலர பாதிக்காது. 

மண்ணின் 
தரம் 

மற்றும் 
விவசாயம் 

பருவமலழக் காலங்களில் கனிம டதாண்டுதல்  
காரணமாக அருகிலுள்ள நீரந்ிலலகளில் மண் 
அரிப்பு மற்றும் வண்டல் படிவு ஏற்படும். 

47 மீ (BGL) வலர குவாரி வசய்ய 
உத்டதசிக்கப்பட்டுள்ளது. நிலத்தடி நீர ் மட்டம்    
66 மீ. எனடவ, சுரங்க நடவடிக்லக நிலத்தடி நீலர 
பாதிக்காது. மலழக்காலத்தில் மண் அரிப்லபத ்
தடுக்க, வண்டல் மண் வபாறிகலளக் வகாண்டு 
வடிகால் அலமக்கப்படும். 

சுற்றியுள்ள 
சூழலில் 
காட்சி 

தாக்கம் 

குவாரி நடவடிக்லககள் மற்றும் பாலறகலள 
பிரிதவ்தடுப்பது வபாதுவாக சுற்றியுள்ள பகுதிகளில் 
பல சுற்றுசச்ூழல் பாதிப்புகலள ஏற்படுத்துகிறது. 
குறிப்பாக, துலளயிடுதல் அல்லது வவடிக்கச ்
வசய்தல் டபான்ற வசயல்பாடுகளால் நிலப்பரப்பில் 
ஏற்படும் மாற்றம், சுற்றுப்புறத்தில் தாக்கத்லத 
உருவாக்குகிறது. இந்த விலளவுகளில், அசல் நில 
வடிவத்துடன் சுரங்க டமற்பரப்பின் வடிவம், அளவு 
அல்லது நிற மாறுபாடு புதிய நகரப்்புற 
குடியிருப்புகளின் வளரச்ச்ிக்கான முலறயீட்டின் 
வபரும் இழப்லபக் குறிக்கலாம். 

புவியியல் அளவுருக்கள், தாவரங்கள் மற்றும் 
தட்பவவப்பநிலல ஆகியவற்லறக் கருத்தில் 
வகாண்டு சுற்றாடல் சமநிலலலய 
மீட்வடடுப்பலத டநாக்கமாகக் வகாண்டது. 
டமலும் சுரங்கத்தின் இறுதி ஆழம் 47 மீட்டர ்BGL 
ஆகும். சுரங்கத்திற்கு பிந்லதய கட்டத்தில், 
குவாரி எடுக்கப்பட்ட குழி மலழநீர ்
டசகரிப்புக்கு பயன்படுத்தப்படும். 
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4.2.1 திடக்கழிவு உற்பத்தி மற்றும் டமலாண்லம 

பிளாஸ்டிக் கழிவு உற்பத்தி மிகவும் குலறவாக உள்ளது மற்றும் அது குறிப்பிட்ட குப்லபத ்

வதாட்டியில் மூல மட்டத்திலிருந்து டசகரிக்கப்படட்ு நகராட்சி வதாட்டிகள் மூலம் 

அகற்றப்படும். 

 திடக்கழிவு உற்பத்திகலளக் கண்டறிதல். 

 வவவ்டவறு வண்ணக் குறியீடட்ுடன் டசகரிக்க குப்லபத் வதாட்டிகலள 

வழங்குதல். 

 ஊழியரக்ளிலடடய விழிப்புணரல்வ ஏற்படுத்துதல். 

 வபாதுவான டசமிப்புக் கூடங்கலள உருவாக்குதல். 

  அருகிலுள்ள முனிசிபல் யாரட்ுகளுக்கு அப்புறப்படுத்துதல். 

 பதிவு டபணல். 

 காலாண்டுக்கு ஒருமுலற மதிப்பாய்வு வசய்யவும். 

4.2.2 நீரச்ூழல் 

டமற்பரப்பு நீரவ்ளங்கள் மீதான தாக்கம் 

திட்ட  பகுதிக்குள் பருவகால அல்லது வற்றாத ஓலட இல்லல. இப்பகுதியின் வடிகால் 
அலமப்பு முதல் துலண-வடன்ட்ரிடிக் ஆகும். குவாரி  டமற்பரப்பு ஓடும் நீர.் 
முன்வமாழியப்பட்ட வடிகால் மூலம் அப்பகுதி வடிகால் வசய்யப்படட்ு, குவாரியின் 
அடிப்பகுதியில் டசகரிக்கப்படட்ு, டசகரிக்கப்பட்ட நீர ்அடத குவாரி வசயல்பாட்டிற்கும், 

டதாட்டம் மற்றும் தூசிலய அடக்குவதற்கும் பயன்படுத்தப்படும். 
இப்பகுதியில் இருந்து வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் வசய்யாறு உள்ளது, 
பாலாறு வடகிழக்கில் 7.61 கிமீ வதாலலவிலும் அலமந்துள்ளது. நீரம்ட்டம் 64மீ ஆழத்தில் 
காணப்படுகிறது. 
இந்த நீரந்ிலலகள் குத்தலக பகுதிக்கு வவளிடய அலமந்திருப்பதாலும், கழிவுநீர ்
வவளிடயற்றப்படாமடலா அல்லது சுரங்கங்களில் இருந்து சுத்திகரிக்கப்படாத நீரும் 
இந்த நீரந்ிலலகளில் வருவதால், வபரிய பாதிப்பு இல்லல. திட்ட முன்வமாழிபவர ்
குத்தலகக்குள் மடட்ுடம சுரங்க வசயல்பாடல்ட கலடபிடிப்பார.் டமலும் கால்வாய்க்கு 
அருகில் அல்லது சுரங்க குத்தலகக்கு வவளிடய எந்தப் பகுதியிலும் டவறு எந்தப் பணியும் 
டமற்வகாள்ளப்படாது. 
சுரங்கங்களில் நீர்பயன் பாட்டினால் ஏற்படும் பாதிப்பு: 
முன்வமாழியப்பட்ட சுரங்கங்களில் நீர ்முக்கியமாக, தூசிலய அடக்குவதற்கும் மற்றும் 
டதாட்டக்கலலக்கும் பயன்படுத்தப்படும். திட்டத்திற்கான வமாத்த நீர ் டதலவ 6.0 KLD 

ஆகும், இது வவளி நிறுவனங்களில் இருந்து வபறப்படும். 1.0 KLD அளவுள்ள மிகக்குலறந்த 
கழிவுநீர ்உருவாகும், அதற்காக ஒரு சாக்கலட வதாட்டி அலமக்கப்படும். நீர ்சமநிலல 
வலரபடம் கீடழ வகாடுக்கப்படட்ுள்ளது. 
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படம் 4.1 நீர்  டதலவ வலரபடம் 

 

நிலத்தடி நீரம்ீதான தாக்கம் 

நிலத்தடி நீர ் மட்டம் 66மீ ஆழத்தில் இருப்பதால் சுரங்க நடவடிக்லக நிலத்தடி நீலர 

குறுக்கிட வாய்ப்பில்லல. சுரங்கமானது அதிகபடச் ஆழம் 47 மீ (BGL) வலர வசல்லும். 

எனடவ சுரங்க நடவடிக்லகயால் நிலத்தடி நீரம்ட்டத்தில் குறுக்கிட வாய்ப்பு இருக்காது. 

எனடவ நிலத்தடி நீரில் சுரங்கத்தின் தாக்கத்லத எதிரப்ாரக்்கவில்லல. 

தணிப்பு நடவடிக்லககள்; 

 முழு குத்தலக பகுதியும் முலறயான மலழ வடிகால்கள் வழங்கப்படும். 

 திடப்வபாருடக்ள் கழுவப்படுவலதத் தடுக்ககாடசாலல உலடகள் வழங்கப்படும். 

 புதிதாக டதாண்டியலதச ் சுற்றி மாலல வடிகால்கள் அலமப்பதால் தளரவ்ான 

வபாருடக்ளுடன் நீரப்ாய்வது தடுக்கப்படுகிறது. 

 சுரங்க நீர ் இயற்லகயான சரிவுகள் மற்றும் பள்ளத்தாக்குகள் வழியாக 

அனுப்பப்படட்ு, குடிடயற்ற வதாட்டியில் (கீழ்குழி) குவிக்கப்படும். 

 

 

 

Total Water Requirement  6.0KLD 

Drinking & 
Domestic 2.0 KLD

Dust Suppression 

2.0 KLD

Greenbelt 

2.0 KLD

Sewage 1.0 KLD

Septic tank with 
soakpit
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தாங்கல் மண்டலத்தில் நிலத்தடி நீரச்ூழல் 

திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டத்தில் நிலத்தடி நீரின்பயன் பாடு கீடழ 

வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண  4.1 திருவண்ணாமலல (ஃபிர்கா) நிலத்தடி நீர் நிலல 

வ.  
எண் 

மதிப்பீட்டு 
அலகு 

(ஃபிரக்ா) 

நிகர 
ஆண்டு 
நிலத்தட
 ி நீர ்
இருப்பு 

பாசனத்திற்
காக 

தற்டபாதுள்
ள வமாதத் 
நிலத்தடி 
நீர ்நுகரவ்ு 

உள்நாட்டு 
மற்றும் 

வதாழில்துலற 
நீர ்

விநிடயாகத்திற்
கான 

தற்டபாலதய 
வமாத்த 

நிலத்தடி நீர ்
நுகரவ்ு 

அலனத்து 
பயன்பாடுக
ளுக்கும் 

தற்டபாதுள்ள 
வமாத்த 

நிலத்தடி நீர ்
நுகரவ்ு 

நிலத்தடி 
நீர ்

வளரச்ச்ிய
 ின் நிலல 

வலக 

1 
திருவண்ண
 ாமலல 

111,687.47 99,684.23 3,278.01 102,962.24 92 
அதிக 

பயன்பாடு 

ஆதாரம்:nwm.gov.in 

இப்பகுதியில் வபாருத்தமான மலழநீர ்டசகரிப்பு திட்டங்கள் மற்றும் வசயற்லக ரீசாரெ்் 

திட்டங்கள் வசயல்படுத்த திட்டமிடப்படட்ுள்ளது. 

4.2.3 தாவரங்கள் 

முக்கிய மண்டலத்தில் தாவரங்கள் 

சுரங்க குத்தலக பகுதி வபரிய டதாட்டங்கள் இல்லாமல் உள்ளது. குத்தலக பகுதிக்குள் 

புதரக்ள் முக்கியமாக காணப்படுகின்றன. 1.57.5 வெக்டடர ் பரப்பளவில் பசுலம 

மண்டலத்லத உருவாக்க முன்வமாழிந்தார.் சுரங்க குத்தலகப் பகுதிலயச ்சுற்றி புங்லக, 

வாலக, டவம்பு, மஞ்சள் வகான்லற, நாவல், பூவரசு முதலிய டபான்ற மரங்கள் நடப்படும். 

வமாத்தம் 2000 மரங்கள் நட திட்டமிடப்படட்ுள்ளது. இலடவவளி 3 மீ x 3 மீ இருக்கும். 

விலங்கினங்கள் 

10 கிமீ ஆய்வுப் பகுதியின் இலடயகப் பகுதியில் சரணாலயங்கள்/டதசியப் பூங்காக்கள் 

எதுவும் இல்லல. இலடயக மண்டலத்தில் வபாதுவாக காணப்படும் விலங்கினங்கள் 

அத்தியாயம் III இல் வகாடுக்கப்படட்ுள்ளன. சுரங்க நடவடிக்லகயின் டபாது 

விலங்கினங்களுக்கான பாதிப்புகள் மற்றும் தணிப்பு நடவடிக்லககள் கீடழ உள்ள 

அட்டவலணயில் வகாடுக்கப்படட்ுள்ளன.  
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அட்டவலண 4.2 விலங்கினங்களுக்கான பாதிப்புகள் மற்றும் தணிப்பு 
நடவடிக்லககள் 

வ.எண் தாக்கம் தணிப்பு நடவடிக்லககள் 

1 சத்தம் மற்றும் அதிரவ்ு 
காரணமாக 
விலங்கினங்கள் 
பாதிக்கப்படுகின்றன. 

சுரங்கங்களில் வவடிக்கும் முன் லசரன்கள் 
ஊதப்படும். ஒலி அளலவக் குலறக்க, 
டதாட்டம் வசய்யப்படும். ஒதுக்கப்பட்ட 
டநரத்தில் மடட்ுடம வவடிப்பு 
டமற்வகாள்ளப்படும். 

2 சுரங்க 
நடவடிக்லககளால் 
தூசி உருவாகிறது 

தூசி உற்பத்திலயக் குலறக்க, நீர ்
வதளிப்பான்கள் பயன்படுத்தப்படும். 
டபாக்குவரத்தின் டபாது,  தாரப்ாய் 
வகாண்டு மூடப்பட்டிருக்கும். மாசு 
உற்பத்திலய குலறக்க தண்ணீர ்
வதளிக்கப்படும். 

3 குத்தலக பகுதியின் 
நில பயன்பாட்டில் 
மாற்றம் 

சுரங்கம் மூடப்படும் நிலலக்குப் பிறகு, 
சுரங்கப் குழி மலழ நீர ் டசகரிப்புத் 
வதாட்டியாக விடப்படும், இது அருகிலுள்ள 
பகுதிகளில் பறலவகளின் கூட்டத்லத 
ஈரக்்கும். 

4 விலங்குகள் 
தற்வசயலாக விழுதல் 

விலங்குகள் நுலழவலதத் தடுக்க, சுரங்க 
குத்தலகலயச ் சுற்றியுள்ள பகுதியில் 
முள்டவலி மூலம் சரியாக டவலி 
அலமக்கப்படும். 

4.3 சுற்றுசச்ூழல் கூறுகளின் மீளமுடியாத மற்றும் திரும்பப்வபற முடியாத 
உறுதிப்பாடுகள்  
4.3.1 சுரங்க நடவடிக்லக காரணமாக ஏற்படும் பாதிப்பு 

முன்வமாழியப்பட்ட சுரங்கத் திட்டத்திற்கும் சுற்றுசச்ூழலுக்கு சாத்தியமான பாதகமான 

தாக்கங்கலள மதிப்பிடுவதில் தாக்கக் கணிப்பு மிக முக்கியமான நிகழ்வாகும். 

சுற்றுசச்ூழல் அபாயங்கலளத் தணிக்க அல்லது அகற்றும் வலகயில், பாதிப்பு 

முன்னறிவிப்பு எப்டபாதும் டமாசமான சூழ்நிலலயில் டமற்வகாள்ளப்படுகிறது. இவ்வாறு 

கணக்கிடப்படும் இந்த கணிப்புகள், முன்வமாழியப்பட்ட சுரங்கத் திட்டம் உற்பத்திக்கு 

வந்த பிறகு சுற்றுசச்ூழலில் நிகர பாதிப்லபக் கணக்கிடுவதற்கு அடிப்பலடத் தரவுகளின் 

டமல் மிலகப்படுத்தப்படுகின்றன. 

4.3.2 காற்றுசச்ூழலின் மீதான தாக்கம் 

சுரங்க நடவடிக்லகயால் காற்று சுற்றுசச்ூழலில் ஏற்படும் பாதிப்புகள் உற்பத்தி திறன், 

சம்பந்தப்பட்ட இயந்திரங்கள், பல்டவறு உபகரணங்கள் மற்றும் வாகனங்களின் 

வசயல்பாடுகள் மற்றும் பராமரிப்பு டபான்ற பல்டவறு காரணிகலளச ் சாரந்்துள்ளது. 

இலவ தவிர, சுரங்க குத்தலக பகுதிக்குள் கனிம மற்றும் கழிவுகலள வகாண்டு வசல்வது, 

இருப்பு லவக்கும் வசதிகள் மற்றும் கழிவு டமலாண்லம ஆகியலவ மாசுபாட்டிற்கு 

பங்களிக்கக்கூடிய பிற வசயல்பாடுகள் இருக்கும். 
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4.3.3 காற்று உமிழ்வுகள் 

சுரங்க நடவடிக்லகயால் காற்று சுற்றுசச்ூழலில் ஏற்படும் பாதிப்புகள் உற்பத்தி திறன், 

சம்பந்தப்பட்ட இயந்திரங்கள், பல்டவறு உபகரணங்கள் மற்றும் வாகனங்களின் 

வசயல்பாடுகள் மற்றும் பராமரிப்பு டபான்ற பல்டவறு காரணிகலளச ் சாரந்்துள்ளது. 

இலவ தவிர, சுரங்க குத்தலக பகுதிக்குள் கனிம மற்றும் கழிவுகலள வகாண்டு வசல்வது, 

இருப்பு லவக்கும் வசதிகள் மற்றும் குப்லப டமலாண்லம ஆகியலவ மாசுபாட்டிற்கு 

பங்களிக்கக்கூடிய பிற வசயல்பாடுகள் இருக்கும். 

4.3.4 காற்று சுற்றுசச்ூழலில் ஏற்படும் தாக்கங்களின் அளவு மதிப்பீடு 

திறந்தவவளி இயந்திரமயமாக்கப்பட்ட சுரங்க முலற மூலம் முன்வமாழியப்பட்ட    

2,12,855கனமீட்டர ்சாதாரணகல் மற்றும் 15,912 கனமீட்டர ்  கிராவல் காரணமாக, காற்று 

மாசுபாட்டின் அடிப்பலடயில் அடிப்பலட நிலலக்கு டமடல பல்டவறு தலர மட்ட 

வசறிவுகளின் அதிகரிக்கும் உயரல்வக் கணிக்கும் முயற்சி டமற்வகாள்ளப்படட்ுள்ளது. 

வளிமண்டலத்தில் வவளியிடப்படும் மாசுக்கள் காற்றின் கீழ் திலசயில் சிதறி, 

இறுதியாக மூலத்திலிருந்து வவகு வதாலலவில் தலரலய அலடயும். தலர மட்ட 

வசறிவுகளின் வசறிவு முக்கியமாக ஆய்வுப் பகுதியின் உமிழ்வு மூலத்தின் வலிலம 

மற்றும் நுண்ணுயிரியல் சாரந்்தது. 

முன்வமாழியப்பட்ட திட்டத்திலிருந்து உமிழ்வு காரணமாக தலர மட்ட வசறிவுகலள 

மதிப்பிடுவதற்காக, EPA அங்கீகரிக்கப்பட்ட வதாழில்துலற மூல வளாகம் ISC AERMOD 

காட்சி மாதிரி பயன்படுத்தப்பட்டது. 

தற்டபாலதய ஆய்வில் காற்றின் தர தாக்கம் குறித்த கணிப்புகளுக்கு பயன்படுத்தப்படும் 

கணித மாதிரி ISC-AERMOD View-6.8.6 ஆகும். இது அடுத்த தலலமுலற காற்று சிதறல் மாதிரி, 

இது கிரக எல்லல அடுக்கு கருத்துகலள உள்ளடக்கியது. 

AERMOD என்பது மூன்று தனித்தனி கூறுகலளக் வகாண்ட ஒரு மாதிரி அலமப்பு ஆகும்: 

AERMOD (AERMIC Dispersion Model), AERMAP (AERMOD நிலப்பரப்பு முன்வசயலி) மற்றும் AERMET 

(AERMOD வானிலல முன்வசயலி). 

AERMOD இன் சிறப்பு அம்சங்களில், கிரக எல்லல அடுக்கின் வசங்குத்தான 

ஒருலமப்பாடல்ட லகயாளும் திறன், டமற்பரப்பு வவளியீடுகளின் சிறப்பு சிகிசல்ச, 

ஒழுங்கற்ற வடிவ பகுதி மூலங்கள், வவப்பசச்லன எல்லல அடுக்குக்கான ப்ளூம் மாதிரி, 

நிலலயான எல்லல அடுக்கில் வசங்குத்து கலலவயின் வரம்பு மற்றும் சரிவசய்தல் 

ஆகியலவ அடங்கும். அடுக்கு தளத்தில் பிரதிபலிக்கும் டமற்பரப்பு. 

AERMET என்பது AERMODக்கான வானிலல முன்வசயலியாகும். உள்ளீடட்ுத் தரவு மணிடநர 
கிளவுட் கவர ் அவதானிப்புகள், டமற்பரப்பு வானிலல அவதானிப்புகள் மற்றும் ஒரு 
நாலளக்கு இரண்டு முலற டமல் காற்று ஒலிகள் ஆகியவற்றிலிருந்து வரலாம். 
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வவளியீட்டில் டமற்பரப்பு வானிலல அவதானிப்புகள் மற்றும் அளவுருக்கள் மற்றும் பல 
வளிமண்டல அளவுருக்களின் வசங்குத்து சுயவிவரங்கள் ஆகியலவ அடங்கும். 
AERMAP என்பது AERMODக்கான நிலப்பரப்புத் தரவின் உள்ளீடல்ட எளிலமப்படுத்தவும் 
தரப்படுத்தவும் வடிவலமக்கப்பட்ட நிலப்பரப்பு முன்வசயலியாகும். உள்ளீடட்ுத் 
தரவுகளில் ஏற்பி நிலப்பரப்பு உயரத ் தரவு அடங்கும். வவளியீட்டில், ஒவ்வவாரு 
ஏற்பிகளுக்கும், இருப்பிடம் மற்றும் உயர அளவு ஆகியலவ அடங்கும், இலவ மலலகலளச ்
சுற்றியுள்ள காற்டறாட்டத்லதக் கணக்கிடுவதற்குப் பயன்படுத்தப்படும் உயரங்கள். 
AERMOD மாதிரியின் முக்கிய அம்சங்கள் இங்டக வகாடுக்கப்பட்டுள்ளன. 

 எக்ஸ்காவ்டவடர ் (டதாண்டுதல்) நடவடிக்லககள் பகுதி ஆதாரங்களாகக் 
கருதப்படுகின்றன. 

 சாலலகளில் வபாருள் வகாண்டு வசல்வது வரி ஆதாரமாகக் கருதப்படுகிறது 

AERMOD மாதிரிலயப் பயன்படுத்தி கணக்கிடப்பட்ட ஆய்வுக் காலத்திற்கான 
கணிக்கப்பட்ட தலர மட்ட வசறிவுகள் ஐடசாபிளத்களாகத் திட்டமிடப்படட்ுள்ளன. 
4.3.5 தூசி வவளிடயற்றத்தின் ஆதாரங்கள் 

முன்வமாழியப்பட்ட சுரங்கமானது இயந்திரமயமாக்கப்பட்ட திறந்தவவளி முலற மூலம் 
டமற்வகாள்ளப்படுகிறது. தாது லகயாளுதல் வசயல்பாடுகள், டபாக்குவரத்து மற்றும் 
தாதுவின் திலரயிடல் ஆகியவற்றால் உருவாக்கப்படும் காற்றில் பரவும் துகள்கள் 
முக்கிய காற்று மாசுபடுத்தியாகும். கந்தக லட ஆக்லசடு (SO2), லநட்ரென் ஆக்லசடுகள் 
(NOx) ஆகியவற்றின் உமிழ்வுகள் டீசல் மூலம் இயக்கப்படும் எக்ஸ்காவ்டவடர ்/டலாடிங் 
கருவிகள் மற்றும் டபாக்குவரத்து சாலலகளில் ஓடும் வாகனங்கள் ஆகியலவ சிறிய 
அளவில் உள்ளன. முன்வமாழியப்பட்ட உற்பத்தி மற்றும் உமிழ்வுகளின் நிகர அதிகரிப்பு 
ஆகியவற்லறக் கருத்தில் வகாண்டு காற்றுச ்சூழலில் ஏற்படும் பாதிப்புகளின் கணிப்பு 
டமற்வகாள்ளப்படட்ுள்ளது. கனிம உற்பத்தியில் ஈடுபடட்ுள்ள பல்டவறு 
வசயல்பாடுகளின் அடிப்பலடயில், பல்டவறு உமிழ்வு ஆதாரங்கள் கீடழ 
வகாடுக்கப்படட்ுள்ளபடி அலடயாளம் காணப்படட்ுள்ளன. 
a. பகுதி ஆதாரங்கள். 
b. வரி ஆதாரங்கள். 
சுரங்கத்திலிருந்து கனிமத்லதப் பிரிதவ்தடுப்பது, பகுதி ஆதாரமாகக் கருதப்படுகிறது. 
சுரங்க வபஞ்சுகளில் இருந்து பல்டவறு இறுதிப் புள்ளிகளுக்கு வபாருடக்லள வகாண்டு 
வசல்வது வரி ஆதாரங்களாக கருதப்படுகிறது. காற்று சூழலில் டமற்கூறிய 
ஆதாரங்களின் தாக்கம் கீடழ விவாதிக்கப்படுகிறது: 
காற்று மாசுபாட்டின் மற்ற ஆதாரங்கள், டிப்பரக்ள் கனிமம் எடுத்து வசல்லும் சாலலயில் 
வசல்லும் டபாது உருவாகும் தூசுகள் ஆகும். தூசிலய திறம்பட அடக்குவலத உறுதி 
வசய்வதற்காக, கனிமம் எடுத்து வசல்லும் சாலலகளில் வதாடரந்்து தண்ணீர ்வதளிக்க, 

வதளிக்கும் ஏற்பாடட்ுடன் கூடிய தண்ணீர ் டடங்கரக்ள் பயன்படுத்தப்படும். டிப்பரக்ள் 
நன்கு பராமரிக்கப்படுகின்றன, இதனால் வவளிடயற்றும் புலகயானது தீங்கு 
விலளவிக்கும் வாயுக்கள் மற்றும் எரிக்கப்படாத லெட்டராகாரப்ன்களின் அசாதாரண 
மதிப்புகலள பங்களிக்காது. 
 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
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4.3.6 உமிழ்வு விவரங்கள் 

டமடல விவாதிக்கப்பட்ட அலனத்து உமிழ்வுகளும் அதிகபட்சமாக 2,12,855 கனமீட்டர ்          
சாதாரணகல் மற்றும் 15,912 கனமீட்டர ் கிராவல் திறந்த வவளி இயந்திரமயமாக்கப்பட்ட 
சுரங்க முலறயின் மூலம் கணக்கிடப்படுகிறது. தற்டபாதுள்ள காற்றின் தர நிலலகள் 
அடிப்பலட சூழ்நிலலயில் உள்ளன. 
டதாண்டுதல், ஏற்றுதல் மற்றும் டிப்பரக்ள் மூலம் டபாக்குவரத்து ஆகியலவ முக்கிய 
ஆதாரங்கள், அலவ முக்கியத்துவம் வாய்ந்தலவ. எனடவ, மாடலிங்கிற்காகக் 
கருதப்படும் உமிழ்வுகள் துலளயிடல் வவடித்தல், டதாண்டுதல் & டபாக்குவரத்து. 
AP-42 உமிழ்வு காரணிகளின் அடிப்பலடயில் உமிழ்வுகள் கணக்கிடப்படுகின்றன. 
வசயல்பாடட்ு டநரம், வசயல்பாடட்ு வீதம், காற்றின் டவகம் மற்றும் ஈரப்பதம் ஆகியலவ 
புள்ளி மற்றும் பகுதி மூலங்களிலிருந்து உமிழ்வுகலள மதிப்பிடுவதற்கு 
பரிசீலிக்கப்பட்டது. வரி மூலத்திற்கு, வசயல்பாடட்ு டநரம் தவிர, வசயல்பாடட்ு விகிதம், 

ஈரப்பதம், வண்டல் உள்ளடக்கம் மற்றும் வாகன எலட ஆகியலவ 
பரிசீலிக்கப்படட்ுள்ளன. 
எக்ஸ்காவ்டவடர ் (பகுதி ஆதாரங்கள்) மற்றும் டிப்பரக்ள் ஒடர டநரத்தில் சுரங்க 
குழியிலிருந்து ஏற்றுதல் குழிக்கு (வரி ஆதாரங்கள்) 500 மீ தூரத்திற்கு வகாண்டு 
வசல்வதற்கான மிக டமாசமான சூழ்நிலலயில் கணிப்புகள் டமற்வகாள்ளப்படுகின்றன. 
டவலல நாடக்ளின் எண்ணிக்லக ஆண்டுக்கு 300 நாட்களில் 8 மணிடநர 
வசயல்பாடு/நாளுடன் எடுக்கப்பட்டது, எனடவ கணிக்கப்பட்ட வசறிவுகள் மிக 
டமாசமானதாகக் கருதப்படுகிறது. கடட்ுப்பாடட்ு நடவடிக்லககளுடன், உமிழ்வுகள் 
லகயாளுதலுக்கான கடட்ுப்பாடற்ற உமிழ்வுகளில் 30% மற்றும் டபாக்குவரத்துக்கான 
கடட்ுப்பாடற்ற உமிழ்வுகளில் 10% எடுக்கப்படட்ுள்ளன. 
4.3.7 வானிலல தரவு 

மாரச் ்2024- டம 2024 மாதங்களில் காற்றின் டவகம், காற்றின் திலச மற்றும் வவப்பநிலல 
ஆகியவற்றின் அடிப்பலடயில் மணிடநர அடிப்பலடயில் வதாடரந்்து பதிவு வசய்யப்பட்ட 
வானிலல தரவு, AERMOD மாதிரிலயப் பயன்படுத்துவதற்கு IMD மற்றும் MoEF இன் 
வழிகாடட்ுதல்களின்படி 24 மணிடநர சராசரி வானிலல தரவுகலளப் பிரிதவ்தடுக்க 
வசயலாக்கப்பட்டது. மாடலிங் குறித்து CPCB வழங்கிய வழிகாடட்ுதல்களின் 
அடிப்பலடயில் சராசரி மணிடநரங்களுக்கு ஸ்திரத்தன்லம வகுப்புகள் 
கணக்கிடப்படுகின்றன. பிராந்தியத்தின் கலலவ உயரங்களின் பிரதிநிதிகள் 
கிலடக்கக்கூடிய வவளியிடப்பட்ட இலக்கியங்களிலிருந்து எடுக்கப்படட்ுள்ளனர.் 
4.3.8 கணிக்கப்பட்ட தலரமட்ட வசறிவுகளின் சுருக்கம் 

சுரங்க நடவடிக்லககளின் காரணமாக நில மட்ட வசறிவுகள், ஆய்வுப் பகுதியில் 
அதிகரிக்கும் அதிகரிப்பு மற்றும் தாக்கத்தின் அளலவ அறிய மதிப்பிடப்படட்ுள்ளது. 
அதிகபட்ச தலர மட்ட வசறிவு சுமார ்0.48 μg/m3 PM 2.5 & 1.24 μg/m3 PM10 இன் சுரங்கப் பகுதி 
மற்றும் சுற்றியுள்ள கிளஸ்டர ் பகுதி 0.80 μg/m3 PM 2.5 & 1.70 μg/m3 பிஎம்10, சுரங்க 
வசயல்பாடுகள் என மதிப்பிடப்படட்ுள்ளது. டமற்வகாள்ளப்படட்ு வருகின்றன. சுரங்க 
நடவடிக்லககளின் தாக்கம் 0.5 கிமீக்கு அப்பால் மிகக் குலறவாக இருக்கும். 
படம் - 4.2 குவாரியின் உமிழ்வுகள் காரணமாக PM10 இன் கணிக்கப்பட்ட தலர மட்ட 
வசறிவுகளின் இடஞ்சாரந்்த பரவலலக் குறிக்கிறது. 
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குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்158இன்226 

 

4.3.9 உமிழ்வு ஆதாரங்கள் & அளவீடு 

திரு.M.N.பாலசுந்தரம் இன் முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல்  
குவாரியிலிருந்து உமிழ்வுகளின் ஆதாரங்கள் பல்டவறு புள்ளி மற்றும் புள்ளி அல்லாத. 
அளவிடப்படட்ு கீடழ வழங்கப்படட்ுள்ளன: 

 பகுதி உமிழ்வுகள் – வமாத்தப் வபாருள் லகயாளுதல் திரு.M.N.பாலசுந்தரம்,  
(சாதாரணகல் மற்றும் கிராவல்) 

அளவு,  கன மீட்டர ் சாதாரண கல் : 2,12,855 மீ 3 

கிராவல்: 15,912 மீ 3 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

வசயல்பாடட்ு விகிதம், t/hr. 52.42 

தூசி உமிழ்வு, g/t. 0.19 

தூசி உமிழ்வு, g /hr. 51.6214 

வசல்வாக்கு பகுதி, எம்2 625 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் g/s/m2 0.000033326 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், 
PM10 g/s/m2 

0.000003332 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், 
PM2.5 g/s/m2 

0.02221 

 

பகுதி உமிழ்வுகள் - வமாத்தப் வபாருள் லகயாளுதல் 

 (கிளஸ்டர ்சாதாரணகல் மற்றும் கிராவல்)  
அளவு,  கன மீட்டர ் தற்டபாதுள்ள குவாரிகள்: 

 திரு.பி.சங்கர ் (2.09.50 வெக்டடர)் - சாதாரண 
கல் (ஐந்தாண்டுகளுக்கு 3,28,200 மீ3). 

 திரு.ஆர.்டமானிஷ்குமார ் (3.12.50)- சாதாரண 
கல் 1,77,815 m3 ஐந்து ஆண்டுகளுக்கு). 

 ஆர.்ஏழுமலல(1.24.0 வெக்டடர)்- சாதாரண 
கல் (5 ஆண்டுகளுக்கு 95,980 மீ3) 

வருடத்திற்கு வசயல்பாடட்ு 
டநரம் 

2400 

வசயல்பாடட்ு விகிதம், t/hr. 76.25 

தூசி உமிழ்வு, g/t. 0.20 

தூசி உமிழ்வு, g /hr. 58.41397 

வசல்வாக்கு பகுதி, எம்2 625 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் 
g/s/m2 

0.00087698 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு 
விகிதம், PM10 g/s/m2 

0.000876980 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு 
விகிதம், PM2.5 g/s/m2 

0.00058465 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்159இன்226 

 

வரி ஆதாரம் – குழியிலிருந்து எல்லல வலர சாதாரணகல் மற்றும் கிராவல் 
டபாக்குவரத்து 

அளவு,  கனமீட்டர ் சாதாரண கல் 2,12,855m3 

கிராவல்: 15,912m3 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

ஒவ்வவாரு டம்பரின் வகாள்ளளவு (டி) 10 

டிப்பரக்ளின் வமாத்த எண்ணிக்லக/ நாள் 15 

முன்னணி நீளம்/பயணம், கிமீ 0.8 

வமாத்த VKT/நாள் 30.15 

உமிழ்வு Kg/VKT 0.22 

வமாத்த உமிழ்வு கிடலா/ஆண்டு 2,354.88 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் g/s/m 55543 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், PM10 g/s/m 0.555437 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், PM2.5 g/s/m 0.19997 

 

 

வரி ஆதாரம் - குழியிலிருந்து எல்லலக்கு சாதாரணகல் மற்றும் கிராவல் டபாக்குவரத்து 

அளவு,  கனமீட்டர ் தற்டபாதுள்ள குவாரிகள்: 
 திரு.பி.சங்கர ் (2.09.50 வெக்டடர)் - 

சாதாரண கல் (ஐந்தாண்டுகளுக்கு 
3,28,200 மீ3). 

 திரு.ஆர.்டமானிஷ்குமார ் (3.12.50)- 
சாதாரண கல் 1,77,815 m3 ஐந்து 
ஆண்டுகளுக்கு). 

 ஆர.்ஏழுமலல(1.24.0 வெக்டடர)்- 
சாதாரண கல் (5 ஆண்டுகளுக்கு 95,980 
மீ3) 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

ஒவ்வவாரு டம்பரின் வகாள்ளளவு (டி) 10 

டிப்பரக்ளின் வமாத்த எண்ணிக்லக/ 
நாள் 

40 

முன்னணி நீளம்/பயணம், கிமீ 2.6 

வமாத்த VKT/நாள் 97.15 

உமிழ்வு Kg/VKT 0.22 

வமாத்த உமிழ்வு கிடலா/ஆண்டு 6514.9 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் g/s/m 5261882 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், 
PM10 g/s/m 

0.526188 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், 
PM2.5 g/s/m 

0.146163 

குறிப்பு: *2 மீ/வி காற்றின் டவகம் மற்றும் 10% ஈரப்பதத்தின் அடிப்பலடயில் உமிழ்வு காரணி 

கணக்கிடப்படுகிறது. + உமிழ்வு காரணி 10% 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்160இன்226 

 

படம் 4.2 PM 2.5 க்கான GLC கணிப்பு ஐடசாப்வலத் 

 

 

 

 

 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்161இன்226 

 

படம் 4.3 PM10  க்கான GLC கணிப்பு ஐடசாப்வலத்  

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்162இன்226 

 

படம் 4.4 GLC முன்கணிப்பின் ஐடசாப்வலத் - PM2.5க்கான ஒட்டுவமாத்த 

 

 

  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்163இன்226 

 

படம் 4.5 GLC முன்கணிப்பின் ஐடசாப்வலத்–PM10 க்கான ஒட்டுவமாத்த 

 

 

கணிக்கப்பட்ட சுற்றுப்புற காற்றின் தரம்: 

பிஎம்10, பிஎம்2.5, (ஜிஎல்சி) (அடிப்பலடக்டகாடு + அதிகரிப்பு) ஆகியவற்றின் பிந்லதய 

திட்ட வசறிவுகள், டதலவயான கடட்ுப்பாடட்ு நடவடிக்லககலள எடுத்த பிறகு 

அட்டவலண எண் - 4.3 இல்வகாடுக்கப்படட்ுள்ளது. 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்164இன்226 

 

அட்டவலண 4.3 திட்டம்  வசயல் படுத்தப்பட்ட பிறகு PM2.5 வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னணி 

வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கு
ம் வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

 சட்டப்பூர்வ 
வரம்புகள் 

µg/m3 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

31.30 0.48 31.78 

60 

2 அரசானிபாலி 27.10 0.39 27.49 

3 சித்தலப்பக்கம் 25.17 0.29 25.46 

4 ஏழசட்சரி 22.76 0.19 22.95 

5 பாவூர ் 21.70 0.10 21.80 

6 புன்லன 22.75 0.05 22.80 

அட்டவலண 4.3.a திட்ட அமலாக்கத்திற்குப் பிறகு PM2.5 இன் கிளஸ்டர் வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னண
ிி வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கு
ம் வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

 சட்டப்பூர்வ 
வரம்புகள் 

µg/m3 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

31.30 0.80 32.1 

60 

2 அரசானிபாலி 27.10 0.64 27.74 

3 சித்தலப்பக்கம் 25.17 0.48 25.65 

4 ஏழசட்சரி 22.76 0.32 23.08 

5 பாவூர ் 21.70 0.16 21.86 

6 புன்லன 22.75 0.10 22.85 

அட்டவலண 4.3.b திட்டம் வசயல் படுத்தப்பட்ட பிறகு PM210 வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னணி 

வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கு
ம் வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

சட்டப்பூர்வ 
வரம்புகள் 

µg/m3 

1 முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

66.55 1.24 67.79 

100 

2 அரசானிபாலி 58.85 1.00 59.85 

3 சித்தலப்பக்கம் 53.50 0.75 54.25 

4 ஏழசட்சரி 50.60 0.50 51.1 

5 பாவூர ் 47.80 0.25 48.05 

6 புன்லன 47.50 0.15 47.65 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்165இன்226 

 

அட்டவலண  4.3.c திட்ட அமலாக்கத்திற்குப் பிறகு PM10 இன் கிளஸ்டர் வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னணி 

வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கும் 
வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

சட்டப்பூர்வ 
வரம்புகள்  

µg/m3 

1 முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

66.55 1.70 68.25 

100 

2 அரசானிபாலி 58.85 1.36 60.21 

3 சித்தலப்பக்கம் 53.50 1.02 54.52 

4 ஏழசட்சரி 50.60 0.68 51.28 

5 பாவூர ் 47.80 0.34 48.14 

6 புன்லன 47.50 0.22 47.72 

 

டமடல உள்ள அறிக்லகயானது, டமாசமான சூழ்நிலலயிலும் கூட, அடிப்பலட 

புள்ளிவிவரங்களுடன் கூடிய விலளவான கூடுதல் வசறிவுகள் PM10க்கான சுற்றுப்புற 

காற்றின் தரத்தின் மதிப்புகள் 47.65/m3 முதல் 67.79 µg/m3 வலரயிலும், PM2.5க்கு 

வரம்பிலும் இருப்பலதக் காடட்ுகின்றன. 21.8 µg/m3 முதல் 31.78 µg/m3 வலரயிலும், PM10 

47.72 µg/m3 முதல் 68.25 µg/m3 வலரயிலும், PM2.5 க்கு 21.86 µg/m3 முதல் 32.1 வலரயிலும் 

உள்ளன. ஒவ்வவாரு வழக்கிலும் சட்ட வரம்புகளுக்குள். காற்று மாசுபாடல்டக் 

கடட்ுப்படுத்த சுரங்கத்தில் டமற்வகாள்ளப்பட்ட தணிப்பு நடவடிக்லககள் கீடழ 

வகாடுக்கப்படட்ுள்ளன. 

 துலளயிடும் வசயல்பாட்டில் ஈரமான துலளயிடுதல் நலடமுலறப்படுத்தப்படும். 

 கனிமம் எடுத்து வசல்லும் சாலலகள் மற்றும் ஏற்றுதல் டபான்றவற்றில் தண்ணீர ்

வதளித்தல் வசய்யப்படும். 

 சுரங்கத் வதாழிலாளரக்ளுக்கு தூசி முகமூடிகள் வழங்கப்படுகின்றன. 

 பாதுகாப்பு வலயத்தில் மூன்று அடுக்கு டதாட்டம். 

உற்பத்தியாளரின் விவரக்குறிப்புகளின்படி DG வதாகுப்புகள் அவ்வப்டபாது 

பராமரிக்கப்படும். 
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4.4 தாக்கங்களின் முக்கியத்துவத்லத மதிப்பீடு வசய்தல் (முக்கியத்துவத்லத 
தீர்மானிப்பதற்கான அளவுடகால்கள், முக்கியத்துவத்லத ஒதுக்குதல்).  
4.4.1. இலரசச்ல் சூழல் 

டதாண்டுதல், துலளயுடுதல், ஏற்றுதல் மற்றும் டபாக்குவரத்து ஆகியலவ சுரங்க 

வசயல்பாடு மற்றும் வதாடரப்ுலடய வசயல்பாடுகளின் டபாது சத்தத்லத உருவாக்கும் 

முக்கிய ஆதாரம். டீசல் வெனடரட்டரின் வசயல்பாட்டின் காரணமாக இலடவிடாத சத்தம் 

உருவாகிறது. 

4.4.2 சுரங்க நடவடிக்லக காரணமாக குத்தலக பகுதியில் ஒலி அளவுகள் இருக்கலாம் 

வ.எண் மூலப் வபயர்  இலரசச்ல் அளவு db(A) 
1 டீசல் வெனடரட்டர ் 90 

2 டதாண்டுதல்  வசயல்பாடு 86 

3 லாரிகள் இயக்கம் 82 

4 துலளயிடுதல் 96 

5 வவடித்தல் 102 

சுரங்க குத்தலக பகுதிக்குள் உருவாக்கப்படும் சத்தம் மடட்ுப்படுத்தப்படும் என்றும், 

இலடயக மண்டலத்தில் சத்தத்தின் அதிகமான விலளவு எதுவும் இருக்காது என்றும் 
எதிரப்ாரக்்கப்படுகிறது. இயந்திரங்களின் தீவிர பராமரிப்பு மூலம் இலரசச்ல் அளவு 
வரம்புக்கு கீடழ பராமரிக்கப்படும். சுரங்க நடவடிக்லகயின் டபாது இலரசச்ல் அளலவக் 
குலறக்க தூசி பிரிதவ்தடுக்கும் கருவியுடன் ஈரமான துலளயிடல் 
பயன்படுத்தப்படுகிறது. 
குத்தலக பகுதி மற்றும் அருகிலுள்ள கிராமங்களான  அரசானிபாலி, சித்தலப்பக்கம், 
ஏழசட்சரி, பாவூர,் புன்லன கிராமங்களில் ஒலி அளவுகள் அளவிடப்பட்டன. மதிப்புகள் 
கீடழ வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண  4.4 கண்காணிப்பு இடங்களில் இலரசச்ல் நிலலகள் 

வ.எண் இடம் 

சுரங்க குத்தலக 
பகுதியிலிருந்து 

தூரம் மற்றும் திலச 

பகல் 
சமமான 
(dBA இல்) 

இரவு 
சமமான 
(dBA இல்) 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

லமயபகுதி 43.8 38.6 

2 அரசானிபாலி 0.71 கிமீ, வதன்கிழக்கு 48.1 37.7 

3 சித்தலப்பக்கம் 1.17 கிமீ, கிழக்கு  46.1 37.7 

4 ஏழசட்சரி 1.27 கிமீ, வடடமற்கு 47.3 38.3 

5 பாவூர ் 2.36 கிமீ, வதன்டமற்கு 49.1 39.8 

6 புன்லன 1.98 கிமீ, வதற்கு 45.4 44.1 

இலரசச்ல் அளவுகள் MoEF & CC வரம்புகளுக்குள் 70 dB(A) டவலல வசய்யும் பகுதி மற்றும் 

இலடயகப் பகுதிகளில், மதிப்புகள் 75 dB(A) வரம்பிற்குக் கீடழ இருக்கும். டமடல 

குறிப்பிடட்ுள்ள இடங்களுக்கும் குடியிருப்புப் பகுதி விதிமுலறகள் பரிசீலிக்கப்பட்டதால், 

சுரங்கச ்வசயல்பாட்டின் டபாது சுரங்க குத்தலகப் பகுதி வதாழில்துலறப் பகுதி/குவாரிப் 

பகுதியாகக் கருதப்படும், அதற்கான DGMS விதிமுலறகள் 85 dB(A)/CPCB வழிகாடட்ுதல்கள் 

75 dB(A). 
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4.4.3 சுரங்கத்தால் ஏற்படும் சத்தத்தின் தாக்கம் 

குத்தலக பகுதிக்கு உள்டளயும் வவளிடயயும் கனிமங்கலள துலளயிடுதல், வவடிக்கச ்

வசய்தல் மற்றும் வகாண்டு வசல்வது டபான்ற வசயல்பாடுகளால் சுரங்கத்தில் சத்தம் 

உண்டாகிறது. 

 DGMS (சுரங்கப் பாதுகாப்பு வபாது இயக்குநரகம்) வரம்புகளின்படி, 8 மணிடநர 

வவளிப்பாடு காலத்திற்கு ஏற்றுக்வகாள்ளக்கூடிய இலரசச்ல் அளவு 85 dB(A) ஆகும். 

 உரத்த சத்தத்லத வவளிப்படுத்துவது உயர ்இரத்த அழுத்தம், இதய டநாய், தூக்கக் 

கலக்கம் மற்றும் மன அழுத்தத்லதயும் ஏற்படுத்தும். ஒலி மாசுபாடு 

வனவிலங்குகளின் ஆடராக்கியத்லதயும் நல்வாழ்லவயும் பாதிக்கிறது. 

 பரிந்துலரக்கப்பட்ட வரம்புகலள மீறும் சத்தம் அசாதாரணமான சத்தம் 

உணரத்ல், டின்னிடஸ் டபான்ற குலறபாடுகலள ஏற்படுத்தும். 

4.5. தணிப்பு நடவடிக்லககள் 

4.5.1 சத்தம்அளலவக்கட்டுப்படுத்துவதற்கானதணிப்புநடவடிக்லககள் 

 மூலத்திற்கும் ஏற்பிக்கும் இலடடய உள்ள தூரம் அதிகரிக்கும் டபாது, 

இலரசச்ல் அளவு குலறகிறது. எனடவ, இயற்லகயாக குலறவு ஏற்படும். 

 குத்தலகப் பகுதியின் சுற்றளவில் பசுலமப் பட்லடலய உருவாக்க 

முன்வமாழிபவர ்திட்டமிட்டுள்ளார.் 

 சத்தம் எழுப்புவலதக் கட்டுப்படுத்த சம்பந்தப்பட்ட அலனதத்ு 

உபகரணங்களும் /இயந்திரங்களும் / டிப்பரக்ளும் முலறயாகப் 

பராமரிக்கப்படும். 

 சம்பந்தப்பட்ட ஊழியரக்ளுக்கு வழக்கமான சுகாதார பரிடசாதலனகலள 

நடத்துதல். 

 ஊழியரக்ள் வவளிப்படும் டநரத்லதக் குலறப்பதற்காக ஷிப்டுகளில் 

பணிபுரியச ்வசய்யப்படுவாரக்ள். 

 அலனத்து ஊழியரக்ளுக்கும் காது வசருகிகலள வழங்குதல். 

 முடிந்தவலர பசல்ச சுவரக்ள்/வலலகலள வழங்குதல் 

இந்த நடவடிக்லககலள டமற்வகாள்வதன் மூலம், அடிப்பலட மதிப்பு குலறவாக 

இருப்பதால், MoEF & CC வரம்புகளுக்குள் இலரசச்ல் அளவுகள் நன்கு பராமரிக்கப்படும். 
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4.5.2. அதிர்வுகாரணமாக ஏற்படும் பாதிப்புகள் 

பின்வரும் வசயல்பாடுகள் காரணமாக நிலத்தில் மிகக் குலறவான அதிரவ்ு இருக்கும். 

 வவடிப்பு காரணமாக 

 துலள இடுதல் காரணமாக 

 இயந்திரங்களின் இயக்கம் காரணமாக 

தாக்கங்கள் 

 குத்தலக பகுதிக்குள் பணிபுரியும் நபரக்ளால் மடட்ுடம அதிரவ்ு உணரப்படும் 

என்றாலும், அது வபாதுவாக விரும்பத்தகாதது. 

 அதிரவ்ு ஃப்லளராக்லஸயும் ஏற்படுத்தலாம். 

 குத்தலக பகுதியில் உள்ள பறலவகள் மற்றும் சிறு பூசச்ிகலள இது  

பயமுறுத்தலாம் இருப்பினும் குறுகிய காலத்திற்கு மடட்ுடம உணரப்படும். 

தணிப்பு நடவடிக்லககள் 

 DG வசட் கல் வதாகுதிகளால் வசய்யப்பட்ட ஒலி அலடப்புக்குள் லவக்கப்படும். 

 ததுலலப்பான்கள் கூரல்மயான பிட்களுடன் வபாருத்தப்பட்டிருக்கும் மற்றும் 

ஈரமான துலளயிடல் ஏற்றுக்வகாள்ளப்படும். 

 இலரசச்ல் அளலவக் குலறக்க சுரங்கத்திற்கு நன்கு திட்டமிடப்பட்ட பசல்ச 

வலளயம் முன்வமாழியப்பட்டது. 

 பாலற வவடிப்புக்கு முன் முலறயான எசச்ரிக்லக அலமப்பு பின்பற்றப்படும் 

மற்றும் வவடிப்பதற்கு முன் பகுதியின் அனுமதி உறுதி வசய்யப்படும். 

 இலரசச்ல் அளலவக் குலறக்க இயந்திரங்கள் மற்றும் வாகனங்களின் 

வழக்கமான பராமரிப்பு டமற்வகாள்ளப்படும். 

 இலரசச்லலத் வதாழில் ரீதியாக வவளிப்படுத்தும் வதாழிலாளரக்ளால் காது 

மஃப்லஸப் பயன்படுத்துதல். 

 வலரயறுக்கப்பட்ட அளவில் வவடிப்லப டமற்வகாள்வது மதியம் 12:00 முதல் 

மதியம் 2:00 மணி வலர மடட்ுடம. 

 DGMS மற்றும் MOEF & CC பரிந்துலரத்தபடி தரநிலலக்குள் உசச் துகள் டவகத்லத 

பராமரிப்பதன் மூலம் பறக்கும் பாலற மற்றும் அதிரவ்ுகலள கடட்ுப்படுத்துதல். 

 குலறந்த ஆழத்தில் ொக்ொம்மர ்துலளயிடுதல் மற்றும் வவடித்தல் ஆகியலவ 

குலறந்தபட்ச வவடிமருந்துகலளப் பயன்படுத்தி டமற்வகாள்ள 

உதட்தசிக்கப்படட்ுள்ளது. 

 திறலமயான மற்றும் சட்டப்பூரவ் ஃடபாரட்மன்/ சுரங்க டமலாளரால் வவடிப்லப 

டமற்பாரல்வ வசய்தல். 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்169இன்226 

 

4.5.3. சமூக வபாருளாதார தாக்கம் 

குத்தலக பகுதி பட்டா  நிலமாகும். CER நடவடிக்லககளுக்காக INR 10,00,000 வசலவழிக்க 

முன்வமாழிபவர ்திட்டமிடட்ுள்ளார.் 

4.5.4 வதாழில் ஆடராக்கியம் 

பல்டவறுசுரங்கநடவடிக்லககளால்மனிதர்களுக்குஏற்படும்பாதிப்புகள் 

முன்வமாழியப்பட்ட சுரங்கத்தின் காரணமாக வதாழில்சார ் ஆபத்து டதாண்டுதல், 

வவடித்தல், அகழ்வு மற்றும் டபாக்குவரத்து காரணமாக இருக்கலாம். வமாத்தம் 25 

வதாழிலாளரக்ள் சுரங்க நடவடிக்லகயில் ஈடுபடுவாரக்ள். சுரங்கச ் வசயல்பாடு 

பின்வரும் சுரங்கத் வதாழிலாளரக்ளுக்கு பல்டவறு உடல்நலப் பிரசச்ிலனகலள 

ஏற்படுத்தலாம்: 

 துலளயிடுதல், கல் வவடட்ுதல், அளவு மற்றும் டபாக்குவரத்து ஆகியவற்றின் 

டபாது உருவாகும் தூசி சிலிக்டகாசிஸ், ஆஸ்துமா, காசடநாய் மற்றும் பிற சுவாச 

நுலரயீரல் டகாளாறுகள் டபான்ற உடல்நலப் பிரசச்ிலனகலள ஏற்படுத்தலாம். 

  வதாழிலாளரக்ள் அதிக எலட தூக்குவதால் லக, கால்கள் மற்றும் முதுகில் 

காயங்கள் ஏற்படலாம். 

  சுரங்க நடவடிக்லகயின் டபாது ஏற்படும் சத்தம் சத்தம் தூண்டப்பட்ட 

வசவித்திறன் இழப்லப (NIHL) ஏற்படுத்தலாம். 

அட்டவலண 4.5 பல்டவறு சுரங்க நடவடிக்லககளால் மனிதர்களுக்கு 

ஏற்படும் பாதிப்புகள் 

வ.எண். வசயல்பாட்டின் வலக தாக்கம் 

1 

துலளயிடுதல் மற்றும் 

வவடிப்பதால் தூசி 

உருவாகிறது 

தூசியின் வதாடரச்ச்ியான வவளிப்பாடு 

நிடமானியா, காசடநாய், வாத மூடட்ுவலி 

மற்றும் பிரிவு அதிரவ்ுகலள 

ஏற்படுத்துகிறது 

2 

துலளயிடுதல் மற்றும் 

வவடிப்பதால் சத்தம் 

உருவாக்கம் 

தூக்கமின்லம, உயர ் இரத்த அழுத்தம் 

மற்றும் இதய டநாய்கள் ஆகியலவ 

குறுகிய கால பாதிப்பாக இருக்கும் .நீண்ட 

கால வவளிப்பாடு பகுதி அல்லது நிரந்தர 

காது டகளாலமக்கு வழிவகுக்கும் 

3 எதிரப்ாராத விபத்துகள் 

முலறயற்ற சுரங்க முலறகளால் ஈ 

பாலறகள், விரிசல்கள் அல்லது பிளவுகள் 

ஆகியலவ அபாயங்களில் அடங்கும் 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்170இன்226 

 

தணிப்புநடவடிக்லககள் 

 சுரங்கத ் வதாழிலாளிக்கு தூசி உள்ளிழுப்பலதக் குலறக்க டஸ்ட் மாஸ்க் 

வழங்கப்படும். 

  ஒரு நாலளக்கு இரண்டு முலற தண்ணீர ்வதளிப்பது,  கனிமம் எடுத்து வசல்லும் 

சாலலகள், அருகில் உள்ள குவாரி குழி மற்றும் சாலலகளில் தப்பிக்கும் தூசி 

உமிழ்லவக் குலறக்க நலடமுலறயில் உள்ளது. 

  வவட் டிரில்லிங் மற்றும் டஸ்ட் எக்ஸ்ட்ராக்டர ் மூலம் துலளயிடுதல் பயிற்சி 

வசய்யப்படும். 

  இலரசச்ல் அதிகம் உள்ள பகுதியில் பணிபுரியும் வதாழிலாளரக்ளுக்கு காது மப்ஸ் 

வழங்கப்படும். 

  சுரங்கத் தளம் முதலுதவி வசதிகளுடன் வழங்கப்படும் மற்றும் முழு சுரங்கத் 

வதாழிலாளரக்ளும் அலத அணுகலாம். 

  சுரங்கத் வதாழிலாளரக்ளுக்கு சுரங்க நடவடிக்லககளில் பாதுகாப்பு 

நலடமுலறகள் பற்றி நன்கு பயிற்சி அளிக்கப்படும். 

  சுரங்க விதிகள், 1955 இன் படி, பணியாளரக்ளின் ஆரம்ப நிலல மற்றும் குறிப்பிட்ட 

கால இலடவவளியில், திட்ட ஆதரவாளரால் வழங்கப்பட்ட தகுதி வாய்ந்த மருத்துவ 

அதிகாரிகள் குழுவால் மருத்துவ பரிடசாதலன வசய்யப்படும். 

  அருகிலுள்ள கிராமப்புற மக்களில் வதாழில்சாரந்்த டநாய்கள் மற்றும் சிறு 

டநாய்கலளக் கண்டறிவதற்காக வழக்கமான மருத்துவ பரிடசாதலன முகாம்கள் 

ஏற்பாடு வசய்யப்படும். 

  அவரக்ளின் கடுலமயான மற்றும் நாள்பட்ட டநாய்க்கான சிகிசல்சக்கான இலவச 

பரிடசாதலன மற்றும் மருந்து குத்தலகதாரரால் வழங்கப்படும். டிஜிஎம்எஸ் படி 

அவ்வப்டபாது மருத்துவ பரிடசாதலன நடத்துதல். 

  சுரங்க அலுவலகத்தில் அலனத்து முதலுதவி வபட்டிகளும் கிலடக்கச ்வசய்தல். 

  தீலய அலணக்கும் கருவிலய இடத்தில் லவத்திருத்தல். 

  எதிரப்ாராத நிகழ்வுகலள எவ்வாறு லகயாள்வது என்பது குறித்து 

ஊழியரக்ளுக்குக் கற்பித்தல். 

  சுரங்க அலுவலகத்தில் அவசரத் வதாடரப்ு எண்கள் அடங்கிய தகவலல 

இடுலகயிடுதல். 

  இந்த அலனத்து நடவடிக்லககலளயும் டமற்வகாள்வதன் மூலம், குவாரியில் 

பணிபுரியும் ஊழியரக்ளின் பாதுகாப்பு உறுதி வசய்யப்படும். 
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4.5.5 கழிவு டமலாண்லம 

திடக் கழிவுகள் 

டதாண்டிவயடுக்கப்பட்ட முழுப் வபாருடக்ளும் பயன்படுத்தப்படுவதால், இந்தத் திட்டத்தில் 

திடக்கழிவு உற்பத்தி இருக்காது. இருப்பினும், நிரவ்ாக நடவடிக்லககளில் இருந்து உருவாகும் 

திடக்கழிவுகள் (MSW) முலறயாக டசகரிக்கப்படட்ு, அரசிடம் அகற்றப்படும். 

அங்கீகரிக்கப்பட்ட யாரட்ுகள் / மறு சுழற்சிகள் / அகற்றுபவரக்ள். 

திரவக் கழிவுகள் 

இந்த சுரங்கத்தில் இருந்து வவளிடயற்றும் வசயல்முலற எதுவும் இல்லல. அதனால் திரவக் 

கழிவுகள் உருவாகாது. கழிவு நீர ் அதாவது 1.0 KLD வசப்டிக் டடங்க் வழியாக 

வவளிடயற்றப்படும். 

அபாயகரமான கழிவுடமலாண்லம 

இந்த திட்டத்தில் பின்வரும் டமலாண்லம நலடமுலறகள் பின்பற்றப்படும்: 

குவாரி வசயல்பாட்டில், அபாயகரமான கழிவுகளின் ஆதாரம் இயந்திர பராமரிப்பு 

நடவடிக்லககளான கழிவு எண்வணய்/ கழிவு லூப்ரிகண்டுகள் / பயன்படுத்திய வடிகட்டிகள் 

/ பயன்படுத்தப்பட்ட லெட்ராலிக் வபாருள்கள். கூறப்படும் அபாயகரமான கழிவுகள் மிகக் 

குலறந்த அளடவ உள்ளன, அலவ மூல மட்டத்தில் முலறயாக டசகரிக்கப்படட்ு, ஊடுருவாத 

டசமிப்புக் கூடங்களில் டசமிக்கப்படட்ு, அபாயகரமான கழிவு (எல்லல தாண்டிய இயக்கம்) 

டமலாண்லம விதிகள், 2016 இன் படி அகற்றப்படும். 

பிளாஸ்டிக்கழிவுகள் 

பிளாஸ்டிக் வபாருடக்ளின் பயன்பாடல்ட தலட வசய்வது வதாடரப்ாக GO(Ms)No.84 இன் படி 

தமிழ்நாடு அரசு வழிகாடட்ுதலின்படி தளத்தில் ஒருமுலற பயன்படுத்தும் பிளாஸ்டிக் மற்றும் 

தூக்கி எறியப்படும் பிளாஸ்டிக்குகள் தலடவசய்யப்படும். மக்கும் வபாருள் அல்லது மீண்டும் 

பயன்படுத்தக்கூடிய வபாருடக்லளப் பயன்படுத்த ஊழியரக்ள் ஊக்குவிக்கப்படுவாரக்ள். 

*****  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அத்தியாயம் - 5 

மாற்றுகளின் பகுப்பாய்வு (வதாழில்நுட்பம் மற்றும் தளம்) 

5.1 மாற்று வதாழில் நுட்பம். 

சுரங்கத் வதாழில்நுட்பமானது வதாழில்நுட்பத்தில் எந்த மாற்றமும் இல்லாமல் ஒற்லற-

ஷிப்ட் வசயல்பாட்டில் இயந்திரமயமாக்கப்பட்டது. டிஜிஎம்எஸ் விதிமுலறகளின்படி 

டமற்வகாள்ளப்படும். மாற்று வதாழில்நுட்பம் பயன்படுத்தப்படாது. பயன்படுத்தப்படும் 

வதாழில்நுட்பத்தின் விவரங்கள் அத்தியாயம் 2 இல் வகாடுக்கப்படட்ுள்ளன. 

5.2 ஒவ்வவாரு மாற்றின் பாதகமான தாக்கங்களின் சுருக்கம். 

திட்ட ஆதரவாளர,் தமிழ்நாடு சிறு கனிமச ்சலுலக விதிகள், 1959 விதி19, 41 & 42 இன் கீழ் 

சுரங்கத் திட்டத்லதத் தயாரித்துள்ளார,் டமலும் இதற்கு திருவண்ணாமலல புவியியல் 

மற்றும் சுரங்கத் துலற துலண இயக்குநரால்),  Rc.No. 429/கனிமம்/ 2023 டததி; 29.11.2023 

மூலம் ஒப்புதல் அளிக்கப்படட்ுள்ளது. 

 வன நிலம் அல்லது பிற சுற்றுசச்ூழல் உணரத்ிறன் இடங்கள் இல்லல. 

 முன்வமாழியப்பட்ட சுரங்கத ் தளம் வபாருத்தமான இறுதிப் பயன்பாட்டிற்காக 

கனிமத்தின் நிகழ்வின் அடிப்பலடயில் டதரந்்வதடுக்கப்படுகிறது. 

எனடவ மாற்று இடம் டதட டவண்டிய அவசியமில்லல 

5.3 முன்வமாழியப்பட்ட தடுப்பு நடவடிக்லகக்கான மாற்று வதாழில் நுட்பம். 

சுரங்கத ் வதாழில்நுட்பமானது, வதாழில்நுட்பத்தில் எந்த மாற்றமும் இல்லாமல் ஒற்லற-

ஷிப்ட் வசயல்பாட்டில் திறந்தவவளி இயந்திரமயமாக்கப்பட்டது. டிஜிஎம்எஸ் 

விதிமுலறகளின்படி குவாரி நவடிக்லககள் டமற்வகாள்ளப்படும். மாற்று வதாழில்நுட்பம் 

பயன்படுத்தப்படாது. பயன்படுத்தப்படும் வதாழில்நுட்பத்தின் விவரங்கள் அத்தியாயம் II 

இல் வகாடுக்கப்படட்ுள்ளன. 

5.4 மாற்று தளம். 

சுரங்கத ்திட்டங்களுக்கு மாற்று இடத்லதத் டதரந்்வதடுப்பது அவசியமில்லல, ஏவனனில் 

சுரங்கமானது குறிப்பிட்ட தளம் மற்றும் சுரங்கம் டமற்வகாள்ளப்படும் பகுதி கனிம இருப்பு 

டபாதுமானதாக நிரூபிக்கப்படட்ுள்ளது. வடபாசிட் அணுகல் மற்றும் டமம்பாட்டிற்கான 

நல்ல உள்கட்டலமப்பு வசதிகலளயும் வகாண்டுள்ளது. 

சுரங்கத ் வதாழில்நுட்பமானது, வதாழில்நுட்பத்தில் எந்த மாற்றமும் இல்லாமல் ஒற்லற-

ஷிப்ட் வசயல்பாட்டில் திறந்தவவளி இயந்திரமயமாக்கப்பட்டது. டிஜிஎம்எஸ் 

விதிமுலறகளின்படி குவாரி பணி டமற்வகாள்ளப்படும். மாற்று வதாழில்நுட்பம் 

பயன்படுத்தப்படாது. பயன்படுத்தப்படும் வதாழில்நுட்பத்தின் விவரங்கள் அத்தியாயம் II 

இல் வகாடுக்கப்படட்ுள்ளன. 

***** 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
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அத்தியாயம் - 6 

சுற்றுச ்சூழல் கண்காணிப்பு திட்டம் 

6.1 தணிப்பு நடவடிக்லககளின் வசயல்திறலனக் கண்காணிப்பதற்கான 
வதாழில்நுட்ப அம்சங்கள் (அளவீடுகள், முலறகள், அதிர்வவண் இருப்பிடத் தரவு 
பகுப்பாய்வு, அட்டவலணப்படுத்தப்பட்ட அறிக்லககள் ரசீது அட்டவலணகள்) 

6.1.1. சுற்றுசச்ூழல் கண்காணிப்பு 

வசயல்படுத்தப்பட்ட கடட்ுப்பாடட்ு நடவடிக்லககளின் வசயல்திறலன அளவிட 
கண்காணிப்பு வசய்யப்படுகிறது. திட்டச ் வசயல்பாட்டின் டபாது சுற்றுசச்ூழலின் 
நிலலலய மதிப்பிடுவதற்கு காற்று, நீர,் சத்தம் மற்றும் மண் சூழல்கள் டபான்ற பல்டவறு 
சுற்றுசச்ூழல் அளவுருக்களின் வழக்கமான கண்காணிப்பு டதலவப்படுகிறது. 
திட்டத்தின் வசயல்பாட்டின் டபாது பல்டவறு அளவுருக்கலள கண்காணிக்க 
காலவரிலசயுடன் ஒரு அட்டவலண வடிவலமக்கப்படட்ுள்ளது. MoEF & CC மற்றும் 
தமிழ்நாடு மாநில மாசுக்கடட்ுப்பாடட்ு வாரியத்தின் அடிப்பலடயில் அட்டவலண 
வடிவலமக்கப்படட்ுள்ளது. SEIAA/TNPCB/MoEF&CC அல்லது பிற சட்டப்பூரவ் அலமப்புகள் 
ஏடதனும் கூடுதல் அளவுரு/காரணியின் கண்காணிப்லபக் டகாரினால், அதுவும் 
வசய்யப்படும். 
முன்வமாழியப்பட்ட குவாரி ஒரு சிறிய குவாரி ஆகும். எனடவ சுற்றுசச்ூழல் வதாடரப்ான 
நடவடிக்லககளுக்கு சுரங்கப் வபாறுப்பாளர ் வபாறுப்டபற்க டவண்டும். டதரத்ல் 
ஆலணயத்லதப் வபற்ற பிறகு, டதரத்ல் ஆலணயத்தில் குறிப்பிடப்படட்ுள்ள 
நிபந்தலனகள் கண்டிப்பாகப் பின்பற்றப்படும். நிபந்தலனகலள 
நலடமுலறப்படுத்துவதற்கு சுரங்கப் வபாறுப்பாளர ் வபாறுப்டபற்க டவண்டும். EC 

இணக்க அறிக்லகயும் அவ்வப்டபாது சமரப்்பிக்கப்படும். 
 

6.1.2 சுற்றுசச்ூழல் கண்காணிப்பின் டநாக்கங்கள் 

சுற்றுசச்ூழல் கண்காணிப்பின் டநாக்கங்கள் பின்வருமாறு. 

 காற்று மற்றும் நீர ்மாதிரிகலள கண்காணித்தல் மற்றும் பகுப்பாய்வு வசய்தல். 

  கடட்ுப்பாடு மற்றும் பாதுகாப்பு நடவடிக்லககலள வசயல்படுத்துதல். 

 திட்டம் மற்றும் வவளி நிறுவனங்களுடன் சுற்றுசச்ூழல் வதாடரப்ான 

வசயல்பாடுகலள ஒருங்கிலணத்தல். சுற்றியுள்ள கிராமங்களில் உள்ள 

வதாழிலாளரக்ளின் சுகாதாரம் மற்றும் மக்கள் வதாலக பற்றிய 

புள்ளிவிவரங்கலள டசகரித்தல் .பசுலம படல்ட டமம்பாடு டபான்றலவ. 

  சுற்றுசச்ூழல் டமலாண்லமத் திட்டத்தின் வசயல்பாட்டின் முன்டனற்றத்லதக் 

கண்காணித்தல். 

 திட்டப் பகுதிகளிலும் அலதச ் சுற்றியுள்ள பகுதிகளிலும் ஒலி உருவாக்கத்லதக் 

கண்காணித்தல். 
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 கழிவு நீர ்சுத்திகரிப்பு மற்றும் திடக்கழிவுகலள அகற்றுவலத கண்காணித்தல். 

  பல்டவறு சுற்றுசச்ூழல் மாசுபாடுகளுக்கான மாதிரி/பரிடசாதலனக்கு ஆய்வகம் 

வபாருத்தமானதாக இருக்கும். 

6.1.3 சுற்றுசச்ூழல் கண்காணிப்பு அட்டவலண 

சுற்றுசச்ூழல் டமலாண்லமத் திட்டத்தின் வசயல்திறலன மதிப்பிடுவதற்கு, முக்கியமான 

சுற்றுசச்ூழல் அளவுருக்கள் வதாடரந்்து கண்காணிக்கப்படும். வவவ்டவறு அளவுருக்கள் 

கண்காணிப்பின் அதிரவ்வண் அட்டவலண 6.1 இல் வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண 6.1 சுற்றுசச்ூழல் கண்காணிப்பு  
வரிலச 

எண் 

சுற்றுசச்ூழல் 
பண்பு 

கண்காணிக்க டவண்டிய 
அளவுருக்கள் 

கண்காணிப்பு இடங்கள் 

1 காற்று 

SPM, PM-10, PM-2.5, SO2 மற்றும் NOx 
க்கான காற்றின் தரம் 

24 மணி டநர சராசரி 
மாதிரிகள் 3 மாதங்களுக்கு ஒரு 
முலற 

2 நீர ்

வபாது, உடல் மற்றும் இரசாயன 
அளவுருக்கள் 

பருவத்திற்கு ஒரு முலற 

3 சத்தம் 

Leq, Lmax, Lmin, Leq Day & Leq Night 

dB(A) 

8 மணி டநர சராசரி மாதிரிகள் 
3 மாதங்களுக்கு ஒருமுலற. 

4 நிலம் 

உடல் மற்றும் டவதியியல் 
பண்புகள் 

பருவத்திற்கு ஒரு முலற 

 

6.1.4 இடம் 

டமடல குறிப்பிடப்பட்ட சுற்றுசச்ூழல் அளவுருக்கள் கண்காணிப்பு வபாருத்தமான மற்றும் 

உணரத்ிறன் பகுதிகளில் வசய்யப்படும். கண்காணிப்பின் சரியான இடம் படம் - 3.5, 3.11, 

3.13& 3.14 என வகாடுக்கப்படட்ுள்ளது. 

6.1.5 அளவீட்டுமுலற 

(a) சுற்றுப்புறகாற்றின்தரம் 

சுற்றுப்புற காற்றின் தரம் SO2, NOx, PM10 மற்றும் PM2.5 ஆகியவற்றிற்கு 

கண்காணிக்கப்படும். அதிக அளவு காற்று மாதிரிகள் மற்றும் சுவாச தூசி மாதிரிகள் 

டபான்ற கருவிகள் இந்த டநாக்கத்திற்காக பயன்படுத்தப்படும். இந்த அளவுருக்கள் முன்பு 

கண்காணிப்பு அட்டவலணயில் குறிப்பிடப்பட்டபடி கண்காணிக்கப்படும். 
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 (b) நீரின்தரம் 

நீரின் தர பகுப்பாய்வு காலாண்டுக்கு ஒருமுலற வசய்யப்படும் மற்றும் 

கண்காணிக்கப்படும் அளவுருக்களில் SPCB அவ்வப்டபாது குறிப்பிடும் pH, வவப்பநிலல, 

TDS டபான்றலவ அடங்கும். 

(c) இலரசச்ல் கண்காணிப்பு 

பணிசச்ூழலில் சத்தம் அளவு கண்காணிக்கப்படும், முக்கியமாக எல்லல மற்றும் சுரங்கப் 

பகுதிலயச ்சுற்றியுள்ள சத்தத்லத உருவாக்கும் ஆதாரங்கள். 

(d) பசுலம மண்டலம் மற்றும் காடுகள் நிலறந்த பகுதிகள் 

மரக்கன்றுகளின் வசயல்திறன் மற்றும் உயிரவ்ாழும் விகிதத்திற்காக பசுலம படல்டயின் 

வதாடரச்ச்ியான கண்காணிப்பு மற்றும் கண்காணிப்பு வசய்யப்படும். வாடச் ் மற்றும் 

வாரட்ு பணியாளரக்ள் டதாட்டத்லத முலறயாக பாதுகாப்பாரக்ள். உரம் இடுவதற்கும், நீர ்

பாய்சச்ுவதற்கும் கால அட்டவலணயில் ஏற்பாடு வசய்யப்படும். 

(e) சமூக-வபாருளாதாரம் 

அத்தியாயம்-3 இல் லமய மற்றும் இலடயக மண்டலத்தின் சமூக-வபாருளாதார 

விவரங்கள் விவரிக்கப்படட்ுள்ளன. 

6.1.6 தணிப்பு நடவடிக்லககளின் வசயல்திறலனக் கண்காணிப்பதற்கான 
வதாழில்நுட்ப அம்சங்கள்; 

டமற்கண்ட கண்காணிப்பு அட்டவலண அவ்வப்டபாது பின்பற்றப்படும். தரவுகலள 

டசகரித்த பிறகு, வபறப்பட்ட தரவுகலள சுரங்கப் வபாறுப்பாளர ் ஆய்வு வசய்வார.் 

இவ்வாறு வபறப்பட்ட தரவுகள் பிராந்திய அலுவலகமான MoEF&CCக்கு சமரப்்பிக்கப்பட்ட 

EC இணக்க அறிக்லகயில் இலணக்கப்படும். அளவீடட்ு முலறகள் CPCB/BIS/MoEF&CC/DGMS 

விதிமுலறகளின்படி இருக்கும். 

6.1.7 அவசரகால நலடமுலறகள் 

சுற்றுசச்ூழல் நிலலலமகள் காரணமாக ஏடதனும் அவசரநிலல ஏற்பட்டால், சுரங்கப் 

வபாறுப்பாளர ் உடனடியாக உயரம்ட்ட நிரவ்ாகத்திடம் புகாரளிப்பார ் மற்றும் MoEF&CC/ 

SPCB/ DGMS விதிமுலறகளின்படி அவசரகால பதிலளிப்பு வநறிமுலற வசயல்படுத்தப்படும். 
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6.1.8 உருவாக்கப்பட டவண்டிய அறிக்லககள் 

டபாதுமான சுற்றுசச்ூழல் டமலாண்லமத் திட்டத்லத உருவாக்கும் வலகயில், திட்ட 
ஆதரவாளர ் ஒவ்வவாரு டசாதலனயின் பதிவுகலளயும் அதன் விளக்கத்லதயும் 
பராமரிப்பார.் திட்ட ஆதரவாளரால் பராமரிக்க திட்டமிடப்பட்ட பதிவுகளின் வதாகுப்பு 
கீடழ அட்டவலண 6.2 இல் வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண 6.2 PP  ஆல் பராமரிக்கப்பட டவண்டிய முக்கியமான பதிவுகள் 

வ.எண். விவரங்கள் 

1 காற்று, நீரம்ற்றும்மண்ணுக்கானகண்காணிப்புமுடிவுகள். 

2 சரிவுடதால்வி, நிலஅரிப்புமற்றும்வடிகால்பற்றியபதிவுகள். 

3 டதாட்டபதிவுகள் 

4 சுற்றுசச்ூழல்மற்றும்வதாடரப்ுலடயதரநிலலகள்/விதிமுலறகள் 

5 சட்டரீதியானஒப்புதல்கள், ஒப்புதல்கள்வதாடரப்ானபதிவுகள். 

6 காலமுலறமருத்துவபரிடசாதலன  ) PME) பதிவுகள். 

7 புகாரப்திவு  ) சுற்றுசச்ூழல்மாசுபாடு( 

8 நீரம்ற்றும்மின்சாரநுகரவ்ுபற்றியபதிவுகள் 

9 குறிப்பிட்டகாலமுன்டனற்றபதிவுகள். 

10 சுற்றுசச்ூழல்வசலவுகள்பதிவுகள் 

6.1.9 விரிவான பட்வஜட் மற்றும் வகாள்முதல் அட்டவலணகள் 

சுற்றுசச்ூழல் கண்காணிப்புக்கு திட்டமிடப்பட்ட படவ்ெட் கீடழ வகாடுக்கப்படட்ுள்ளது. 

அட்டவலண6.3 – சுற்றுசச்ூழல் டமலாண்லம திட்ட வசலவு 

****** 

வ.எண் வசலவுதிட்டமிடப்படட்ுள்ளது 
மூலதனவசலவுவதாலக 

(INR) 

வதாடரவ்சலவு/  
ஆண்டு 

வதாலக (INR) 
1 காற்றின் தரமாதிரி 10,04,000 11,28,000 

2 சத்தம் கண்காணிப்பு 50,000 5,47,000 

3 நீரத்ர மாதிரி 2,39,000 2,45,000 

4 

EC, சுரங்கத் திட்டம் & DGMS 
நிபந்தலனலய 
வசயல்படுத்துதல் 

16,64,000 
12,48,00 

 

5 காடுவளரப்்பு 4,20,000 60,000 

 கூடுதல்முக்கியEMP வசலவுகள் 5,50,000 10,000 

வமாத்தம் 39,27,000 32,38,000 
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அத்தியாயம்-7 

கூடுதல் படிப்புகள் 

இந்த EIA / EMP அறிக்லகக்கான கூடுதல் ஆய்வுகள் வசய்யப்பட்டன அதன் அறிலககள் 

பின்வருமாறு, 

 வபாது கலந்தாய்வு 

 இடர ்மதிப்பீடு 

 சமூக தாக்க மதிப்பீடு, R&R வசயல் திட்டங்கள் 

 ஒட்டுவமாத்த சுற்றுசச்ூழல் தாக்க மதிப்பீடட்ு ஆய்வு 

 ஒரு விளக்கமான லெட்டராஜியாலஜிக்கல் ஆய்வு  

 சாய்வு நிலலதன்லம திட்டம்  

7.1 வபாது ஆடலாசலன. 
இந்த வலரவு EIA/EMP அறிக்லகயானது, வபாது விசாரலண நலடமுலறகலள 

நடத்துவதற்கான திட்டமிடப்பட்ட டததி மற்றும் டநரத்லத இரண்டு உள்ளூர ்

வசய்தித்தாள்களில் 30 நாடக்ளுக்கு முன் அறிவித்த பிறகு, மாவட்ட ஆட்சியர ் மற்றும் 

மாநில மாசுக்கடட்ுப்பாடட்ு வாரிய அதிகாரிகள் மூலம் கட்டாய நலடமுலறகளின்படி 

வபாது ஆடலாசலனக்கு வவளிப்படுத்தப்படும். வபாது விசாரலணயின் டபாது 

பங்குதாரரக்ளின் கருத்துக்கள், கவலலகள் மற்றும் ஆட்டசபலனகள் பதிவு வசய்யப்படும். 

அலனத்து வபாது வினவல்களும், திட்ட முன்வமாழிபவர ் மற்றும் சம்பந்தப்பட்ட 

அதிகாரிகளின் டகள்விக்கான பதில்களும் பதிவு வசய்யப்படட்ு, தமிழ்நாடு SEIAA இன் 

ஒப்புதலுக்காக இறுதி EIA/EMP அறிக்லகயில் இலணக்கப்படும். 

7.2 இடர் மதிப்பீடு & டமலாண்லம. 
(a)டநாக்கங்கள் 

இடர ் மதிப்பீடு என்பது சுரங்க நடவடிக்லககளின் டபாது ஏற்படக்கூடிய சாத்தியமான 

அசச்ுறுத்தல்கள்/அபாயங்கள் அலடயாளம் காணப்பட்ட ஒரு முலறயாகும், இதனால் 

டபாதுமான இயந்திரங்கள்/உபகரணங்கள் முன்வனசச்ரிக்லகயாக கிலடக்கின்றன. 

சுற்றுசச்ூழல் இடர ் மதிப்பீட்டின் குறிக்டகாள்கள் பின்வருவனவற்றால் 

நிரவ்கிக்கப்படுகின்றன, இது இயற்லக டபரழிவுகலள தவிரத்்து: 

 தற்வசயலான நிகழ்வுகளின் நிகழ்தகலவக் குலறக்க டதலவயான வடிவலமப்பு 

பாதுகாப்பு நடவடிக்லககலள டமற்வகாள்ளும் வலகயில் அபாயகரமான 

பகுதிகலளக் கண்டறிதல். 

 நிறுவல்களின் சரியான வடிவலமப்பு மற்றும் அதன் கடட்ுப்படுத்தப்பட்ட 

வசயல்பாட்டின் மூலம் தடுக்கக்கூடிய சுற்றுசச்ூழல் டபரழிவின் சாத்தியமான 

பகுதிகலள அலடயாளம் காணுதல். 

 அவசரகால சூழ்நிலல அல்லது டபரழிவு நிகழ்வு ஏடதனும் இருந்தால், சுரங்க 

நடவடிக்லகயில் இருந்து நிரவ்கிக்க. 
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சுரங்க நடவடிக்லககளுடன் வதாடர்புலடய முக்கிய ஆபத்துகள் பின்வருமாறு 

 குவாரி வபஞ்ச ்சாய்வு டதால்வி 

 குவாரி ஓரங்கள் விழுந்ததால் விபத்து 

 இயந்திரங்களால் ஏற்படும் விபத்து 

 வவடிவபாருடக்ளால் விபத்து 

 வபரிய கற்கள் வவடட்ுதல், பிரித்தல் மற்றும் ஏற்றும்டபாது ஆகியவற்றால் ஏற்படும் 

விபத்து 

வபாதுவான அபாயங்கள் சில அலடயாளம் காணப்படட்ு, அதற்கான முன்வனசச்ரிக்லக 

நடவடிக்லககள் வலரவு வசய்யப்படட்ுள்ளன. 

அட்டவலண 7.1 ஆபத்துகள் மற்றும் முன்வனசச்ரிக்லக நடவடிக்லககள் 

வ.எண் ஆபத்து  முன்வனசச்ரிக்லக நடவடிக்லககள்  

1 

தீ சுரங்க அலுவலகம் மற்றும் வவடிவபாருள் டசமிப்பு 
அலற ஆகியவற்றில் தீலய அடக்கும் கருவிகள் 
கிலடக்கும். 

2 

வவடிப்பு கடட்ுப்படுத்தப்பட்ட வவடிப்பு வசய்யப்படும் . பலற 
வவடிப்பின் டபாது டிஜிஎம்எஸ் விதிமுலறகள் 
கண்டிப்பாக பின்பற்றப்படும். பயிற்சி வபற்ற 
நிபுணரக்ளால் மடட்ுடம வவடிப்பு வசய்யப்படும். 

3 

இரசாயனங்கள் 
அல்லது அபாயகரமான 
வபாருடக்ளின் எரிப்பு 

எரியக்கூடிய வபாருடக்ள் அலனத்து 
முன்வனசச்ரிக்லக நடவடிக்லககளுடன் 
டசமிக்கப்படுகின்றன. தீலய அடக்கும் கருவி 
டசமிப்பு தளத்தில் கிலடக்கிறது 

4 
நிலசச்ரிவு DGMS பரிந்துலரத்தபடி அகலம், உயரம் மற்றும் 

சாய்வு பராமரிக்கப்படும் 

5 

லகயாளும் டபாது 
விபத்துக்கள் 

அலனத்து வாகனங்களும் முலறயாக 
பராமரிக்கப்படும். ஓவரட்லாடிங் வசய்யப்படாது. 
பயிற்சி வபற்ற/சான்றளிக்கப்பட்ட நபரக்ள் மடட்ுடம 
பணியமரத்்தப்படுவாரக்ள். 

6 

மனிதரக்ள் அல்லது 
விலங்குகளின் 
தற்வசயலான வீழ்சச்ி 

குத்தலக பகுதியில் முலறயாக டவலி 
அலமக்கப்படும். சுரங்கங்களில் பணிபுரிபவரக்ள் 
மடட்ுடம உள்டள வசல்ல அனுமதிக்கப்படுவாரக்ள். 

 

7.3 சமூக தாக்க மதிப்பீடு (ஆர் & ஆர்) வசயல் திட்டம்  

அப்பகுதியில் வசிக்கும் மக்களிடம் இருந்து நிலம் லகயகப்படுத்தப்படவில்லல. 

குத்தலக பகுதி மக்கள் வசிக்காத நிலம். R & R திட்டம் எதுவும் முன்வமாழியப் படவில்லல. 
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7.3.1 ஒட்டுவமாத்த சுற்றுசச்ூழல் தாக்க மதிப்பீட்டு ஆய்வு 

அட்டவலண – 7.2 கிளஸ்டர் சுரங்க விவரங்கள் 

வ. 

எண் 
வபயர் மற்றும் முகவரி கிராமம் & 

வட்டம் 
புலஎண் 

அளவு 

(Ha) 

குத்தலக 
காலம் 

 நலடமுலறயில் உள்ள குவாரிகள் 

1 

திரு.R.ஏழுமலல, 

S/o.ராெடகாபால், 

எண்.20, பிள்லளயார ்
டகாயில் வதரு, 

அரசனிபாலள கிராமம், 

வவம்பாக்கம் வட்டம். 

ஏழசட்சரி &, 

வவம்பாக்கம் 

62/1A, 1B, 2C, 2D, 

4, 5, 6, 7, 9, 10, 11 
1.24.0 

02.11.2021  
- 

01.11.2031 

2 

திரு.P.சங்கர,் 

S/o.வபான்னப்பன், 

எண்.1/63, பிள்லளயார ்
டகாயில் வதரு, எருமியூர ்
கிராமம், திருமுடிவாக்கம், 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

21/2F, 2G, 2H, 2I, 

2J & 2K 
2.09.5 

02.11.2021  
-  

01.11.2031 

3 

திரு.R.டமானிஷ்குமார,் 

S/o.ராடெந்திரன், எண்.35/58, 

ராொஜி வதரு, 

வசங்கல்படட்ு. 

ஏழசட்சரி &, 

வவம்பாக்கம் 

16/5A, 16/5B, 

19/1B3, 4A1, 4B1, 

4C1, 4D1, 5A, 5B1, 

21/1C, 1D, 1E, 1F, 

22/2B 

3.12.5 

02.11.2021  
-  

01.11.2031 

முடிவுற்ற குவரிகள் 

1 

B.தீனன், எண்.79, கெபதி 
வதரு, சலன நகர,் 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 
25/2 1.00.5 

19.3.2010  
-  

18.3.2015 

2 

R.சீனுவாசன், சாலலத் 
வதரு, அரசனிபாலள 
கிராமம், வவம்பாக்கம் 
தாலுக்கா. 

ஏழசட்சரி &, 

வவம்பாக்கம் 
65/4, 5, 7, 8A, 66/4 3.42.0 

27.06.2014  
- 

26.06.2019 

3 

B.தீனன், எண்.79, கெபதி 
வதரு, சலன நகர,் 

வசன்லன. 

ஏழசட்சரி &, 

வவம்பாக்கம் 
65/6 0.95.5 

20.07.2018  
- 

01.03.2021 

முன்வமாழியப்பட்ட குவாரிகள் 

1 

திரு.M.N.பாலசுந்தரம்,  
த/வப.நடராென் 

எண். 72, வமயின் டராடு, 
மாங்காடு 

 குன்றத்தூரவ்ட்டம், 
காஞ்சிபுரம்  மாவட்டம். 
 

சித்தலப்பக்கம் 
& 

வவம்பாக்கம் 

8/1A, 8/1B, 8/1C, 

8/1D, 8/1E, 8/1F, 

8/1G, 8/1H, 8/1I, 

8/1J, 8/1K, 8/1L, 

8/1M, 8/3A & 

8/3B 

3.87.5 

முன் 

வமாழியப் 

பட்ட 
குவாரி 

எதிரக்ால முன்வமாழியப்பட்ட குவாரிகள் 

இல்லல 
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7.3.2 க்ளஸ்டருக்கான காற்றின் தர தாக்கம் கணிப்பு 

AERMOD வளிமண்டல சிதறல் மாடலிங் (AERMOD கிளவுட் ரிடமாட் பதிப்பு) கிளஸ்டர ்
பகுதிக்கான அதிகரிக்கும் தலர மட்ட வசறிவு (GLC) மதிப்பீட்டிற்கு 
பயன்படுத்தப்படுகிறது. ஈரமான துலளயிடுதல் மற்றும் கிளஸ்டர ் சுரங்கங்கலள 
ஏற்றுதல் ஆகியவற்லறக் கருத்தில் வகாண்டு பகுதி மூல மாதிரி கருத்தில் 
வகாள்ளப்பட்டது. டமலும் லலன் டசாரஸ்் மாடல், ொல் டராடு வழியாகப் 
டபாக்குவரத்திற்குக் கருத்தில் வகாள்ளப்பட்டது. மாரச் ் 2024 ஆம் ஆண்டுக்கான 
அடிப்பலட வானிலல ஆய்வுகள் நடத்தப்பட்டன. பின்வரும் ஆதாரங்கள் 
கருதப்படுகின்றன 
இந்த முன்வமாழியப்பட்ட குவாரிகளின் ஒடட்ுவமாத்த தாக்கம் ஆய்வு வசய்யப்படட்ு 
விவரங்கள் அத்தியாயம் IV இல் வகாடுக்கப்படட்ுள்ளன. 
உமிழ்வு ஆதாரங்கள் மற்றும் கிளஸ்டர் பகுதியின் அளவு. 
திரு.M.N.பாலசுந்தரம் இன் முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல்  
குவாரியிலிருந்து உமிழ்வுகளின் ஆதாரங்கள் பல்டவறு புள்ளி மற்றும் புள்ளி அல்லாத. 
அளவிடப்படட்ு கீடழ வழங்கப்படட்ுள்ளன: 

பகுதி உமிழ்வுகள் – வமாத்தப் வபாருள் லகயாளுதல் திரு.M.N.பாலசுந்தரம்,  
(சாதாரணகல் மற்றும் கிராவல்) 

அளவு,  கன மீட்டர ் சாதாரண கல் : 2,12,855 மீ 3 

கிராவல்: 15,912 மீ 3 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

வசயல்பாடட்ு விகிதம், t/hr. 52.42 

தூசி உமிழ்வு, g/t. 0.19 

தூசி உமிழ்வு, g /hr. 51.6214 

வசல்வாக்கு பகுதி, எம்2 625 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் g/s/m2 0.000033326 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், PM10 g/s/m2 0.000003332 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், PM2.5 g/s/m2 0.02221 
 

பகுதி உமிழ்வுகள் - வமாத்தப் வபாருள் லகயாளுதல் 

 (கிளஸ்டர ்சாதாரணகல் மற்றும் கிராவல்)  
அளவு,  கன மீட்டர ் தற்டபாதுள்ள குவாரிகள்: 

 திரு.பி.சங்கர ்(2.09.50 வெக்டடர)் - சாதாரண 
கல் (ஐந்தாண்டுகளுக்கு 3,28,200 மீ3). 

 திரு.ஆர.்டமானிஷ்குமார ்(3.12.50)- சாதாரண 
கல் 1,77,815 m3 ஐந்து ஆண்டுகளுக்கு). 

 ஆர.்ஏழுமலல(1.24.0 வெக்டடர)்- சாதாரண 
கல் (5 ஆண்டுகளுக்கு 95,980 மீ3) 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

வசயல்பாடட்ு விகிதம், t/hr. 76.25 

தூசி உமிழ்வு, g/t. 0.20 

தூசி உமிழ்வு, g /hr. 58.41397 

வசல்வாக்கு பகுதி, எம்2 625 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் 
g/s/m2 

0.00087698 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு 
விகிதம், PM10 g/s/m2 

0.000876980 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு 
விகிதம், PM2.5 g/s/m2 

0.00058465 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்181இன்226 

 

வரி ஆதாரம் – குழியிலிருந்து எல்லல வலர சாதாரணகல் மற்றும் கிராவல் 
டபாக்குவரத்து 

அளவு,  கனமீட்டர ் சாதாரண கல் 2,12,855m3 

கிராவல்: 15,912m3 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

ஒவ்வவாரு டம்பரின் வகாள்ளளவு (டி) 10 

டிப்பரக்ளின் வமாத்த எண்ணிக்லக/ நாள் 15 

முன்னணி நீளம்/பயணம், கிமீ 0.8 

வமாத்த VKT/நாள் 30.15 

உமிழ்வு Kg/VKT 0.22 

வமாத்த உமிழ்வு கிடலா/ஆண்டு 2,354.88 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் g/s/m 55543 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், PM10 g/s/m 0.555437 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், PM2.5 g/s/m 0.19997 

 

 

வரி ஆதாரம் - குழியிலிருந்து எல்லலக்கு சாதாரணகல் மற்றும் கிராவல் டபாக்குவரத்து 

அளவு,  கனமீட்டர ் தற்டபாதுள்ள குவாரிகள்: 
 திரு.பி.சங்கர ் (2.09.50 வெக்டடர)் - 

சாதாரண கல் (ஐந்தாண்டுகளுக்கு 
3,28,200 மீ3). 

 திரு.ஆர.்டமானிஷ்குமார ் (3.12.50)- 
சாதாரண கல் 1,77,815 m3 ஐந்து 
ஆண்டுகளுக்கு). 

 ஆர.்ஏழுமலல(1.24.0 வெக்டடர)்- 
சாதாரண கல் (5 ஆண்டுகளுக்கு 95,980 
மீ3) 

வருடத்திற்கு வசயல்பாடட்ு டநரம் 2400 

ஒவ்வவாரு டம்பரின் வகாள்ளளவு (டி) 10 

டிப்பரக்ளின் வமாத்த எண்ணிக்லக/ 
நாள் 

40 

முன்னணி நீளம்/பயணம், கிமீ 2.6 

வமாத்த VKT/நாள் 97.15 

உமிழ்வு Kg/VKT 0.22 

வமாத்த உமிழ்வு கிடலா/ஆண்டு 6514.9 

கடட்ுப்பாடற்ற உமிழ்வு விகிதம் g/s/m 5261882 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், 
PM10 g/s/m 

0.526188 

கடட்ுப்படுத்தப்பட்ட உமிழ்வு விகிதம், 
PM2.5 g/s/m 

0.146163 

குறிப்பு: *2 மீ/வி காற்றின் டவகம் மற்றும் 10% ஈரப்பதத்தின் அடிப்பலடயில் உமிழ்வு காரணி 

கணக்கிடப்படுகிறது. + உமிழ்வு காரணி 10% 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்182இன்226 

 

படம் 7.1 PM 2.5 க்கான GLC கணிப்பு ஐடசாப்வலத் 

 

 

 

 

 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்183இன்226 

 

படம் 7.2 PM10  க்கான GLC கணிப்பு ஐடசாப்வலத் 

 

 

 

 

 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்184இன்226 

 

படம் 7.3 GLC முன்கணிப்பின் ஐடசாப்வலத் - PM2.5க்கான ஒட்டுவமாத்த 

 

 

 

 

 

 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்185இன்226 

 

படம் 7.4GLC முன்கணிப்பின் ஐடசாப்வலத்–PM10 க்கான ஒட்டுவமாத்த 

 

 

கணிக்கப்பட்ட சுற்றுப்புற காற்றின்தரம்: 

பிஎம்10, பிஎம்2.5, (ஜிஎல்சி) (அடிப்பலடக்டகாடு + அதிகரிப்பு) ஆகியவற்றின் பிந்லதய திட்ட 

வசறிவுகள், டதலவயான கடட்ுப்பாடட்ு நடவடிக்லககலள எடுத்த பிறகு அட்டவலண எண் - 

7.3 இல்வகாடுக்கப்படட்ுள்ளது. 

 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்186இன்226 

 

அட்டவலண 7.3 திட்டம்  வசயல் படுத்தப்பட்ட பிறகு PM2.5 வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னணி 

வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கு
ம் வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

 சட்டப்பூர்வ 
வரம்புகள் 

µg/m3 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

31.30 0.48 31.78 

60 

2 அரசானிபாலி 27.10 0.39 27.49 

3 சித்தலப்பக்கம் 25.17 0.29 25.46 

4 ஏழசட்சரி 22.76 0.19 22.95 

5 பாவூர ் 21.70 0.10 21.80 

6 புன்லன 22.75 0.05 22.80 

அட்டவலண 7.3.a திட்ட அமலாக்கத்திற்குப் பிறகு PM2.5 இன் கிளஸ்டர் வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னண
ிி வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கு
ம் வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

 சட்டப்பூர்வ 
வரம்புகள் 

µg/m3 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

31.30 0.80 32.1 

60 

2 அரசானிபாலி 27.10 0.64 27.74 

3 சித்தலப்பக்கம் 25.17 0.48 25.65 

4 ஏழசட்சரி 22.76 0.32 23.08 

5 பாவூர ் 21.70 0.16 21.86 

6 புன்லன 22.75 0.10 22.85 

அட்டவலண 7.4 a திட்டம் வசயல் படுத்தப்பட்ட பிறகு PM210 வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னணி 

வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கு
ம் வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

சட்டப்பூர்வ 
வரம்புகள் 

µg/m3 

1 முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

66.55 1.24 67.79 

100 

2 அரசானிபாலி 58.85 1.00 59.85 

3 சித்தலப்பக்கம் 53.50 0.75 54.25 

4 ஏழசட்சரி 50.60 0.50 51.1 

5 பாவூர ் 47.80 0.25 48.05 

6 புன்லன 47.50 0.15 47.65 
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அட்டவலண  7.4 b திட்ட அமலாக்கத்திற்குப் பிறகு PM10 இன் கிளஸ்டர் வசறிவுகள் 

வ. 
எண் 

இடம் 
பின்னணி 

வசறிவு 

கணிக்கப் 
பட்ட 

அதிகரிக்கும் 
வசறிவு 

பிந்லதய 
திட்ட 

வசறிவு 

சட்டப்பூர்வ 
வரம்புகள்  

µg/m3 

1 முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

66.55 1.70 68.25 

100 

2 அரசானிபாலி 58.85 1.36 60.21 

3 சித்தலப்பக்கம் 53.50 1.02 54.52 

4 ஏழசட்சரி 50.60 0.68 51.28 

5 பாவூர ் 47.80 0.34 48.14 

6 புன்லன 47.50 0.22 47.72 

டமடல உள்ள அறிக்லகயானது, டமாசமான சூழ்நிலலயிலும் கூட, அடிப்பலட 

புள்ளிவிவரங்களுடன் கூடிய விலளவான கூடுதல் வசறிவுகள் PM10க்கான சுற்றுப்புற 

காற்றின் தரத்தின் மதிப்புகள் 47.65/m3 முதல் 67.79 µg/m3 வலரயிலும், PM2.5க்கு 

வரம்பிலும் இருப்பலதக் காடட்ுகின்றன. 21.8 µg/m3 முதல் 31.78 µg/m3 வலரயிலும், PM10 

47.72 µg/m3 முதல் 68.25 µg/m3 வலரயிலும், PM2.5 க்கு 21.86 µg/m3 முதல் 32.1 வலரயிலும் 

உள்ளன. ஒவ்வவாரு வழக்கிலும் சட்ட வரம்புகளுக்குள். காற்று மாசுபாடல்டக் 

கடட்ுப்படுத்த சுரங்கத்தில் டமற்வகாள்ளப்பட்ட தணிப்பு நடவடிக்லககள் கீடழ 

வகாடுக்கப்படட்ுள்ளன. 

• துலளயிடும் வசயல்பாட்டில் ஈரமான துலளயிடுதல் நலடமுலறப் படுத்தப்படும். 

• கனிமம் எடுத்து வசல்லும் சாலலகள் மற்றும் ஏற்றுதல் டபான்றவற்றில் தண்ணீர ்

வதளித்தல்    வசய்யப்படும். 

• சுரங்கத ்வதாழிலாளரக்ளுக்கு தூசி முகமூடிகள் வழங்கப்படுகின்றன. 

• பாதுகாப்பு வலயத்தில் மூன்று அடுக்கு டதாட்டம் அலமக்கப்படும். 

உற்பத்தியாளரின் விவரக் குறிப்புகளின் படி DG வதாகுப்புகள் அவ்வப்டபாது 

பராமரிக்கப்படும். 

டபாக்குவரத்தால் ஏற்படும் ஒட்டுவமாத்த தாக்கம் 

வவட்டிவயடுக்கப்பட்ட கனிமங்கள் டிரக்குகள் மூலம் நுகரட்வாருக்கு மற்றும் க்ரஷர ்

யூனிட்கள் டபான்ற பல்டவறு அளவுகளில் கற்கலள உற்பத்தி வசய்வதற்கு அல்லது 

சாலலகள், பாலங்கள், கட்டிடங்கள் மற்றும் பிற வாங்குபவரக்ள் டபான்றவற்லற 

நிரம்ாணிப்பதற்காக வகாண்டு வசல்லப்படும். இவற்றில் இருந்து கனிமங்கலள 

வகாண்டு வசல்வதால் டபாக்குவரத்தில் ஏற்படும் ஒட்டுவமாத்த பாதிப்பு. இரண்டு 

குத்தலககள் கீடழ வகாடுக்கப்படட்ுள்ளன 
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அட்டவலண 7. 5- டபாக்குவரத்தில் தாக்கம் 

குவாரி சாதாரண  கல் 

உற்பத்தி 

ஒருநாளுக்கு (டன்) 

ஒரு நாலளக்கு 

லாரி டலாடு 

எண்ணிக்லக 

P1 (முன்வமாழியப்பட்ட 
குவாரி) 

152 15 

P2 (கிளஸ்டர ்குவாரி) 1975 197 

வமாத்தம் 212 

முன்வமாழியப்பட்ட திட்டங்கள் ஒரு நாலளக்கு 212 பயணங்கலளக் வகாண்டுவரும். 

இந்த திட்டத்தின் காரணமாக தற்டபாதுள்ள சாலல இந்த கூடுதல் டபாக்குவரத்லத 

ஏற்றுவகாள்ளும். சாலலலய முலறயாகப் பராமரித்தல், கனிமம் ஏற்றிச ் வசல்லும் 

லாரிலய தாரப்்பாய் வகாண்டு மூடுதல், தண்ணீர ் வதளித்தல் டபான்ற பல்டவறு 

நடவடிக்லகயால் பாதகமான பாதிப்புகள் ஏற்படாமல் இருப்பலத உறுதிவசய்யும். 

7.3.3 லெட்டராஜியாலஜிக்கல் ஆய்வு 

இப்பகுதியில் இருந்து திட்ட பகுதியின் வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் 

வசய்யாறு உள்ளது, பாலாறு வடகிழக்கில் 7.61 கிமீ வதாலலவிலும் அலமந்துள்ளது.  இந்த 

நீரந்ிலலகள் அருகிடலடய இருப்பதால், விரிவான நீரந்ிலல ஆய்வு டமற்வகாள்ளப்பட்டது. 

சுரங்கததிட்டம் தயார ் வசய்ய வதாடரப்ு கடிதத்தில் பரிந்துலரக்கப்படட்ுள்ளபடி, 

பாதுகாப்பு தூரம் கடபிடிக்கபடட்ுள்ளது. 

7.3.4 சாய்வு நிலலத்தன்லம ஆய்வு 

முன்வமாழியப்பட்ட குவாரி மிகவும் சிறிய குவாரி மற்றும் உற்பத்தியும் குலறவாக 

உள்ளது.  5 மீட்டர ்உயரம் மற்றும் வபஞ்ச ்அகலம் 5 மீட்டர ்மற்றும் 80° வமாத்தசாய்வுடன் 

திறந்தவவளி இயந்திரமயமாக்கப்பட்ட சுரங்கம் முன்வமாழியப்பட்டது. சுரங்கத்தின் 

ஆழம் 47 மீ (BGL) ஆக முன்வமாழியப்பட்டது, இது இறுதி குழி வரம்பு ஆகும். டமலும், அதில் 

கழிவு எதுவும் இல்லல, ஏவனனில் டதாண்டிவயடுக்கப்பட்ட முழுப் வபாருடக்ளும் 

பயன்படுத்தப்படும். 

வதாழில்நுட்ப காரணிகலளப் வபாறுத்தவலர, பின்வரும் முன்வனசச்ரிக்லக 

நடவடிக்லககள் எடுக்கப்படும்: 

• DGMS விதிமுலறகலள கண்டிப்பாக கலடபிடித்தல். 

• சுரங்கப் வபாறுப்பாளர/்சுரங்க டமலாளரால் அடிக்கடி ஆய்வு 

• வபஞ்ச ்உயரம், அகலம், சாய்வு ஆகியலவ DGMS விதிமுலறகளின்படி இருக்கும். 
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7.3.5 டபரிடர் டமலாண்லம திட்டம் 

சுரங்கங்களில் சரியான தடுப்பு வழிமுலற ஏற்கனடவ உள்ளது.  

• முன்வனசச்ரிக்லக நடவடிக்லககள் அலனத்து ஊழியரக்ளுக்கும் சுரங்கப் 

வபாறுப்பாளரால் நன்கு விளக்கப்படட்ுள்ளன. 

• அலனத்து ஊழியரக்ளுக்கும் டதலவயான PPE குவாரியில் உள்ளது. PPE இல்லாமல் 

யாரும் உள்டள நுலழய அனுமதிக்கப்படவில்லல. சாதகமற்ற சுற்றுசச்ூழல் 

நிலலலமகளின் டபாது குவாரிகலளத் தவிரத்்தல். 

• DGMS வநறிமுலறகலளப் பின்பற்றி பாதுகாப்பான வவடிப்லப டமற்வகாள்வது. 

• தீலய அலணக்கும் கருவி, முதலுதவி வபட்டி டபான்ற பாதுகாப்பு உபகரணங்கள் 

சுரங்கத்தில் உள்ளன. 

• சுரங்கத்திற்கு பயன்படுத்தப்படும் இயந்திரங்கலள முலறயான பராமரிப்பு. 

• ஏடதனும் அவசரநிலல ஏற்பட்டால், சுரங்கப் வபாறுப்பாளர,் சுரங்க டமலாளர,் 

நிரவ்ாகத் வதாடரப்ு ஆகிடயாரின் வதாடரப்ு எண்கள் சுரங்க அலுவலகத்தில் 

கிலடக்கும். 

7.3.6 சுரங்க மூடல் திட்டம் 

குவாரி வசயல்பாடு 47 மீ (BGL) ஆழம் வலர முன்வமாழியப்பட்டது. இறுதி குழி அளவு      234 

மீ நீளம் x 97மீ அகலம்  x 47 மீ ஆழம் BGL இருக்கும். குவாரி பணி முடிந்ததும், வவட்டப்பட்ட 

குழி மலழ நீர ் டசகரிப்பு குளமாக விடப்படும். குவாரி சுற்றி  முள்டவலி முலறயாக 

அலமக்கப்படும். 

***** 
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அத்தியாயம் -8 

திட்டபலன்கள் 

அறிமுகம் 

திரு.M.N.பாலசுந்தரம் அவரக்ளின் முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் 

டதாண்டுவதற்கு திறந்தவவளி இயந்திரமயமாக்கப்பட்ட சுரங்கமுலறயாகும். 

இந்தத்திட்டம் தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் 

வட்டத்தில் உள்ள சித்தலப்பக்கம் கிராமத்தில் 3.87.5 வெக்டடர ்பரப்பளவில் உள்ள புல 

எண்கள்; 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B  

வகாண்டது ஆகும். 

திட்ட நன்லமகள் 

திட்டத்தின் பலன்கள் கீழ்க்கண்டவாறு பல்டவறு வழிகளில் கூறப்படுகின்றன: 

 சுற்றுசச்ூழல் நன்லமகள். 
 டவலல வாய்ப்பு: திறலமயான, & திறலமயற்ற டவலலயாள். 
 வபாருளாதார பலன்கள். 
 சமூக நன்லமகள். 

8.1. உள்கட்டலமப்பில் டமம்பாடுகள். 
திட்டப் பகுதி பட்டா நிலத்தில் அலமந்துள்ளது, இதனால் விவசாயம் அல்லது வன நிலம் 

இழப்புக்கு எந்த பாதிப்பும் ஏற்படாது. இத்திட்டம் இப்பகுதியில் டவலல வாய்ப்புகலள 

உருவாக்கும். மக்களின் சமூகப் வபாருளாதார நிலலயில் சுரங்கத்தால் எந்தப் 

பாதகமான விலளவும் இருக்காது; மாறாக, சுரங்க நடவடிக்லககள் அவரக்ளின் 

வாழ்க்லகத் தரத்லத டமம்படுத்தும். சுரங்க நடவடிக்லக உள்ளூர ்மக்களுக்கு டவலல 

வாய்ப்புகலள உருவாக்குகிறது, இது நிசச்யமாக அவரக்ளின் வபாருளாதார நிலலலய 

உயரத்்துகிறது. இப்பகுதியின் உள்ளூர ் மக்களுக்கு இத்திட்டத்தின் ஒடட்ுவமாத்த 

நன்லமயான தாக்கத்லதத் தவிர, சுற்றுசச்ூழல் மற்றும் சுற்றுசச்ூழலுக்கான அக்கலற 

உட்பட கல்வி, சுகாதாரம் மற்றும் சமூக விழிப்புணரவ்ு ஆகிய துலறகளில் வசதிகலள 

அதிகரிப்பது அவசியம் என உணரப்படுகிறது.  

8.2 சமூக உள்கட்டலமப்பில் டமம்பாடுகள். 
முன்வமாழியப்பட்ட திட்டம் டநரடி அல்லது மலறமுக டவலலவாய்ப்புகலள 

உருவாக்குவதன் மூலம் அருகிலுள்ள கிராமங்களின் சமூக-வபாருளாதார நிலலலய 

டமம்படுத்த உதவும். கணிசமான அளவு மலறமுக வருவாயானது டபாக்குவரத்து 

நடவடிக்லககளால் டவலலவாய்ப்புடன் உருவாக்கப்படும் எ.கா. உலழப்பு, உதவியாளர ்

டபான்றலவ. 
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வபாருளாதார நன்லமகள்: 
முன்வமாழியப்பட்ட சுரங்கத்லத வசயல்படுத்துவது உள்ளூர ்மக்களுக்கு டநரடி மற்றும் 

மலறமுக டவலலகலள உருவாக்குவதன் மூலம் அப்பகுதியின் வபாருளாதாரத்லத 

உயரத்்தும். வபாருளாதாரத்தில் திட்டத்தின் டநரம்லறயான ஒடட்ுவமாத்த தாக்கம் 

இருக்கும். 

8.3 டவலல வாய்ப்பு: திறலமயான, & திறலமயற்ற டவலலயாள். 
திரு.M.N.பாலசுந்தரம் இன் முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் சுரங்க 

நடவடிக்லக. 25 உள்ளூர ்மக்களுக்கு டநரடி டவலல வாய்ப்லப உருவாக்கும்.  MOEF & CC 

அறிவிப்பின்படி, 10 லசச்ம் CERஇக்கு வசலவு வசயப்படும். அது தகுதியான 

அதிகாரியிடமிருந்து வபறப்பட்ட CER கடிதத்தின்படி வசலவு வசய்யப்படும், CER கடிதம் 

இலணப்பு எண் 13 இல் இலணக்கப்படட்ுள்ளது. 

8.4 மற்ற உறுதியான பலன்கள். 
சுரங்க நிரவ்ாகம், சுரங்கங்களில் உள்ள டதலவ மற்றும் உள்ளூர ் நபரக்ளின் தகுதி 

மற்றும் அனுபவம் ஆகியவற்லறப் வபாறுத்து, அருகிலுள்ள கிராமங்களில் இருந்து அலர 

திறன் மற்றும் திறலமயற்ற தகுதியுள்ள வதாழிலாளரக்லள நியமிக்கும். 

ஒட்டுவமாத்த விலளவு உயரந்்த வாழ்க்லகத் தரத்லத ஏற்படுத்தும். சிறந்த கல்வி, 

டமம்படுத்தப்பட்ட சுகாதாரம் மற்றும் சுகாதார வசதிகள், வீடட்ுவசதி மற்றும் நுகரட்வார ்

வபாருடக்லள வாங்குதல். வீடு, டபாக்குவரத்து, மருத்துவம், கல்வி மற்றும் பிற குடிலம 

வசதிகள் எதிரக்ாலத்தில் டமம்படுத்தப்படும். இது ஒரு வபரிய டநரம்லறயான 

நன்லமயாக கருதப்படுகிறது. 

***** 
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அத்தியாயம்-9 

சுற்றுசச்ூழல் வசலவு பலன் பகுப்பாய்வு 

14 வசப்., 2006 டததியிட்ட திருத்தப்பட்ட EIA அறிவிப்பின்படி,  'சுற்றுசச்ூழல் வசலவு பலன் 

பகுப்பாய்வு' ஸ்டகாப்பிங் கட்டத்தில் பரிந்துலரக்கப்பட்டால் மடட்ுடம வபாருந்தும். 

முன்வமாழியப்பட்ட திட்டத்திற்கு 14.05.2024 டததியிட்ட ToR அலடயாள எண் ToR 

அலடயாள எண். TO24B0108TN5397062N, இல் SEIAA-TN வழங்கிய ToR புள்ளிகளின்படி, 

‘சுற்றுசச்ூழல் வசலவு பலன் பகுப்பாய்வு பரிந்துலரக்கப்படவில்லல. 

***** 
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அத்தியாயம் - 10 

சுற்றுசச்ூழல் டமலாண்லம திட்டம் 

10.1 தணிக்கும் நடவடிக்லககள் வசயல்படுத்தப்படுவலத 

உறுதிவசய்வதற்கான நிரவ்ாக அம்சங்களின் விளக்கம் மற்றும் EIA இன் 

ஒப்புதலுக்குப் பிறகு அவற்றின் வசயல்திறன் கண்காணிக்கப்படுகிறது. 

10.1.1 டநாக்கங்கள் 

சுற்றுசச்ூழல் டமலாண்லமத் திட்டம் ஒரு திட்டம் சுற்றுசச்ூழலுக்கு நிலலயான முலறயில் 

வசயல்படுத்தப்படுவலத உறுதிவசய்ய உருவாக்கப்பட்டது, அங்கு அலனத்து 

ஒப்பந்தக்காரரக்ளும் துலண ஒப்பந்தக்காரரக்ளும், ஆடலாசகரக்ள் உட்பட, திட்டத்தால் 

எழும் சாத்தியமான சுற்றுசச்ூழல் அபாயங்கலளப் புரிந்துவகாண்டு, அந்த 

அபாயங்கலளக் குலறக்க வபாருத்தமான நடவடிக்லககலள எடுக்கிறாரக்ள். 

திட்டத்தின் வாழ்க்லகச ் சுழற்சியின் டபாது ஏற்படும் பாதகமான சுற்றுசச்ூழல் 

தாக்கங்கலளக் குலறப்பதற்குத் தகுந்த தணிப்பு நடவடிக்லககலள டமற்வகாள்வதன் 

மூலமும், திட்டமிடப்பட்ட வடிவலமப்பிற்கு இணங்க, திட்டச ் வசயலாக்கம் 

டமற்வகாள்ளப்படுவலதயும் EMP உறுதி வசய்கிறது. இந்தச ்சுரங்கத் திட்டத்தால் ஏற்படும் 

பாதிப்புகள் அத்தியாயம் 4 இல் விவரிக்கப்படட்ுள்ளன மற்றும் மூல மட்டத்தில் தணிப்பு 

நடவடிக்லககள் மற்றும் தள அளவில் ஒடட்ுவமாத்த டமலாண்லமத் திட்டம் இந்த 

அத்தியாயத்தில் விவரிக்கப்படட்ுள்ளது. 

10.1.2 EMP இன் அடிப்பலட 

முன்வமாழியப்பட்ட திட்ட நடவடிக்லககளுக்கான சுற்றுசச்ூழல் டமலாண்லமத் திட்டம் 

பின்வரும் முக்கிய சுற்றுசச்ூழல் பிரசச்ிலனகலளக் கருத்தில் வகாண்டு 

உருவாக்கப்படட்ுள்ளது. 

• திட்ட நடவடிக்லககள் 

• சுற்றுசச்ூழல் தாக்க மதிப்பீடு பற்றிய ஆய்வுகள் 

• காற்று மற்றும் நீர ்மாசு கடட்ுப்பாடு 

• பணிபுரியும் பகுதி சூழல் டமம்பாடு 

• வதாழில்சார ்ஆபத்துகள் & பாதுகாப்பு 

• சுற்றுசச்ூழல் கண்காணிப்பு வசதிகள் 

• சுற்றுசச்ூழல் டமலாண்லம வசலவுகள் 
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EMP ஆனது, தணிப்பு நடவடிக்லககள் மற்றும் கண்காணிப்புத் திட்டங்களின் 

தாக்கங்கலளக் கருத்தில் வகாண்டு திட்டத்தின் அலனத்து கட்டங்கலளயும் 

உள்ளடக்கியது. சுற்றுசச்ூழல் சட்டங்களுக்கு இணங்குவலத உறுதி வசய்வதற்கும் 

பாதகமான தாக்கங்கலளக் குலறப்பதற்கும் டமற்வகாள்ளப்படும் நடவடிக்லககலள 

இந்தத் திட்டம் டகாடிடட்ுக் காடட்ுகிறது. சுரங்கத்தில் வசயல்படுத்துவதற்கான EMP 

நடவடிக்லககளின் விவரங்கள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 10.1 சுற்றுசச்ூழல் டமலாண்லம திட்டம் 

சுற்றுசச்ூழல் 
அளவுரு 

தணிப்பு நடவடிக்லககள் 

காற்று 

துலள இடும் இயந்திரத்தில் இருந்து வவளிடயறும் தூசிலய அடக்க 
ஈரமான துலளயிடுதல் 

நிலலயான தண்ணீர ்வதளிப்பான் மூலம் சாலலயில் வழக்கமான 
தண்ணீர ்வதளித்தல். 

2KLD தண்ணீர ்தூசிலய அடக்க பயன்படுத்தப்படும். 

அதிக காற்று, இரவு டநரங்கள் மற்றும் வவப்பநிலல தலலகீழ் 
காலங்களில் வவடிப்பலதத் தவிரக்்கவும். 

கனிமம் எடுத்து வசல்லும் சாலலயின் வழக்கமான தரப்படுத்தல். 
வவளிடயற்றும் உமிழ்வுத் டதலவகளுக்கு இணங்க வாகனங்கள் 
முலறயாகப் பராமரிக்கப்படுவது உறுதி வசய்யப்படும் 

காற்று மாசுபாடல்டக் குலறக்க சுரங்கங்களில் உள்ள 
உபகரணங்கள் மற்றும் இயந்திரங்களின் ஆபடரட்டர ்
லகடயட்டின்படி பராமரிப்பு. 
சுரங்க நடவடிக்லககள் மற்றும் ஏற்றுக்வகாள்ளப்பட்ட காற்று 
மாசுக்கடட்ுப்பாடட்ு நடவடிக்லககளின் வசயல்திறன் 
ஆகியவற்றால் ஏற்படும் பாதிப்லப அணுகுவதற்கு சுற்றுப்புற 
காற்றின் தர கண்காணிப்பு திட்டப் பகுதியிலும் சுற்றியுள்ள 
கிராமங்களிலும் டமற்வகாள்ளப்பட்டது. 
தூசிலய கடட்ுப்படுத்த காடு(மரம்) வளரப்்பு. 

டமற்பரப்பு நீர ் 

இப்பகுதியில் இருந்து வதன்கிழக்கு திலசயில்  2.2கிமீ வதாலலவில் 
வசய்யாறு உள்ளது ,பாலாறு வடகிழக்கில் 16.7 கிமீ வதாலலவில் 
அலமந்துள்ளது. டபாதுமான பாதுகாப்பு தூரம் உள்ளது,  
ஆற்றிடலா அல்லது நீரந்ிலலயிடலா அல்லது அதன் 
அருகாலமயில் கழிவுகலள வகாட்டடவா அல்லது 
வவளிடயற்றடவா கூடாது. 
மலழ நீலரச ் டசகரிக்க குவாரிலயச ் சுற்றிலும் நீரத்்டதக்கக் 
குளத்துடன் இலணக்கப்பட்டிருக்கும் டதலவயான நீளமுள்ள 
மாலல வடிகால் டபான்ற டமற்பரப்பு ஓலட டமலாண்லம 
கட்டலமப்புகள் அலமக்கப்படும். 
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நிலத்தடி நீர ் 

குவாரி வசயல்பாடு 47 மீ (BGL) ஆழம் வலர 
உத்டதசிக்கப்படட்ுள்ளது, நீரம்ட்ட அளவு 66 மீ ஆழத்தில் 
காணப்படுகிறது, எனடவ திட்டம் வசயல்படுத்தப்படாது. முழு 
குவாரி காலத்திலும் நிலத்தடி நீர ்அட்டவலணலய வவடட்ுங்கள். 

நீர ்நுகரவ்ு 
மற்றும் கழிவு 
நீர ்உற்பத்தி 

இந்த திட்டத்திற்கு டதலவயான தண்ணீர ்விற்பலனயாளரக்ளிடம் 
இருந்து வபறப்படும். 

.1 0 KLD கழிவுநீர ்உற்பத்தியானது, ஊறலவக்கும் குழியுடன் கூடிய 
வசப்டிக் டடங்கில் சுத்திகரிக்கப்படும். 

CPCB ஆல் குறிப்பிடப்பட்ட அளவுருக்களுக்கு நிலத்தடி நீர ்மற்றும் 
டமற்பரப்பு நீர ்கண்காணிப்லப டமற்வகாள்ளவும் 

இலரசச்ல் 

பணியமரத்்தப்பட்ட வதாழிலாளரக்ளுக்கு பாதுகாப்பு 
உபகரணங்கள், காதுகுழாய்கள் மற்றும் காது பிளக்குகள் 
ஆகியலவ சுரங்க தளத்தில் உருவாகும் அதிக இலரசச்லில் இருந்து 
பாதுகாப்பதற்காக டதலவப்படும் இடங்களில் 
வழங்கப்படுகின்றன. 

இலரசச்ல் அளவுகள் உகந்த வவடிக்கும் மின்டனற்றம், சரியான 
தாமத வடட்டடனட்டரக்ள் மற்றும் துலளகள் வவளிடய வீசுவலதத் 
தடுக்க சரியான தண்டு ஆகியவற்லறப் பயன்படுத்தி 
கடட்ுப்படுத்தப்படுகின்றன. 

திட்டப் பகுதியின் பாதுகாப்பு மண்டலம் முழுவதும் (7.5, 10 & 50 மீ) 
அடரத்்தியான பசுலமப் வலளயம் உருவாக்கி, இலரசச்லலக் 
குலறக்கவும், அதுடவ பராமரிக்கப்படும். 

சுரங்க இயந்திரங்களின் தடுப்பு பராமரிப்பு மற்றும் சத்தம் 
உருவாக்கத்லத கடட்ுப்படுத்த டதய்ந்து டபான பாகங்கள் 
மாற்றுதல். 

சுரங்க நடவடிக்லககள் மற்றும் ஏற்றுக்வகாள்ளப்பட்ட இலரசச்ல் 
கடட்ுப்பாடட்ு நடவடிக்லககளின் வசயல்திறன் ஆகியவற்றால் 
ஏற்படும் பாதிப்லப அணுகுவதற்காக திட்டப் பகுதி மற்றும் 
சுற்றியுள்ள கிராமங்களில் வருடாந்திர சுற்றுப்புற இலரசச்ல் 
நிலல கண்காணிப்பு டமற்வகாள்ளப்படுகிறது. கண்காணிப்பின் 
டபாது டதலவப்பட்டால் கூடுதல் இலரசச்ல் கடட்ுப்பாடட்ு 
நடவடிக்லககள் எடுக்கப்படும். 

தலர அதிரவ்ு 
மற்றும் ஃப்லள 
ராக் கடட்ுப்பாடு 

DGMS-ன் பரிந்துலரக்கப்பட்ட தரங்களுக்குள் PPV மதிப்லப நன்கு 
பராமரிக்க தாமத வடட்டடனட்டரக்லளப் பயன்படுத்தி 
கடட்ுப்படுத்தப்பட்ட வவடிப்பு டமற்வகாள்ளப்படும். 

துலளயிடுதல் மற்றும் வவடித்தல் ஆகியலவ தகுதி வாய்ந்த 
நபரக்ளின் டமற்பாரல்வயின் கீழ் டமற்வகாள்ளப்படும். 

வவடிப்புத் துலளகள் துலளயின் ஆழத்திற்குப் டபாதுமான அளவு 
தண்டுகள் மற்றும் வபாருத்தமான டகாணப் வபாருடக்ளால் தண்டு 
அலமக்கப்பட்டிருப்பது உறுதி வசய்யப்படும். 
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சத்தம் அல்லது அதிரவ்ு கண்காணிப்லப டமற்வகாள்ள டவண்டும். 

நிலச ்சூழல் 

 

இறுதி நிலலயில், சுரங்கக் குழிகள் மலழ நீர ்டசகரிப்பு குழியாக 
மாற்றப்படும். மீதமுள்ள பகுதி பசுலம மண்டலமாக மாற்றப்படும். 

திட்டப் பகுதிக்கு வவளிடய கழிவுகள் வகாட்டபபடவ்ில்லல,  
கனிமம் முழுவதும் விற்கப்படும். 

சுற்று வட்டார நிலங்கள் பாதிக்கப்படுவலதத் தடுக்க, திட்டப் 
பகுதிலயச ்சுற்றிலும் டகடச் ்குழிகள் / குடிடயற்றப் வபாறிகளுடன் 
கூடிய மாலல வடிகால்கள் அலமக்கப்பட டவண்டும். 

திட்டப் பகுதியின் சுற்றளவில் டதாட்டங்கள் மூலம்  தூசிலயத் 
தடுக்க டவண்டும், இது ஒலித் தலடயாகவும் வசயல்படும். 

சுற்றுசச்ூழல் கண்காணிப்பு திட்டத்தின்படி அடிக்கடி மண் மற்றும் 
நிலத்தடி நீர ்பரிடசாதலன. 

டமல் மண் / 
டமல் மட்ட  

சுலம 

குவாரி வசயல்பாட்டின் டபாது டமல்மட்ட கழிவுகள்  ஏதும் இல்லல. 

உயிரியல் சூழல் 

 

சுரங்கத்தின் டபாது, குறிப்பிடப்பட்ட பாதுகாப்பு வலய பகுதிகளில் 
டதாட்டங்கள் டமற்வகாள்ளப்படும். 
மரக்கன்றுகளின் உயிரவ்ாழ்லவத் தடுக்கும் முக்கிய 
பண்புக்கூறுகள் தூசி ஆகும், இந்த  புழுதிலய  உண்டாகாமல் 
இருக்க  சாலலகளில் தண்ணீர ் வதளிப்பதன் மூலமும், புதிதாக 
நடப்பட்ட பகுதிக்கு அருகில் ஒரு வதளிப்பான் அலகு நிறுவுவதன் 
மூலமும் கடட்ுப்படுத்தலாம். 
பசுலமப் வலளயம் டமம்பாடட்ுத் திட்டம் குறித்த வழக்கமான 
ஆய்வு. 
அத்தியாயம் III இல் குறிப்பிடப்படட்ுள்ள ஆண்டு வாரியான 
பசுலமப் வலளயம் டமம்பாடட்ுத் திட்டம் கண்காணிக்கப்படும். 

10.1.3 நிரவ்ாகம் மற்றும் வதாழில்நுட்ப அலமப்பு 

இது மிகச ் சிறிய குவாரி என்பதால், சுற்றுசச்ூழல் வதாடரப்ான அலனத்து 

அம்சங்கலளயும் சுரங்கப் வபாறுப்பாளர ் கவனித்துக்வகாள்வார.் சுற்றுசச்ூழல் 

டமலாண்லமத் திட்டத்லத திறம்பட வசயல்படுத்துவலதயும், சுரங்க டமலாண்லம நிலல 

மூலம் சுற்றுசச்ூழல் சட்ட விதிகளுக்கு இணங்குவலத உறுதி வசய்வலதயும் அவர ்உறுதி 

வசய்வார.் கண்காணிப்புக்கான வசயல் திட்டம் பின்வரும் சுற்றுசச்ூழல் கூறுகலள 

கண்காணிப்பலதக் வகாண்டுள்ளது. 

 நீர/்கழிவு நீரின் தரம், காற்றின் தரம் மற்றும் உருவாக்கப்படும் திடக்கழிவு 
ஆகியவற்லற கண்காணித்தல். 

 வவளிப்புற ஆய்வகம் மூலம் டசகரிக்கப்பட்ட நீர ் மற்றும் காற்று மாதிரிகளின் 
பகுப்பாய்வு. 
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 நிதி மதிப்பீடு, வரிலசப்படுத்துதல், காற்று மாசுக்கடட்ுப்பாடட்ு கருவிகலள 
நிறுவுதல், கழிவு நீர ் சுத்திகரிப்பு நிலலயம், டபான்றவற்லற உள்ளடக்கிய மாசு 
கடட்ுப்பாடு மற்றும் பாதுகாப்பு நடவடிக்லககள்/ சாதனங்கலள 
வசயல்படுத்துதல் மற்றும் கண்காணித்தல்.  

 திட்டத்தினுள் சுற்றுசச்ூழலுடன் வதாடரப்ுலடய வசயல்பாடுகள் மற்றும் வவளி 
நிறுவனங்களுடன் ஒருங்கிலணத்தல். 

 சுற்றியுள்ள கிராமங்களில் உள்ள வதாழிலாளரக்ள் மற்றும் மக்கள்வதாலகயின் 
சுகாதார புள்ளிவிவரங்கலள டசகரித்தல். 

 பசுலம படல்ட டமம்பாடு. 
 சுற்றுசச்ூழல் கண்காணிப்பு திட்டத்தின் வசயல்பாட்டின் முன்டனற்றத்லத 

கண்காணித்தல். 
 சட்டப்பூரவ் விதிகள், மாநில மாசுக் கடட்ுப்பாடட்ு வாரியம், சுற்றுசச்ூழல் மற்றும் 

வன அலமசச்கத்தின் விதிமுலறகள் மற்றும் சுற்றுசச்ூழல் அனுமதியின் 
நிபந்தலனகள் மற்றும் நிறுவுவதற்கான ஒப்புதல்கள் மற்றும் வசயல்பட ஒப்புதல் 
ஆகியவற்றுடன் இணங்குதல். 

படம் 10.1 அலமப்பு விளக்கப்படம் 

 

 

 

 

 

 

1 
திறலமயானவர ்

 

சுரங்க டமலாளர ் 1  
டபாரம்ன்/ டமட் 2  

ஆபடரடர ் 6 

வமகானிக் 1  
2  பாதி-திறலமயான ஓட்டுனர ் 3 

3 திறலமகுன்றிய டவலலயாள் 12 

வமாத்தம் 25 Nos 

 

 

 

 

Skilled Quarry 

Owner 

Semi-Skilled 

Driver 

Mines 

Mate/Operator/Musdoo

Unskilled/Labour 

Mechanic 
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10.1.4 சுற்றுசச்ூழல் வகாள்லக 

திட்ட ஆதரவாளர ்நன்கு வலரயறுக்கப்பட்ட சுற்றுசச்ூழல் வகாள்லகலய வகுத்துள்ளார.் 
சுற்றுசச்ூழல் வகாள்லக கீடழ வகாடுக்கப்படட்ுள்ளது. 

 சுற்றுசச்ூழலல பாதுகாக்கும் டநாக்கில் விதிகளும் அரப்்பணிப்பும் உந்துதல் 
என்பது  திரு.M.N.பாலசுந்தரம் இன் சாதாரண கல் மற்றும் கிராவல் குவாரியின் 
சுற்றுசச்ூழல் வகாள்லக. 

 குத்தலகதாரர ் இயற்லக வளங்கலள, மறுசுழற்சி வசய்தல் மற்றும் 
மறுபயன்பாடட்ு முலறயின் அடிப்பலடயில் திறலமயாக பயன்படுத்த உறுதி 
பூண்டுள்ளார.் 

 இத்திட்டமானது சாத்தியமான பாதிப்புகலள அலடயாளம் காண 
உறுதிபூண்டுள்ளது மற்றும் பாதிப்புகலள குலறக்க டதலவயான நிரவ்ாக 
நடவடிக்லககலள எடுக்கும். 

 சுற்றுசச்ூழலின் வசயல்திறன் வதாடரந்்து கண்காணிக்கப்படட்ு, நமது 
சுற்றுசச்ூழல் மற்றும் சுகாதார வசயல்திறனின் வதாடரச்ச்ியான 
முன்டனற்றத்திற்காக அறிக்லகயிடப்படும். 

10.1.5 வதாழில் பாதுகாப்பு மற்றும் சுகாதார டமலாண்லம 

வதாழில் பாதுகாப்பு மற்றும் ஆடராக்கியம் ஆகியலவ உற்பத்தித்திறன் மற்றும் ஒரு 
முதலாளி-பணியாளர ் உறவுடன் மிக வநருக்கமாக வதாடரப்ுலடயலவ. குவாரிகளில் 
வதாழில் ஆடராக்கியத்லத பாதிக்கும் முக்கிய காரணிகள்  தூசி மற்றும் சத்தம். சுரங்கச ்
சட்டம் 1952 மற்றும் சுரங்க விதிகள் 1955 இன் விதி 29ன் படி, குவாரிச ்வசயல்பாடுகளின் 
டபாது பணியாளரக்ளின் பாதுகாப்பு மற்றும் சுரங்க உபகரணங்கலளப் பராமரிப்பது 
கவனிக்கப்படும். தூசி, சத்தம் மற்றும் அதிரவ்ு காரணமாக வதாழிலாளரக்ளின் 
ஆடராக்கியத்தில் எந்தவிதமான பாதகமான விலளவுகலளயும் தவிரக்்க, டபாதுமான 
நடவடிக்லககள் வழங்கப்படட்ுள்ளன. சுரங்கத்தில் பணிபுரியும் வதாழிலாளரக்ளின் 
சுகாதார நிலல, வதாழில்சார ் கண்காணிப்பு திட்டத்தின் கீழ் வதாடரந்்து 
கண்காணிக்கப்படும். இத்திட்டத்தின் கீழ், அலனத்து ஊழியரக்ளும் பணியின் டபாது 
விரிவான மருத்துவ பரிடசாதலனக்கு உட்படுத்தப்படுகிறாரக்ள். ஊழியரக்ளின் 
டசரக்்லகக்கு முன், முன் மருத்துவ பரிடசாதலன வசய்யப்படுகிறது. டமலும், அலனத்து 
ஊழியரக்ளுக்கும் ஆண்டுடதாறும் அவ்வப்டபாது மருத்துவ பரிடசாதலன வசய்யப்படும். 

 

10.1.6 சுற்றுசச்ூழல் கட்டுப்பாட்டு நடவடிக்லககளின் வசலவு 

EMP ஐ திறம்பட வசயல்படுத்துவது மாசு குலறப்பது மற்றும் ஒழுங்குமுலற 
டதலவகளுக்கு இணங்குவது மடட்ுமின்றி உற்பத்தித்திறலன அதிகரிப்பது மற்றும் 
உற்பத்தியின் சந்லதத்தன்லமலய டமம்படுத்துவதும் ஆகும். சுரங்கங்களின் 
வதாகுப்பிற்கான  EMP இன் மூலதனம் மற்றும் வதாடரச்ச்ியான வசலவுகள் கீடழ உள்ள 
அட்டவலணயில் வகாடுக்கப்படட்ுள்ளன. 
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அட்டவலண 10.2 - சுற்றுசச்ூழல் டமலாண்லம திட்ட வசலவு 

 
10.1.7 முடிவு 

சுரங்க நடவடிக்லககளின் பல்டவறு அம்சங்கள் பரிசீலிக்கப்படட்ு, அது வதாடரப்ான 

பாதிப்புகள் மதிப்பீடு வசய்யப்பட்டன. சுற்றுசச்ூழல் பாதிப்புகலள தணிக்க 

சாத்தியமான அலனத்து வழிகலளயும் கருத்தில் வகாண்டு, சுற்றுசச்ூழல் டமலாண்லமத் 

திட்டம் தயாரிக்கப்படட்ு 306.44 லட்சம் ரூபாய் ஒதுக்கப்படட்ுள்ளது. EMP மாறும், 

வநகிழ்வானது மற்றும் அவ்வப்டபாது மதிப்பாய்வுக்கு உட்பட்டது. முக்கிய சுற்றுசச்ூழல் 

பாதிப்புகள் வதாடரப்ுலடய திட்டங்களுக்கு, EMP வழக்கமான மதிப்பாய்வில் இருக்கும். 

எனடவ, EMP இல் குறிப்பிடப்படட்ுள்ள அலனத்து இலக்குகலளயும் நிலறடவற்ற சரியான 

நடவடிக்லககள் எடுக்கப்படும், டமலும் திட்டமானது ஆய்வுப் பகுதியில் சாதகமான 

தாக்கத்லத ஏற்படுத்தும். 

*****  

வ.எண் திட்ட வசலவு  
மூலதன 
வசலவு 

வதாலக (INR) 

வதாடர் 
வசலவு/ஆண்டு 

வதாலக (INR) 
 

1 
காற்றின் தர மாதிரி 10,04,000 11,28,000 

2 
நீர ்தர மாதிரி 50,000 5,47,000 

3 
சத்தம் கண்காணிப்பு 2,39,000 2,45,000 

4 

EC, சுரங்கத் திட்டம் & DGMS 

நிபந்தலனலய 
வசயல்படுத்துதல் 

16,64,000 
12,48,00 

 

5 காடு(மரம்) வளரப்்பு 4,20,000 60,000 

6 
கூடுதல் முக்கிய EMP வசலவுகள் 5,50,000 10,000 

வமாத்தம் 39,27,000 32,38,000 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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அத்தியாயம் 11 

சுருக்கம் மற்றும் முடிவுகள் 

11.1 திட்டத்லதச ்வசயல்படுத்துவதற்கான அலனத்து சாத்திய கூறுகள். 

அறிமுகம் 

திரு.M.N.பாலசுந்தரம்,அவரக்ளின்,  3.87.5  வெக்டடர ்பரப்பளவில் புல எண். 8/1A, 8/1B, 8/1C, 

8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B, சித்தலப்பக்கம் கிராமம், 

வவம்பாக்கம் வட்டத்தில், திருவண்ணாமலல மாவட்டம், தமிழ்நாடு மாநிலம், குவாரி 
வசய்வதற்காக திருவண்ணாமலல மாவட்ட புவியியல் துலண இயக்குனர ் இருந்து 
வதாடரப்ு கடிதத்லதப் வபற்றார,் சுரங்கததிட்டம் 2,12,855 கனமீட்டர ் சாதாரண கல் 
மற்றும் 15,912 கனமீட்டர ்கிராவல் ஒப்புதல் வபறப்பட்டது. 

EIA அறிவிப்பு, 2006 மற்றும் அதன் அடுத்தடுத்த திருத்தங்களின்படி முன்வமாழியப்பட்ட 
சாதாரண கல் மற்றும் கிராவல் குவாரி. திரு.M.N.பாலசுந்தரம்,” சுரங்கக் குழுவானது EIA 

அறிவிப்பின் அட்டவலண 1(a) இன் கீழ் வருகிறது மற்றும் அதன் அடுத்தடுத்த 
திருத்தங்கள் திட்டமானது B1 வலகயின் கீழ் வருகிறது. 14.05.2024 டததியிட்ட ToR 

அலடயாள எண். ToR அலடயாள எண். TO24B0108TN5397062N, மூலம் திட்டத்தின் EIA/EMP 

அறிக்லகலயத் தயாரிப்பதற்கான ToR அங்கீகரிக்கப்பட்டது. 2,12,855 கனமீட்டர ்
சாதாரண கல் மற்றும் 15,912 கனமீட்டர ்கிராவல் உற்பத்திக்காக அங்கீகரிக்கப்பட்ட TOR 

இன் படி இந்த அறிக்லக தயாரிக்கப்படட்ுள்ளது. 
 

வ.எண். விளக்கம் நிலல/குறிப்புகள் 

1. துலற நிலகரி அல்லாதவலக 

2. திட்டத்தின் வலக B1  
3. முன்வமாழியப்பட்ட கனிமம் சாதரண கல் மற்றும் கிராவல்  
4. குவாரி குத்தலக வலக முன்வமாழியப்பட்ட குவாரி 
5. குவாரி குத்தலகஅளவு 3.87.5  Ha 

6. முன்வமாழியப்பட்ட ஆழம் 
47 மீட்டர ்தலரமட்டதிற்க்கு கீழ் 

 

7. சுரங்கமுலற 
திறந்தவவளி இயந்திரமக்கபட்ட 
முலற. 

8. முன்வமாழியப்பட்ட காலம் 5 வருடம் 

9. முன்வமாழியப்பட்டசுற்றுசச்ூழல்
அனுமதி 

5 வருடம் 

10. முன்வமாழியப்பட்ட உற்பத்தி 
அளவு 

சாதாரணகல் 2,12,855 கன மீட்டர ்
கிராவல்: 15,912 கன மீட்டர ்

 

முன்வமாழியப்பட்ட குத்தலகதாரர.் திரு.M.N.பாலசுந்தரம், என்பவர ் சாதாரண கல் 

மற்றும் கிராவல் குவாரி, துலறயில் வசயல்பாடு மற்றும் சந்லதப்படுத்தல் 

டபான்றவற்லற அலடயாளம் காண்பதில் சிறந்த அனுபவ முள்ளவர.் முன்வமாழியப்பட்ட 

திட்ட இடம் பட்டா நிலம், இலணப்புஎண் –6 ஐப்பாரக்்கவும். 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 
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11.1.1 திட்டத்தின் இடம் 

முன்வமாழியப்பட்ட திட்ட இடம், தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவட்டம், 

வவம்பாக்கம் வட்டத்தில் உள்ள சித்தலப்பக்கம் கிராமத்தில் அலமந்துள்ளது மற்றும் 

அதன் அடச்டரலக: 12°42'45.97"N முதல் 12°42'52.67"N வலர மற்றும் தீரக்்கடரலக: 

79°43'25.08"E முதல் 79°43'33.64"E வலர உள்ளது. சரட்வ ஆஃப் இந்தியா டடாடபாஷீட் எண். 57 

P/10. ஆய்லவ நடத்த, முன்வமாழியப்பட்ட சுரங்க குத்தலகப் பகுதி (டகார ் மண்டலம்) 

மற்றும் உத்டதச சுரங்கத் தளத்லதச ்சுற்றி 10 கிமீ சுற்றளவு (இலடநிலல மண்டலம் என்று 

அலழக்கப்படும்) தாக்க மண்டலம் ஆகியலவ பரிசீலிக்கப்பட்டன. EIA அறிக்லகயானது 

மூன்று மாத அடிப்பலடத் தரலவ அடிப்பலடயாகக் வகாண்டது (அதாவது மாரச் ் 2024 

முதல் டம 2024 வலர). 

11.1.2 புவியியல் 

குத்தலகக்கு எடுக்கப்பட்ட பகுதியில் கவனிக்கப்பட்ட பாலற வலக சாரட்னாலகட் 

ஆகும், இதில் வபரும்பாலும் குவாரட்ஸ்் மற்றும் ஃவபல்டஸ்்பார ்சில ஃவபடராமக்டனசிய 

கனிமங்கள் உள்ளன. சாரட்னாலகட் என்பது தீபகற்ப க்னீஸ்ஸின் ஒரு பகுதியாகும், இது 

உயரத்ர உருமாற்ற பாலற ஆகும். சாரட்னாலகட் தளடபாக்கு N400E – S400W மற்றும் 

SE700டநாக்கி டிப்பிங் ஆகும். 

11.1.3 திட்ட விளக்கம் 

இது திறந்தவவளி  இயந்திரமயமாக்கப்பட்ட சுரங்க முலறயில் துலளயிடுதல் மற்றும் 

வவடித்தல் மூலம் முன்வமாழியப்பட்ட சாதாரண கல் மற்றும் கிராவல் குவாரி ஆகும். 

குவாரிகள் தலரமட்டத்திற்கு கீடழ 47 மீ ஆழம் வலர (5 ஆண்டுகள்). புவியியல் 

இருப்புக்கள் 13,79,140 கனமீட்டர ்சாதாரண கல் மற்றும் கிராவல் 48,088 கனமீட்டர ்என 

மதிப்பிடப்படட்ுள்ளது. பாதுகாப்பு தூரம் மற்றும் வபஞ்ச ் இழப்லபக் கழிப்பதன் மூலம் 

கணக்கிடத்தக்க இருப்பு கணக்கிடப்படுகிறது. 2,12,855 கனமீட்டர ்சாதாரண கல் மற்றும்  

15,912கனமீட்டரக்ிராவல் ஆகும், இது 47மீ (BGL) ஆழம் வலர 100% மீட்பு விகிதத்தில் 

மீடவ்டடுக்கப்படும் 5 வருட காலத்திற்கு. வழக்கமான திறந்தவவளி 

இயந்திரமயமாக்கப்பட்ட முலறலயப் பயன்படுத்தி 5 மீ வபஞ்ச ்உயரம், 5 மீ அகலம் 80௦ 

டிகிரி வமாத்த சாய்வு வகாண்ட சாதாரண கல்லல வவட்டி எடுக்க 

உத்டதசிக்கப்படட்ுள்ளது. குவாரி வசயல்பாட்டில் லகதுலளப்பலன வகாண்டு  

துலளயிடுதல், வவடித்தல், டதாண்டுதல், கல் ஏற்றுதல் மற்றும் டபாக்குவரத்து ஆகியலவ 

அடங்கும்.  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
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வ. 

எண் 
விளக்கம் நிலல/குறிப்புகள் 

1 துலற நிலகரி அல்லாத வலக 

2 புதிய/ஏற்கனடவ உள்ள திட்டம் புதிய திட்டம் 

3 திட்டத்தின் வலக B1  

4 கனிமத்தின் வலக சிறு கனிமம்  

5 குவாரி காலம் 5 வருடம் 

6 
முன்வமாழியப்பட்ட உற்பத்தி 

அளவு 

சாதாரணகல் 2,12,855கன மீட்டர ்

கிராவல்: 15,912 கன மீட்டர ்

7 
கழிவு உற்பத்தி மற்றும் 

டமலாண்லம 
இல்லல 

8 வபஞ்ச ்உயரம் மற்றும் அகலம் 
முன்வமாழியப்பட்ட வபஞ்ச ்உயரம் மற்றும் 

அகலம் முலறடய 5.0 மீட்டர ் 

9 இறுதிஆழம் 47மீட்டர(்தலரமட்டத்திருக்கு கீழ்)  

10 இறுதி பயன்பாடு 

டதாண்டப்பட்ட சாதாரணகல் மற்றும் 

கிராவல், அரசு மற்றும் வபாதுத்துலற 

திட்டங்களுக்கு கடட்ுமானத் 

வதாழில்களுக்குப் பயன்படுத்தப்படுகிறது, 

டமலும் மாவட்டம் முழவதும் மற்றும் 

அலதசச்ுற்றியுள்ள வீடட்ுவசதி மற்றும் 

உள்கட்டலமப்புத் திட்டங்களுக்குப் 

பயன்படுத்தப்படுகிறது. 
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11.1.4 திட்டத் டதலவகள் 

திட்டத்தின் டதலவகள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

வ.எண் டதலவயின் தன்லம விளக்கம் 

1 தண்ணீர ்டதலவ வமாத்த நீர ் டதலவ 6.0 KLD வவளி 

நிறுவனங்களில் இருந்து வாங்கப்படும். 2KLD 

இல், குடிநீரத்் டதலவ 2.0KLD, பசுலமப் 

டமம்பாடு மற்றும் தூசி அடக்குதல் 2.0 KLD. 

2 சக்தி டதலவ சுரங்க நடவடிக்லககளுக்கு மின்சாரம் 

டதலவயில்லல, அலுவலக டதலவகளுக்கு, 

அது மாநில கிரிட் மூலம் பூரத்்தி 

வசய்யப்படும். 

3 மனிதவள டதலவ நிரந்தர ஊழியரக்ள் - 10, தற்காலிக 

ஊழியரக்ள் - 15 

4 நிதி டதலவ AMP இன் படி வமாத்த திட்டச ்வசலவு INR.306.44  

ஆக இருக்கும், இதில் வசயல்பாடட்ு வசலவு, 

நிலலயான வசாத்து வசலவு மற்றும் EMP 

வசலவு ஆகியலவ அடங்கும். 

5  

சமூக வபாருளாதார 

வளரச்ச்ிக்கான நிதி 

10 லட்சம் ரூபாய் ஒதுக்கப்படட்ுள்ளது. டமலும், 

வபாது விசாரலணயின் டபாது மக்கள் 

எழுப்பும் எந்தவவாரு டகாரிக்லகயும் 

நிலறடவற்றப்படும். 
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11.1.5 குத்தலகப் பகுதியின் விளக்கம் 

ஆய்வு பகுதியில் உள்ள அம்சங்கள் கீடழ வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 11.1 குத்தலக பகுதியின் விளக்கம் 

வ. எண் பகுதிகள் திட்ட தளத்திலிருந்து பகுதிகள் தூரம் 

1 

சரவ்டதச மரபுகளின் கீழ் 

பாதுகாக்கப்பட்ட பகுதிகள், 

அவற்றின் சுற்றுசச்ூழல், நிலப்பரப்பு, 

கலாசச்ார அல்லது பிற 

வதாடரப்ுலடய மதிப்புக்கான டதசிய 

அல்லது உள்ளூர ்சட்டங்கள் 

15 கிமீ சுற்றளவில் இல்லல 

2 
சுற்றுசச்ூழல் காரணங்களுக்காக முக்கியமான அல்லது உணரத்ிறன் வகாண்ட 

பகுதிகள் 

A 
சதுப்பு நிலங்கள், நீரந்ிலலகள் 

அல்லது பிற நீரந்ிலலகள், 

நீர்நிலல தூரம்  திலச 

கால்வாய் குத்தலக 
பகுதிக்கு 
அருகில் 

வடக்கு 

 குடல்ட 120 மீட்டர ் கிழக்கு 

 குடல்ட 425 மீட்டர ் வதன்டமற்கு 

 குடல்ட 850 மீட்டர ் வதன்கிழக்கு 

 குடல்ட 720 மீட்டர ் வதற்கு 

சுருட்டல் ஏரி 2.76 கி.மீ வடக்கு 

வசய்யாறு ஆறு 2.2 கி.மீ வதன்கிழக்கு 
பாலாறு ஆறு 7.61 கி.மீ வடகிழக்கு 
ஆரபாக்கம் ஏரி 4.16 கி.மீ வடகிழக்கு 

மங்கள் ஏரி 4.64 கி.மீ டமற்கு 

கண்ணிகுளம் ஏரி  4.75 கி.மீ வதன்கிழக்கு 

அடவபாக்கம் ஏரி 5.03 கி.மீ வதன்கிழக்கு 
மருதம் வபரிய ஏரி 7.02 கி.மீ வதன்கிழக்கு 
உத்திரடமரூர ்ஏரி 7.42 கி.மீ வதற்கு 

மாமண்டூர ்ஏரி 7.49 கி.மீ வடடமற்கு 
 

B 
கடடலார மண்டலம், 

உயிரக்்டகாளங்கள், 
10கிமீ சுற்றளவில் இல்லல 

C மலலகள், காடுகள் 

மருதம் ஆர.்எஃப் வதன்கிழக்கு பகுதியில்        

7.04 கி.மீ வதாலலவில் அலமந்துள்ளது . 

கரிகிலி பறலவகள் சரணாலயம் (17.17 

கிமீ - வதன்கிழக்கு) & டவடந்தாங்கல் 

பறலவகள் சரணாலயம் (22.90 கிமீ - 

வதன்கிழக்கு) வதாலலவில் 

அலமந்துள்ளது 
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3 

பாதுகாக்கப்பட்ட, முக்கியமான 

அல்லது உணரத்ிறன் வாய்ந்த 

தாவரங்கள் அல்லது 

விலங்கினங்களால் இனப்வபருக்கம், 

கூடு கடட்ுதல், உணவு டதடுதல், 

ஓய்வு, குளிரக்ாலம், இடம்வபயரவ்ு 

ஆகியவற்றிற்கு பயன்படுத்தப்படும் 

பகுதிகள் 

15 கிமீ சுற்றளவில் இல்லல 

4 
உள்நாடட்ு, கடடலார, கடல் அல்லது 

நிலத்தடி நீர ்

15 கிமீ சுற்றளவில் இல்லல 

5 மாநில, டதசிய எல்லலகள் 15 கிமீ சுற்றளவில் இல்லல 

6 

சுற்றுலா, யாத்திலரப் பகுதிகளுக்கு 

வபாதுமக்கள் பயன்படுத்தும் வழிகள் 

அல்லது வசதிகள் 

15 கிமீ சுற்றளவில் இல்லல 

7 பதுக்கபட்ட பலட நிறுவல்கல் 15 கிமீ சுற்றளவில் இல்லல 

8 
அடரத்்தியான மக்கள்வதாலக 

அல்லது கட்டப்பட்ட பகுதி 

மாமண்டூர-் 6.75 கிமீ (வடடமற்கு). 

9 

மனிதனால் உருவாக்கப்பட்ட நிலப் 

பயன்பாடுகளால் ஆக்கிரமிக்கப்பட்ட 

பகுதிகள் (மருத்துவமலனகள், 

பள்ளிகள், வழிபாடட்ுத் தலங்கள், 

சமூக வசதிகள்) 

மாமண்டூர-் 6.75 கிமீ (வடடமற்கு). 

10 

முக்கியமான, உயரத்ர அல்லது 

பற்றாக்குலற வளங்கலளக் வகாண்ட 

பகுதிகள் (நிலத்தடி நீர ் ஆதாரங்கள், 

டமற்பரப்பு வளங்கள், வனவியல், 

விவசாயம், மீன்வளம், சுற்றுலா, 

கனிமங்கள்) 

இல்லல 

11 

ஏற்கனடவ மாசு அல்லது சுற்றுசச்ூழல் 

பாதிப்புக்குள்ளான பகுதிகள். 

(தற்டபாதுள்ள சட்ட சுற்றுசச்ூழல் 

தரநிலலகள் மீறப்பட்டலவ) 

இல்லல 
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12 

சுற்றுசச்ூழல் பிரசச்லனகலள 

(பூகம்பங்கள், சரிவு, நிலசச்ரிவு, 

அரிப்பு, வவள்ளம் அல்லது தீவிர 

அல்லது பாதகமான காலநிலல 

நிலலலமகள்) முன்லவக்க திட்டம் 

ஏற்படுத்தக்கூடிய இயற்லக 

ஆபத்துக்கு ஆளாகக்கூடிய பகுதிகள் 

நிலநடுக்கம், வவள்ளம் டபான்றலவ 

ஏற்படாத பகுதி 

வானிலல, காற்று, நீர,் இலரசச்ல் மற்றும் மண் சூழல்களுக்கான அடிப்பலட தரவு 

டசகரிப்பு மாரச் ்2024 இல் டமற்வகாள்ளப்பட்டது.  

காற்று, நீர,் சத்தம் மற்றும் மண் மாதிரிகள் NABL அங்கீகாரம் வபற்ற ஆய்வகம் மூலம் 

டசகரிக்கப்படட்ு பகுப்பாய்வு வசய்யப்படுகின்றன. 

 

11.2 பாதகமான விலளவுகள் எவ்வாறு குலறக்கப்பட்டன என்பதற்கான 
விளக்கம் 

11.2.1 காற்று சூழல் 

6 இடங்களில் காற்று கண்காணிப்பு டமற்வகாள்ளப்படட்ு முடிவுகள் கீடழ 
வகாடுக்கப்படட்ுள்ளன. 
 

அட்டவலண 11.2: சுற்றுப்புற காற்றின் தரக்கண்காணிப்பு இடங்களின் விவரங்கள் 

வரிலச 
எண் 

இருப்பிடக் 
குறியீடு 

கண்காணிப்பு 
இடங்கள் 

தூரம்  
அட்சடரலக 

மற்றும் 
தீர்க்கடரலக 

1 AAQ1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

லமயபகுதி 
12°42'50.15"N 
79°43'28.67"E 

2 AAQ2 
அரசானிபாலி 0.71 கிமீ, 

வதன்கிழக்கு 

12°42'31.88"N 
79°43'47.64"E 

3 AAQ3 
சித்தலப்பக்கம் 1.17 கிமீ, கிழக்கு  12°43'2.37"N 

79°44'11.3"E 

4 AAQ4 
ஏழசட்சரி 1.27 கிமீ, 

வடடமற்கு 

12°43'10.28"N 
79°42'46.22"E 

5 AAQ5 
பாவூர ் 2.36 கிமீ, 

வதன்டமற்கு 

12°42'3.96"N 
79°42'20.85"E 

6 AAQ6 
புன்லன 1.98 கிமீ, வதற்கு 

12°41'45.35"N 
79°43'10.68"E 
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நிலலய குறீடு குலறவான அதிகமான சராசரி 
Particulate matter PM10 - (μg/m3) 

AAQ-1 56.9 76.2 66.55 

AAQ-2 51.3 66.4 58.85 

AAQ-3 48.3 58.7 53.50 

AAQ-4 46.0 55.2 50.60 

AAQ-5 40.9 54.7 47.80 

AAQ-6 42.9 52.1 47.50 

CPCB NAAQS 2009 for PM 10 - 100 μg/m3 

Particulate matter PM-2.5 (μg/m3) 

AAQ-1 26.8 35.8 31.30 

AAQ-2 23.6 30.6 27.10 

AAQ-3 22.74 27.6 25.17 

AAQ-4 20.69 24.83 22.76 

AAQ-5 18.5 24.9 21.70 

AAQ-6 20.5 25.0 22.75 

CPCB NAAQS 2009 for PM 2.5 - 60 μg/m3 

Sulphur Di-oxide as SO2 (μg/m3) 

AAQ-1 5.1 6.8 5.95 

AAQ-2 5 6.1 5.55 

AAQ-3 4.2 6.1 5.15 

AAQ-4 4 5.5 4.75 

AAQ-5 2.9 4.3 3.63 

AAQ-6 2.9 5.2 4.05 

CPCB NAAQS 2009 for SO2 – 80  μg/m3 

Oxide of Nitrogen as NO2  (μg/m3) 

AAQ-1 7.4 13.8 10.60 

AAQ-2 6.6 11.6 9.10 

AAQ-3 5.8 11 8.40 

AAQ-4 5.7 10.6 8.15 

AAQ-5 6.4 8.5 7.45 

AAQ-6 6.5 8.8 7.65 

CPCB NAAQS 2009 for NO2 – 80 μg/m3 

 

மாசுபடுத்தும் வசறிவுகளின் அலனத்து மதிப்புகளும் NAAQ தரநிலலகளுக்குள் இருப்பது 
கண்டறியப்பட்டது. 
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11.2.2 நீர் சூழல் 

அட்டவலண 11.3 6 இடங்களில் நிலத்தடி நீர் மாதிரி பகுப்பாய்வு முடிவுகள் 

விவரக்குறிப்பு 
/ வரம்பு            

(As per IS:10500: 

2012 ) 

  W1 W2 W3 W4 W5 W6 
Desira

ble 
Permis
sible 

நாற்றம் Agreea
ble 

Agreeable Agreeable Agreeable Agreeable 
Agreeab

le 
Agreea

ble 
Agreea

ble 

வகாந்தளிப்பு <1 <1 <1 <1 <1 <1 
Agreea

ble 
Agreea

ble 

pH 25˚C இல் 

7.59 7.62 7.05 6.60 7.06 6.98 

6.5 - 
8.5 

No 
Relaxati

on 

மின் கடத்துத்திறன் 753.9 1352 1579 2255 1627 2268 
1 5 

வமாத்த கலரந்த 
திடப்வபாருள்கள் 450 810 950 1350 974 1362 

500 2000 

CaCO3 ஆக வமாத்த 
கடினத்தன்லம 

293 309 519 582 586 576 

1 15 

Ca என கால்சியம் 79.2 66.5 124 130 165 141 200 600 

வமக்னீசியம் Mg 

ஆக 
22.8 34.2 50.4 61.8 41.8 53.8 

200 600 

CaCO3 ஆக 
கால்சியம் 198 166 309 325 412 352 

75 200 

மக்னீசியம் CaCO3 95.0 143 210 257 174 224   

CaCO3 ஆக வமாத்த 
காரத்தன்லம 

283 424 384 436 291 420 

  

Cl-ஆக குடளாலரடு 90.5 195 264 394 277 456 250 1000 

Cl-ஆக இலவச 
எஞ்சிய குடளாரின் 

BDL 
(D.L -  
0.2) 

BDL (D.L 
-  0.2) 

BDL (D.L 
-  0.2) 

BDL (D.L 
-  0.2) 

BDL (D.L 
-  0.2) 

BDL 
(D.L -  
0.2) 

30 100 

சல்டபடட்ுகள் SO42- 
45.6 210 229 365 247 354 

45 No 
Relaxati

on 

Fe என இரும்பு 0.05 0.11 0.06 0.04 0.08 0.05 200 400 

லநட்டரட் NO3 ஆக 
உள்ளது 

2.34 4.35 1.98 6.89 5.64 4.62 

1 No 
Relaxati

on 

ஃவுளூலரடு எஃப் 0.42 0.47 0.44 0.52 0.54 0.59 0.1 0.3 

Mn ஆக மாங்கனீசு BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

BDL 
(D.L -  
0.05) 

Not 
Specifie

d 

Not 
Specifie

d 

 

அலனத்து மதிப்புகளும் அனுமதிக்கப்பட்ட வரம்புகளுக்குள் இருப்பது கண்டறியப்பட்டது. 
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11.2.3 இலரசச்ல் சூழல் 

இலரசச்ல் அளவுகள் 6 இடங்களில் அளவிடப்படட்ு முடிவுகள் கீடழ 
வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 11.4 இலரசச்ல் கண்காணிப்பு முடிவுகள் 

வ. 
எண் 

நிலலயம் 
பகல் 

வரம்பு 

இரவு 
வரம்பு 

பகலுக்கு 
சமமான 

வரம்புகள் CPCB 

இரவுக்கு 
சமமான 

வரம்புகள் CPCB 

1 
முன்வமாழியப்பட்ட 
குத்தலக பகுதிக்குள் 

43.8 38.6 

75 70 

2 அரசானிபாலி 48.1 37.7 

3 சித்தலப்பக்கம் 46.1 37.7 

4 ஏழசட்சரி 47.3 38.3 

5 பாவூர ் 49.1 39.8 

6 புன்லன 45.4 44.1 

11.2.4 மண் சூழல் 

6 இடங்களில் இருந்து மண் மாதிரிகள் டசகரிக்கப்படட்ு முடிவுகள் கீடழ 
வகாடுக்கப்படட்ுள்ளன. 

அட்டவலண 11.5 மண் மாதிரி பகுப்பாய்வின் முடிவுகள் 

வ. 
எண் 

அளவுரு 
அலகு 

S1 S2 S3 S4 S5 S6 

1 PH - 6.78 6.66 7.26 7.05 7.56 6.96 

2 EC 

µmhos/
cm 70.24 158.80 104.30 110.60 174.10 95.64 

3 உலர ்வபாருள் % 95.68 94.67 96.14 97.84 90.70 97.78 

4 
தண்ணீர ்
அளவு 

% 
4.32 5.33 3.86 2.16 9.30 2.22 

5 
ஆரக்ானிக் 
டமட்டர ்

% 
1.25 1.95 2.09 1.68 2.09 1.65 

6 மண் அலமப்பு 
- 

sandy 
clay 

clay silt loam loam silty clay silty clay 

7 

Grain Size 
Distribution % 61.00 37.76 17.89 36.47 5.86 6.48 

i.              மணல் 

8 ii.             சில்ட் % 36.95 21.04 65.70 43.60 39.55 46.68 

9 iii.    களிமண் % 53.74 41.20 16.41 19.93 54.59 46.84 

10 பாஸ்பரஸ் mg/kg 0.69 0.78 1.32 0.96 1.75 1.11 

11 டசாடியம் mg/kg 745 998 1020 812 656 1042 

12 வபாட்டாசியம் mg/kg 366 1056 976 765 794 896 

13 டகவெல்டால் 
லநட்ரென் 

mg/kg 232 364 297 255 366 455 

14 கந்தகம் 
% 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

BDL(D.L.
0.02) 

15 டபாரசிட்டி % 20.7 24.4 23.1 21.6 20.5 22.3 

16 
நீர ் தாங்கும் 
திறன் 

Inches/

foot 
38 36 40 42 40 36 
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11.2.5 உயிரியல் சூழல் 

தாவரங்கள் 

ஆய்வுப் பகுதியில் உள்ள தாவரங்களின் அளலவ அளவிடுவதற்கு,  நான்கு பகுதிகளாக 

பிரிக்கப்படட்ுள்ளது. ஒவ்வவாரு நாற்புறத்திலும் உள்ள தாவரகளின் எண்ணிக்லக  

ஆய்வுப் பகுதியில் உள்ள வமாத்த வதாலகக்கு சுருக்கப்படட்ுள்ளது. கள ஆய்வு 

டமற்வகாள்ளப்படுகிறது. எருக்கு, ஆவலர மற்றும் நாயுருவி குத்தலக பகுதியில் 

காணப்படுகின்றன. தாங்கல் மண்டலத்தில், டவம்பு, பப்பாளி, மா, டதக்கு டபான்ற 

வபாதுவான மரங்களும், ஆவலர, டசாற்றுக்கற்றாலழ டபான்ற புதரக்ளும், டகாலவ, 

மல்லிலக டபான்ற ஏறுகளும் காணப்படுகின்றன. 

விலங்குகள்  

ஆய்வுப் பகுதியில் வபாதுவாகக் காணப்படும் நாய்கள், பூலனகள், புதர ்எலி, மாடுகள், 

காகம், லமனா, குருவி டபான்ற பறலவகள் காணப்பட்டன. 

11.2.6 நில பயன்பாடு 

LANDSAT – 9 வசயற்லகக்டகாள் படங்கலளப் பயன்படுத்தி நிலப் பயன்பாடட்ு 

நிலப்பரப்புத் தரவு கண்டறியப்படட்ுள்ளது. பயன்படுத்தப்பட்ட படல்டகளின் 

எண்ணிக்லக 11. நில பயன்பாடட்ு முலற கீடழ வகாடுக்கப்படட்ுள்ளது: 

அட்டவலண எண். 11.6: ஆய்வுப் பகுதியின் முக்கிய நில பயன்பாட்டு அலகுகள் 

சதவீதத்தில் 

வ. 

எண் 

முதல் நிலல 

வலகப்பாடு 

பரப்பு 

(sq.km) 

சதவீதம் 

(%) 

இரண்டாம் நிலல 

வலகப்பாடு 

பரப்பு 

(sq.km) 

சதவீதம் 

(%) 

1 கட்டிடம் அல்லது 
வசிப்பிடம் 

40.19 12.44 
குடியிருப்பு 35.19 10.89 

வணிகம் / வதாழில் 5.0 1.55 

2 டவளாண்லம 184.1 57.00 பயிர ்/ தரிசு நிலம் 184.1 57.00 

3 நீரந்ிலலகள் 

82.2 25.45 

நீரத்்டதக்கம்/ஏரி/குள
ம் 

59.97 18.57 

ஆறு/நீடராலட 22.23 6.88 

4 தரிசு நிலம் 

8.63 2.67 

ஓபன் 

விவதௌடஸ்்க்ராப் 

2.43 0.75 

ஓபன்வித் ஸ்க்ராப் 6.20 1.92 

5 சுரங்கம் 7.01 2.17 சுரங்கம் 7.01 2.17 

6 காடுகள் 0.87 0.27 காடுகள் 0.87 0.27 

வமாத்தம் 323 100 வமாத்தம் 323 100 
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11.2.7 சமூக வபாருளாதார சூழல் 

ஆய்வுப் பகுதியின் சமூகப் வபாருளாதாரச ் சூழல், முதன்லமத் தளங்கலளப் 

பாரல்வயிடுவதன் மூலம், மாதிரி ஆய்வுகள் மூலம் ஆய்வு வசய்யப்படுகிறது. 2011 மக்கள் 

வதாலக கணக்வகடுப்பில் இருந்து வபறப்பட்ட இரண்டாம் நிலல தரவுகளும் 

பயன்படுத்தப்படுகின்றன. 

பின்வரும் தரவு பகுதி இரண்டாம் தரவிலிருந்து டசகரிக்கப்பட்டது. 

 மக்கள்வதாலக முலற. 

 சுகாதார முலற. 

 வதாழில் கட்டலமப்பு. 

 வசதிகள் உள்ளன. 

ஆய்வுப் பகுதியில் உள்ள அரசானிபாலி, சித்தலப்பக்கம்,  ஏழசட்சரி, பாவூர ்மற்றும் புன்லன 

ஆகிய  கிராமங்களுக்கு நிபுணர ் பாரல்வயிட்டார.் அப்பகுதியில் நிலவும் சமூக மற்றும் 

வபாருளாதார நிலலலமகள் குறித்து ஆய்வு வசய்தற்காக அருகில் உள்ள பகுதி மக்களுடன் 

கலந்துலரயாடல் நடத்தப்பட்டது. நிபுணர ் அருகிலுள்ள மருத்துவமலனகள், ஆரம்ப 

சுகாதார நிலலயங்கள் மற்றும் காஞ்சிபுரம் பாரல்வயிட்டார.் பின்வரும் கண்காணிப்புகள் 

குறிப்பு வசய்யப்பட்டன. 

பல கிராமங்களில் ஆரம்பப் பள்ளிகள் உள்ளன. மருத்துவமலன வசதிக்காக, இப்பகுதி 

மக்கள், குத்தலக பகுதியில் இருந்து 8.5 கி.மீ., வதாலலவில் உள்ள காஞ்சிபுரத்தில் உள்ள 

மருத்துவமலனக்கு வசல்ல டவண்டியுள்ளது. உயரந்ிலல மற்றும் டமல்நிலலப் பள்ளிகலளக் 

வகாண்ட முக்கிய பள்ளிகள் காஞ்சிபுரத்தில் அலமந்துள்ளன. இப்பகுதியில் அலமந்துள்ள 

சித்தலப்பக்கம் ஒன்றியம் ஆகும். காஞ்சிபுரத்தில் வபட்டரால் பம்பு நிலலயங்கள், ஏடிஎம் 

வசதி டபான்ற வசதிகள் உள்ளன. 

11.2.8 குத்தலக பகுதியின் லெட்டராஜியாலஜி 

முன்வமாழியப்பட்ட திட்ட பகுதியின் வதன்கிழக்கு திலசயில் 2.2கிமீ வதாலலவில் 

வசய்யாறு உள்ளது, பாலாறு வடகிழக்கில் 7.61 கிமீ வதாலலவில் அலமந்துள்ளது, ஆய்வுப் 

பகுதியின் நீரியல் மற்றும் நீரியல் முலற வசயற்லகக்டகாள் படங்கலளப் பயன்படுத்தி 

விரிவாக ஆய்வு வசய்யப்படுகிறது. 

ஆய்வுப் பகுதியில் பல குளங்கள் உள்ளன, அலவ ஆண்டு முழுவதும் வறண்டு 

கிடக்கின்றன. இந்த குளங்களுக்கு மலழக்காலங்களில் மடட்ுடம தண்ணீர ்கிலடக்கும். 

பருவமலழ டதால்வி, டபாதிய மலழப்வபாழிவு, டமாசமான மலழ நீர ் டமலாண்லம 

மற்றும் நீர ்நுகரவ்ு முலற ஆகியலவ காரணிகளாக இருக்கலாம். 
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11.2.9 நிலத்தடி நீர் ஆய்வு 

நிலத்தடி நீர ் ஆய்வுக்கு, வசயற்லகக்டகாள் படங்கள் பயன்படுத்தப்படுகின்றன. 

கண்காணிப்பு நிலலகளில் இருந்து நீர ் நிலலகள் இடமஜிங் மூலம் 

டசகரிக்கப்படுகின்றன. பருவமலழக்கு முந்லதய மற்றும் பருவமலழக்கு பிந்லதய 

தரவுகள் டசகரிக்கப்படட்ு முடிவுகள் பகுப்பாய்வு வசய்யப்படுகின்றன. 

வயல்வவளிப் பாரல்வயின் டபாது, பருவமலழக்குப் பின்னடர கிணறுகளில் தண்ணீர ்

கிலடப்பலத அவதானிக்க முடிந்தது. மகசூல் குலறந்த அளவில் மடட்ுடம கிலடக்கும்.  

சுரங்க குத்தலகப் பகுதிலயக் கருத்தில் வகாண்டால், அந்தப் பகுதி பாலறகள் நிலறந்த 

பகுதியாகும், டமலும் வபரிய கசிவு எதுவும் எதிரப்ாரக்்கப்படவில்லல. உற்பத்தி அளவு 

மிகவும் குலறவாக உள்ளது மற்றும் பரிந்துலரக்கப்பட்ட ஆழம் 47 மீட்டர ்ஆகும். எனடவ, 

அப்பகுதியில் உள்ள நீர ் நிலலகளிடலா அல்லது நிலத்தடி நீர ் மட்டத்திடலா சுரங்கம் 

எடுப்பதால் வபரிய அளவில் பாதிப்பு ஏற்படாது. 

எதிர்பார்க்கப்பட்ட சுற்றுசச்ூழல் தாக்கங்கள் மற்றும் தணிப்பு நடவடிக்லககள் 

 நிலச ்சூழல் 

  நீர ்சூழல் 

  தாவரங்கள் 

  விலங்கினங்கள் 

  காற்று சூழல் 

  இலரசச்ல் சூழல் 

  சமூக-வபாருளாதார தாக்கங்கள் 

11.2.10 நிலச ்சூழல்: தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

இத்திட்டத்தால் நிலசச்ூழலில் ஏற்படும் வபரும் பாதிப்பு நில பயன்பாட்டில் ஏற்படும் 

மாற்றமாகும். இந்த குவாரி சிறியது மற்றும் உற்பத்தி குலறவாக இருப்பதால், சுரங்க 

நடவடிக்லக 47 மீட்டர ் BGL வலர டமற்வகாள்ளப்படும். கனிம குவாரிகலளத் தவிர, 

கழிவுகலள வகாட்டப்படாமல் இருப்பதால், டவறு எந்த மாற்றமும் வசய்யப்படாது. 

மலழக்காலத்தில் மண் அரிப்லபத் தடுக்க, வண்டல் மண் வபாறிகள் மூலம் மாலல 

வாய்க்கால் அலமக்கப்படும். சுரங்கம் மூடப்படும் நிலலயில் 2.27.0 வெக்டடர ்குத்தலகப் 

பகுதி மலழ நீர ் டசகரிப்பு குளமாக விடப்படும் 1.57.5 வெக்டடர ் பசுலம வலளயம் 

உருவாக்கப்படும். இதற்காக, புங்லக, வாலக, டவம்பு, மஞ்சள் வகான்லற, நாவல், பூவரசு 

முதலிய டபான்ற தாவரங்கள் டதரந்்வதடுக்கப்படுகின்றன. வமாத்தம் 2000 மரங்கள் நட 

திட்டமிடப்படட்ுள்ளது. இலடவவளி 3 மீ x 3 மீ இருக்கும். 
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11.2.11 நீர் சூழல்: தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

குத்தலக பகுதிக்குள் தற்டபாது நீரந்ிலல இல்லல. திட்டத்திற்கான முழுத் தண்ணீர ்
டதலவ 6KLD ஆகும், இது வவளி நிறுவனங்களில் இருந்து வபறப்படும். மிகக்குலறந்த 
அளவு கழிவுநீர ்உருவாகும், அதற்காக சாக்கலட வதாட்டி அலமக்கப்படும்.  
மலழக்காலத்தில், அதிகப்படியான மலழநீர,் 0.6 மீ அகலம் மற்றும் 0.3 மீ ஆழம் வகாண்ட 
வாய்க்கால் வழியாக வண்டல் வபாறிகளுடன் டசகரிப்பு குளத்திற்கு வகாண்டு 
வசல்லப்படும். 
சுரங்க வசயல்பாடு 47 மீட்டர ்  (BGL)  ஆழம் வலர வலரயறுக்கப்படும் என்பதால், எந்த 
கசிவும் இருக்காது. எவ்வாறாயினும், மலழ நீர ்ஊடுருவல் மற்றும் கசிவு நீர ் டசகரிப்பு 
300lpm க்கும் குலறவாக இருக்க டவண்டும், டமலும் அது 7.5H.P.டமாட்டார ்மூலம் உந்துதல் 
வபற்ற டீசல் மூலம் இயங்கும் லமயவிலக்கு பம்ப் மூலம் அவ்வப்டபாது பம்ப் 
வசய்யப்படும். குடிநீரின் தரம் குடிப்பதற்கு ஏற்றதாக இருக்கும் என 
எதிரப்ாரக்்கப்படுகிறது. இதனால், குவாரி குழியில் டதங்கியுள்ள தண்ணீர ,் அருகில் 
உள்ள விவசாய நிலங்களுக்குள் பாய்சச்ப்படும். டமலும் இந்த தண்ணீலர டதாட்டத் 
டதலவகளுக்கும் பயன்படுத்தலாம். 

நீர்நிலல தூரம் (கிடலா மீட்டர் திலச 

கால்வாய் குத்தலக பகுதிக்கு அருகில் வடக்கு 

 குடல்ட 120 மீட்டர ் கிழக்கு 

 குடல்ட 425 மீட்டர ் வதன்டமற்கு 

 குடல்ட 850 மீட்டர ் வதன்கிழக்கு 

 குடல்ட 720 மீட்டர ் வதற்கு 

சுருட்டல் ஏரி 2.76 கி.மீ வடக்கு 

வசய்யாறு ஆறு 2.2 கி.மீ வதன்கிழக்கு 

பாலாறு ஆறு 7.61 கி.மீ வடகிழக்கு 

ஆரபாக்கம் ஏரி 4.16 கி.மீ வடகிழக்கு 

மங்கள் ஏரி 4.64 கி.மீ டமற்கு 

கண்ணிகுளம் ஏரி  4.75 கி.மீ வதன்கிழக்கு 

அடவபாக்கம் ஏரி 5.03 கி.மீ வதன்கிழக்கு 

மருதம் வபரிய ஏரி 7.02 கி.மீ வதன்கிழக்கு 

உத்திரடமரூர ்ஏரி 7.42 கி.மீ வதற்கு 

மாமண்டூர ்ஏரி 7.49 கி.மீ வடடமற்கு 

 

இந்த நீரந்ிலலகள் குத்தலக பகுதிக்கு வவளிடய அலமந்துள்ளதாலும், சுரங்கங்களில் 

இருந்து கழிவுநீர ் வவளிடயற்றப்படாமடலா அல்லது சுத்திகரிக்கப்படாத தண்ணீடரா 

இந்த நீரந்ிலலகளுக்குள் வருவதால், வபரிய அளவில் பாதிப்பு இல்லல. டபாதிய 

பாதுகாப்பு தூரம் விடப்படட்ுள்ளது. ஆதரவாளர ் குத்தலகக்குள் மடட்ுடம சுரங்க 

நடவடிக்லகலய டமற்வகாலுவார ்டமலும் குத்தலகக்கு வவளிடய கால்வாய் அல்லது எந்த 

பகுதிக்கும் அருகில் டவறு எந்த டவலலயும் டமற்வகாள்ளப்பட மாட்டாது. 

இப்பகுதியில் வபாருத்தமான மலழநீர ்டசகரிப்பு திட்டங்கள் மற்றும் வசயற்லக ரீசாரெ்் 

திட்டங்கள் வசயல்படுத்த திட்டமிடப்படட்ுள்ளது.  



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
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 குவாரியில் விழும் மலழ நீர ் மாலல வாய்க்கால் மூலம் திறலமயாக 

டசகரிக்கப்படும். 

  இவ்வாறு டசகரிக்கப்படும் நீர,் வண்டல் வபாறிகள் மூலம் டசகரிப்பு வதாட்டி 

வழியாக அனுப்பப்படும். இந்த தண்ணீலர முன்வமாழிபவர ் தண்ணீர ்

வதளிப்பதற்கும், பசல்ச நிற வபல்ட் டநாக்கங்களுக்காகவும் பயன்படுத்தலாம்.  

 வண்டல் நீக்கத்திற்குப் பிறகு அதிகப்படியான நீர,் ஏடதனும் இருந்தால், கீழ்நிலல 

பயனரக்ளுக்கு வழங்கப்படும். 

11.2.12 உயிரியல் சூழல்: தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

தாக்கங்கள் 

 சத்தம் மற்றும் அதிரவ்ு காரணமாக விலங்கினங்கள் பாதிக்கப்படுகின்றன. 

 சுரங்க நடவடிக்லககள் காரணமாக தூசி உருவாக்கம். 

 குத்தலக பகுதியின் நில பயன்பாட்டில் மாற்றம். 

 விலங்குகள் தற்வசயலாக விழுதல் 

தணிப்பு நடவடிக்லககள் 

 சுரங்கங்களில் வவடிக்கும் முன் லசரன்கள் ஊதப்படும். ஒலி அளலவக் குலறக்க, 

டதாட்டம் வசய்யப்படும். ஒதுக்கப்பட்ட டநரத்தில் மடட்ுடம வவடிப்பு 

டமற்வகாள்ளப்படும். 

 தூசி உற்பத்திலயக் குலறக்க, நீர ் வதளிப்பான்கள் பயன்படுத்தப்படும். 

டபாக்குவரத்தின் டபாது,  தாரப்ாய் வகாண்டு மூடப்பட்டிருக்கும். மாசு 

உற்பத்திலய குலறக்க தண்ணீர ்வதளிக்கப்படும். 

 சுரங்கம் மூடப்படும் நிலலக்குப் பிறகு, சுரங்கப் பள்ளம் மலழ நீர ் டசகரிப்புத ்

வதாட்டியாக விடப்படும், இது அருகிலுள்ள பகுதிகளில் பறலவகளின் கூட்டத்லத 

ஈரக்்கும். 

 விலங்குகள் நுலழவலதத் தடுக்க, சுரங்கப் பகுதி சுற்றி டவலி அலமக்கப்படும். 

11.2.13 காற்று சூழல்: தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

சுரங்க நடவடிக்லககளால் ஏற்படும் முக்கிய காற்று மாசுபாடுகள் PM10, PM2.5 டபான்ற 

தப்பிக்கும் உமிழ்வுகள் ஆகும். இந்த மாசுபாடுகலளத் தவிர, டதாண்டுதல்/ஏற்றுதல் 

கருவிகள் மற்றும் வாகனங்கள், சல்பர ் லட ஆக்லசடு (SO2) மற்றும் லநட்ரெனின் 

ஆக்லசடுகள் (NOx) ஆகியவற்றின் வாயு உமிழ்வுகள் திட்டப் பகுதியில் காற்று 

மாசுபாட்டிற்கு காரணமாகின்றன. 

துலளயிடுதல், வவடித்தல் மற்றும் டபாக்குவரத்து ஆகியவற்றால் ஏற்படும் தூசி உமிழ்வு 

முக்கிய பாதிப்புகள். ஈரமான துலளயிடல் முலறகலளப் பயன்படுத்துதல்,  குறிப்பிட்ட 

டநரத்தில் மடட்ும் வவடிலவத்தல், சாதகமற்ற வானிலலயின் டபாது வவடிப்பலதத் 

தவிரத்்தல், நல்ல தரமான வவடிமருந்துகலளப் பயன்படுத்துதல், நீர ்வதளிப்பான்கலளப் 

பயன்படுத்துதல், எடுத்துச ் வசல்லும் வபாருடக்லள தாரப்்பாய் வகாண்டு மூடுதல் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்215இன்226 

 

ஆகியலவ முக்கிய தணிப்பு நடவடிக்லககளில் அடங்கும். டிப்பரக்ள், டபாக்குவரத்திற்கு 

பயன்படுத்தப்படும் வாகனங்கலள முலறயாக பராமரித்தல், டபாக்குவரத்துக்கு 

பயன்படுத்தப்படும் வாகனங்களுக்கு வழக்கமான உமிழ்வு டசாதலனகலள நடத்துதல், 

குத்தலக பகுதியில் பாதுகாப்பு மண்டலத்தில் பசல்ச வலளயம்லட உருவாக்க 

முன்வமாழியப்படட்ுள்ளது. எதிரப்ாரக்்கப்படும் தரவு AERMOD வமன்வபாருலளப் 

பயன்படுத்தி கணக்கிடப்படுகிறது மற்றும் திட்டமிடப்பட்ட மதிப்புகள் வரம்புகளுக்குள் 

இருக்கும். 

11.2.14 இலரசச்ல் சூழல்: தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

தாக்கங்கள் 

குத்தலக பகுதிக்கு உள்டளயும் வவளிடயயும் கனிமங்கலள துலளயிடுதல், வவடிக்கச ்

வசய்தல் மற்றும் வகாண்டு வசல்வது டபான்ற வசயல்பாடுகளால் சுரங்கத்தில் சத்தம் 

உண்டாகிறது. 

 DGMS (லடரக்டடரட் வெனரல் ஆஃப் லமன்ஸ் டசஃப்டி) வரம்புகளின்படி, 8 மணிடநர 

வவளிப்பாடு காலத்திற்கு ஏற்றுக்வகாள்ளக்கூடிய இலரசச்ல் அளவு 85 dB(A) ஆகும். 

 உரத்த சத்தத்லத வவளிப்படுத்துவது உயர ்இரத்த அழுத்தம், இதய டநாய், தூக்கக் 

கலக்கம் மற்றும் மன அழுத்தத்லதயும் ஏற்படுத்தும். ஒலி மாசுபாடு 

வனவிலங்குகளின் ஆடராக்கியத்லதயும் நல்வாழ்லவயும் பாதிக்கிறது. 

 நிரண்யிக்கப்பட்ட வரம்புகலள மீறும் சத்தம், அசாதாரணமான சத்தம் உணரத்ல், 

டின்னிடஸ் டபான்ற குலறபாடுகலள ஏற்படுத்தலாம், இது காதுகளில் வதாடரந்்து 

அதிக ஒலி எழுப்புதல், பாராகுசிஸ் அல்லது சிலதந்த வசவிப்புலன் ஆகியவற்லற 

ஏற்படுத்துகிறது. 

தணிப்பு நடவடிக்லககள் 

 மூலத்திற்கும் ஏற்பிக்கும் இலடடய உள்ள தூரம் அதிகரிக்கும் டபாது, இலரசச்ல் 

அளவும் குலறகிறது  .எனடவ , இயற்லகயான டதய்மானம் ஏற்படும். 

 முன்வமாழியப்பட்ட குத்தலகப் பகுதியின் சுற்றளவில் பசுலமப் படல்டலய 

உருவாக்கத் திட்டமிடட்ுள்ளது, இது அவற்லறத் தணிப்பதன் மூலம் ஒலியின் 

அளலவக் குலறக்கிறது. 

 சத்தம் எழுப்புவலதக் கடட்ுப்படுத்த சம்பந்தப்பட்ட அலனத்து 

உபகரணங்களும்/இயந்திரங்களும்/டிரக்குகளும் முலறயாகப் 

பராமரிக்கப்படும். 

 சம்பந்தப்பட்ட ஊழியரக்ளுக்கு வழக்கமான சுகாதார பரிடசாதலனகலள 

நடத்துதல். 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
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 ஊழியரக்ள் வவளிப்படும் டநரத்லதக் குலறப்பதற்காக ஷிப்டுகளில் பணிபுரியச ்

வசய்யப்படுவாரக்ள். 

 அலனத்து ஊழியரக்ளுக்கும் காது வசருகிகலள வழங்குதல். 

 இந்த நடவடிக்லககலள டமற்வகாள்வதன் மூலம், அடிப்பலட மதிப்பு குலறவாக 

இருப்பதால், MoEF & CC வரம்புகளுக்குள் இலரசச்ல் அளவுகள் நன்கு 

பராமரிக்கப்படும். 

அதிரவ்ு: தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

தாக்கங்கள் 

 குத்தலக பகுதிக்குள் பணிபுரியும் நபரக்ளால் மடட்ுடம அதிரவ்ு உணரப்படும் 

என்றாலும், அது வபாதுவாக விரும்பத்தகாதது. 

 அதிரவ்ு ஃப்லளராக்லஸயும் ஏற்படுத்தலாம். 

 குத்தலகப் பகுதியில் உள்ள பறலவகள் மற்றும் சிறு பூசச்ிகலள இது 

பயமுறுத்தலாம். இருப்பினும், அது ஒரு குறுகிய காலத்திற்கு மடட்ுடம 

உணரப்படும். 

தணிப்பு நடவடிக்லககள் 

 மதியம் 12:00 முதல் மதியம் 2:00 மணி வலர மடட்ுடம, வலரயறுக்கப்பட்ட அளவில் 

வவடிப்லப டமற்வகாள்வது. 

 DGMS மற்றும் MOEF & CC ஆல் பரிந்துலரக்கப்பட்ட தரத்துடன் உசச் துகள் 

டவகத்லத பராமரிப்பதன் மூலம் பறக்கும் பாலற மற்றும் அதிரவ்ுகலள 

கடட்ுப்படுத்துதல். 

 குலறந்த ஆழத்தில் ொக்ொம்மர ்துலளயிடுதல் மற்றும் வவடித்தல் ஆகியலவ 

குலறந்தபட்ச வவடிமருந்துகலளப் பயன்படுத்தி டமற்வகாள்ள 

பரிந்துலரக்கப்படுகிறது. 

 திறலமயான மற்றும் சட்டப்பூரவ் ஃடபாரட்மன்/ சுரங்க டமலாளரால் வவடிப்லப 

டமற்பாரல்வ வசய்தல். 

11.2.15 சமூக வபாருளாதார சூழல் 

தாக்கம் மற்றும் தணிப்பு நடவடிக்லககள் 

யாரிடமிருந்தும் நிலம் லகயகப்படுத்தப்படவில்லல. மறுவாழ்வு டதலவயில்லல. எனடவ, 

எதிரம்லறயான தாக்கம் இல்லல. CER நடவடிக்லககளுக்காக INR 10,00,000 வசலவழிக்க 

முன்வமாழிபவர ் திட்டமிடட்ுள்ளார.் வபாது விசாரலணக்குப் பிறகு இந்தத் வதாலக 

மாற்றப்படும். 
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11.2.16 வதாழில் ஆடராக்கியம் 

தாக்கங்கள் 

துலளயிடுதல் மற்றும் வவடிப்பதால் தூசி உருவாக்கம், துலளயிடுதல் மற்றும் 

வவடிப்பதால் ஏற்படும் சத்தம், எதிரப்ாராத விபத்துக்கள். தூசியின் வதாடரச்ச்ியான 

வவளிப்பாடு நிடமானியா, காசடநாய், வாத மூடட்ுவலி மற்றும் பிரிவு அதிரவ்ுகலள 

ஏற்படுத்துகிறது, குறுகிய கால தாக்கம் தூக்கமின்லம, உயர ்இரத்த அழுத்தம் மற்றும் 

இதய டநாய்கள். நீண்ட கால வவளிப்பாடு பகுதி அல்லது நிரந்தர காது டகளாலமக்கு 

வழிவகுக்கும், முலறயற்ற சுரங்க முலறகளால்  பாலறகள், பிளவுகள் அல்லது பிளவுகள் 

ஆகியலவ அபாயங்களில் அடங்கும். 

தணிப்பு நடவடிக்லககள் 

காற்று மாசுபாடுகளின் அதிகரிப்லபக் குலறக்க சாலலகளில் தண்ணீர ் வதளித்தல் 

டபான்ற தூசிலய அடக்கும் நடவடிக்லககலளப் பயன்படுத்துதல் 

 காற்று மாசுபாடு மற்றும் சத்தம் குலறப்புக்கு மரங்கலளநடுதல். 

 சரிவு நிலலத்தன்லமலய உறுதி வசய்தல். 

 வவடிப்புக்கு பயிற்சி வபற்ற நிபுணரக்லள மடட்ுடம பயன்படுத்துதல். 

 டசரப்்பதற்கு முன் ஊழியரக்ளுக்கு முன் மருத்துவப் பரிடசாதலன நடத்துதல். 

 6 மாதங்களுக்கு ஒருமுலற அவ்வப்டபாது மருத்துவப் பரிடசாதலன நடத்துதல். 

 சுரங்க அலுவலகத்தில் அலனத்து முதலுதவி வபட்டிகலளயும் கிலடக்கச ்

வசய்தல். 

 தீலய அலணக்கும் கருவிலய திட்ட இடத்தில் லவத்திருத்தல். 

 எதிரப்ாராத நிகழ்வுகலள எவ்வாறு லகயாள்வது என்பது குறித்து 

ஊழியரக்ளுக்குக் கற்பித்தல். 

 சுரங்க அலுவலகத்தில் அவசரத் வதாடரப்ு எண்கள் அடங்கிய தகவலல 

இடுலகயிடுதல். 

 இந்த அலனத்து நடவடிக்லககலளயும் டமற்வகாள்வதன் மூலம், குவாரியில் 

பணிபுரியும் ஊழியரக்ளின் பாதுகாப்பு உறுதி வசய்யப்படும். 

11.2.17 சுற்றுசச்ூழல் கண்காணிப்பு திட்டம் 

வசயல்படுத்தப்பட்ட கடட்ுப்பாடட்ு நடவடிக்லககளின் வசயல்திறலன அளவிட 

கண்காணிப்பு வசய்யப்படுகிறது. திட்டச ் வசயல்பாட்டின் டபாது சுற்றுசச்ூழலின் 

நிலலலய மதிப்பிடுவதற்கு காற்று, நீர,் சத்தம் மற்றும் மண் சூழல்கள் டபான்ற பல்டவறு 

சுற்றுசச்ூழல் அளவுருக்களின் வழக்கமான கண்காணிப்பு டதலவப்படுகிறது. திட்டத்தின் 

வசயல்பாட்டின் டபாது பல்டவறு அளவுருக்கலள கண்காணிக்க காலவரிலசயுடன் ஒரு 
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அட்டவலண வடிவலமக்கப்படட்ுள்ளது. சுற்றுசச்ூழல் டமலாண்லமத் திட்டத்தின் 

வசயல்திறலன மதிப்பிடுவதற்கு, முக்கியமான சுற்றுசச்ூழல் அளவுருக்களின் 

வழக்கமான கண்காணிப்பு டமற்வகாள்ளப்படும். காற்று கண்காணிப்பு 3 மாதங்களுக்கு 

ஒரு முலற டமற்வகாள்ளப்படும், ஒரு பருவத்திற்கு ஒரு முலற தண்ணீர ் மாதிரி 

டசகரிக்கப்படும், 3 மாதங்களுக்கு ஒரு முலற சத்தம் கண்காணிக்கப்படும், ஒரு 

பருவத்திற்கு ஒரு முலற மண் மாதிரிகள் பகுப்பாய்வு வசய்யப்படும். EMPக்கு, INR 218.19 

லட்சம் படவ்ெட் ஒதுக்கப்பட்டடுள்ளது. 

11.2.18 திட்டப் பயன்கள்  

நிதி நன்லமகள் 

 இந்த திட்டம் ராயல்டி, ஜிஎஸ்டி டபான்ற வரிகலள வசலுத்துவதன் மூலம் நிதி 

ரீதியாக பங்களிக்கும். 

 இந்தத் திட்டம் CSR மூலமாகவும் பங்களிக்கும். 

 வபாது விசாரலணயின் டபாது மக்களின் டகாரிக்லககளும் திட்ட ஆதரவாளரால் 

பரிசீலிக்கப்படும். 

சமுதாய நன்லமகள் 

 இந்தத் திட்டம் டநரடியாக 25 டபருக்கு டவலலவாய்ப்லப வழங்குகிறது. உள்ளூர ்

மக்கள் பணியமரத்்தப்படுவாரக்ள். 

  CSR மூலம், அருகிலுள்ள பள்ளிகள், மருத்துவமலனகள் பயன்வபறும். 

  CSR க்காக, 10,00,000 ரூபாய் ஒதுக்கப்படுகிறது. 

 வபாது விசாரலணயின் டபாது மக்களின் டகாரிக்லகயின் அடிப்பலடயில், 

டதலவப்பட்டால் டமலும் நிதி ஒதுக்கீடு வசய்யப்படும். 

சுற்றுசச்ூழல் டமலாண்லமத் திட்டம் தயாரிக்கப்படட்ு, ஐந்து ஆண்டுகளுக்கு 218.19 

லட்சம் EMP வசலவாக ஒதுக்கப்பட்டது. EMP மாறும், வநகிழ்வானது மற்றும் அவ்வப்டபாது 

மதிப்பாய்வுக்கு உட்பட்டது. முக்கிய சுற்றுசச்ூழல் பாதிப்புகள் வதாடரப்ுலடய 

திட்டத்திற்கு, EMP வழக்கமான மதிப்பாய்வில் இருக்கும். எனடவ, EMP இல் 

குறிப்பிடப்படட்ுள்ள அலனத்து இலக்குகலளயும் நிலறடவற்றுவதற்கு முலறயான 

நடவடிக்லககள் எடுக்கப்படும், டமலும் திட்டம் ஆய்வுப் பகுதியில் டநரம்லறயான 

தாக்கத்லத ஏற்படுத்தும். 

***** 
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அத்தியாயம் 12 

ஆடலாசகர்களின் வவளிப்பாடு 

தி/ள்.குடளாபல் லமனிங் வசால்யூஷன்ஸ் என்பது NABET சான்றிதழ் NABET/EIA/2326/IA 0110 இன் 

படி NABET அங்கீகாரம் வபற்ற EIA நிறுவனம் ஆகும். தி/ள்.குடளாபல் லமனிங் வசாலூசன்ஸின் 

பதிவு வசய்யப்பட்ட அலுவலகம் அலமந்துள்ள இடம் பிளாட் எண்.6, S.F.No.13/2 A2, VS City, RC 

வசட்டிப்பட்டி, டகாட்டடமடட்ுப்பட்டி, ஓமலூர,் டசலம், தமிழ்நாடு-636455.  

தமிழ்நாடு, திருவண்ணாமலல மாவட்டம், வவம்பாக்கம் வட்டத்தில் உள்ள சித்தலப்பக்கம் 

கிராமத்தில் 3.87.5  வெக்டடர ் பரப்பளவில், வமாத்தக் கிளஸ்டர ் பகுதி 10.33.5  வெக்டடர ்

பரப்பளவில், உத்டதச சாதாரண கல் மற்றும் கிராவல் குவாரிக்கு பங்களிப்பு வசய்யும் 

நிபுணரக்ளின் அறிவிப்பு. 

டமற்கூறிய EIA ஐ உருவாக்கிய EIA குழுவில் நானும் ஒரு பகுதியாக இருந்டதன் என்பலத இதன் 

மூலம் சான்றளிக்கிடறன். 

EIA ஒருங்கிலணப்பாளர ்வபயர:் மணிகண்டன் மாணிக்கம் 

 

லகவயாப்பம் மற்றும் டததி 

ஈடுபாட்டின் காலம்: மாரச் ்2024-முதல் டம 2024 வலர. 

வதாடரப்ு தகவல்: 

தி/ள். குடளாபல் லமனிங் வசால்யூஷன்ஸ், 

பிளாட் எண்.6, SF எண். 13/2, A2, VS சிட்டி, RC வசட்டிபட்டி, 

டகாட்டடமடட்ுப்பட்டி, ஓமலூர,் 

டசலம், தமிழ்நாடு - 636 455 
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வரிலச 
என 

வசயல்பா
டட்ு 

பகுதிகள் 

நிபுணர/்கள் 

வபயர ்

ஈடுபாடு 

(காலம் மற்றும் பணி**) 

லகவயாப்பம் 
மற்றும் 

டததி 

1 AP 
தனலட்சுமி 
ராமநாதன் 

தற்டபாதுள்ள காற்றின் தரத்லத 
மதிப்பீடு வசய்தல், சுற்றுப்புற 
காற்றில் திட்டத்தின் தாக்கம் 
மற்றும் காற்று 
மாசுபாட்டிற்கான 
பரிந்துலரகலள குலறக்கும் 
நடவடிக்லககள். 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

 

2 WP 

அபிராமி 
கலியவபருமா

ள் 

தற்டபாதுள்ள நீரின் தரத்லத 
மதிப்பீடு வசய்தல், டமற்பரப்பு 
மற்றும் நிலத்தடி நீரின் தரத்தில் 
திட்டத்தின் தாக்கம், பாதிப்லபக் 
குலறப்பதற்கான தணிப்பு 
நடவடிக்லககலள 
பரிந்துலரத்தது. 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

3 SHW ராமதாஸ் என் 

திட்டத்தில் இருந்து உருவாகும் 
கழிவுகலள மதிப்பீடு வசய்தல், 
கழிவு டமலாண்லம 
நலடமுலறகள் 
பரிந்துலரக்கப்பட்டது. 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

4 SE சரஸ்வதி டக 

அடிப்பலட SE ஆய்வு. தரவு 
வதாகுப்பு மற்றும் மதிப்பீடு. 
பகுதியின் SE நிலலயில் 
திட்டத்தின் தாக்கம். CER 
திட்டத்தின் உருவாக்கம். 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 
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5 EB சரவணன் எஸ் 

பிரடதசத்தின் சூழலியல் 
வதாடரப்ான அடிப்பலட தரவு 
டசகரிப்பு. 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

6 HG ரவீந்திரன் என் 

இப்பகுதியின் நீரவ்ளவியல் 
அம்சம். நிலத்தடி நீர ் ஆழம் 
மற்றும் இப்பகுதியின் நிலத்தடி 
நீரில் திட்டத்தின் தாக்கம். 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

7 AQ 
ஸ்ரீலதா 

திருவீதியுலா 

பகுதி மூல மாதிரிலயப் 
பயன்படுத்தி காற்றின் தர 
மாதிரியாக்கம். தூசியின் தலர 
மட்ட வசறிவின் கணிப்பு. தகுந்த 
தணிப்பு நடவடிக்லககலள 
பரிந்துலரத்தல். 

காலம்: மாரச் ்2024-முதல் டம 
2024 வலர. 

 

8 NV 
தனலட்சுமி 
ராமநாதன் 

பகுதியின் சுற்றுப்புற இலரசச்ல் 
ஆய்வு. குவாரி வசயல்பாடு 
மற்றும் திட்டத்தால் ஏற்படும் 
சத்தத்தின் தாக்கம் காரணமாக 
அதிகரிக்கும் சத்தம். 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

 

9 LU 
ஸ்ரீலதா 

திருவீதியுலா 

வசயற்லகக்டகாள் படங்களின் 
அடிப்பலடயில் நில பயன்பாடட்ு 
வலரபடம் தயாரித்தல். நில 
பயன்பாடட்ு வலகப்பாடு 
மற்றும் பகுப்பாய்வு. சுற்றியுள்ள 
நில சூழலில் திட்டத்தின் தாக்கம் 
கணிப்பு. 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 
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10 RH 
எஸ்.வி. 
பிரசாந்த் 

சுரங்க நடவடிக்லககள் 
வதாடரப்ான இடரக்லள 
கண்டறிதல். அவசரகால டபரிடர ்
டமலாண்லம திட்டத்லத 
தயாரித்தல். வதாழிலாளிக்கு 
பாதுகாப்பு உபகரணங்கலள 
வழங்குவதற்கான திட்டம். 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

11 SC சிசுபால் சிங் 

மண் கண்காணிப்பு, மண்ணின் 
வலக, மண் டமலாண்லம 
நலடமுலறகள், டமல் மண்ணின் 
பயன்பாடு குறித்த இரண்டாம் 
நிலல தரவு டசகரிப்பு. 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 

 

12 GEO 
வள்ளியப்பன் 
வமய்யப்பன் 

புவியியல் வலரபடம், குவாரி 
மற்றும் குப்லபகளின் 
ஸ்திரத்தன்லம, சுரங்க 
குவாரியின் பயன்பாட்டிற்குப் 
பிறகு சுரங்க 
நிலலத்தன்லமக்கான 
டமலாண்லமத் திட்டம் மற்றும் 
பகுதியின் புவியியல் அம்சம். 

 

காலம்: மாரச் ்2024-முதல் டம 2024 
வலர. 
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TM-FAE: 

வ 
எ

ண்  

TM இன் 
வபயர் (FAE) 

வசய
ல்பாட்

டு 
பகுதி 

அங்கீகரிக்கப்
பட்ட FAE (கீழ் 

டவலல 
வசய்ய) 

ஈடுபாட்
டின் 

காலம் 

டவலல தன்லம லகவயழுத்து 

1 M.பிரபு 

LU  டி.ஸ்ரீலதா 

மாரச் ்
2024-

முதல் டம 
2024 
வலர 

வசயற்லகக்டகாள் 
படங்களின் 

அடிப்பலடயில் நில 
பயன்பாடட்ு 
வலரபடத்லத 

தயாரிப்பதில் FAE 
உடன் 

வதாடரப்ுலடயது, 
நில பயன்பாடட்ு 

வலகப்பாடு மற்றும் 
பகுப்பாய்வு, 

சுற்றியுள்ள நில 
சூழலில் தாக்கம் 

கணிப்பு 

 

HG அடசாக் குமார ்

ஆய்வுப் பகுதியின் 
லெட்டராஜிடயால

 ாஜிக்கல் 
வடிவத்லதப் 

படிப்பதில் FAE உடன் 
வதாடரப்ுலடயது, 

நிலத்தடி நீர ்மற்றும் 
நிலத்தடி நீரில் 
திட்டத்தின் 

தாக்கத்லத ஆய்வு 
வசய்தல் 

2 
M. 

மணிகண்டன் 

EB எஸ்.சரவணன் 

மாரச் ்
2024-

முதல் டம 
2024 
வலர 

ஆய்வுப் பகுதியின் 
சூழலியல் 

வதாடரப்ான 
அடிப்பலட தரவு 

டசகரிப்பில் 
நிபுணருடன் 

வதாடரப்ுலடயது 

 

SC சிசுபால் சிங் 

மண் கண்காணிப்பு, 
மண் வலக, மண் 
டமலாண்லம 

நலடமுலறகள், 
டமல் மண்ணின் 
பயன்பாடு குறித்த 
இரண்டாம் நிலல 
தரவு டசகரிப்பு 
ஆகியவற்றில் 
நிபுணருடன் 

வதாடரப்ுலடயது. 
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TM-FAE: 

TM-FAA: 

வ. 
எண் 

TM இன் தபயர் 
(FAA) 

தெயல்பொ
ட்டு பகு ி 

அங்கீகொிக்கப்பட்ட FAE 
(கீழ் வவணை தெய்ய) 

ஈடுபொட்டின் 
கொைம் 

வவணை  ன்ண  ணகதயழுத்து 

1 சுவரஷ் 

WP 
அபிரொ ி 

கலியதபரு ொள்  
 
 

 
 

மாரச் ்2024-
முதல் டம 
2024 வலர 

 ற்வபொதுள்ள நீொின் 
 ரத்ண    ிப்பிடுவ ிலும், 
வ ற்பரப்பு  ற்றும் நிைத் டி 
நீொின்  ரத் ில்  ிட்டத் ின் 
 ொக்கத்ண ப் படிப்ப ிலும், 
பொ ிப்ணபக் 
குணறப்ப ற்கொன  ைிப்பு 
நடவடிக்ணககணள 
பொிந்துணரப்ப ிலும் 
நிபுைருடன் 
த ொடர்புணடயது. 

 

AP  னைட்சு ி ரொ நொ ன் 

 ற்வபொதுள்ள கொற்றின் 
 ரம், சுற்றுப்புற கொற்றில் 
 ிட்டத் ின்  ொக்கம்  ற்றும் 
கொற்று  ொசுபொட்டிற்கொன 
 ைிப்பு நடவடிக்ணககணள 
பொிந்துணரப்ப ில் 
நிபுைருடன் 
த ொடர்புணடயது 

2 S.கொ ரொஜ் 

SC ெிசுபொல் ெிங் 

 
 
 
 
 
 
 

மாரச் ்2024-
முதல் டம 
2024 வலர 

 ண் கண்கொைிப்பு,  ண் 
வணக,  ண் வ ைொண்ண  
நணடமுணறகள், வ ல் 
 ண்ைின் பயன்பொடு 
குறித்  இரண்டொம் நிணை 
 ரவு வெகொிப்பு 
ஆகியவற்றில் நிபுைருடன் 
த ொடர்புணடயது. 

 
 

 
 
 

 
 
 

 
 

 
 
 

 
 

 
 
 

 
 
 

 
 RH எஸ்.வி.பிரஷொந்த் 

சுரங்க நடவடிக்ணககள் 
த ொடர்பொன ஆபத்ண  
கண்டறிவ ில் நிபுைருடன் 
த ொடர்புணடயது. 
அவெரகொை வபொிடர் 
வ ைொண்ண   ிட்டத்ண  
 யொொித் ல். 
த ொழிைொளர்களுக்கு 
பொதுகொப்பு 
உபகரைங்கணள 
வழங்குவ ற்கொன  ிட்டம் 

3. S. அென் அலி 

WP 
அபிரொ ி 

கலியதபரு ொள் 

மாரச் ்2024-
முதல் டம 
2024 வலர 

 ற்வபொதுள்ள நீொின் 
 ரத்ண    ிப்பிடுவ ிலும், 
வ ற்பரப்பு  ற்றும் நிைத் டி 
நீொின்  ரத் ில்  ிட்டத் ின் 
 ொக்கத்ண ப் படிப்ப ிலும், 
பொ ிப்ணபக் 
குணறப்ப ற்கொன  ைிப்பு 
நடவடிக்ணககணள 
பொிந்துணரப்ப ிலும் 
நிபுைருடன் 
த ொடர்புணடயது. 

 

GEO 

வள்ளியப்பன் 
த ய்யப்பன் 

 

புவியியல் வணரபடத்ண  
 யொொிப்ப ில் நிபுைருடன் 
த ொடர்புணடயது, குவொொி 
ெொிவு முகங்கள்  ற்றும் 
குப்ணபகளின் 
நிணைத் ன்ண ணய 
  ிப்பீடு தெய் ல், சுரங்க 
குவொொி  ற்றும் பகு ியின் 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்225இன்226 

 

புவியியல் அம்ெங்கணளப் 
பயன்படுத் ிய பிறகு, 
சுரங்க நிணைத் 
 ன்ண க்கொன 
வ ைொண்ண த்  ிட்டம் 

AP 
 னைட்சு ி 
ரொ நொ ன் 

 ற்வபொதுள்ள கொற்றின் 
 ரம், சுற்றுப்புற கொற்றில் 
 ிட்டத் ின்  ொக்கம்  ற்றும் 
கொற்று  ொசுபொட்டிற்கொன 
 ைிப்பு நடவடிக்ணககணள 
பொிந்துணரப்ப ில் 
நிபுைருடன் 
த ொடர்புணடயது 

NV 
 னைட்சு ி 
ரொ நொ ன் 

அ ன் கைிப்பு, பறக்கும் 
பொணறகள்  ற்றும் கொற்று 
தவடிப்பு (ெத் ம்) 
கண்கொைிப்பு, 
சுரங்கங்களில் பொதுகொப்பு 
தவடிக்கும் நணடமுணறக்கு 
SOP  யொொித் ல் 
ஆகியவற்றிற்கொன  ள-
குறிப்பிட்ட ெ ன்பொட்ணட 
உருவொக்குவ ற்கொக 
தவடிப்பு தூண்டப்பட்ட 
நிை அ ிர்வுகணள 
கண்கொைித் ல்  ற்றும் 
பகுப்பொய்வு தெய்வ ில் 
நிபுைருடன் 
த ொடர்புணடயது. 

4. த ௌனிகொ. B 

AP 
 னைட்சு ி 
ரொ நொ ன் 

மாரச் ்2024-
முதல் டம 
2024 வலர 

 ற்வபொதுள்ள கொற்றின் 
 ரம், சுற்றுப்புற கொற்றில் 
 ிட்டத் ின்  ொக்கம்  ற்றும் 
கொற்று  ொசுபொட்டிற்கொன 
 ைிப்பு நடவடிக்ணககணள 
பொிந்துணரப்ப ில் 
நிபுைருடன் 
த ொடர்புணடயது 

 

NV 
 னைட்சு ி 
ரொ நொ ன் 

அ ன் கைிப்பு, பறக்கும் 
பொணறகள்  ற்றும் கொற்று 
தவடிப்பு (ெத் ம்) 
கண்கொைிப்பு, 
சுரங்கங்களில் பொதுகொப்பு 
தவடிக்கும் நணடமுணறக்கு 
SOP  யொொித் ல் 
ஆகியவற்றிற்கொன  ள-
குறிப்பிட்ட ெ ன்பொட்ணட 
உருவொக்குவ ற்கொக 
தவடிப்பு தூண்டப்பட்ட 
நிை அ ிர்வுகணள 
கண்கொைித் ல்  ற்றும் 
பகுப்பொய்வு தெய்வ ில் 
நிபுைருடன் 
த ொடர்புணடயது. 

5. G.பொைசுப்ர ைி GEO 

வள்ளியப்பன் 
த ய்யப்பன் 

 

மாரச் ்2024-
முதல் டம 
2024 வலர 

புவியியல் வணரபடத்ண  
 யொொிப்ப ில் நிபுைருடன், 
குவொொி ெொிவு முகங்கள் 
 ற்றும் குப்ணபகளின் 
நிணைத் ன்ண ணய 
  ிப்பீடு தெய் ல், சுரங்க 
குவொொி  ற்றும் 
அப்பகு ியின் புவியியல் 
அம்ெங்கணளப் 

 



தமிழ்நாடு மாநிலம், திருவண்ணாமலல மாவடட்ம், வவம்பாக்கம் வட்டம், சித்தலப்பக்கம் கிராமத்தில், புல 
எண்கள். 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 8/3A மற்றும் 8/3B 3.87.5 வெக்டடர ்
பரப்பளவில் அலமயவுள்ள திரு. M.N.பாலசுந்தரம் முன்வமாழியப்பட்ட சாதாரணக்கல் மற்றும் கிராவல் 
குவாரிக்கான வலரவு  EIA/EMP அறிக்லக. 

 

பக்கம்226இன்226 

 

 

 

பயன்படுத் ிய பிறகு, 
சுரங்க 
உறு ித் ன்ண க்கொன 
வ ைொண்ண த்  ிட்டம் 

 NV 
 னைட்சு ி 
ரொ நொ ன் 

அ ன் கைிப்பு, பறக்கும் 
பொணறகள்  ற்றும் கொற்று 
தவடிப்பு (ெத் ம்) 
கண்கொைிப்பு, 
சுரங்கங்களில் பொதுகொப்பு 
தவடிக்கும் நணடமுணறக்கு 
SOP  யொொித் ல் 
ஆகியவற்றிற்கொன  ள-
குறிப்பிட்ட ெ ன்பொட்ணட 
உருவொக்குவ ற்கொக 
தவடிப்பு தூண்டப்பட்ட 
நிை அ ிர்வுகணள 
கண்கொைித் ல்  ற்றும் 
பகுப்பொய்வு தெய்வ ில் 
நிபுைருடன் 
த ொடர்புணடயது. 
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File No: 10696

Government of India

Ministry of Environment, Forest and Climate Change

(Issued by the State Environment Impact Assessment 

Authority(SEIAA), TAMIL NADU)

***

Dated 14/05/2024

To,

MANGADU BALASUNDHARAM

MANGADU BALASUNDHARAM

Thiru.M.N.Balasundram, S/o. Natarajan, No.72, Main Road, Mangadu, Kundrathur Taluk, 

Kancheepuram District. , Tiruvannamalai , TIRUVANNAMALAI, TAMIL NADU, Tiruvannamalai , 

600122

balasundaramn87@gmail.com

Subject: Grant of Terms of Reference under the provision of the EIA Notification 2006-regarding.

Sir/Madam,

This is in reference to your application for Grant of Terms of Reference under the provision of the EIA 

Notification 2006-regarding in respect of project Rough Stone and Gravel Quarry of over an extent of 

3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 8/1M, 

8/3A and 8/3B, of Sithalapakkam Village, Vembakkam Taluk, Tiruvannamalai District by 

Thiru.M.N.Balasundram submitted to Ministry vide proposal number SIA/TN/MIN/459416/2024 dated 

02/04/2024.

Ref:

1. Online proposal No. SIA/TN/MIN/459416/2024, dt: 22/01/2024.

2. Your application submitted for Terms of Reference dated: 13.02.2024.

2. The particulars of the proposal are as below :

(i) TOR Identification No. TO24B0108TN5397062N

(ii) File No. 10696

(iii) Clearance Type TOR

(iv) Category B1

(v) Project/Activity Included Schedule No. 1(a) Mining of minerals

(vii) Name of Project
Rough Stone and Gravel Quarry of 

Thiru.M.N.Balasundram

(viii) Name of Company/Organization MANGADU BALASUNDHARAM

(ix) Location of Project (District, State) TIRUVANNAMALAI, TAMIL NADU

(x) Issuing Authority SEIAA

(xii) Applicability of General Conditions no

Page 1 of 19Page 1 of 19SIA/TN/MIN/459416/2024
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(xiii) Applicability of Specific Conditions no

In view of the particulars given in the Para 1 above, the project proposal interalia including Form-1(Part A and B) were 

submitted to the SEIAA-TN for an appraisal by the State Environment Impact AssessmentAuthority(SEIAA) 

Appraisal Committee (SEIAA) in the SEIAA under the provision of EIA notification 2006 and its subsequent 

amendments.

3. 

The above-mentioned proposal has been considered by State Environment Impact AssessmentAuthority(SEIAA)in the 

meeting held on 03/05/2024. The minutes of the meeting and all the Application and documents submitted [(viz. Form-

1 Part A, Part B] are available on PARIVESH portal which can be accessed by scanning the QR Code above.

4. 

The State Expert Appraisal Committee (SEAC), based on the information & clarifications provided by the project 

proponent and after detailed deliberations recommended the proposal for grant of Terms of Reference under the 

provision of EIA Notification, 2006 and as amended thereof subject to the stipulation of specific and general 

conditions as detailed in Annexure (2). 

5. 

The SEIAA has examined the proposal in accordance with the Environment Impact Assessment (EIA) Notification, 

2006 & further amendments thereto and after accepting the recommendations of the State Environment Impact 

AssessmentAuthority(SEIAA) Appraisal Committee hereby decided to grant Terms of Reference for instant proposal 

of M/s. MANGADU BALASUNDHARAM under the provisions of EIA Notification, 2006 and as amended thereof.

6. 

The Ministry/SEIAA-TN reserves the right to stipulate additional conditions, if found necessary.7. 

The Terms of Reference to the aforementioned project is under provisions of EIA Notification, 2006. It does not 

tantamount to approvals/consent/permissions etc. required to be obtained under any other Act/Rule/regulation. The 

Project Proponent is under obligation to obtain approvals /clearances under any other Acts/ Regulations or Statutes, as 

applicable, to the project.

8. 

This issues with the approval of the Competent Authority.9. 

The TORs with public hearing prescribed shall be valid for a period of three years from the date of issue, for 

submission of the EIA/EMP report as per OMNo.J-11013/41/2006-IA-II(I)(part) dated 29th August, 2017. 

10. 

Copy To

1. The Additional Chief Secretary to Government, Environment, Climate Change and Forests Department, Govt. of Tamil 

Nadu, Fort St. George, Chennai - 9.

2. The Chairman, Central Pollution Control Board, Parivesh Bhavan,

CBD Cum-Office Complex, East Arjun Nagar, New Delhi - 110 032.

3. The Chairman, Tamil Nadu Pollution Control Board,

76, Mount Salai, Guindy, Chennai - 600 032.

4. The APCCF (C), Regional Office, MoEF & CC (SZ), 34, HEPC Building, 1st & 2nd Floor, Cathedral Garden Road, 

Nungambakkam, Chennai - 34.

5. Monitoring Cell, IA Division, Ministry of Environment, Forests & CC,

Paryavaran Bhavan, CGO Complex, New Delhi - 110 003.

6. The District Collector, Tiruvannamalai District.

7. Stock File. 

Annexure 1

Specific Terms of Reference for (Mining Of Minerals)

1. Seac Conditions - Site Specific
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S. No Terms of Reference

1. For the existing quarry, the PP shall obtain a letter from the concerned AD (Mines) which 

shall also stipulate the following information:

i. Original pit dimension of the existing quarry

ii. Quantity achieved Vs EC Approved Quantity

iii. Balance Quantity as per Mineable Reserve calculated.

iv. Month wise Production details

v. Mined out Depth as on date Vs EC Permitted depth

vi. Details of illegal/illicit mining carried out, if any

vii. Non-compliance/Violation in the quarry during the past working.

viii. Quantity of material mined out outside the mine lease area (or) in the adjacent quarry/land.

ix. Existing condition of Safety zone/benches

x. Details of any penalties levied on the PP for any violation in the quarry operation by the 

Department of Geology and Mining.

2. The PP shall submit the Certified Compliance Report (CCR) obtained from IRO(SZ), 

MoEF&CC with the status of non-compliance, and to furnish mitigation measures/remedial 

action plan with the budget allocation for the non-compliance stated in the CCR.

3. The PP shall complete the fencing, tree plantation and photographs, videos of the same shall 

be furnished.

4. The PP shall mark the DGPS reference pillars painted with blue & white colour indicating the 

safety barrier of 7.5 m to be left under the Rule 13 (1) of MCDR, 1988 within the lease 

boundary and protective bunds, and provide the details during the EIA appraisal.

5. The Proponent shall complete the garland drainage around the boundary of the proposed 

quarry and the photographs indicating the same shall be shown during the EIA appraisal.

6. The PP shall submit a detailed hydrological report indicating the impact of proposed 

quarrying operations on the waterbodies like lake, water tanks, etc located within 1 km of the 

proposed quarry.

7. The Proponent shall justify the selection of the site for carrying out the stone quarrying with 

the total volume arrived for the excavation & production adequate details such as lithology of 

the deposit, reserve estimation, place for waste dump/mined mineral storage, end-use of mined 

materials, identified potential customers/end-users and travel path.

8. The proponent is requested to carry out a survey and enumerate on the structures located 

within the radius of (i) 50 m, (ii) 100 m, (iii) 200 m and (iv) 300 m (v) 500m with details such as 

dwelling houses with number of occupants, whether it belongs to the owner (or) not, places of 

worship, Schools/Colleges industries, factories, sheds, etc with indicating the owner of the 

building, nature of construction, age of the building, number of residents, their profession and 

income, etc.

9. The proponent shall furnish photographs and video showing the adequate fencing, green belt 

along the periphery including replantation of existing trees & safety distance between the 

adjacent quarries & water bodies nearby provided as per the approved mining plan.

10. During the EIA appraisal, the PP shall furnish the affidavit stating that he will not employ 

any external agency for carrying out the blasting operation in the proposed quarry and he shall 

also install the temporary (or) permanent magazine approved by the concerned licensing 

authority before the execution of the lease, for storing the authorized explosives & detonators 

separately in accordance with the Explosive Rules, 2008.

11. During the EIA appraisal, the PP shall furnish the affidavit stating that he will appoint a First 

Class/Second Class Mine Manager for managing the quarrying operations before obtaining the 

CTO from the TNPCB. Further, the PP will also send the ‘Notice of Opening’ indicating the 

appointment of such Statutory officials and the proposed usage of HEMM shall be sent to the 

Director of Mines Safety, Chennai Region of the Mine under the provisions of MMR 1961 

atleast 30 days before the commencement of the mining operation after the execution of lease, if 

the EC is granted.

12. Since the structures including the houses are situated within a radial distance of 500 m, 

1.1
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S. No Terms of Reference

the PP shall carry out the scientific studies to design the controlled blast parameters for 

reducing the cumulative blast-induced ground/air- vibrations and eliminating the fly rock from 

the blasting operations carried out in the cluster of quarries located in the region, and 

subsequently with proper validation of the design through trial blasts in any of the existing 

& operating quarries to monitor the PPV produced from the blasting near the houses (280m) and 

village (520 m), after obtaining the prior permission from the DMS / Chennai Region in 

accordance with DGMS Circular No. 7 of 1997, by involving anyone of these reputed Research 

and Academic Institution such as CSIR-Central Institute of Mining & Fuel Research / Dhanbad, 

NIRM/Bangalore, IIT (ISM)/Dhanbad, IIT-Madras, NIT-Dept of Mining Engg, Surathkal, and 

Anna University Chennai-CEG Campus. A copy of such scientific study report shall be 

submitted to the SEIAA, MoEF as a part of EIA study during the appraisal and to the 

DMS/DGMS-Chennai Region while submitting the ‘Notice of Opening’, without any deviation.

13. Since the quarrying operations are proposed in an existing pit possessing the quarry wall of 

27 m depth without adequate bench formations in accordance with the provisions of MMR, 

1961, the PP shall carry out the scientific studies to assess the slope stability of the existing 

quarry wall and working benches for spelling out the stabilization measures to ensure the safety 

of the persons to be employed in the proposed quarry, by involving any one of the reputed 

Research and Academic Institutions - CSIR-Central Institute of Mining & Fuel Research / 

Dhanbad, NIRM/Bangalore, IIT (ISM)/Dhanbad, Division of Geotechnical Engineering-IIT-

Madras, NIT-Dept of Mining Engg, Surathkal, and Anna University Chennai-CEG Campus. A 

copy of such scientific study report shall be submitted to the SEIAA, MoEF as a part of EIA 

study during the appraisal and to the DMS/DGMS-Chennai Region while submitting the ‘Notice 

of Opening’, without any deviation.

14. The PP shall carry out a comprehensive study indicating the Travelling route as proposed 

pertaining to the traffic surveys and Axle load surveys and demand forecasting for the next 10 

years in the cluster area including the Traffic Volume, Identification of possible improvements 

in the existing alignment and bypassing congested locations with alternatives, investigation of 

required sub-grade and sub-soil characteristics and strength for road and embankment design 

and sub soil investigation, identification of sources of construction material, etc. Further, the 

study shall also consider the local and slow traffic which may need segregation from the main 

traffic and provision of service roads (or) physical barrier including fencing, wherever necessary 

to improve efficiency and safety, particularly the trucks plying through the 

schools/hospitals/villages.

15. The PP shall prepare the Standard Operating Procedures (SoP) for carrying out the ‘Best 

Mining Practices’ in the areas of drilling, blasting excavation, transportation and green belt 

development and provide the same during the EIA appraisal.

16. The PP shall prepare the EMP for the entire life of mine and also furnish the sworn affidavit 

stating to abide the EMP for the entire life of mine.

2. Seiaa Specific Condition:

S. No Terms of Reference

2.1
1. The Annual peak RoM production not exceeding 43440 cu.m of Rough stone and 15912 cu.m of 

Gravel to an ultimate depth of 47m BGL.

Standard Terms of Reference for (Mining of minerals)

1.
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S. No Terms of Reference

1.1

An EIA-EMP Report shall be prepared for peak capacity (…..MTPA)operation in an ML/project 

area of.....ha based on the generic structure specified in Appendix III of the EIA Notification, 

2006.

1.2

An EIA-EMP Report would be prepared for peak capacity operation to cover the impacts and 

environment management plan for the project specific activities on the environment of the 

region, and the environmental quality encompassing air, water, land, biotic community, etc. 

through collection of data and information, generation of data on impacts including prediction 

modeling for..... MTPA of mineral production based on approved project/Mining Plan 

for.....MTPA. Baseline data collection can be for any season (three months) except monsoon.

1.3 Propoer KML file with pin drop and coordinate of mine at 500-1000 m interval be provided

1.4

A Study area map of the core zone (project area) and 10 km area of the buffer zone (1: 50,000 

scale) clearly delineating the major topographical features such as the land use, surface drainage 

pattern including rivers/streams/nullahs/canals, locations of human habitations, major 

constructions including railways, roads, pipelines, major industries, mines and other polluting 

sources. In case of ecologically sensitive areas such as Biosphere Reserves/National Parks/WL 

Sanctuaries/ Elephant Reserves, forests (Reserved/Protected), migratory corridors of fauna, and 

areas where endangered fauna and plants of medicinal and economic importance found in the 15 

km study area should be given. The above details to be furnished in tabular form also

1.5

Map showing the core zone delineating the agricultural land (irrigated and un-irrigated, 

uncultivable land as defined in the revenue records, forest areas (as per records), along with 

other physical features such as water bodies, etc should be furnished.

1.6

A contour map showing the area drainage of the core zone and 25 km of the study area (where 

the water courses of the core zone ultimately join the major rivers/streams outside the 

lease/project area) should also be clearly indicated in the separate map.

1.7

Catchment area with its drainage map of 25 km area within and outside the mine shall be 

provided with names, details of rivers/ riverlet system and its respective order. The map should 

clearly indicate drainage pattern of the catchment area with basin of major rivers. Diversion of 

drains/ river need eloboration in form of lengthe, quantity and quality of water to be diverted

1.8

(Details of mineral reserves, geological status of the study area and the seams to be worked, 

ultimate working depth and progressive stage-wise working scheme until the end of mine life 

should be provided on the basis of the approved rated capacity and calendar plans of production 

from the approved Mining Plan. Geological maps and sections should be included. The 

Progressive mine development and Conceptual Final Mine Closure Plan should also be shown 

in figures. Details of mine plan and mine closure plan approval of Competent Authority should 

be furnished for green field and expansion projects.

1.9

Details of mining methods, technology, equipment to be used, etc., rationale for selection of 

specified technology and equipment proposed to be used vis-à-vis the potential impacts should 

be provided.

1.10

Impact of mining on hydrology, modification of natural drainage, diversion and channeling of 

the existing rivers/water courses flowing though the ML and adjoining the lease/project and the 

impact on the existing users and impacts of mining operations thereon.
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S. No Terms of Reference

1.11

A detailed Site plan of the mine showing the proposed break-up of the land for mining 

operations such as the quarry area, OB dumps, green belt, safety zone, buildings, infrastructure, 

Stockyard, township/colony (within and adjacent to the ML), undisturbed area -if any, and 

landscape features such as existing roads, drains/natural water bodies to be left undisturbed 

along with any natural drainage adjoining the lease /project areas, and modification of thereof in 

terms of construction of embankments/bunds, proposed diversion/re-channelling of the water 

courses, etc., approach roads, major haul roads, etc should be indicated.

1.12

Original land use (agricultural land/forestland/grazing land/wasteland/water bodies) of the area 

should be provided as per the tables given below. Impacts of project, if any on the land use, in 

particular, agricultural land/forestland/grazing land/water bodies falling within the lease/project 

and acquired for mining operations should be analyzed. Extent of area under surface rights and 

under mining rights should be specified. Area under Surface Rights

Area under 

Surface

Area Under Mining 

Rights(ha)S.N
ML/Project Land 

use
Rights(ha) (ha)

Area under Both 

(ha)

1 Agricultural land

2 Forest Land

3 Grazing Land

4 Settlements

5 Others (specify)

S.N. Details Area (ha)

1 Buildings

2 Infrastructure

3 Roads

4 Others (specify)

Total

1.13

Study on the existing flora and fauna in the study area (10km) should be carried out by an 

institution of relevant discipline. The list of flora and fauna duly authenticated separately for the 

core and study area and a statement clearly specifying whether the study area forms a part of the 

migratory corridor of any endangered fauna should be given. If the study area has endangered 

flora and fauna, or if the area is occasionally visited or used as a habitat by Schedule-I species, 

or if the project falls within 15 km of an ecologically sensitive area, or used as a migratory 

corridor then a Comprehensive Conservation Plan along with the appropriate budgetary 

provision should be prepared and submitted with EIA-EMP Report; and comments/observation 

from the CWLW of the State Govt. should also be obtained and furnished.

1.14

One-season (other than monsoon) primary baseline data on environmental quality - air (PM10, 

PM2.5, SOx, NOx and heavy metals such as Hg, Pb, Cr, As, etc), noise, water (surface and 

groundwater), soil - along with one-season met data coinciding with the same season for AAQ 

collection period should be provided. The detail of NABL/ MoEF&CC certification of the 

respective laborartory and NABET accreditation of the consultant to be provided.

Map (1: 50, 000 scale) of the study area (core and buffer zone) showing the location of various 

sampling stations superimposed with location of habitats, other industries/mines, polluting 
1.15
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S. No Terms of Reference

sources, should be provided. The number and location of the sampling stations in both core and 

buffer zones should be selected on the basis of size of lease/project area, the proposed impacts 

in the downwind (air)/downstream (surface water)/groundwater regime (based on flow). One 

station should be in the upwind/upstream/non-impact/non-polluting area as a control station. 

The monitoring should be as per CPCB guidelines and parameters for water testing for both 

ground water and surface water as per ISI standards and CPCB classification wherever 

applicable. Observed values should be provided along with the specified standards.

1.16

For proper baseline air quality assessment, Wind rose pattern in the area should be reviewed and 

accordingly location of AAMSQ shall be planned by the collection of air quality data by 

adequate monitoring stations in the downwind areas. Monitoring location for collecting baseline 

data should cover overall the 10 km buffer zone i.e. dispersed in 10 km buffer area. In case of 

expansion, the displayed data of CAAQMS and its comparison with the monitoring data to be 

provided

1.17

A detailed traffic study along with presence of habitation in 100 mts distance from both side of 

road, the impact on the air quality with its proper measures and plan of action with timeline for 

widening of road. The project will increase the no. of vehicle along the road which will 

indirectly contribute to carbon emission so what will be the compensatory action plan should be 

clearly spell out in EIA/ EMP report.

1.18

The socio-economic study to conducted with actual survey report and a comparative assessment 

to be provided from the census data should be provided in EIA/ EMP report also occupational 

status & economic status of the study area and what economically project will contribute should 

be clearly mention. The study should also include the status of infrastructural facilities and 

amenities present in the study area and a comparative assessment with census data to be 

provided and to link it with the initialization and quantification of need based survey for CSR 

activities to be followed.

1.19

The Ecology and biodiversity study should also indicate the likely impact of change in forest 

area for surface infrastructural development or mining activity in relation to the climate change 

of that area and what will be the compensatory measure to be adopted by PP to minimize the 

impact of forest diversion.

1.20
Baseline data on the health of the population in the impact zone and measures for occupational 

health and safety of the personnel and manpower for the mine should be submitted.

1.21

Impact of proposed project/activity on hydrological regime of the area shall be assessed and 

report be submitted. Hydrological studies as per GEC 2015 guidelines to be prepared and 

submitted

1.22

Impact of mining and water abstraction from the mine on the hydrogeology and groundwater 

regime within the core zone and 10 km buffer zone including long-term monitoring measures 

should be provided. Details of rainwater harvesting and measures for recharge of groundwater 

should be reflected in case there is a declining trend of groundwater availability and/or if the 

area falls within dark/grey zone.

1.23
Study on land subsidence including modeling for prediction, mitigation/prevention of 

subsidence, continuous monitoring measures, and safety issues should be carried out.
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1.24

Detailed water balance should be provided. The break up of water requirement as per different 

activities in the mining operations, including use of water for sand stowing should be given 

separately. Source of water for use in mine, sanction of the Competent Authority in the State 

Govt. and impacts vis-à-vis the competing users should be provided.

1.25

PP shall submit design details of all Air Pollution control equipment (APCEs) to be 

implemented as part of Environment Management Plan vis-à-vis reduction in concentration of 

emission for each APCEs

1.26

PP shall propose to use LNG/CNG based mining machineries and trucks for mining operation 

and transportation of mineral. The measures adopted to conserve energy or use of renewable 

sources shall be explored

1.27
PP to evaluate the green house emission gases from the mine operation and corresponding 

carbon absorption plan.

1.28
Site specific Impact assessment with its mitigation measures, Risk Assessment and Disaster 

Preparedness and Management Plan should be provided.

1.29

Impact of choice of mining method, technology, selected use of machinery and impact on air 

quality, mineral transportation, handling & storage/stockyard, etc, Impact of blasting, noise and 

vibrations should be provided.

1.30

Impacts of mineral transportation within the mining area and outside the lease/project along 

with flow-chart indicating the specific areas generating fugitive emissions should be provided. 

Impacts of transportation, handling, transfer of mineral and waste on air quality, generation of 

effluents from workshop etc, management plan for maintenance of HEMM and other 

machinery/equipment should be given. Details of various facilities such as rest areas and 

canteen for workers and effluents/pollution load emanating from these activities should also be 

provided.

1.31
Details of various facilities to be provided to the workers in terms of parking, rest areas and 

canteen, and effluents/pollution load resulting from these activities should also be given.

1.32

The number and efficiency of mobile/static water jet, Fog cannon sprinkling system along the 

main mineral transportation road inside the mine, approach roads to the mine/stockyard/siding, 

and also the frequency of their use in impacting air quality should be provided.

1.33

Conceptual Final Mine Closure Plan and post mining land use and restoration of land/habitat to 

the pre- mining status should be provided. A Plan for the ecological restoration of the mined out 

area and post mining land use should be prepared with detailed cost provisions. Impact and 

management of wastes and issues of re-handling (wherever applicable) and backfilling and 

progressive mine closure and reclamation should be furnished.

1.34

Adequate greenbelt nearby areas, mineral stock yard and transportation area of mineral shall be 

provided with details of species selected and survival rate Greenbelt development should be 

undertaken particularly around the transport route.

1.35
Cost of EMP (capital and recurring) should be included in the project cost and for progressive 

and final mine closure plan.
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1.36

Details of R&R. Detailed project specific R&R Plan with data on the existing socio- economic 

status of the population (including tribals, SC/ST, BPL families) found in the study area and 

broad plan for resettlement of the displaced population, site for the resettlement colony, 

alternate livelihood concerns/employment for the displaced people, civic and housing amenities 

being offered, etc and costs along with the schedule of the implementation of the R&R Plan 

should be given.

1.37
CSR Plan along with details of villages and specific budgetary provisions (capital and recurring) 

for specific activities over the life of the project should be given.

1.38 Corporate Environment Responsibility:

1.39
a) The Company must have a well laid down Environment Policy approved by the Board of 

Directors.

1.40

b) The Environment Policy must prescribe for standard operating process/procedures to bring 

into focus any infringements/deviation/violation of the environmental or forest 

norms/conditions.

1.41

c) The hierarchical system or Administrative Order of the company to deal with environmental 

issues and for ensuring compliance with the environmental clearance conditions must be 

furnished.

1.42

d) To have proper checks and balances, the company should have a well laid down system of 

reporting of non-compliances/violations of environmental norms to the Board of Directors of the 

company and/or shareholders or stakeholders at large.

1.43
e) Environment Managament Cell and its responsibilities to be clearly spleel out in EIA/ EMP 

report

1.44
f) In built mechanism of self-monitoring of compliance of environmental regulations should be 

indicated.

1.45 Status of any litigations/ court cases filed/pending on the project should be provided.

1.46
PP shall submit clarification from DFO that mine does not falls under corridors of any National 

Park and Wildlife Sanctuary with certified map showing distance of nearest sanctuary.

1.47
Copy of clearances/approvals such as Forestry clearances, Mining Plan Approval, mine closer 

plan approval. NOC from Flood and Irrigation Dept. (if req.), etc. wherever applicable.

1.48

Details on the Forest Clearance should be given as per the format given:

Total ML Total

Project Area Forest

(ha) land (ha)

Date 

of FC

Extent of 

Forest 

Land

Balance area for 

which FC is yet to be 

obtained

Status of appl For 

diversion of forest 

land

If more than one 

provide details of 

each FC
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1.49
In case of expansion of the proposal, the status of the work done as per mining plan and 

approved mine closure plan shall be detailed in EIA/ EMP report

1.50

Details on Public Hearing should cover the information relating to notices issued in the 

newspaper, proceedings/minutes of Public Hearing, the points raised by the general public and 

commitments made by the proponent and the time bound action proposed with budgets in 

suitable time frame. These details should be presented in a tabular form. If the Public Hearing is 

in the regional language, an authenticated English Translation of the same should be provided.

1.51 PP shall carry out survey through drone highlighting the ground reality for atleast 10 minutes

1.52

Detailed Chronology of the project starting from the first lease deed alloted/Block allotment/ 

Land acquired to its No. of renewals, CTO /CTE with details of no. renewals, previous EC(s) 

granted details and its compliance details, NOC details from various Govt bodies like Forest 

NOC(s), CGWA permissions, Power permissions, etc as per the requisites respectively to be 

furnished in tabular form.

1.53
The first page of the EIA/ EMP report must mention the peak capacity production, area, detail of 

PP, Consultant (NABET acrreditation) and Laboratory (NABL / MoEF & CC certification)

1.54

The compliances of ToR must be properly cited with respective chapter section and page no in 

tabular form and also mention sequence of the respective ToR complied within the EIA-EMP 

report in all the chapter,s section.
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SEAC SPECIFIC CONDITIONS: 

1. The PP shall furnish the letter obtained from the AD (Mines) indicating the existing 

pit dimensions and pit conditions showing the details on mine having worked during 

the earlier lease period. 

2. The PP shall furnish DFO letter stating that the proximity distance of Reserve Forests, 

Protected Areas, Sanctuaries, Tiger reserve etc., up to a radius of 25 km from the 

proposed site. 

3. The PP shall provide individual notice regarding the Public Hearing to the nearby 

house owners located in the vicinity of the project site. 

4. The Proponent shall justify the selection of the site for carrying out the stone quarrying 

with the total volume arrived for the excavation & production adequate details such as 

lithology of the deposit, reserve estimation, place for waste dump/mined mineral 

storage, end-use of mined materials, identified potential customers/end-users and 

travel path. 

5. The PP shall also justify the selection of mining methodology (conventional or non-

conventional) adopting blasting techniques/non-explosive techniques with proper 

ground reality & laboratory testing. 

6. The proponent shall submit the “Blast Design Parameters for controlling the vibration 

and fly rock from the quarry blasting” considering the existence of sensitive structures 

including habitations within 500 m from the lease boundary.  

7. The PP shall justify the estimation of HEMM population for excavation and 

transportation in the proposed quarries with proper calculation methodology adopted. 

8. The PP shall enumerate the environmental settings situated within a radial distance of 

1 km such rivers/water bodies/reserve forests/ grazing land/existence of the hospitals 

and educational institutions/structures. 

9. The PP shall provide the details of the anticipated impacts of the mining operations on 

the surrounding environment and the remedial measures for the same. 

10. The proponent is requested to carry out a survey and enumerate on the structures 

located within the radius of (i) 50 m, (ii) 100 m, (iii) 200 m and (iv) 300 m (v) 500m 

with details such as dwelling houses with number of occupants, whether it belongs to 

the owner (or) not, places of worship, industries, factories, sheds, etc with indicating 

the owner of the building, nature of construction, age of the building, number of 

residents, their profession and income, etc.   
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11. The PP shall submit a ‘Slope Stability Action Plan’ for the proposed quarry where the 

proposed depth exceeds 30 m and it shall cover the aspects of stability of quarry walls 

including the access ramp keeping the benches intact. 

12. If the blasting operation is to be carried out, the PP shall present a conceptual design 

for carrying out the NONEL initiation based controlled blasting operation including 

the line drilling & muffle blasting techniques and a Simulation Model indicating the 

anticipated Blast-induced Ground Vibration levels in the proposed quarry as stipulated 

by the DGMS Circular No.7 of 1997, during the EIA Proposal. 

13. The PP shall furnish the affidavit stating that the blasting operation in the proposed 

quarry is carried out by the statutory competent person as per the MMR 1961 such as 

blaster, mining mate, mine foreman, II/I Class mines manager appointed by the 

proponent.  

14. The PP shall give an affidavit stating that no contractual persons provided by the 

explosive suppliers will be employed for carrying out the blasting operations in the 

proposed quarry.s 

15. The PP shall also give an affidavit that no highly sensitive structure such as fire-

cracker manufacturing units, Gas godown/explosive Magazine, LPG Bottling Units, 

etc are located within a radial distance of 300 m from the lease boundary of the 

proposed quarry. 

16. The PP shall present a conceptual design for carrying out only controlled blasting 

operation involving line drilling and muffle blasting in the proposed quarry such that 

the blast-induced ground vibrations are controlled as well as no fly rock travel beyond 

20 m from the blast site. 

17. The EIA Coordinators shall obtain and furnish the details of quarry/quarries operated 

by the proponent in the past, either in the same location or elsewhere in the State with 

video and photographic evidences.  

18. The PP shall provide the environmental mitigation measures implemented for the 

crusher(s) located within the mining lease. 

19. If the proponent has already carried out the mining activity in the proposed mining 

lease area after 15.01.2016, then the proponent shall furnish the following details from 

AD/DD, mines, 

a. What was the period of the operation and stoppage of the earlier mines with 

last work permit issued by the AD/DD mines? 

b. Quantity of minerals mined out. 
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c. Highest production achieved in any one year  

d. Detail of approved depth of mining. 

e. Actual depth of the mining achieved earlier. 

f. Name of the person already mined in that leases area. 

g. If EC and CTO already obtained, the copy of the same shall be submitted. 

h. Whether the mining was carried out as per the approved mine plan (or EC if 

issued) with stipulated benches. 

20. If any quarrying operations were carried out in the proposed quarrying site for which 

now the EC is sought, the Project Proponent shall furnish the detailed compliance to 

EC conditions given in the previous EC with the site photographs which shall duly be 

certified by MoEF&CC, Regional Office, Chennai (or) the concerned DEE/TNPCB. 

21. All corner coordinates of the mine lease area, superimposed on a High-Resolution 

Imagery/Topo sheet, topographic sheet, geomorphology, lithology and geology of the 

mining lease area should be provided. Such an Imagery of the proposed area should 

clearly show the land use and other ecological features of the study area (core and 

buffer zone).  

22. The PP shall carry out Drone video survey covering the cluster, Green belt, fencing 

etc., 

23. The proponent shall furnish photographs of adequate fencing, green belt along the 

periphery including replantation of existing trees & safety distance between the 

adjacent quarries & water bodies nearby provided as per the approved mining plan. 

24. The Project Proponent shall provide the Organization chart indicating the appointment 

of various statutory officials and other competent persons to be appointed as per the 

provisions of Mines Act’1952 and the MMR, 1961 for carrying out the quarrying 

operations scientifically and systematically in order to ensure safety and to protect the 

environment. 

25. The Project Proponent shall conduct the hydro-geological study considering the 

contour map of the water table detailing the number of ground water pumping & open 

wells, and surface water bodies such as rivers, tanks, canals, ponds etc. within 1 km 

(radius) along with the collected water level data for both monsoon and non-monsoon 

seasons from the PWD / TWAD so as to assess the impacts on the wells due to mining 

activity. Based on actual monitored data, it may clearly be shown whether working 

will intersect groundwater. Necessary data and documentation in this regard may be 

provided. 
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26. The proponent shall furnish the baseline data for the environmental and ecological 

parameters with regard to surface water/ground water quality, air quality, soil quality 

& flora/fauna including traffic/vehicular movement study.  

27. The Proponent shall carry out the Cumulative impact study due to mining operations 

carried out in the quarry specifically with reference to the specific environment in 

terms of soil health, biodiversity, air pollution, water pollution, climate change and 

flood control & health impacts. Accordingly, the Environment Management plan 

should be prepared keeping the concerned quarry and the surrounding habitations in 

the mind.   

28. Rain water harvesting management with recharging details along with water balance 

(both monsoon & non-monsoon) be submitted. 

29. Land use of the study area delineating forest area, agricultural land, grazing land, 

wildlife sanctuary, national park, migratory routes of fauna, water bodies, human 

settlements and other ecological features should be indicated. Land use plan of the 

mine lease area should be prepared to encompass preoperational, operational and post 

operational phases and submitted. Impact, if any, of change of land use should be 

given. 

30. Details of the land for storage of Overburden/Waste Dumps (or) Rejects outside the 

mine lease, such as extent of land area, distance from mine lease, its land use, R&R 

issues, if any, should be provided. 

31. Description of water conservation measures proposed to be adopted in the Project 

should be given. Details of rainwater harvesting proposed in the Project, if any, should 

be provided. 

32. If the Village road/State highway/National highway are located within a radial 

distance of 500 m from the lease boundary of the quarry proposal, the PP shall carry 

out traffic studies to indicate impact on local transport infrastructure due to the Project 

and mitigation measures. 

33. A tree survey study shall be carried out (nos., name of the species, age, diameter etc.,) 

both within the mining lease applied area & 300m buffer zone and its management 

during mining activity. 

34. A detailed mine closure plan for the proposed project shall be included in EIA/EMP 

report which should be site-specific. 

35. Public Hearing points raised and commitments of the Project Proponent on the same 

along with time bound Action Plan with budgetary provisions to implement the same 
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should be provided and also incorporated in the final EIA/EMP Report of the Project 

and to be submitted to SEIAA/SEAC with regard to the Office Memorandum of 

MoEF& CC accordingly. 

36. The Public hearing advertisement shall be published in one major National daily and 

one most circulated vernacular daily. 

37. The PP shall produce/display the EIA report, Executive summary and other related 

information with respect to public hearing in Tamil Language also.  

38. As a part of the study of flora and fauna around the vicinity of the proposed site, the 

EIA coordinator shall strive to educate the local students on the importance of 

preserving local flora and fauna by involving them in the study, wherever possible. 

39. The purpose of Green belt around the project is to capture the fugitive emissions, 

carbon sequestration and to attenuate the noise generated, in addition to improving the 

aesthetics. A wide range of indigenous plant species should be planted as given in the 

appendix-I in consultation with the DFO, State Agriculture University and local 

school/college authorities. The plant species with dense/moderate canopy of native 

origin should be chosen. Species of small/medium/tall trees alternating with shrubs 

should be planted in a mixed manner.  

40. Taller/one year old Saplings raised in appropriate size of bags, preferably eco-friendly 

bags should be planted as per the advice of local forest 

authorities/botanist/Horticulturist with regard to site-specific choices. The proponent 

shall earmark the greenbelt area with GPS coordinates all along the boundary of the 

project site with at least 3 meters wide and in between blocks in an organized manner 

41. A Disaster Management Plan shall be prepared and included in the EIA/EMP Report 

for the complete life of the proposed quarry (or) till the end of the lease period. 

42. A Risk Assessment and Management Plan shall be prepared and included in the 

EIA/EMP Report for the complete life of the proposed quarry (or) till the end of the 

lease period. 

43. Occupational Health impacts of the Project should be anticipated and the proposed 

preventive measures spelt out in detail. Details of pre-placement medical examination 

and periodical medical examination schedules should be incorporated in the EMP. The 

project specific occupational health mitigation measures with required facilities 

proposed in the mining area may be detailed. 

44. Public health implications of the Project and related activities for the population in the 

impact zone should be systematically evaluated and the proposed remedial measures 
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should be detailed along with budgetary allocations. 

45. The Socio-economic studies should be carried out within a 5 km buffer zone from the 

mining activity. Measures of socio-economic significance and influence to the local 

community proposed to be provided by the Project Proponent should be indicated. As 

far as possible, quantitative dimensions may be given with time frames for 

implementation. 

46. Details of litigation pending against the project, if any, with direction /order passed by 

any Court of Law against the Project should be given. 

47. Benefits of the Project if the Project is implemented should be spelt out. The benefits 

of the Project shall clearly indicate environmental, social, economic, employment 

potential, etc. 

48. If any quarrying operations were carried out in the proposed quarrying site for which 

now the EC is sought, the Project Proponent shall furnish the detailed compliance to 

EC conditions given in the previous EC with the site photographs which shall duly be 

certified by MoEF&CC, Regional Office, Chennai (or) the concerned DEE/TNPCB. 

49. The PP shall prepare the EMP for the entire life of mine and also furnish the sworn 

affidavit stating to abide the EMP for the entire life of mine. 

50. Concealing any factual information or submission of false/fabricated data and failure 

to comply with any of the conditions mentioned above may result in withdrawal of 

this Terms of Conditions besides attracting penal provisions in the Environment 

(Protection) Act, 1986. 

In addition to the above, the following shall be furnished:- 
The Executive summary of the EIA/EMP report in about 8-10 pages should be 
prepared incorporating the information on following points: 

1. Project name and location (Village, District, State, Industrial Estate (if applicable).  

2. Process description in brief, specifically indicating the gaseous emission, liquid effluent 

and solid and hazardous wastes.  

3. Measures for mitigating the impact on the environment and mode of discharge or 

disposal.  

4. Capital cost of the project, estimated time of completion.  

5. The proponent shall furnish the contour map of the water table detailing the number of 

wells located around the site and impacts on the wells due to mining activity. 

6.  A detailed study of the lithology of the mining lease area shall be furnished.  
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7. Details of village map, “A” register and FMB sketch shall be furnished.  

8. Detailed mining closure plan for the proposed project approved by the Geology of Mining 

department shall be shall be submitted along with EIA report. 

9. Obtain a letter /certificate from the Assistant Director of Geology and Mining standing 

that there is no other Minerals/resources like sand in the quarrying area within the 

approved depth of mining and below depth of mining and the same shall be furnished in 

the EIA report. 

10. EIA report should strictly follow the Environmental Impact Assessment Guidance 

Manual for Mining of Minerals published February 2010. 

11. Detail plan on rehabilitation and reclamation carried out for the stabilization and 

restoration of the mined areas. 

12. The EIA study report shall include the surrounding mining activity, if any. 

13. Modeling study for Air, Water and noise shall be carried out in this field and incremental 

increase in the above study shall be substantiated with mitigation measures. 

14. A study on the geological resources available shall be carried out and reported. 

15. A specific study on agriculture & livelihood shall be carried out and reported. 

16. Impact of soil erosion, soil physical chemical and biological property changes may be 

assumed. 

17. Site selected for the project - Nature of land - Agricultural (single/double crop), barren, 

Govt./ private land, status of is acquisition, nearby (in 2-3 km.) water body, population, 

with in 10km other industries, forest , eco-sensitive zones, accessibility, (note - in case of 

industrial estate this information may not be necessary)  

18. Baseline environmental data - air quality, surface and ground water quality, soil 

characteristic, flora and fauna, socio-economic condition of the nearby population 

19. Identification of hazards in handling, processing and storage of hazardous material and 

safety system provided to mitigate the risk.  

20. Likely impact of the project on air, water, land, flora-fauna and nearby population  

21. Emergency preparedness plan in case of natural or in plant emergencies  

22. Issues raised during public hearing (if applicable) and response given  

23. CER plan with proposed expenditure.  

24. Occupational Health Measures  

25. Post project monitoring plan 

26. The project proponent shall carry out detailed hydro geological study through 
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intuitions/NABET Accredited agencies. 

27. A detailed report on the green belt development already undertaken is to be furnished and 

also submit the proposal for green belt activities. 

28. The proponent shall propose the suitable control measure to control the fugitive emissions 

during the operations of the mines. 

29. A specific study should include impact on flora & fauna, disturbance to migratory pattern 

of animals. 

30. Reserve funds should be earmarked for proper closure plan. 

31. A detailed plan on plastic waste management shall be furnished. Further, the proponent 

should strictly comply with, Tamil Nadu Government Order (Ms) No.84 Environment 

and forests (EC.2) Department dated 25.06.2018 regarding ban on one time use and throw 

away plastics irrespective of thickness with effect from 01.01.2019 under Environment 

(Protection) Act, 1986. In this connection, the project proponent has to furnish the action 

plan. 

Besides the above, the below mentioned general points should also be followed:-  
a. A note confirming compliance of the TOR, with cross referencing of the relevant 

sections / pages of the EIA report should be provided.  

b. All documents may be properly referenced with index, page numbers and continuous 

page numbering.  

c. Where data are presented in the report especially in tables, the period in which the data 

were collected and the sources should be indicated.  

d. While preparing the EIA report, the instructions for the proponents and instructions for 

the consultants issued by MoEF & CC vide O.M. No. J-11013/41/2006-IA.II (I) dated 

4th August, 2009, which are available on the website of this Ministry should also be 

followed.  

e. The consultants involved in the preparation of EIA/EMP report after accreditation with 

Quality Council of India (QCI)/National Accreditation Board of Education and 

Training (NABET) would need to include a certificate in this regard in the EIA/EMP 

reports prepared by them and data provided by other organization/Laboratories 

including their status of approvals etc. In this regard circular no F. No.J -l1013/77/2004-

IA-II(I) dated 2nd December, 2009, 18th March 2010, 28th May 2010, 28th  June 2010, 

31st December 2010 & 30th September 2011 posted on the Ministry’s website 

http://www.moef.nic.in/ may be referred. 
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 After preparing the EIA (as per the generic structure prescribed in Appendix-III 

of the EIA Notification, 2006) covering the above mentioned points, the 

proponent will take further necessary action for obtaining environmental 

clearance in accordance with the procedure prescribed under the EIA 

Notification, 2006.  

 The final EIA report shall be submitted to the SEIAA, Tamil Nadu for obtaining 

Environmental Clearance. 

 The TORs with public hearing prescribed shall be valid for a period of three 

years from the date of issue, for submission of the EIA/EMP report as per 

OMNo.J-11013/41/2006-IA-II(I)(part) dated 29th August, 2017. 
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{q.aflullueJ L-01!

dlrnarali

Dn6ni .1

41iflqrfle@6
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i,/

Fron.r

Thiru.A.Perumal, u.sc., u.rl'it.,

Deputy Director,

Geology and Mining,
Tiruvannamalai - 4.

I ()

Thinr. M. N. Llalasut'rc.lar:tn,

S/o. Natarajan,

No.72 Main Road,

Man gadu, liundrathur Taiul<,

Kanchipuram District.

Rc,N o, 429 I Kanirl;,am | 2023. dated.: 29. L 1.2023
Sir,

Sub: Quarries and Mincrals - Minor Mineral Rough Stone and

Gravcl - Tiruvannamalai District - Vembakkam Taluk -
Chithalapakkam village - Patta SF.Nos.8/1A (0.90.0) & etc',

over an extent 3.87.5 hects., - Application preferred by

Thiru.M.N.Balasundaram S/o. Natarajan - Preclse area

communlcated - Submlssion of Mlning Plan for approval

- Approved - Regarding.

Ref: 1, Application from Thiru. M. N. Balasundaram S/o.

Nataraj an, dated.2 L.08.2023

2- Precise Area Communication Notice

Rc.No.429lKanimam I 2023, dated.08. 1 1.2023

3. Mining Plan submitted by Thiru.M.N.Balasundaram

S/o. Natarqian dated.28. 1 1.2023.

*****

In the reference 2"a cited, the Deputy Director, Geologr and Mining

Tiruvannamalai has communicated the SF.Nos.8/ 1A (0.90.0), 8/ 18 (0.56.0), 8/ lC

(0.15.0), B/1D (0.0S.0),8/1E (0.2s.s),8/1F (0.19.5),8/lG (0.65.s),8/1H (0.13.s),8i ll
(0.26.0), S/1J (0.08.0), S/lK (0.01.5),8/1L (0.23.s),8/1M (0.04.0),8/3A (0.16.s) &

8/3El (0.15.0) over an extent 3.87.5 hects., of Chithalapakkam Village, Vembakkam

Taluk, Tiruvannamalai District as precise area to the applicant

Thtru.M.N.Balasuadaram S/o. Natarqtan for grant of quarry lease for quarrying

Rough Stone and Gravel for'a period of 5 years with a direction to produce an approved

mining plan in respect of the prec{se dnea. Q.s per RutP 41 of, famll Nadu Mlnor

Mlneral Concasslon Rulcs, 7959 by incorporating the conditions stipulated in the

Deputy Director, Geolory and Mining Tiruvannamalai letter dated 08.11.2023.

2. In response to ttre precise area communication letter issued by the Deputy

Director, Geolory and Mining, Tiruvannamalai the applicant has prepared the draft

Mining Plan through the Recognized Qualified Person for approval vide reference 3'a

cited.

3. The dra.ft mining plan submitted irr respect of the precise area communication

has been examined with reference to the provisions of Rule 41 of Tamil Nadu Minor

Mineral Concession Rules, 1959 and the followings are observed.

i) The boundary co-ordinates (GPS readings) for the entire boundary pillars of the

area have been incorporated and shown in the mining plan,
251 



Depth in Mts.
Geological reserves

ln Cu.m

Mineable Reserves

in Cu.m

47m below ground level
(2m Gravel +

45m Roueh Stone)

Rough Stone : 73,79,140
Gravel : 48,088

Rough Stone : 2,12,855
Gravel :15,912

All thc conditions srll)uiirtc(l in the Deputy Dircctor, Geolory and N4iiring Letter

Rc.No.429/l{anirTran/2023 dated:08. 1 1.2023 have been incorporated in the

mining p1an.

The reserves estimated iIl the mining plan is

4. In the light of the above, in exercise of the powers conlerred under Rule 4l (7) of

Tamil Nadu Minor Mineral concession Rules, 1959 the mining plan in respect of Rough

stone quarry of Thiru.M.N.Balasundaram s/o. Natarajan is approved subject to the

following conditions.

i) The mining plan is approved without prejudice to any other Law applicable to the

quarr5r lease from time to time whether such Laws are made by the centr.al

Government, State Government or any other authority.

ii) The approval of the mining plan does not in any way imply the approval of the

Government it terms of any other provisions of the Mines alld Minerals

(Development and Regrrlation) Act 1957, or any other connected laws including

Porest (Conservation) Act, 1980, Forest Conservation Rules 198 1 ,

Environment Protection Act, 1980, Forest Conservation Rules, 1981,

Environment Protection Act, 1980, Indian Explosives Act, 1884 (Central Act IV of

1884) and the rules made there under and the Tamil Nadu Minor Mineral

Concession Rule s, 1959.

iii) The mining Plan is approved without pr€judice to any other order or direction

from any court of competent jurisdiction.

iv) Quarrying operations and production shall be carried out as per the approved

Mining Plan rand the applicant shall be liable to pay the cost of mineral if there is

any deviation in the quantum indicated in the approved year wise quantum of

production and any such cases as on date are to be dealt with as per court

direction.

5. Further, other quarles sltuated withln 5oo mts radlal dlstance are as

follows.

1.

Thiru. R. Elumalai
S/o.Rajagopal,
No.20, Pillaiyar koil strect,
Arasanipalai village,
Vet-rbakkam Taluk.

Ezhacheri &
62/7A ,18
,2C,2D,4

5,6,7,9,10,11

t.24.O
02.1r.202r

to
01.11.2031

Existing

Qualr-y

2.

Thiru.P.Sanker
S/o. Ponnappan,
No.1/63 Pillaiyar koil street,
Erumaiyur village,
Thirumudivakkam, Chennai

Ezhacheri &
2rl2F,2G,2H,

21 ,2J &,2K
2.09.5

02.77.2021
to

01.11.2031

Existing

Quarry

ii)

iii)

Remarka
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3.

Thiru.R.Monishkumar,
s/o Rajendiran,
No.35/ 88, Rajaji Street,
Chengalpattu.

Ezhacheri &
t6/5A(16t58/
Dt tas(4A,t-/

+nit+cil+oi,/
sA{'Bt/2r I tc,/

rD,4E!LF,.
22128/

3.L2.5'
o.2.1r.2021

to
01.1 1.203 i

Existing
Quarry

Abandoned quarles

Present Proposed Ouarrles

Encl: 2 Copies of Approved Mining Plan.

Copv submltted to: $frrrr'n
1. The Chairman, SEIAA,

Tamd Nadu, 3.d Floor, Panagal Maaligai,
No.l, Jeerris Road, Saidapet, Chennai- 15.

2. the Commissioner of Geolory and Mining, Chennai-32.

3. The District Collector, Tiruvannamalai.

B. Deenan ,
No.79, Gajapathi Street,
Sanai Nagar, Chennai

r9.3.2010
to

18.3.2015

R,Seenuvasan,
Road Street,
Arasanip alai village,
Vembald<am Taluk

27.06.2014
to

26.06.2079

B. Deenan ,
No.79, Gajapathi Street,

.M.N.Balasundararn,

S/o. Natarqjan,

No.72 Main Road,

Mangadu, Kundrathur Taluk,
Kanchipuram District.

8lrA, 8/ 18, 8/ rc,
81tD,81lE,8ltF,
8/rG,8/rH,8/1r,
8l tJ, 81 lK, I I LL,

3.87.5

iv), Future Prooosed ouarries

-"-r.M
Tiruvannarrelni.

sl.
No.

Neme of the Owner
(Tvl.l

Village &
S.F. os.

ffie,1t
tr

IIcct.

Lease
Perlod Remarks

I. Ezhacheri &
2512 / l.OO.5 z'

E4pired

Quarq,

2. 3.42.O
Expired
Quarry

3. Ezhacheri &
65/6 t o.95.5,.

24.07.2014
to

oL.o3.2021

Expired
Quarry

st.
No

Nane of the Owaer
(Tvll

VIIIage &
S.F, I{os.

kent ln
IIect.

1

sl.
No

Name of the Orner
(TvU

Village &
8.F. l{os.

Extent ln
Hect.
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MINING PLAIT FOR

ROUGH STONE & GRAVET
(Prepared

Mlnor Mineral Concession Rules. 19591

LOCATION OF THE OUARRY LEASE APPLIED AREA

9TATE : TAMIL NADU

DISTRICT : TIRUVANNAMALAI

TALUK : VEMBAKKAM

VILLAGE : SITHALAPAKKAM

S.F.NOS : 8/1A, altB, alLc,8/1D, 8/1E, 8/lF,
8/ rc, 8/ 1H, 8/ 1r, 8/ 1J, AILK, AILL,

8/ 1M, 8/3A AND 8/3B

EXTENT : 3.8 7, s Ha

FOR

APPLICANT

THIRU. M.N.BALASUNDARAM,

S/o,Natarajan,

No.72, Main Road,

Mangadu, Kundrathur Taluk,

Kancheepuram District.

PREPARED BY

C.NataraJan, M.Sc.,M.Phil.,

Qualilied Person

No.93/36E2, Subramaniyar Kovil Street,

Omalur Taluk, Salem District, Tamil Nadu,

Pin code-636 455.

Mobile: 975o2 23535 & 94446 54520.

SAFETY

ECO.FRIENDLY

t^o;
twl

SUSTAINAB!LITY

(PPE)
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M. N. Balasundaram,

S / o. Natarajan,

No.72, Main Road,

Mangadu, Kundrathur Taluk,

Kancheepuram District.

+.--{
- Va9uflut eo

j
!

//

CONSENT LETTER FROM THE APPLICANT

The Mining Plan in respect of Rough Stone and Gravel quarry over

an extent of 3.87.5hectares of Patta lands in S.F.Nos. 8l lA, 811E}, 8/ lC,
8lrD, Bl1E, 8/ 1F, Bllc, 81lH, Bltr, 8ltJ, 8ltK, 8ltL, 8/ lM, 8/3A and

8l3B of Sithalapakkam Village, Vembakkam Taluk, Tiruvannamalai

District, Tamil Nadu State has been prepared by

C.Natarajan, M.Sc.,M.Phil.,

Qualilled Person

I request the Deputy Director, Department of Geology and Mining,

Tiruvannamalai District to make further correspondence regarding

modifications of the Mining Plan with the said Qualified Person on this

following address.

C.Natarajan, M.Sc.,M.Phil.,

Qualifled Person

No.93 / 36E2,Subramaniyar Kovil Street,

Omalur Taluk, Salem District,
Tamil Nadu, Pin code-636 455.

Mobile:97502 23535 & 94446 54520.

I hereby undertake that all modifications so made in the Mining Plan

by the Qualified Person may be deemed to have been made with my

knowledge and consent and shal1 be acceptable to me and building on me in

a1i respects.

P1ace: Kancheepuram

Date: 09.11.2023

,)

a
a
a
,-)

a
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M. N. Balasundaram,

S/ o. Natarajan,

No.72, Main Road,

Mangadu, Kundrathur Taluk,

Kancheepuram District.

DECLARATION

The Mining Plan in respect of Rough Stone and Gravel quarry over

an extent of 3.B7.Shectares of Patta lands in S.F.Nos. 811A, 8118, 8/ 1C,

811D, 81lE, B/1F, 8l tG, 81 lH, 8ltt, 8llJ, 8l lK, 8l tL, 8/1M, 8/3A and

B/3B of Sithalapakkam Village, Vembakkam Taluk, Tiruvannamalai

District, Tamil Nadu State has been prepared with my consultation and I

have understood the contents and agree to impiement the same in

accordance with the Mining Laws.

Signature of the Applicant

MNtu4,"-
M.N. Balasundaram

Place: Kancheepuram

Datei 09.17.2023
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C.Natarajan, M.Sc.,M.Phil.,

Qualified Person

No.93/36E2,Subramaniyar Kovil Street,

Omalur Ta1uk, Salem District,

Tamil Nadu, Pin code-636 455.

Mobile:97502 23535 & 94446 54520.

Sr-,)>--=
\\j'/l-trl|)in

-/;9,
t\\" -/t

CERTIFICATE

This is to certify that, the provisions of Minor Minerals Conservation

and Development Ru1es, 2010 (MMCDR) have been observed in the Mining

Plan for the grant of Rough Stone and Gravel quarry lease over an extent of

3.S7.Shectares of Patta lands in S.F.Nos. BllA,8118, 8/lC, BllD, BllE,
BllF,811G, S/IH,8l1I, 8/1J, 8lrK, BlrL,8ltu, B/3A and 8/3B of

Sithalapakkam Village, Vembakkam Taluk, Tiruvannamalai District, Tamil

Nadu State applied by Thiru.M.N.Balasundaram, for fresh quarry lease.

Wherever specific permission / exemptions / relaxations or approvals

are required, the applicant will approach the concerned authorities of State

and Central Governments for granting such permissions etc.

Certified

Signature of QualiIied Person.

Qualified Person
C. NATARAIAN M:sc.,M.phl.,

Quallfied Person
Place: Salem

Date: 10. 1 1.2O23

".n..(;,'.E$*84,,.,
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6] /)C.Natarajan, M.Sc.,M.Phil.,

Qualified Person

No.93 / 36E2, Subramaniyar Kovil Street,

Omalur Taluk, Salem District,

Tamil Nadu, Pin code-636 455.

Mobile:97502 23535 & 94446 54520.

\M

Place: Salem

Date: 10.11.2023

CtrRTIFICATE

Certified that, in preparation of Mining Plan for Rough Stone and

Gravel quarry over an extent of 3.S7.Shectares of Patta lands in S.F.Nos.

811A, 8ltB, 81lC, 8ltD, 8ltE, 811F, 8/1c, BltH, Bltl, BltJ, B/lK,
81lL, 81lM, 8/3A and 8/3B of Sithalapakkam Vi11age, Vembakkam Ta1uk,

Tiruvannamalai District, Tamil Nadu State for Thiru.M.N.Balasundaram

covers all the provisions of Mines Act, Rules, and Regulations etc made

there under and whenever specific permission are required, the applicant

will approach the Director General of Mines Safety, Chennai. The standards

prescribed by DGMS in respect of Mines Health will be strictly implemented.

Certified

Signature of Qualified Person.

c.N"t(""j"E
Ouallfled Person

c. NITARAIAN r.t:sc,,M,Phll,,

Qualified Person

')

')
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Certified that I, C.Natarajan, residing at No.93/36 E2, Subramaniyar

Kovil Street, Omalur Taluk, Salem District, Tamil Nadu, Pin Code-636 455. I

am a Post graduate in Geologr (M.Sc., Geologr) from Annamalai universit5r

and more than five years of experience in mining Fie1d.

Rule 15(1)(a) and (b) of Minerals (Other than Atomic, Hydro Carbons

Energz Minerals) concession Rules 20 16 stipulates the eligibility for

preparing Mining Plans as "0)G) a post gt'aduate degtee in Geology ganted

by a university established" and 0(D "Pt'ofessional expetience of five yearc of

wot'king in a supetvisoty capacity in the field of mining after obtaining the

degt'ee". Since my qualification and experience are satisfied the Rule (1)(a)

and (1)(b) of 15 of the Said Rules, I am eligible to prepare Mining Plans for

both Major and Minor Minerals.

Accordingly I prepared this Mining Plan in respect of Rough Stone

and Gravel quarry lease applied for an extent of 3.87.5Ha of (Patta lands)

in S.F.Nos.S/1A, 8ltB, 81lC, BltD, BltE, 8l1F, 8/1G, 8llH, 8llI,
BllJ, 81lK, 811L, 8/lM, 8/3A and 8/38 of Sithalapakkam Vil1age,

Vcmbakkam Ta1uk, Tiruvannamalai District, by

Thiru.M.N.Balasundaram, for a period of Five years. Since the Mining

Plan is prepared as per the provisions contained in Rule 15(1) (a) and (b)

of Minerals (Other than Atomic, Hydro Carbons Energr Minerals)

concession Rules 2016, the same may be approved by the Competent

Authority.

it.,

Place: Salem

Date: 10. 1 1.2023

Qualtfied Person

C. NATARAIAII M:sc',ttl'Phll''

Qualified PerEon

?\0."

% oJ!-oj
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CONTENTS

General Information

Geologr and Mineral Reserves

Other Permanent Structures

Employment Potentials &Welfare Measures

Environment Management Plan

Mine Closure Plan

Any Other Details Intend to furnish by the Applicant

261 



k)
t,,\:

-il$,
dfl {r tt' 6'to)

Annexure

I{IST OF PLATES

S. No. Description
Plate No.

1.0 Location Plan I

2.O Environmental Plan I-A

3.0 Satellite imagery map I-B

4.O
Topo sketch of Quarry lease applied area for 10Km

Radius
I-C

5.0 Key Pian I-D

6.0 Quarry lease & Surface plan II

7.O Topography, Geological Plan & Sections III

8.0
Mineable & Year wise Development and Production

Plan & Sections
IV

9.0 Conceptual Plan & Sections

Precise

Deputy

Mining,

Area Communication letter issued by the

Director, Department of Geologr and

Copy of FMB

Copy of village map

Copy of Patta

Copy of Adangal

Copy of A Register

Copy of Consent Document

Copy of Identity Proof

Copy of QP Certificate
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MINING PLAN FOR MINOR MINE

ROUGH STONE AND GRAVEL

Over an extent of 3.S7.Shectares of Patta land in S.F.Nos. B I lA, 8l 18, 8/ lC,

8 I tD, 8 I 1E, 8/ 1F, 8/ 1G, 8/ 1H, 8 I rt, 8 I rJ, 8 I lK, B / tL, 8 / LM, 8/3A and

8/3B of Sithalapakkam Vi1lage, Vembakkam Ta1uk, Tiruvannamalai District,

Tamil Nadu State.

(PREPARED UNDER RULE 19(1), 41 and 42 OF TNMMCR 1959)

1,0 Introductlon and Executlve Summaryi

1. The present Mining Plan is prepared for Thiru.M.N.Ba-lasundram,

S/o. Nataraj an, residing at No.72, Main Road, Mangadu, Kundrathur Ta1uk,

Kancheepuram Distdct.

2. The application was processed by the Deputy Director, Department of Geologr and

Mining, Tiruvannama-lai, and passed an order vide Rc.No. 429 /Kaniman/2O22

dated 08.11.2023 directing the applicant to produce approved Mining Plan under

Rule 41(5) of the Tamil Nadu Minor Mineral Concession Rules, 1959 and

Environmental Clearance Certificate under Rule 42 frorn the State Level

Environmental Impact Assessment Authority (SEIAA) for the grant of quarry lease

to quarry Rough Stone and Gravel over an extent of 3.87.5 hectares of Patta lands

in S.F.Nos. 8/ 1A, 8/ 1B, 8 / tC, 8 / tD, 8 l tE, 8 / 1.F, 8 l tG, 8 / tH, 8 / 1r, 8 l tJ, 8 l lK,

811L, 8/1M, 8/3A and 8/38 of Sithalapakkam Vi11age, Vembakkam Ta1uk,

Tiruvannama-lai District of Tamil Nadu State for a period of five years.

3. Accordingly, Mining Plan is prepared under the provisions of rule 19(1), 47 and 42

as per the amendments under Tamil Nadu Minor Mineral Concession Rules, 1959

by incorporating following the conditions imposed in the precise area

communication letter.

a) The applicant should be maintained with a 50m safety distance for the canal

passing east west direction in SF No. 6 and 1O on the northern side of the lease

applied area.
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b) The applicant should be maintained with a 1Om safety distance

path passing north - south direction in S.F.No.7 of western side of th

lease applied area and lom safety distance provided cart track passing east

west direction in S.F.No.8/2 of southern side.

c) A safety distance of 7.5m should be provided for patta land and 10m safety

distance should be left out for the adjacent government 1ands.

d) Applicant should not cause any hindrance to public and adjacent lands.

e) Barbed wire fencing should be erected all along the boundary of the lease

granted area before quarrFng operation.

I Quarrying operation should be done proper scientific method only.

g) The applicant will engage should have valid certified persons (Mines Manager,

Foreman, Mate).

h) Before the quarryring operation applicant will intimate to the Director of Mines

safety, Chennai.

i) Applicant should use jackharnmer ald mild explosive during blasting in quarry.

4. Geological Resources is estimated at 1,3,79,71Otr:: of Rough stone and 48,O88mso

gravel formation and Mineable Reserves is estimated at 2,12,855m3 of Rough

Stone, ald 15,912ma of gravel formation and after leaving necessary safety

distance from the lease boundary as indicated in the precise area letter and

relevant mining laws in force.

5. Production Schedule is proposed production of 2,12,855m3of Rough Stone, ald

15,912m: of gravel formation for the period of five years.

6. The applicant ensured that, child labours under 18 years of age will not be engaged

for quarrying operation.

7. The applicant ensure that will engage should have valid certified persons (Mines

Manager, Foremal, Mate) during quarr5.ing operation.
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8. Environmental pafameters,

i) The area does not attract the Forest Conservation Act, 1980

forest around 6.7Kms radius.

ii) There is no interstate boundary around 10Kms radius.

iii) There is no wild life animal sanctuary within 10Kms radius from the project

site area under the Wildlife (Protection) Act, 7972.

Therefore, the project seeks clearance only from State Level Environmental

Impact Assessment Authority (SEIAA).

9. Environmenta.l measures to be adopted shall be,

i) Dust Control at source while drilling and blasting,

ii) Dust suppression at loading point and transport haul roads,

iii) Noise Control in blasting, control of fly rock missiles ald vibration by doing

peak particle velocity with in standard as prescribed by the DGMS and

MOEF.

iv) UnnecessarJr land degradation should be avoided or damaged land should

be reclaimed or rehabilitated.

v) Avoid uneven rat hole mining and fo11ow scientific and systematic mining by

safe bench system of open cast mining.

vi) Mining near major fracture zones if any should be avoided to control ground

water fluctuation in the adjacent agricultural lands.

vii) Emission test of vehicles should be in tack to maintain minimum emission

level of flue gases.

viii) Noise level should not exceed 80db and the vehicles should use only

permitted Air Horn while on road near residential areas.

ix) Safety zones as prescribed by the Department of Geologr and Mining from

adjacent infrastructures should be strictly adhere to.

x) And any other conditions as stipulated by the concerned authorities should

be followed to protect the environment.
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Name of the Villaee Panchavat
Name of the Panchavat Union

2,12,855m: of Rough Stone

15,912m: of gravel formation

The proposed total Minable

Reserves

The proposed quantity of reserves

(leve1 of production) for Five years

to be mined is (Recoverable

reserves)

2,12,855m3 of Rough Stone

15,912m3 of gravet formatio'n

3.87.5HaTota.l extent of the area

27m below sround level
47m below ground level for tl.e proposed

mining plan.

Proposed Depth of mining

Method of mining/1evel of

mechanization

Opencast, Semi-mechanized Mining with

a bench height of 5m and bench \,\ridth of

Srn and 8Oo Slope is proposed.

Types of Machineries used in the

quarry

Machineries like Tractor mounted

compressor attached with Jack

hammers, Excavators are proposed to

deploy for quarrying operation.

Cost of the Project

A. Fixed Assets Cost

B. Operational Cost

C. EMP Cost

Rs. 26,25,00O/-

Rs. 52,0O,00O/-

Rs. 6,2O,000/-

Total Project cost = Rs. 84,45,000/-

The area applied for lease is bounded by thirteen corners and the coordinates

are clearly marked in plate no II.

Distance between the
corners

12" 42'47.O4"N 79" 43',25.48"8 l-2 = l22.8rn
12' zt2', 51.06"N 79" 43 25.OA"E
12 42',52.52"N 79" 43 25.22"8
12" 42' 52.24"N 79" 43 25.93"8 4-5 = 80.4m
t2" 42'52.67"N 79" 43',24.56"8
12' 42', 52.51"N 79" 43',30.19"E 6-7 = 47 .6rn
12'42'51.90"N 79" 43',31.64"8
12' 42', 51.48"N 8-9 : 98.4m79" 43'33.59"8
t2' 42', 44.28"N 79'43',33.64"E 9- 10 : 56.4m
72'42',4a.24"N 79" 43 31.77"8 10-11 - 69.8m
72" 42',45.97"N 79" 43 3t.70"tr 11 -12 : 50.8m
t2'42',46.97"N 79'43 30.36"E 72-13 : 62.6m
72' 42', 47.33',N 79" 43 2a.32"8 13- 1 : 86.0m

f

)
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Name of the Applicant

S/o. Natarajan,

No.72, Main Road, Mangadu,

Kundrathur Taluk,

Kalcheepuram District.

Pin code: 600122

Cell No.: 9710922234

Address of the Applicant

with phone No and e-mai1

id if any

Mineral Which the

applicant intends to mine

Rough Stone ald Gravel.

Precise area communication letter received

from the Deputy Director, Department of

Geolory and Mining, Tiruvannamalai, Rc.No.

429 /Kanit:ran 12O22 dated Oa.Ll.2023.

Precise area

communication letter No.

Period of permission /
lease granted

The Deputy Director, Depa,rtment of Geologz

ald Mining, Tiruvannamalai, has gralt of

lease period for live years.

C.Natarajan, M.Sc.,M.Phil.,

Qualified Person

No.93/36E2, Subramaniyar Kovil Street,

Omalur Ta1uk, Salem District,

Tamil Nadu, Pin-636 455.

Mobile: 97502 23535 & 94446 54520.

Name and Address of the

QP preparing Mining Plan

')

)

2.7 a.

b.

C. Status of the Applicant Individual

2.2 a.

b.

C.

d.
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3.O Location:

LOCATION PLAN

LEASE APPLIED

AREA

_=:--

Details of the Area:

Latitude : 12"42'45.97"N to 72"42'52.67"N

Longitude : 79"43'25.O8"8 to 79"43'33.64"8
Corner Coordinates

57 P/70

The altitude of the area

3.87.5Ha

8/1A, 8lrB, 8/1.c, 8ltD, 8/lE, 8/1F, 8/1G,
8 / lH, 8 I tt, 8 / tJ, 8 I lK, 8 / tL, 8 / lM, 8/3A, and

8/38

\iiL:tr)Sl
S.No

1

2 Toposheet Number

3 9om (MSL)

1 Extent

5 Survey Nos

6 Village Sithalapakkam
Taluk Vembakkam

8 District Tiru vannamalai

9 State Tamil Nadu
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SATELLITE IMAGERY OF THE LEASE APPLIED AREA

TOPOGRAPHICAL VIEW OF LEASE APPLIED AREA

Fig. Location of the lease Applied Area

Classifrcation of the Area

(Ryotwari / poramboke /
others)

It is patta land jointly registered in the name

of applicant Thiru. Ba-lasundram,

Thiru.Sankar, Thiru.Baskar, and

Thiru.Dinesh, vide patta nos.159 and 108,

the applicalt has obtained consent from the

other pattadars, please refer annexure No: IV

and VII.

Ownership / Occupancy of
the Applied area (Surface

rights)

Topo Sheet No: 57 P/ 10

Latitude: 12" 42' 45.97 "N to 12" 42' 52.67 "N

Longitude: 7 9" 43' 25.Oa"E b 79" 43' 33.64"E

Toposheet No. with

Latitude and

Longitude

There is an eisting road from the area

leads to Bagavandapuram - Arasanipalai

road on western side of the area.

The Nearest Railway line is Karrcheepuram

- Chenga-lpattu line which is about 12.5Km

on the Northeastern side of the area.

Existence of Public Road /
Railway line if any nearby the

area and approximate

distarrce

-)

-)

.)
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PART - A

) The area applied for quarry lease

almost plain topography covered by Gravel

formation. The massive Charnockite

formation is noticed below 2m (Avg) Gravel

and sloping towards Southeastern side of the

area, the altitude of the area is above 90m

(maximum) from MSL.

i No major river is found nearby the lease

applied area.

> Water table is found at a depth of 66m in

summer and 63m in rainy seasons.

> Temperature of the area is reported to be

18oC to a maximum of 420C during summer.

} Rainfall of this area is about 80omm to 900

mm during the both NE & SW monsoons.

Topography

The area is underlain by the wide range of

metamorphic rocks of peninsular gneissic

complex. These rocks are extensively weathered

and overlain by the recent val1ey fi1ls and

alluvium at places. The geological formalions

found in the district are Archaean rocks like

Gneisses, Granites, Charnockites basic

granulites ald calc-gneisses. The younger

formations are Quartz veins and pegmatite.

The rock type noticed in the area for lease is

Charnockite which contains mostly Quartz and

Feldspar with some ferromagnesiarr minerals.

The Charnockite is part of peninsular Gneisses,

a high grade metamorphic rock.

The strike of the Charnockite formation is

N4OoE - S4O0W with dipping towards SE70o.

General Geolory of

the Area

b.
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of the a-rea isThe general geological su

given as under.

Recent - Gravelly soil

Unconformity

Archaeal - Dolerite dyke

Charnockite.

Peninsular

Gneissic complex

and CaIc Gneiss

a. Geologlcal Resources
The quarrying is restricted up to a depth of 47m below ground level only.

Availability of Resources is given below.

Table No- 1

section Bench
Length
in (m)

width
in (m)

Depth
in (m)

Volume
in m3

Gravel
formation

in m3

Geological
Resources of

Rough stone in m:

XY AB

I 77 158 2 24332 24332
I 77 158 5 60830 60830
III 77 158 5 60830 60830
IV 77 158 5 608s0 60830

77 158 5 60830 60830
VI 77 158 5 60830 60830
VII 77 158 5 60830 60830
VIII 77 158 5 60830 60830
IX 77 158 5 60830 60830
x 77 158 5 60830 60830

Total 24332 547470

No exploration was carried out, as the Rough

stone formations are clearly visible from

existing quarry pit.

Details of

Exploration already

carried out if any

The Geological and Recoverable reserves are

estimated by cross sectional method.

Totally four sections have been drawn, one

section drawn length wise as (X-Y) ald another

three sections drawn width wise as (A-B), (C-D)

& (E-F) to cover maximum area considered for

lease.

The Plans and Sections have been drawn with a

scale of 1:1000 and 1:500 respectively. Please

refer plate No.lll.

Estimation of

Reserves

t\
I
a
€
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Gravel Formation : 48,088m:

The Geological Resources of Rough stone : l3,79,l4Orns

b. Already excavated

The area has been quarried in earlier operation the existing pit dimension are

given be1ow.

Table No-2

Pit No length (Ma-r) in(m) Width (Ma-x) in (m) Depth (Max) in (m)

I t37 97
27m below ground

level

XY CD

XY,EF
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c. Available Mineable Reserve

The available mineable reserve calculated by deducting 7.5m, 1Om

distance and bench loss.

Table No-3

The available mineable reserve is computed as 2,12,855m3 of Rough stone and

15,912m3 of Gravel formation upto a depth of 47m below ground level on1y.

5.O Mlnlns:

Section Bench
Length
in (m)

width
in (m)

Depth
in (m)

Volume
in m3

Gravel
in m:

Mineable Reserves
of Rough stone in m3

XY-AB

I 67 97 2 t2994 t2998
II 64 91 5 29120 29120
III 57 7a 5 22230 22230

IV 51 65 5 1657 5 16575

4+ 52 5 1.t410 71440

VI 38 39 5 74tO 71lO
VII 31 26 5 4030 4030

VIII 25 13 5 t625 t625
Total L2994 92430

XY-CD

VII 125 67 5 .+ 1875 4ta75
vut 119 54 5 32 130 3213J
IX 111 4t 5 22755 ..7E:,E:,

X 98 2a 5 t3720 73720

Total 110480

XY trF'

I 31 47 2 2914 297+
II 2A 41 5 57 +O 57.+0

III 22 28 5 3080 3080
IV 15 15 lt25 tt25

Total 2914 9945
Grand Total t59t2 2L2a55

5.1 Method of

Mining

1. Opencast method of semi mechalized mining with

S.Om height 5m width and 800 slope of the bench.

However, as far as the quarrying of Rough stone is

concerned, observance of the provisions of Regulation

106(2) (b) as above is seldom[possible due to various

inherent petrogenetic factors coupled with mining

difficulties. Hence it is proposed to obtain relaxation

to the provisions of the above regulation from the

Director of mines safety for which necessary provision

is available with the regulation 106 (2) (b) of MMR-

1961, under Mine Act- 1952.

2.

1,)llnn !ir ti
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The rough stone is proposed to qu

height, 5m width with 8Oo slope

conventional opencast semi-Mechanized method.

The quarry operation involves shallow jack hammer

dri1ling, slurry blasting, excavation, Loading and

transportation of Rough stone to the needy crusher /
other buyers. The production of Rough stone in this

quarry involves the following method which is tlpical

for Rough Stone quarrying in contrast to other major

mineral mining.

Splitting of rock mass of considerable volume from the

parent rock mass by jackhammer drilling and

blasting, hydraulic excavators are used for loading the

Rough Stone from pithead to the needy crusher /
other buyers.

Occasionally hydraulic excavators are attached with

rock breakers for fragmentation to avoid secondary

blasting.

The primary boulders thus splitted are removed from

the pits by excavators and further made to smaller

sizes by rock breakers attached in excavators. It is a

conventional opencast semi mechanized method of

mining.

5.2 Mode of Working

Quarrying of Rough Stone is proposed bench height of

5m and bench width of 5m.

Proposed bench

height & Width

The overburden in the form of Gravel, after the

excavation of Gravel and Rough stone will be directly

loaded into tipper to the needy crushers/other buyers

for road project and construction works for filling and

leveling of low lying areas.

Details of

Overburden /
Mineral Production

proposed for the

first 5 years.

)
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The applicant has proposed to ca,rry out 2,12,855ma of Rough stone and

15,912ms of Gravel formation upto a depth of 47m beiow ground leve1 for the period o

five years.

Volume
in m3

Gravel
in m3

reserve of
Rough stone

in m:

Machineries to be used

It is proposed to use following machineries for

quarrylng rough stone

Excavator of O.9Om3 bucket capacity (with Rock

breaker attachment) (1No).
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Tipper 3Nos (5/ 1OTs) capacity.

The overburden in the form of Gravel,

excavation gravel will be directly loaded into

tipper to the needy buyers for road project and

construction works for fil1ing and leveling of low

lying areas.

Disposal of

Overburden

Conceptual Mining Plan is prepared with an

object of live years of systematic development of

bench lay outs, selection of ultimate pit limit,

depth of quarry.ing, ultimate pit slopei, selection

of sites for construction of infrastructures etc.

Ultimate pit size is designed based on

certain practical factors such as the economicaL

depth of mining, safety zones, permissible areas

etc.

Ultimate Pit dimension is given as under,

Ultimate Pit dimension (M)

Pit

No

Length

(max) in (m)

width (Avg)

in (m)

Depth(max)

in(m)

I 231 97 47

Afforestation has been proposed on a1l along

the boundary barrier by planting trees.

All the baseline information studies like Air

Quality monitoring, Noise and Vibration

monitoring, Water Analysis studies will be

carried out every year as per the MOEF norms.

5.7 Brief Note on

Conceptual Mining

Plan for the entire

lease period
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6.O Blasting:

6.1 Blasting Pattern The massive formation 
"1ru11 

66l6qikeii-.-jrftd

pleces of portablc size by drilling and blasting

using jack hammers and shot hole blasting.

Powder factor of explosives for breaking such

hard rock shall be in the order of 6 to 7 Tonnes

per K.g of explosives. Blasting parameters are

as fol1ows.

Diameter

of the hole
Spacing Depth

Burden

for hole

Pattern

of hole
Inclination of hole

32-36mm O.6m 1 to 1.5m 0.6m Zig Zag
7oo lrom the

horDontal

6.2 Types of trxplosives Sma11 dia, 25mm s1urry explosive are proposed

to be used for shattering and heaving effect for

removal arrd winning of Rough stone. No deep

hole drilling or primary blasting is proposed.

15
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7.O

6.3 Measures proposed to

minimize ground vibration

due to blasting

i Controlled blasting measures

for minimizing ground vibration arr'

i Shallow depths jackhammer drilling and

blasting is proposed to be carried out with

minimum use of explosive mainly to give

shattering effect in rough stone for easy

excavation and to control fly rock.

umber of holes

z The applicant will engage an authorized

explosive agency to carry out the small

amount of blasting and it will be supervised

by competent arld statutory foreman/ mines

manager.

z The applicant ensure thdt urilt appoint
the Mdte (Should ha oe Valid. Blaster
Certilicdte) during Blasting Operatlon.

Storage of Explosives and

safety measures to be

taken while blasting.

The ground water table is reported as 66m

below ground leve1. ln the proposed mining

plan only 47m below ground level depth has

been envisaged as workable depth for safe &

economic quarrj'1ng for the entire lease period.

Hence the quarrying operation may not affect

the ground water.

Depth of Water table

The ground water may not rise immediately in
this tlpe of mining. However, the rain water

percolation and collection of v/ater from the

seepage shall be less than 3oolpm and it shall
be pumped about periodically by a stand by

diesel powered Centrifugal pump motivated

with 7.5H.P.Motor. The quality of water is

potable and it is not contaminated with any

hazardous things. Hence, water stored in the

quarry pit will be pumped into the adjacent

agrlcultural fields. Further the water stored in
the o1d pit will a-1so be used for plantation
purposes

7.2 Arrangement and Places

where the mine water is

finally proposed to be

discharged

16
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Habitations / Village There are no habitations

300m.

Power lines (HT/ LT) There is no LT/HT power line situated within a

radius of 50m.

There is Canal Passing on northern side of the

area and is 50m safety distance maintained

from canal. There is odai passing on eastern

and southwestern side of the area and is 310m

and 38Om away from the area, There is tank

situated on eastern and southwestern side of

the area ald is 1 1Om and 410m away from the

Water bodies (River, Pond.

Lake, Odai, Channel etc)

Archaeological / Historical
Monuments

There are no Archaeological / Historical

Monuments within a radius of 300m.

Road (NH, SH, Village Road

etc)

The National Highway (NH- 1328)

Kancheepuram - Chenga-lpattu about 11Km on

northeastern side of the area.

The State Highway (SH-118A) Kancheepuram -
Uthiramerur is about 3Km on eastem side of

the area

There are no Places of Worship within a radius

of 50m.

Places of Worship

There is no Reserved Forest /Wi1d Life

Sanctuary etc within a radius of lKm.

Reserved Forest / Forest ,/

Social Forest / Wild Life

Sanctuary etc.,

Any Interstate Border,

Protected areas under the

Wild Life (Protection) Act,

1972, Critically Polluted

Areas as Identifred by

Central Pollution Control

Board and Noti{ied Eco

sensitive areas

There are No inter State border within a radius

of loKms.

'ti
;i
tl:,'\.

i?\--
8.1

8.2

8.3

8..+

8.5

8.6

8.7

8.8

8.9 Anv Other Structures Nil
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9.O

Employment Potential (Management & Supervisory

1. S1<illed Mines Manager 1No.
Foreman / Mate 2 No.

Operator 6No

Mechanic 1No.

2. Semi-ski1led Driver 3 No.

3. Unskilled Labours 12 Nos

Total = 25Nos

Allowing 107o absentee, the no. of men of ro11 will be around 22.

The above man power is adequate to meet out the production

schedule altd the machinery strength envisaged in the mining plalr ald to

comply the statutory provisions of Mines Safety Regulations.

i It is been ensured that, child labours under 18 years of age will not

be engaged for quarrying operation.

i Necessary life insurance policies wlll be taken by the applicant to

all the employees up to the end of the lease period.

The proposed organization chart

Mines Ma nager /Forema n

Packaged drinking water is available from the

nearby approved water vendors in

sithalapakkam village which is about i.Okm on

northeastern side of the area.

Drinking Water

9,7 I
_s\ - qulrrs i-::,,

9.2 Welfare Measures

a.

18
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b. Sanitary facilities Semipermanent latrines

maintained at convenient

as per the provisions of

Ru1es, 1960 separately for ma-les ald females.

Washing facilities shall also be arranged as per rule

(36) of the Mines Rules, 1960.

C. First Aid Facility First aid kits are kept in Mines office room, in case

of such eventualities the victim will be given first

aid immediately at the site arrd injured person will

be taken to the hospital. Hospital is available at

distance of 1 1.5Km (NW) in Kancheepuram the

competent and Statutory foreman/ permit manager

will be in charge of first aid.

d. Labour Health As per Mines Ru1e, Periodic medical examination

related to occupational health safety will be

conducted to all the workers in applicant's own

cost.

e. Precautionarlr safety measures to the Labourers:

muf
for

opel

I
with

and

Safety provisions like heln

fs etc., have to be provided ar

Mine labours under the g

'ation.

,lecessary training will be con

. the help of qualilied and e>

systematic quarrying operati,

,t-*^*-r*t*
EQUTPMENT(PPE)

/ 
F;RPlol|ri ori

i

@ii',',*g,w' ^
@i;r.,'' It

.- nErtErltvt

- 
ctoTHlflG

YOU ONTY HAVE ONE BODY!

ret, goggles, safety shoes, Dust mask, Ear

3 per the circulars arrd amendments made

uidance of DGMS being a mechanized

ducted once in a year to all the employees

perienced officers to train about the safe

on.

,,Lfft

c:,
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10.o
PART - B

Existing Lar-rd Use
Pattern

1. The area is exhibits almost plain

covered by Cravel formation.

2. Quarrying operation is proposed up to a
depth of 47rr, below ground level for the

proposed mining plan period.

3. Fluctuation of Water table in this area is in
between 66m and 63m during a year.

4. This region receives the average annual

rainfall of 800mm to 9OOmm. The

surrounding area is practiced by the

seasonal cultivation.

The existing land use pattern is given as under.

Table No 5

s1.

No.
Land Use

Present
Area
(Ha)

Area in use during
the quarrying

oeriod (Ha)

1. Ouarrvins Pit 1.33.0 2.27 .O
2. lnliastructure Nil 0.01.0
3. Roads 0.01 .0 0.02.0
4. Green Belt 0.02.0 1.57.5

Unutilized 2.5 1.5 Nil
lotal = 3.87.5 3.87.5

10.1

Water table in this area is noticed at a depth of

66m and presently, in the proposed mining plal
only 47rn below ground level depth has been

envisaged as workable depth for saJe & economic

quarrJ,ng for the entire lease period. hence, it will

not affect the ground water depletion of this area.

Water Regime

Except acacia bushes, no other valuable trees are

noticed in the applied area. Further, neither flora

of botanical interest nor fauna of zoological

interest is noticed in this area.

Flora and Fauna

Generally subtropical climatic condition prevails

throughout the year and there is no sharp

variation in climate.

This District receives rain both in south west

ald north east monsoon.

The average rainfall is about 80omm to

90omm and the temperature ranges from 18oC

during winter and to a maximum of 42oC during

the summer.

Climatic conditions10.4

to.2

10.3

20
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The nearest habitations with the

given as under.
Table No-6

Humal Settlement10.5

Name of the

Village

Approximate

distance &
Direction from

lease applied

area

Air or dust expected to be generated from drilling

process, hauling roads, places of excavation etc.,

will be suppressed by periodicai wetting of land by

water spraying. Wet drilling arrd dust extractor

arrangements will be provided to drilling units so

as to control raise of dust from the site of dri11ing.

Operators, those exposed directly to such

conditions will be provide such protective

equipment like mask, ear plug, helmet, gloze etc.,

as per the Mines Act.

Plan for Air, Dust

Suppression

10.6

Quarrying of Rough Stone will be carried out by

drilling and blasting by using 1ow power

explosives, and hence, noise will be very

minimum. However, periodical noise 1eve1

monitoring will be carried out to check the noise

1eve1 in ald around the quarry site. Nowhere the

noise 1eve1 should exceed the permissible limit of

80db during the quarry working hours.

Plan for Noise Controlto.7

The mining plan proposed is for a smalI

production of Rough stone without involving deep

hole drilling and heavy blasting. Such limited

mining activity is not 1ike1y to cause any impact

adversely on environment as far as pollution of

air, water and noise is concerned, anyhow

environmental impact studies will be conducted

as per EIA notifrcation issued by MOEF.

Environmental lmpact

Assessment Statement

Describing Impact on

mining on the next

Five years

10.8
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There is no waste anticipated

quarry operation.

Proposal for Waste

Management

In the proposed mining plan 47rn beinw ground

leve1) depth has been envisaged as workable

depth for safe & economic mining during the lease

period. Hence, a,fter quarry reaches ultimate pit

limit (for this lease period) of 47m (Max) depth,

fencing will be constructed around the quarried

pits to prevent inherent entry of the public and

cattle.

Proposal of

Reclamation of Land

affected during mining

activities and at the

end of mining.

10. 10

The 7.5m, 10m & 50m safety distance along the

lease boundary has been identified to be utilized

for allorestation Appropriate native species of

Neem/Pungan trees will be planted in the frst

year. Nearly 1575OSqm area is proposed to use

under afforestation by planting 1890nos of

Neem/Pungan trees during first year with an

anticipated survival rate of 80%. The Quarry

landuse, layout arrd alforestation plan is shown in

Plate No.lII.

Program for

Afforestation

10.11

Financia,l Estimate / Budeet for (EMP) Environment Management

Rs.23,25,000

Rs.1,00,000

Rs. 1,00,000

Rs. 1,00,000

Rs.26,25,OOO/-

A. Fixed Asset Cost:
1. Land Cost

(6ooooo/ lHa)=

2. First aid room

and accessories

3. Labour Shed

4. Sanitary Facility

Rs.50,0O,OOO-

Rs.2,OO,OOO

Rs.52,OO,OOO/-

B. Operatlonal Cost:

1. Machineries

2. Fencing cost

Total

10.9

to.12

22
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Budget Provision for the

Air Quality Sampling

Water Quality Sampling

Noise Monitoring
Ground vibration test

40,OOO/-

20,OOO/-

2O,OOO/-

Rs. 1,00,000/ -

Rs.5O,000/-

Rs.5O,000/

Rs. 1,00,000/-

Rs.2,00,000/-

Rs.6,2O,OOO/-

C.EMP Cost:

Exoendlture
1. Drinking water

facility

2. Sanitary

Arrangements

3. Safety kids

4. Water sprinkling
5. Afforestation

Total=

Rs.84,45,OOO/-Total Project Cost

(A+B+C)

CSR Costl2o/o of

Total Project Cost)

There is no proposal for back ftl1ing,

reclamation and rehabilitation. The quarried

pits after the end of the life of lease will be

fenced to prevent inherent entry of pubiic and

cattles.

Steps proposed for phased

restoration, reclamation of

already mined out aJea.

Measures will be taken as per the Acts ald

Ru1es. The quarried pit will be fenced by

using Barbed wire fencing to prevent inherent

entry of public and cattle.

Measures to be under

taken on rnine closure as

per Act & Rules

Mitigation measures: Drilling will be carried

out by wet drilling mode to control the dust

propagation into the air.

Blasting will be carried out on limited scale.

Mist Water spraying on haul road is proposed

to prevent the dust propagation into the air.

Mitigation measures to be

undertaken for safety ard

restoration/ reclamation of

the already mined out area
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12.O Anv Other Details Intend to Furnish by th*e !pp!!pe4!:
(i) Permission will be obtained from the District Mines Office

Rough Stone from the Boundary barriers ar-rcl for slopes.

(ii) Care and precautionary measures will be taken for the safety of workers as

per Rules and Acts.

(iii)The applicant will endeavor every attempt to quarry the Rough Stone

economically without arty wastage and to improve the environment and

ecoloSr.

(iv) The Mining Plan is prepared by incorporating the conditions stipulated in

the precise area communication issued and relevalt mining laws in force.

(v) Any violation pointed out by the inspecting authorities sha.11 be rectified as

per the g;idelines of the Department.

Place : Salem

Date : 10.11.2O23

This Mining Plan ls Approved

Subject to the Conditions/Stipulation

lndicated ln The Mining Ptan Approval
Lettsr No. 421 lmine$12023 Dl:21,,tt.2D23

Preppq'ed by
\\ ,

C.. *c\A.-f
C.Natarajan, M.Sc.,M.Phil.,

Qualilled Person

C.Si$,i rtii l;,iii 
j n:Ic',t't'Phll',

Qt,r.:,iliitC i:erlcn

0ffice 0l The Deputy Director Of
Geology And Mining, Tiruvannamalat,

".S"'

This Mining Plan is approved based on incorporation
of the particulars specif ierl in the lettei of the
Co.mmissioner cf Gcology and M in ing.C hen n ai
Lr.No: 3868/l C/7t,12, t;*icd: 19.11-2012 ind subjecr
to fnrthor fulfillil';t:ril 0f the conditions laid dpwn
under Tarnii l,ladu iriii.ar iitlit.ieral Concession

p..pu1.y Di
Dept,of Geology Jnd Mining

Tiru'/a n nam a la i.
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Preparation of l,lines Plansfand Quality control and other
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PLATE NO_IA
DATE OF SURVEY : 09.1 1.2023
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APPLICANT:
THIRU.M,N,BALAsUN

5/o.NAIARAJAN,

NO72, MAIN ROAD,

MANKADU, KUNDR, T

KANCHEEPURAM DIsTR
tffiraircunroeoot

BIl A, BIlB, BI

BIlG, B/1H, B/II;
B/rM, B/3A & B/38,

3.8/.5 Ho,

SITHALAPAKKAM,

VEMBAKKAM,

IIRUVANNAMALAI.

EXTENI

VILLAGE

TALUK

DISTRICT

t-.T_l
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r-lt_l

l:1t_t
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Ir T-l
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l-r
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ToPo'HEETNo HPr^
LATITUDE : 12"42'45.91"N to 12"42'52.67"N

LONGITUDE :'79" 43'25.08"E to 1 9" 43'33.64"F.

Q.L.APPLIED AREA

3OOM RADIUS

sOOM RADIUS

] KM RADIUS

APPROACH ROAD

QUARRY ROAD

CART TRACK

VILLAGE ROAD

BARREN LAND

TREES

SEASONAL AGRICULTURE

HABITATIONS

TANK

CANAL

ODAI

QUARRY PIT
AREA

DESCRTPTTON rN (2,

ROAD 05

TREES 12

BARREN LAND 32

AGRICUTURE LAND 25

HABITATIONS 10

WATER BoDIES 18

ENVIRONME,NTAL PLAN

SCALE I : 10,000

PREPARED BY:
THIS IS TO CERTIFY THAT THE INFORIVIATION

IN THIS PLATE TS TRUE AND CORRECT TO
THE BEST OF I\IY KNOWLEDGE BASED UPON

THE LEASE N,IAP AUTHELITICATED BY STATE

QUALIFIED PERSON
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PLATE NO-IB
DATE OF SURVEY :09.1 1.2023

APPLICANT:
TH I RU.M N. BALASUN DAMM,

5/o.NAIAM]AN,
NO.72, MAIN ROAD,

MANKADU, KUN DRATH UR TALUK,

KANCH EEPURAM DISTRICT.

QUARRY LEASE APPLIED AREA:
S.F.NO's : 8/lA, 8118, B/1C, B/1D, Bi lE. 8/lF,

BIlG, B/IH, 8/II, BI1J, B/IK, Bi ]1,

B/IM, B/3A & B/38,

EXTENT : 3.87.5 Ho,

VILLAGE : SITHALAPAKKAM,

TALUK :VEMBAKKAM,

DISTRICT : TIRUVANNAMALAI.

INDEX

TOPO SHEET NO : 57 P / 10

LATITUDE : 12"42'45.91"Nto 12"42'52.67"N

LONGITUDE : 7 9"43'25.08"E to 79" 43'33.64"8

Q.L.APPLIED AREA

3OOM RADIUS

SOOM RADIUS

IKM RADIUS

APPROACH ROAD

QUARRY ROAD

CART TRACT

VILLAGE ROAD

SATELLTTE IMAGERY MAP

SCALE I: lO,OOO

PREPARED BY:
THIS IS TO CERTIFY THATTHE INFORMATION

IN THIS PLATE IS TRUE AND CORRECTTO

THE BEST OF MY KNOWLEDGE BASED UPON

THE LEASE MAP AUTHENTICATED BY STATE
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M
ITPPLICANT:
IH I RU. M. N, BALASUN DAMM,

5ilo.NATAMiAN,
NO 72, MAIN ROAD,

MAN KADU, KUN DRATH UR TALUK,

KANCH EEPVRAM PISTRICT.

QUARRY LEASE APPLIED AREA:
S.F.NO'S

EXTENT

VILLAGE

TALUK

DISTRICT

B/IA, 8/I B, B/IC, Bl1D, BIl E, B/I F,

BIlG, BIlH, B/11, BIl J, B/1K, B/I L,

8/rM, 8/3A & B/3B,

3.87.5 Ho,

SITHALAPAKKAM,

VEMBAKKAM,

TIRUVA I{I{AMALAI.

INDEX

TOPO SHEET NO :57 P/ 10

LATITUDE : 12"42'.45.9'l"N to 12"42'52.67"N

LONGITUDE :'7 9" 43'25.08"E to 19"43'33.64"E

QUARRY LEASE APPLIED AREA

IOKM RADIUS
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APPLIED ARE,A FOR

1OKm RADIUS

SCALE- 1 :1 00000

THIS IS TO CERTIFY THAT THE INFORN{ATION

IN THIS PLATE IS TRUE AND CORRECT TO

THtr BEST OF IVIY KNOWLEDGE BASED UPON

THE LEASE N{AP AUTHENTICATED BY STATE
GOVERNN4ENT

PLATE NO-IC
DATE OF SURVEY : 09.1 1.2023
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i,/

Fron.r

Thiru.A.Perumal, u.sc., u.rl'it.,

Deputy Director,

Geology and Mining,
Tiruvannamalai - 4.

I ()

Thinr. M. N. Llalasut'rc.lar:tn,

S/o. Natarajan,

No.72 Main Road,

Man gadu, liundrathur Taiul<,

Kanchipuram District.

Rc,N o, 429 I Kanirl;,am | 2023. dated.: 29. L 1.2023
Sir,

Sub: Quarries and Mincrals - Minor Mineral Rough Stone and

Gravcl - Tiruvannamalai District - Vembakkam Taluk -
Chithalapakkam village - Patta SF.Nos.8/1A (0.90.0) & etc',

over an extent 3.87.5 hects., - Application preferred by

Thiru.M.N.Balasundaram S/o. Natarajan - Preclse area

communlcated - Submlssion of Mlning Plan for approval

- Approved - Regarding.

Ref: 1, Application from Thiru. M. N. Balasundaram S/o.

Nataraj an, dated.2 L.08.2023

2- Precise Area Communication Notice

Rc.No.429lKanimam I 2023, dated.08. 1 1.2023

3. Mining Plan submitted by Thiru.M.N.Balasundaram

S/o. Natarqian dated.28. 1 1.2023.

*****

In the reference 2"a cited, the Deputy Director, Geologr and Mining

Tiruvannamalai has communicated the SF.Nos.8/ 1A (0.90.0), 8/ 18 (0.56.0), 8/ lC

(0.15.0), B/1D (0.0S.0),8/1E (0.2s.s),8/1F (0.19.5),8/lG (0.65.s),8/1H (0.13.s),8i ll
(0.26.0), S/1J (0.08.0), S/lK (0.01.5),8/1L (0.23.s),8/1M (0.04.0),8/3A (0.16.s) &

8/3El (0.15.0) over an extent 3.87.5 hects., of Chithalapakkam Village, Vembakkam

Taluk, Tiruvannamalai District as precise area to the applicant

Thtru.M.N.Balasuadaram S/o. Natarqtan for grant of quarry lease for quarrying

Rough Stone and Gravel for'a period of 5 years with a direction to produce an approved

mining plan in respect of the prec{se dnea. Q.s per RutP 41 of, famll Nadu Mlnor

Mlneral Concasslon Rulcs, 7959 by incorporating the conditions stipulated in the

Deputy Director, Geolory and Mining Tiruvannamalai letter dated 08.11.2023.

2. In response to ttre precise area communication letter issued by the Deputy

Director, Geolory and Mining, Tiruvannamalai the applicant has prepared the draft

Mining Plan through the Recognized Qualified Person for approval vide reference 3'a

cited.

3. The dra.ft mining plan submitted irr respect of the precise area communication

has been examined with reference to the provisions of Rule 41 of Tamil Nadu Minor

Mineral Concession Rules, 1959 and the followings are observed.

i) The boundary co-ordinates (GPS readings) for the entire boundary pillars of the

area have been incorporated and shown in the mining plan,
311 



Depth in Mts.
Geological reserves

ln Cu.m

Mineable Reserves

in Cu.m

47m below ground level
(2m Gravel +

45m Roueh Stone)

Rough Stone : 73,79,140
Gravel : 48,088

Rough Stone : 2,12,855
Gravel :15,912

All thc conditions srll)uiirtc(l in the Deputy Dircctor, Geolory and N4iiring Letter

Rc.No.429/l{anirTran/2023 dated:08. 1 1.2023 have been incorporated in the

mining p1an.

The reserves estimated iIl the mining plan is

4. In the light of the above, in exercise of the powers conlerred under Rule 4l (7) of

Tamil Nadu Minor Mineral concession Rules, 1959 the mining plan in respect of Rough

stone quarry of Thiru.M.N.Balasundaram s/o. Natarajan is approved subject to the

following conditions.

i) The mining plan is approved without prejudice to any other Law applicable to the

quarr5r lease from time to time whether such Laws are made by the centr.al

Government, State Government or any other authority.

ii) The approval of the mining plan does not in any way imply the approval of the

Government it terms of any other provisions of the Mines alld Minerals

(Development and Regrrlation) Act 1957, or any other connected laws including

Porest (Conservation) Act, 1980, Forest Conservation Rules 198 1 ,

Environment Protection Act, 1980, Forest Conservation Rules, 1981,

Environment Protection Act, 1980, Indian Explosives Act, 1884 (Central Act IV of

1884) and the rules made there under and the Tamil Nadu Minor Mineral

Concession Rule s, 1959.

iii) The mining Plan is approved without pr€judice to any other order or direction

from any court of competent jurisdiction.

iv) Quarrying operations and production shall be carried out as per the approved

Mining Plan rand the applicant shall be liable to pay the cost of mineral if there is

any deviation in the quantum indicated in the approved year wise quantum of

production and any such cases as on date are to be dealt with as per court

direction.

5. Further, other quarles sltuated withln 5oo mts radlal dlstance are as

follows.

1.

Thiru. R. Elumalai
S/o.Rajagopal,
No.20, Pillaiyar koil strect,
Arasanipalai village,
Vet-rbakkam Taluk.

Ezhacheri &
62/7A ,18
,2C,2D,4

5,6,7,9,10,11

t.24.O
02.1r.202r

to
01.11.2031

Existing

Qualr-y

2.

Thiru.P.Sanker
S/o. Ponnappan,
No.1/63 Pillaiyar koil street,
Erumaiyur village,
Thirumudivakkam, Chennai

Ezhacheri &
2rl2F,2G,2H,

21 ,2J &,2K
2.09.5

02.77.2021
to

01.11.2031

Existing

Quarry

ii)

iii)

Remarka

312 



3.

Thiru.R.Monishkumar,
s/o Rajendiran,
No.35/ 88, Rajaji Street,
Chengalpattu.

Ezhacheri &
t6/5A(16t58/
Dt tas(4A,t-/

+nit+cil+oi,/
sA{'Bt/2r I tc,/

rD,4E!LF,.
22128/

3.L2.5'
o.2.1r.2021

to
01.1 1.203 i

Existing
Quarry

Abandoned quarles

Present Proposed Ouarrles

Encl: 2 Copies of Approved Mining Plan.

Copv submltted to: $frrrr'n
1. The Chairman, SEIAA,

Tamd Nadu, 3.d Floor, Panagal Maaligai,
No.l, Jeerris Road, Saidapet, Chennai- 15.

2. the Commissioner of Geolory and Mining, Chennai-32.

3. The District Collector, Tiruvannamalai.

B. Deenan ,
No.79, Gajapathi Street,
Sanai Nagar, Chennai

r9.3.2010
to

18.3.2015

R,Seenuvasan,
Road Street,
Arasanip alai village,
Vembald<am Taluk

27.06.2014
to

26.06.2079

B. Deenan ,
No.79, Gajapathi Street,

.M.N.Balasundararn,

S/o. Natarqjan,

No.72 Main Road,

Mangadu, Kundrathur Taluk,
Kanchipuram District.

8lrA, 8/ 18, 8/ rc,
81tD,81lE,8ltF,
8/rG,8/rH,8/1r,
8l tJ, 81 lK, I I LL,

3.87.5

iv), Future Prooosed ouarries

-"-r.M
Tiruvannarrelni.

sl.
No.

Neme of the Owner
(Tvl.l

Village &
S.F. os.

ffie,1t
tr

IIcct.

Lease
Perlod Remarks

I. Ezhacheri &
2512 / l.OO.5 z'

E4pired

Quarq,

2. 3.42.O
Expired
Quarry

3. Ezhacheri &
65/6 t o.95.5,.

24.07.2014
to

oL.o3.2021

Expired
Quarry

st.
No

Nane of the Owaer
(Tvll

VIIIage &
S.F, I{os.

kent ln
IIect.

1

sl.
No

Name of the Orner
(TvU

Village &
8.F. l{os.

Extent ln
Hect.
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Name of the applicant

S.F.Nos

Extent

Name of the Vlllage

Taluk

District

: M.N.Balasundharam

z 8 / tA, 8l / LB, 8 / t.C, 8 I lD, 8/18,
8/1F, I / tG,8/1H, I / ll, 8 I ll,
8/1K 8 / lL,8/1lr{, 8/3A, 8/38

:3.87.5 Acr

: Chithalapakkm

: Vembakkam

:Tiruvannamalal

Cl*'tf..Lp-.*-

lss

/4 Y/s//r-

&imfi*^l

)..{Y;_\\.'o}1
d)gro g),i o" n o giguoori,

11 eitrr.irrlad drnri' tdurlrt rllr-r\
@_

315 



I

^)

.)

e/tE -or55t e)ro-ons/ C,ld' -obsa, e)rr-on-s., 
I

e/ltr-o-br efts *q<.o, sl llL -ous'eitt""Tl

s I lt'\, - ,o)o r cf ra -otbs/ elBg -otso ssso 
I

*f.z ,t .sf-o1' s.-1 z^-,! .'rr-C A,o l€) € raf s.* 5 G- -i 6 oo O 
I

:,'-il"-;:,;-;:; 'n<Drrdesd 

!?lcr>Fmlu eoT*i q l-{'atJ

qt,,rtsg t€.)<o0ps'JLrt@l 9.g1'5 L edE g.l',tt':r{

<fri-\uf? 914'a ) 161.15 4d6l .

4t\. ei 6l 4 ,Jgr--,0 brjsr; 9-d G'rvrr\tcvt

s\o cl atgcS6r.i but ti trq.'lnrd\ tSrrots.r

Lr..ht.i Sdb\"d f9rr's-*
!

f,,s;g!gqzu;e'fl

>ru-JC1 .$.o;<t' b gr.j rt4.r16" , (a:itrc' Lrroqsg

t'"nrduci 6t-.rJ s'.r'

lrt
tY
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=lr.rr-ui, fldjy.tlot-}.lreteti .6)a.rr:rir ; !tr1<'s.a
eft4 -ct'l.c, glta-esto r&frc-Drsot afb-o6o /
eflc ,*ltF-or?s , cf9-aasr,efn-orcr* t
e/tt -orLo, e/fr_ro€o, alW_.Dts r cftr__6:3 1;,

efh -c440, glr* -ol6sz 6f lB-crlsD -srlr,o

allongeri ,.", lr *>7e,$ figoraie"f f h.E.o
9[er,t^i15 qf-4qrlEqa,D td,WO ErL-cn ,*;

lst, cR',n{gr rl <Icd r-.t ?s)or.c, rrroSl a-riqf .

*ti.g,-r1'u

€-nt-qfo,rnB flmg en-{?

16)€IBI&--, qd6l q.Ij;

{.-r:'r,-t hr.eclfr€-f 
6J s2

trG.€g.'lt , \B.rg,tr
n ..-6 a") tey tt icrwl 

15 E U

2rgt , Ge rr'*$}qd' c3r^y-i

$,;i;.j a^i otc-jo oq.t..5

EO =--+... t ), l-D Lo.uon-cLE, g):lrfjf-rr c1t5b

4B
g*(€ar.rO

t*:i

gJ;=I oF,,{' 6c>r .1 :-r,inrr_ear,.

3e ue.f.no. fe"+=qf g rg,_rr)

\"dq,

€)o> €r.r:r (Er'Goi 
, 6hus'eO1

6-lr-f,nojS-.rl 
, tarf- rS)*, rrl

€iifi <fc4e' gq o*' Q
Uri t.e)q'.rtOgS 1iurq r.,f

"tlb{nr$ srfltla*r.rg€Jl

^P.rmtr{,{,*;;r;/
ll, dfureridrri finrr0,

Ouiurir0 our,.0
l0tf rnurto r,n ari r-.,1,

t11

tvt Mfir/A--
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12117123,1:30 PM

Lo n6tr LLtb : $llgorafor6ourrrE6oa,

or(Dalnrir Glrynrorb : 6l$ga-rrlu n*srb

elr--unrF)utr7 s]gJlo.l6u5 gl6o1600ru-J Ge6aral - gileu e-flourLo orfllTraaeir

cdl$gnGl e{fe

o.rqgo:ndr$ g,t6op

filzu e.-dlanro erflurTrilseh : 6t.oenor Lo(r) Aflof

eut]urh :Gorrbun*erb

ut]un crarur : 159

e- t'l eon ur nenryseir 6t u tu t7

1.

2.

)
J.

4.

gtt-ryneetr

gtsng.eir

gt-qng2etr

unar*69;trrjr

LOgeur

LOgeur

Lngeor

Lng6Tr

uneue+$g7Lb

enaq

uneiuory

6)Gemerq.

z&-qP-*-.t:/o-r?

qeu eialur g-L-Jlflq qoorGte u-r gemcleu-r L!pD6DOl qidlLrLleoqo6iT

Lr rr! Ll 6rreoeir !qLrq 6q6o.r6x u[ur-.] Srreoer

ae[,s, - 6ItI (D - 6DU 6tOrO& - 6r[ (D - 6o)L GtOrOs - qf (D - 60.)!

B 0 - 90.00 5.68
)25t/t42L---
- 20-03-20L2

B 1B 0 - s6.00 3.54
)2st/r42t---
- 20-03-20L2

B 1C 0 - 15.00 0.95
At4t7/L283---
-- 0B-10-2007

B 1D 0 - 8.00 0.51
At4t7/1283---
-- 0B-10-2007

B 1E 0 - 25.50 1. 61
Ar477 / L2B3---

-- 0B-10-2007

B 1F 0 - 19.50 t.23
AL477 / t2B3---

-- 0B-10-2007

.' 1G 0 - 65.50 4.L5
At4t7/1283---
-- 0B-10-2007

B 1H 0 - 13.s0 0.85
At477 / t2B3---
-- 0B-10-2007

B 1I 0 - 26.00 1.64
Ar417/1283---
-- 0B-10-2007

B 1J 0 - 8.00 0.51
At4t7/t283---
-- 08-10-2007

9 4 0 - 26.00 1.69
)2sLlL42t---
- 20-03-20t2

9 B 0 - 31.00 t.97
)25t/t42L--- -

- 20-03-20t2

3 - 84.00 24.33

6g!uq2:

httDS://eservices.tn-oov.inieservicesnewiland/chittaExtract en.html?lan=en

319 



12117123, 1 :30 PM 6lrLLnLAurri slgJ6!ar6 gl6o.)666rur Ge6o6u - $14-r zy'leurLo allqraooir

/-t M:"f(--

1, Bnfaeobru geeua-r / eneorrflg.b foa-r eifleutrraoeir udleor u$GelL-r-qer5)qg$grr 6)upuuLL6o6u.

$ eu p err p g n rn aeh https : / / eservi ces.tn. gov. i n oror gl $l an euor uJ gt 6n'$ O 6u

O 6 / LO / 125 / Oo t 59 / 7 o59 5 ooi D 6 dl u q oalurarreun e-eireif@ 6t e ul grr e-g}i 6)

6t s u-r grt G't a neir6n6tl Lb.

2.
g16 O6ereua6fi 17-t2-202S elemg 01:23:39 PM GDffii6f6u gleet+6auLlLl-g'l'

)
J ;insuGuFl GsLorlnerflro'r2D barcode Lllguuneor (p6ulb ur45gl 3G/GPRS erLgil

gl 6D 6dulur g6n6 6 al e fl u n f d;s q b

I ut

hifnc //aqarrrinoq ln onrr in/oqonrieaqnour/land/ehittatrvtrant en html?lan=en lta
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12117123,1:31 PM

gilar e-dlanro

10 rl6lr iLrb : $l qgoralur6uurnlo6o6\)

or(DarniJ Gl rlnro r.b : 6l$garri u n&srb

eurrnrBurf glg)rar6u6 g)6ir6uorur G66o6l - gjlat zfleoLo aflLlr1rn]aeil

gdlyl5n@t e{rre

orqorndr$ git6olD

otrlurTrnaeir : $1. oarur 10(1) Odlar

ar[urb :6tar6un&srb

ut]un oalur: tO8

1.

2.

3.

4.

gtsng2etr

Etwnglett

guyng2etr

unoaggryLb

e-t'leo n u nenrleeir 6l u u-r r1

rogeor

LOgOr

Lngeur

ngeur

una.ls6g;rlrjl

ernlaf

uneiustr

6lceora+

i-L

|d-
i-L
LFi-

[- ,-
lDa-

i ,L

t'f,i-

qeu eiarol zrEfle4 qem6tcu-.r OeorGtaul Lo$g:emer OdlLrrleorseir

Lrryur-.1 6u6ar6x Lr rru Ll 6rfeorer u[ul-.] 6U6o)6x

?'S!ts. - 6lrl (E - 6-a)lr 6i|Ws, - 6tq (E - 6a)U Glp4o*j; - Sl (D - 6DU

B 1K 0 - 1.50 0.09
958/L427--- --

18-05-20 1 2

B 1L 0 - 23.50 L.49
429/t423--- --

25-O6-2074

B 1M 0 - 4.00 0.25
)2003/849---

- 25-03-2003

B 3A 0 - 16.50 1.43
)2003/849--- -

- 25-03-2003

o JD 0 - 15.00 1. 30
)2003/849---
- 25-03-2003

0 - 60.50 4.56

19g!ur-12 :

1. 3Lo$aaro.rL- gaera.r / eneii,rrftgb fiseu alleufmrseh dleur u$)GerL-rqe6lO6gir 6tugluuLL6rDar.

$ er panp g nmseir https: / / eservices.tn. gov. i n erorgl Slanemru-L g6ng$)6u

J6/LO/125/ OO1O8/70589 eieorgl qdlrq erarurerreour e-eheif@ 6)eu-rgl e-gug)

i e d g,t 6) s neir6n6r.l b.

2.
$1$ gaeueuo6tT 77-12-2023 gemgl 01:25:54 PM Gg,q66eu etr*sl$&5uuLLgJ.

3. ;ilrsuGLL6'l GsLorlnerflor2D barcode uqLrunem flr6ulb uLq5gr 3G/GPRS erdi
g1 eoeouru geng$ eu r fl u n [&a6U 6

M y7t/-

httos:/ieservices.tn.qov.in/eservicesnew/land/chittaExtract en.html?lan=en 1t1

)

')

)

)

)

321 



i

'!l

EI
,t\
'D \?s\

IA\e'
i6
/-6
l{7\,

N "rt'' ts */-^ r9*4'7e' Ya-'|?T)

lqb CFdt,, ,6Ir€id!{rrb rfi'trolr" i rb"

Glo{r-36ir Grfn$r :6reoti-tt? a[t:I96bt!
x

:fr

E

H

H

@rcm;ir56tr 6lO
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44.d'$ '1 
gilSeiLaroresufiitDdrr6u Lr,n arLr--Li;. tld uJurr{'lt ridLLLO ' {'friuroturr('jr t:l

Gerraurund;aLl ouLLLb') Gtsu-luririr udoq rorrarlr-urb' 5$(fl rrirr-rg5ieureli

s{E)rou6D6 aeba:ruri;q5LulL'?1 "y,:-itfy::::f#,. 
dlryruLb' 108 6re'fr

)

)

)

"i?ffi; ;;fu 
"r,l16_64r,u, 

rn6t.', aanaen rJlan eurSongu-

-agE

s/t A 0.e0.0 qn6rD ' ep 2'22 GtoairL /qry;
. -r 1 ?Q If,..rakl' i! E / \E

J;,I ll t i., | 7-5i1,' - oa' l -38 Glcairrl il S / rtE'

L

S/1 E 0'25'5 6Jn6rD - ep 0'63 6lrain-

8/1 F 0'19'5 qncro - qa 0'48 GlsairL

s/L G 0-65'5 qrrdru - ep 1'62 6'trcirtl
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6tup8r g{Fp up6lrr} Snsl oniru$arncnir glEror6l)€Dpsl6b 4ol6sr erauir
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(p(Ulo6ng,tuair @pair(p6Dtb IuqeBGlaneirdlGpn6'
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g,ro'rpri;Gor pnniroor g,ttdl annugileuneuir €Nguol6u6pdl6b uslq 6a{'uu @ut-{

61on'endlGpnub.

N, S. N5 ' ( CUl-.u'c--

)

-

c':i'*Hkfu 
'r+'r*

^9,1 
r il8il,ff;f r g.fJ[.1l,,*o

r.^f f;,[ 
*!.,{-rtri, tr-qt ?iil

lrr

Foonaqrall'ee &' Avacli

G.CI.(MSl t aw,37 |8'2'21

Expiry on 28/5/2026,

Pr't. O+q 2649 5054

Nd
324 



 

 

 
 

 

 

                            ANNEXURE-7 

 

 

 

 

 

 
325 



326 



327 



328 



329 



330 



331 



332 



333 



334 



335 



336 



337 



338 



339 



340 



341 



342 



343 



344 



345 



346 



347 



348 



349 



350 



351 



352 



353 



354 



355 



356 



357 



358 



359 



360 



361 



362 



363 



364 



365 



366 



367 



368 



369 



370 



371 



372 



373 



374 



375 



376 



377 



378 



379 



380 



381 



382 



383 



384 



385 



386 



387 



388 



389 



390 



391 



392 



393 



394 



 

 

 

 

  ANNEXURE-8 

 

 

 

 

 

 395 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 1 of 12

TEST REPORT
Report No. SARL/24/2105 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2105 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 05.03.2024 Test Completed on 16.03.2024

Temperature 35°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 60.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2106 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2106 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 05.03.2024 Test Completed on 16.03.2024

Temperature 35°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 45.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2107 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2107 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 06.03.2024 Test Completed on 16.03.2024

Temperature 35°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 62.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2108 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2108 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 06.03.2024 Test Completed on 16.03.2024

Temperature 35°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 42.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2109 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2109 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 07.03.2024 Test Completed on 16.03.2024

Temperature 36°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2110 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2110 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 07.03.2024 Test Completed on 16.03.2024

Temperature 36°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2111 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2111 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 08.03.2024 Test Completed on 16.03.2024

Temperature 36°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2112 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2112 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 08.03.2024 Test Completed on 16.03.2024

Temperature 36°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2113 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2113 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 09.03.2024 Test Completed on 16.03.2024

Temperature 36°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2114 Report Date. 16.02.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2114 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 09.03.2024 Test Completed on 16.03.2024

Temperature 36°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 45.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 20.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2115 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2115 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 10.03.2024 Test Completed on 16.03.2024

Temperature 35°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2116 Report Date. 16.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2116 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 10.03.2024 Test Completed on 16.03.2024

Temperature 35°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2253 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2253 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 12.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 25%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 44.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2254 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2254 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 12.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 25%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.

409 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 3 of 12

TEST REPORT
Report No. SARL/24/2255 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2255 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 13.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 27%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2256 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2256 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 13.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 27%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.0 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2257 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2257 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 14.03.2024 Test Completed on 23.03.2024

Temperature 37°C Relative Humidity 20%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2258 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2258 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 14.03.2024 Test Completed on 23.03.2024

Temperature 37°C Relative Humidity 20%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2259 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2259 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 15.03.2024 Test Completed on 23.03.2024

Temperature 37°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2260 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2260 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 15.03.2024 Test Completed on 23.03.2024

Temperature 37°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2261 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2261 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 16.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 58.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2262 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2262 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 16.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.8 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2263 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2263 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 17.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2264 Report Date. 23.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2264 Sample Received on 18.03.2024

Sample Collected by LABORATORY Test Commenced on 18.03.2024

Sample Collected on 17.03.2024 Test Completed on 23.03.2024

Temperature 36°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2253 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2253 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 19.03.2024 Test Completed on 30.03.2024

Temperature 35°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 57.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2254 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2254 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 19.03.2024 Test Completed on 30.03.2024

Temperature 35°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2255 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2255 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 20.03.2024 Test Completed on 30.03.2024

Temperature 35°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 66.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 28.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2256 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2256 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 20.03.2024 Test Completed on 30.03.2024

Temperature 35°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2257 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2257 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 21.03.2024 Test Completed on 30.03.2024

Temperature 32°C Relative Humidity 44%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2258 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2258 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 21.03.2024 Test Completed on 30.03.2024

Temperature 32°C Relative Humidity 44%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 57.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2259 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2259 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 22.03.2024 Test Completed on 30.03.2024

Temperature 35°C Relative Humidity 30%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2260 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2260 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 22.03.2024 Test Completed on 30.03.2024

Temperature 35°C Relative Humidity 30%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2261 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2261 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 23.03.2024 Test Completed on 30.03.2024

Temperature 36°C Relative Humidity 29%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2262 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2262 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 23.03.2024 Test Completed on 30.03.2024

Temperature 36°C Relative Humidity 29%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2263 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2263 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 24.03.2024 Test Completed on 30.03.2024

Temperature 37°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.

430 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 12 of 12

TEST REPORT
Report No. SARL/24/2264 Report Date. 30.03.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2264 Sample Received on 25.03.2024

Sample Collected by LABORATORY Test Commenced on 25.03.2024

Sample Collected on 24.03.2024 Test Completed on 30.03.2024

Temperature 37°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 42.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 19.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2327 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2327 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 26.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2328 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2328 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 26.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2329 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2329 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 27.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.0 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2330 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2330 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 27.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2331 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2331 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 28.03.2024 Test Completed on 06.04.2024

Temperature 38°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2332 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2332 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 28.03.2024 Test Completed on 06.04.2024

Temperature 38°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2333 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2333 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 29.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2334 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2334 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 29.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.8 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2335 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2335 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 30.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 68.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 29.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2336 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2336 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 30.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2337 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2337 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 31.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 17%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 65.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 28.0 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2338 Report Date. 06.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2338 Sample Received on 01.04.2024

Sample Collected by LABORATORY Test Commenced on 01.04.2024

Sample Collected on 31.03.2024 Test Completed on 06.04.2024

Temperature 37°C Relative Humidity 17%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 43.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2401 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2401 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 02.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.8 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2402 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2402 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 02.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 42.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.0 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 BDL (D.L – 3.0) 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2403 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2403 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 03.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2404 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2404 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 03.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 45.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2405 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2405 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 04.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2406 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2406 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 04.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2407 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2407 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 05.04.2024 Test Completed on 13.04.2024

Temperature 40°C Relative Humidity 17%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2408 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2408 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 05.04.2024 Test Completed on 13.04.2024

Temperature 40°C Relative Humidity 17%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2409 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2409 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 06.04.2024 Test Completed on 13.04.2024

Temperature 40°C Relative Humidity 17%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 44.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.0 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2410 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2410 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 06.04.2024 Test Completed on 13.04.2024

Temperature 40°C Relative Humidity 17%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2411 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2411 Sample Received on 08.04.2024

Sample Collected by LABORATORY Test Commenced on 08.04.2024

Sample Collected on 07.04.2024 Test Completed on 13.04.2024

Temperature 39°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2412 Report Date. 13.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2412 Sample Received on 11.03.2024

Sample Collected by LABORATORY Test Commenced on 11.03.2024

Sample Collected on 07.04.2024 Test Completed on 16.03.2024

Temperature 39°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 43.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 19.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2475 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2475 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 09.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2476 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2476 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 09.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2477 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2477 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 10.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2478 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2478 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 10.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 36%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2479 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2479 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 11.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2480 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2480 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 11.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2481 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2481 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 12.04.2024 Test Completed on 20.04.2024

Temperature 38°C Relative Humidity 30%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2482 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2482 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 12.04.2024 Test Completed on 20.04.2024

Temperature 38°C Relative Humidity 30%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2483 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2483 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 13.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 20.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2484 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2484 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 13.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 39.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 18.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 BDL (D.L – 3.0) 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 5.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2485 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2485 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 14.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 29%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2486 Report Date. 20.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2486 Sample Received on 15.04.2024

Sample Collected by LABORATORY Test Commenced on 15.04.2024

Sample Collected on 14.04.2024 Test Completed on 20.04.2024

Temperature 37°C Relative Humidity 29%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 41.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 19.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.0 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2549 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2549 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 16.04.2024 Test Completed on 27.04.2024

Temperature 38°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.8 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2550 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2550 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 16.04.2024 Test Completed on 27.04.2024

Temperature 38°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2551 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2551 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 17.04.2024 Test Completed on 27.04.2024

Temperature 39°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2552 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2552 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 17.04.2024 Test Completed on 27.04.2024

Temperature 39°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.0 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.

471 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 5 of 12

TEST REPORT
Report No. SARL/24/2553 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2553 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 18.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2554 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2554 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 18.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 58.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2555 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2555 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 19.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2556 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2556 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 19.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2557 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2557 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 20.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2558 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2558 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 20.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 24%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 43.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 19.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2559 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2559 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 21.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 45.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2560 Report Date. 27.04.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2560 Sample Received on 22.04.2024

Sample Collected by LABORATORY Test Commenced on 22.04.2024

Sample Collected on 21.04.2024 Test Completed on 27.04.2024

Temperature 40°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.0 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2623 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2623 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 23.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2624 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2624 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 23.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2625 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2625 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 24.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 20%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2626 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2626 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 24.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 20%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2627 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2627 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 25.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 29%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2628 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2628 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 25.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2629 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2629 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 26.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 20%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2630 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2630 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 26.04.2024 Test Completed on 04.05.2024

Temperature 39°C Relative Humidity 20%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2631 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2631 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 27.04.2024 Test Completed on 04.05.2024

Temperature 40°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2632 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2632 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 27.04.2024 Test Completed on 04.05.2024

Temperature 40°C Relative Humidity 19%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2633 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2633 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 28.04.2024 Test Completed on 04.05.2024

Temperature 40°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2634 Report Date. 04.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2634 Sample Received on 29.04.2024

Sample Collected by LABORATORY Test Commenced on 29.04.2024

Sample Collected on 28.04.2024 Test Completed on 04.05.2024

Temperature 40°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2697 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2697 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 30.04.2024 Test Completed on 11.05.2024

Temperature 40°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2698 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2698 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 30.04.2024 Test Completed on 11.05.2024

Temperature 40°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/24/2699 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2699 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 01.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2700 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2700 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 01.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 45.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 20.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2701 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2701 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 02.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Report No. SARL/24/2702 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2702 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 02.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 22%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 57.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Report No. SARL/24/2703 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2703 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 03.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/24/2704 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2704 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 03.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 21%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.8 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2705 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2705 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 04.05.2024 Test Completed on 11.05.2024

Temperature 40°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2706 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2706 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 04.05.2024 Test Completed on 11.05.2024

Temperature 40°C Relative Humidity 28%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/24/2707 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2707 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 05.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Report No. SARL/24/2708 Report Date. 11.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2708 Sample Received on 06.05.2024

Sample Collected by LABORATORY Test Commenced on 06.05.2024

Sample Collected on 05.05.2024 Test Completed on 11.05.2024

Temperature 42°C Relative Humidity 23%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 44.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 20.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 1 of 12

TEST REPORT
Report No. SARL/24/2845 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2845 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 07.05.2024 Test Completed on 18.05.2024

Temperature 40°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 2 of 12

TEST REPORT
Report No. SARL/24/2846 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2846 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 07.05.2024 Test Completed on 18.05.2024

Temperature 40°C Relative Humidity 26%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.0 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 3 of 12

TEST REPORT
Report No. SARL/24/2847 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2847 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 08.05.2024 Test Completed on 18.05.2024

Temperature 24°C Relative Humidity 87%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2848 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2848 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 08.05.2024 Test Completed on 18.05.2024

Temperature 24°C Relative Humidity 87%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2849 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2849 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 09.05.2024 Test Completed on 18.05.2024

Temperature 39°C Relative Humidity 33%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2850 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2850 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 09.05.2024 Test Completed on 18.05.2024

Temperature 39°C Relative Humidity 33%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2851 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2851 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 10.05.2024 Test Completed on 18.05.2024

Temperature 38°C Relative Humidity 31%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2852 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2852 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 10.05.2024 Test Completed on 18.05.2024

Temperature 38°C Relative Humidity 31%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2853 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2853 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 11.05.2024 Test Completed on 18.05.2024

Temperature 37°C Relative Humidity 35%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2854 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2855 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 11.05.2024 Test Completed on 18.05.2024

Temperature 37°C Relative Humidity 35%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2855 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2855 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 12.05.2024 Test Completed on 18.05.2024

Temperature 38°C Relative Humidity 32%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 57.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2856 Report Date. 18.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2856 Sample Received on 13.05.2024

Sample Collected by LABORATORY Test Commenced on 13.05.2024

Sample Collected on 12.05.2024 Test Completed on 18.05.2024

Temperature 38°C Relative Humidity 32%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2845 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2845 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 14.05.2024 Test Completed on 25.05.2024

Temperature 37°C Relative Humidity 32%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2846 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2846 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 14.05.2024 Test Completed on 25.05.2024

Temperature 37°C Relative Humidity 32%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2847 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2847 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 15.05.2024 Test Completed on 25.05.2024

Temperature 36°C Relative Humidity 34%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.4 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.

518 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 4 of 12

TEST REPORT
Report No. SARL/24/2848 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2848 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 15.05.2024 Test Completed on 25.05.2024

Temperature 36°C Relative Humidity 34%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 52.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2849 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2849 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 16.05.2024 Test Completed on 25.05.2024

Temperature 31°C Relative Humidity 51%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.9 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2850 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2850 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 16.05.2024 Test Completed on 25.05.2024

Temperature 31°C Relative Humidity 51%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2851 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2851 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 17.05.2024 Test Completed on 25.05.2024

Temperature 33°C Relative Humidity 48%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 53.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.8 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2852 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2852 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 17.05.2024 Test Completed on 25.05.2024

Temperature 33°C Relative Humidity 48%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2853 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2853 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 18.05.2024 Test Completed on 25.05.2024

Temperature 35°C Relative Humidity 41%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 45.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.9 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.4 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2854 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2854 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 18.05.2024 Test Completed on 25.05.2024

Temperature 35°C Relative Humidity 41%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 44.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 20.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.3 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.1 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2855 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2855 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 19.05.2024 Test Completed on 25.05.2024

Temperature 36°C Relative Humidity 41%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 50.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2856 Report Date. 25.05.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2856 Sample Received on 20.05.2024

Sample Collected by LABORATORY Test Commenced on 20.05.2024

Sample Collected on 19.05.2024 Test Completed on 25.05.2024

Temperature 36°C Relative Humidity 41%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 47.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 21.5 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.4 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2977 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2977 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 21.05.2024 Test Completed on 01.06.2024

Temperature 36°C Relative Humidity 40%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.7 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2978 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2978 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 21.05.2024 Test Completed on 01.06.2024

Temperature 36°C Relative Humidity 40%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 25.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2979 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A5-Pavoor

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2979 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 22.05.2024 Test Completed on 01.06.2024

Temperature 35°C Relative Humidity 43%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.3 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2980 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A6-Punnai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2980 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 22.05.2024 Test Completed on 01.06.2024

Temperature 35°C Relative Humidity 43%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.7 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.2 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2981 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2981 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 23.05.2024 Test Completed on 01.06.2024

Temperature 34°C Relative Humidity 50%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 49.1 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.5 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2982 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2982 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 23.05.2024 Test Completed on 01.06.2024

Temperature 34°C Relative Humidity 50%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 56.7 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 27.1 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.

533 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 7 of 12

TEST REPORT
Report No. SARL/24/2983 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A3-Chithalapakkam

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2983 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 24.05.2024 Test Completed on 01.06.2024

Temperature 31°C Relative Humidity 61%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.5 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.8 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.5 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2984 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A4-Ezacheri

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2984 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 24.05.2024 Test Completed on 01.06.2024

Temperature 31°C Relative Humidity 61%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 54.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.0 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 7.9 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2985 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2985 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 25.05.2024 Test Completed on 01.06.2024

Temperature 36°C Relative Humidity 38%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 48.9 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 23.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.6 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.6 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2986 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2986 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 25.05.2024 Test Completed on 01.06.2024

Temperature 36°C Relative Humidity 38%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 51.3 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 24.6 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 4.7 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 8.8 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2987 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A1-PROPOSED MINE LEASE AREA

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2987 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Temperature 35°C Relative Humidity 39%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 46.2 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 22.2 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 3.2 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 6.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2988 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description AMBIENT AIR QUALITY

Sampling Procedure IS – 5182 (Part – 14: 2000 & Part – V: Reaffirmed - 2003), CPCB Guide lines

Sample Location A2-Arasanipalai

Positioned height of Sampler 1.5 M above Ground Level

Customer Reference By Mail Sampling Duration 24 hrs

Sample Reference No SARL/A/CHE-2988 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Temperature 35°C Relative Humidity 39%

Sample Condition Fit for Analysis

S.

No.
Parameters Protocol Unit Results *Limits

1
Particulate Matter less than 10micron

size (PM10)
IS:5182: Part 23:2006 μg/m3 55.6 100

2
Particulate Matter less than 2.5micron

size (PM2.5)
IS 5182 (Part 24):2019 μg/m3 26.4 60

3 Sulphur dioxide (SO2) IS:5182: Part 02:2001 μg/m3 5.1 80

4 Nitrogen Dioxide (NO2) IS:5182: Part 06:2006 μg/m3 9.3 80

5 Carbon monoxide (CO)
SARL/IOP/013 (Issue No:01,

Issue Date – 01.03.2023)
mg/m3 BDL (D.L – 1.1) -

Remarks: Limits: *National Ambient air quality standards from CPCB. BDL- Below detectable limit. DL –Detectable limit

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.

539 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 1 of 2

TEST REPORT
Report No. SARL/24/3003 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description NOISE LEVEL DATA

Customer Reference As per work order Sampling Method SARL/IOP/023

Sample Reference No SARL/N/CHE-3003 Date of Monitoring 25.05.2024/ 26.05.2024

Sample Collected by LABORATORY

Time in hrs N1 N2 N3 N4 N5 N6

06.00 42.3 41.4 42.8 40.5 43.6 40.5

07.00 44.6 40.2 41.7 39.5 45.2 42.9

08.00 47.3 42.8 43.6 41.2 50.3 44.8

09.00 49.6 43.7 42.4 42.5 47.5 49.2

10.00 55.9 41.2 44.3 43.8 53.6 53.7

11.00 53.2 42.6 45.2 45.2 52.3 52.4

12.00 51.8 44.8 48.9 46.7 54.9 53.2

13.00 49.5 45.7 44.6 46.5 51.2 49.5

14.00 52.3 47.9 42.5 48.6 52.9 52.6

15.00 53.8 46.7 45.8 49.2 53.8 54.7

16.00 52.6 45.9 49.6 50.8 52.7 53.2

17.00 51.8 46.6 52.6 48.1 50.7 52.8

18.00 52.8 45.6 47.2 39.5 48.9 51.8

19.00 50.7 44.2 45.6 44.9 47.5 48.4

20.00 48.2 43.1 42.7 42.7 45.3 47.9

21.00 45.3 42.3 43.8 39.6 43.6 45.2

22.00 43.6 43.8 41.5 40.2 42.7 43.6

23.00 42.8 40.9 42.6 41.9 41.5 42.7

24.00 41.3 41.9 41.9 40.5 40.2 40.5

01.00 41.2 40.5 42.3 41.7 40.9 39.7

02.00 39.6 41.6 43.5 38.2 39.2 38.1

03.00 37.5 39.4 44.7 36.5 38.7 39.4

04.00 39.1 40.8 42.6 38.1 37.5 40.2

05.00 40.8 40.5 41.6 39.5 38.2 42.6
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TEST REPORT
Report No. SARL/24/3003 Report Date. 01.06.2024

N1 N2 N3 N4 N5 N6

DAY

EQUIVALENT
51.3 44.6 46.4 45.8 50.9 51.1

NIGHT

EQUIVALENT
41.1 41.4 42.7 39.9 40.2 41.2

DAY & NIGHT

EQUIVALENT
49.8 43.7 45.5 44.6 49.4 49.5

Remarks:

LOCATIONS:

N1-Proposed ML Area

N2-Arasanipalai

N3-Chithalapakkam

N4-Ezacheri

N5-Pavoor

N6-Punnai

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2997 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District
Sample Description SOIL

Sample Mark S1-PROPOSED MINE LEASE AREA

Customer Reference By Mail Sampling Procedure -

Sample Reference No SARL/SO/CHE-2997 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

S. No. Parameters Protocol Unit Results

1 pH at 25 °C IS 2720: Part 26: 1987 - 6.54

2 Electrical Conductivity IS 14767: 2000 µmhos/cm 80.64

3 Dry matter content IS 15106: 2002 % 93.24

4 Water Content IS 15106: 2002 % 6.76

5 Organic Matter IS 2720: Part 22: 1972 % 1.32

6
Nitrogen and

Nitrogenous compounds
IS 14684: 1999 mg/kg 310

7 Soil Texture Methods Manual - Soil testing in India - P. No-67: 2011 % LOAM

8

Grain Size Distribution

i. Sand

Methods Manual - Soil testing in India - P. No-67: 2011 % 54.60

ii. Silt Methods Manual - Soil testing in India - P. No-67: 2011 % 34.94

iii. Clay Methods Manual - Soil testing in India - P. No-67: 2011 % 10.46

9 Phosphorus as P IS 10158: 1982 mg/kg 1.18

10 Sodium as Na USEPA 3050 B: 1996 mg/kg 890

11 Potassium as K USEPA 3050 B: 1996 mg/kg 610

12 Total soluble sulphates IS 2720: Part 27: 1977 % BDL (D.L.0.02)

13 Porosity
SARL/SOP/SO/001 (Issue No:01, Issue Date –

01.03.2023): 2023
% 19.9

14 Water holding capacity Methods Manual - Soil testing in India - P. No-76: 2011 Inches/foot 42
BDL – Below Detectable limit (DL - Detectable limit).

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2998 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District
Sample Description SOIL

Sample Mark S2-Arasanipalai

Customer Reference By Mail Sampling Procedure -

Sample Reference No SARL/SO/CHE-2998 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

S. No. Parameters Protocol Unit Results

1 pH at 25 °C IS 2720: Part 26: 1987 - 5.17

2 Electrical Conductivity IS 14767: 2000 µmhos/cm 97.63

3 Dry matter content IS 15106: 2002 % 97.72

4 Water Content IS 15106: 2002 % 2.28

5 Organic Matter IS 2720: Part 22: 1972 % 1.17

6
Nitrogen and

Nitrogenous compounds
IS 14684: 1999 mg/kg 220

7 Soil Texture Methods Manual - Soil testing in India - P. No-67: 2011 % LOAM

8

Grain Size Distribution

i. Sand

Methods Manual - Soil testing in India - P. No-67: 2011 % 8.24

ii. Silt Methods Manual - Soil testing in India - P. No-67: 2011 % 62.18

iii. Clay Methods Manual - Soil testing in India - P. No-67: 2011 % 29.59

9 Phosphorus as P IS 10158: 1982 mg/kg 0.97

10 Sodium as Na USEPA 3050 B: 1996 mg/kg 556

11 Potassium as K USEPA 3050 B: 1996 mg/kg 280

12 Total soluble sulphates IS 2720: Part 27: 1977 % BDL (D.L.0.02)

13 Porosity
SARL/SOP/SO/001 (Issue No:01, Issue Date –

01.03.2023): 2023
% 20.4

14 Water holding capacity Methods Manual - Soil testing in India - P. No-76: 2011 Inches/foot 38
BDL – Below Detectable limit (DL - Detectable limit).

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/2999 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District
Sample Description SOIL

Sample Mark S3-Chithalapakkam

Customer Reference By Mail Sampling Procedure -

Sample Reference No SARL/SO/CHE-2999 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

S. No. Parameters Protocol Unit Results

1 pH at 25 °C IS 2720: Part 26: 1987 - 6.20

2 Electrical Conductivity IS 14767: 2000 µmhos/cm 149.9

3 Dry matter content IS 15106: 2002 % 93.65

4 Water Content IS 15106: 2002 % 6.35

5 Organic Matter IS 2720: Part 22: 1972 % 1.97

6
Nitrogen and

Nitrogenous compounds
IS 14684: 1999 mg/kg 212

7 Soil Texture Methods Manual - Soil testing in India - P. No-67: 2011 % CLAY LOAM

8

Grain Size Distribution

i. Sand

Methods Manual - Soil testing in India - P. No-67: 2011 %

7.80

ii. Silt Methods Manual - Soil testing in India - P. No-67: 2011 % 60.09

iii. Clay Methods Manual - Soil testing in India - P. No-67: 2011 % 32.11

9 Phosphorus as P IS 10158: 1982 mg/kg 0.22

10 Sodium as Na USEPA 3050 B: 1996 mg/kg 974

11 Potassium as K USEPA 3050 B: 1996 mg/kg 692

12 Total soluble sulphates IS 2720: Part 27: 1977 % BDL (D.L.0.02)

13 Porosity
SARL/SOP/SO/001 (Issue No:01, Issue Date –

01.03.2023): 2023
% 23.1

14 Water holding capacity Methods Manual - Soil testing in India - P. No-76: 2011 Inches/foot 40
BDL – Below Detectable limit (DL - Detectable limit).

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/3000 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District
Sample Description SOIL

Sample Mark S4-Ezacheri

Customer Reference By Mail Sampling Procedure -

Sample Reference No SARL/SO/CHE-3000 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

S. No. Parameters Protocol Unit Results

1 pH at 25 °C IS 2720: Part 26: 1987 - 7.43

2 Electrical Conductivity IS 14767: 2000 µmhos/cm 125.6

3 Dry matter content IS 15106: 2002 % 89.90

4 Water Content IS 15106: 2002 % 10.10

5 Organic Matter IS 2720: Part 22: 1972 % 2.99

6
Nitrogen and

Nitrogenous compounds
IS 14684: 1999 mg/kg 345

7 Soil Texture Methods Manual - Soil testing in India - P. No-67: 2011 % SILT LOAM

8

Grain Size Distribution

i. Sand

Methods Manual - Soil testing in India - P. No-67: 2011 %

8.31

ii. Silt Methods Manual - Soil testing in India - P. No-67: 2011 % 55.59

iii. Clay Methods Manual - Soil testing in India - P. No-67: 2011 % 36.10

9 Phosphorus as P IS 10158: 1982 mg/kg 0.77

10 Sodium as Na USEPA 3050 B: 1996 mg/kg 860

11 Potassium as K USEPA 3050 B: 1996 mg/kg 554

12 Total soluble sulphates IS 2720: Part 27: 1977 % BDL (D.L.0.02)

13 Porosity
SARL/SOP/SO/001 (Issue No:01, Issue Date –

01.03.2023): 2023
% 25.4

14 Water holding capacity Methods Manual - Soil testing in India - P. No-76: 2011 Inches/foot 42
BDL – Below Detectable limit (DL - Detectable limit).

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 1 of 1

TEST REPORT
Report No. SARL/24/3001 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District
Sample Description SOIL

Sample Mark S5-Pavoor

Customer Reference By Mail Sampling Procedure -

Sample Reference No SARL/SO/CHE-3001 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

S. No. Parameters Protocol Unit Results

1 pH at 25 °C IS 2720: Part 26: 1987 - 7.56

2 Electrical Conductivity IS 14767: 2000 µmhos/cm 74.6

3 Dry matter content IS 15106: 2002 % 90.70

4 Water Content IS 15106: 2002 % 9.30

5 Organic Matter IS 2720: Part 22: 1972 % 2.09

6
Nitrogen and

Nitrogenous compounds
IS 14684: 1999 mg/kg 160

7 Soil Texture Methods Manual - Soil testing in India - P. No-67: 2011 %
SANDY CLAY

LOAM

8

Grain Size Distribution

i. Sand

Methods Manual - Soil testing in India - P. No-67: 2011 % 39.57

ii. Silt Methods Manual - Soil testing in India - P. No-67: 2011 % 40.32

iii. Clay Methods Manual - Soil testing in India - P. No-67: 2011 % 20.11

9 Phosphorus as P IS 10158: 1982 mg/kg 0.75

10 Sodium as Na USEPA 3050 B: 1996 mg/kg 460

11 Potassium as K USEPA 3050 B: 1996 mg/kg 230

12 Total soluble sulphates IS 2720: Part 27: 1977 % BDL (D.L.0.02)

13 Porosity
SARL/SOP/SO/001 (Issue No:01, Issue Date –

01.03.2023): 2023
% 21.6

14 Water holding capacity Methods Manual - Soil testing in India - P. No-76: 2011 Inches/foot 39
BDL – Below Detectable limit (DL - Detectable limit).

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT
Report No. SARL/24/3002 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H, 8/1I,

8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District
Sample Description SOIL

Sample Mark S6-Punnai

Customer Reference By Mail Sampling Procedure -

Sample Reference No SARL/SO/CHE-3002 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

S. No. Parameters Protocol Unit Results

1 pH at 25 °C IS 2720: Part 26: 1987 - 8.86

2 Electrical Conductivity IS 14767: 2000 µmhos/cm 58.97

3 Dry matter content IS 15106: 2002 % 95.57

4 Water Content IS 15106: 2002 % 4.43

5 Organic Matter IS 2720: Part 22: 1972 % 1.34

6
Nitrogen and

Nitrogenous compounds
IS 14684: 1999 mg/kg 296

7 Soil Texture Methods Manual - Soil testing in India - P. No-67: 2011 % CLAY LOAM

8

Grain Size Distribution

i. Sand

Methods Manual - Soil testing in India - P. No-67: 2011 % 6.88

ii. Silt Methods Manual - Soil testing in India - P. No-67: 2011 % 61.76

iii. Clay Methods Manual - Soil testing in India - P. No-67: 2011 % 31.45

9 Phosphorus as P IS 10158: 1982 mg/kg 1.12

10 Sodium as Na USEPA 3050 B: 1996 mg/kg 795

11 Potassium as K USEPA 3050 B: 1996 mg/kg 398

12 Total soluble sulphates IS 2720: Part 27: 1977 % BDL (D.L.0.02)

13 Porosity
SARL/SOP/SO/001 (Issue No:01, Issue Date –

01.03.2023): 2023
% 24.5

14 Water holding capacity Methods Manual - Soil testing in India - P. No-76: 2011 Inches/foot 44
BDL – Below Detectable limit (DL - Detectable limit).

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/2024/2989 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark W1-PROPOSED MINE LEASE AREA

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2989 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

*Limits

Permissible

A. Physical parameters

1 Odour IS 3025 (Part 5): 2018 - Agreeable Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0 5.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B:

2023
-

7.89
6.50-8.50

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 1253.0 -

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 752 2000

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 285 600

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 74.4 200

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 23.8 100

9
Calcium Hardness

(as CaCO3)

APHA 24th Edition 3500 Ca B:

2023
mg/L

186
-

10
Magnesium Hardness

(as CaCO3)

APHA 24th Edition 3500 Mg B:

2023
mg/L 99.0 -

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 184 600

12 Chloride (as Cl)
APHA 24th Edition 4500 Cl- B:

2023
mg/L 230 1000

548 



Shrient Analytical and Research Labs Pvt. Ltd
416/15, Dhargas Road, West Tambaram, Chennai- 600045

Phone Number +91 82208 36377 Email: - info@shrientanalytical.com

www.shrientanalytical.com

LAB SERVICES FOR:- Food, Water, Milk, Environment, Academic & Industrial Segment.

CIN : U74999TN2017PTC116807 / GST No : 33AAYCS7325R1ZA / PAN No: AAYCS7325R

Page 2 of 2

TEST REPORT

Report No. SARL/2024/2989 Report Date. 01.06.2024

Sl.

No

.

Parameters Protocol Unit Result

*Limits

Permissibl

e

13 Free Residual chlorine
APHA 24th Edition 4500 Cl- B:

2023
mg/L BDL (D.L - 0.2) 1.0

14 Sulphate as (SO42-)
APHA 24th Edition 4500 SO42- E:

2023
mg/L 169 400

15 Iron (as Fe)
APHA 24th Edition 3500 Fe B:

2023
mg/L 0.05 0.3

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L 2.65 45

17 Fluoride (as F)
APHA 24th Edition 4500 F- D:

2023
mg/L 0.46 1.5

18 Manganese (as Mn)
APHA 24th Edition 3500 Mn B:

2023
mg/L BDL (D.L - 0.05) 0.3

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/2024/2990 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark W2-Arasanipalai

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2990 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

*Limits

Permissible

A. Physical parameters

1 Odour IS 3025 (Part 5): 2018 - Agreeable Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0 5.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B:

2023
-

7.63
6.50-8.50

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 788.2 -

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 472 2000

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 202 600

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 39.6 200

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 24.7 100

9
Calcium Hardness

(as CaCO3)

APHA 24th Edition 3500 Ca B:

2023
mg/L

99.0
-

10
Magnesium Hardness

(as CaCO3)

APHA 24th Edition 3500 Mg B:

2023
mg/L 103 -

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 214 600

12 Chloride (as Cl)
APHA 24th Edition 4500 Cl- B:

2023
mg/L 136 1000
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Page 2 of 2

TEST REPORT

Report No. SARL/2024/2990 Report Date. 01.06.2024

Sl.

No

.

Parameters Protocol Unit Result

*Limits

Permissibl

e

13 Free Residual chlorine
APHA 24th Edition 4500 Cl- B:

2023
mg/L BDL (D.L - 0.2) 1.0

14 Sulphate as (SO42-)
APHA 24th Edition 4500 SO42- E:

2023
mg/L 72.6 400

15 Iron (as Fe)
APHA 24th Edition 3500 Fe B:

2023
mg/L 0.05 0.3

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L 2.75 45

17 Fluoride (as F)
APHA 24th Edition 4500 F- D:

2023
mg/L 0.46 1.5

18 Manganese (as Mn)
APHA 24th Edition 3500 Mn B:

2023
mg/L BDL (D.L - 0.05) 0.3

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/2024/2991 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark W3-Chithalapakkam

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2991 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

*Limits

Permissible

A. Physical parameters

1 Odour IS 3025 (Part 5): 2018 - Agreeable Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0 5.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B:

2023
-

6.98
6.50-8.50

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 949.8 -

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 570 2000

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 321 600

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 95.0 200

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 20.0 100

9
Calcium Hardness

(as CaCO3)

APHA 24th Edition 3500 Ca B:

2023
mg/L

238
-

10
Magnesium Hardness

(as CaCO3)

APHA 24th Edition 3500 Mg B:

2023
mg/L 83.2 -

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 256 600

12 Chloride (as Cl)
APHA 24th Edition 4500 Cl- B:

2023
mg/L 162 1000
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TEST REPORT

Report No. SARL/2024/2991 Report Date. 01.06.2024

Sl.

No

.

Parameters Protocol Unit Result

*Limits

Permissibl

e

13 Free Residual chlorine
APHA 24th Edition 4500 Cl- B:

2023
mg/L BDL (D.L - 0.2) 1.0

14 Sulphate as (SO42-)
APHA 24th Edition 4500 SO42- E:

2023
mg/L 96.7 400

15 Iron (as Fe)
APHA 24th Edition 3500 Fe B:

2023
mg/L 0.03 0.3

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L 1.65 45

17 Fluoride (as F)
APHA 24th Edition 4500 F- D:

2023
mg/L 0.46 1.5

18 Manganese (as Mn)
APHA 24th Edition 3500 Mn B:

2023
mg/L BDL (D.L - 0.05) 0.3

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/2024/2992 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark W4-Ezacheri

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2992 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

*Limits

Permissible

A. Physical parameters

1 Odour IS 3025 (Part 5): 2018 - Agreeable Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0 5.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B:

2023
-

7.82
6.50-8.50

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 681.2 -

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 408 2000

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 162 600

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 36.4 200

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 17.1 100

9
Calcium Hardness

(as CaCO3)

APHA 24th Edition 3500 Ca B:

2023
mg/L

91.1
-

10
Magnesium Hardness

(as CaCO3)

APHA 24th Edition 3500 Mg B:

2023
mg/L 71.3 -

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 190 600

12 Chloride (as Cl)
APHA 24th Edition 4500 Cl- B:

2023
mg/L 124 1000
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Sl.

No

.

Parameters Protocol Unit Result

*Limits

Permissibl

e

13 Free Residual chlorine
APHA 24th Edition 4500 Cl- B:

2023
mg/L BDL (D.L - 0.2) 1.0

14 Sulphate as (SO42-)
APHA 24th Edition 4500 SO42- E:

2023
mg/L 65.5 400

15 Iron (as Fe)
APHA 24th Edition 3500 Fe B:

2023
mg/L 0.02 0.3

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L 1.32 45

17 Fluoride (as F)
APHA 24th Edition 4500 F- D:

2023
mg/L 0.46 1.5

18 Manganese (as Mn)
APHA 24th Edition 3500 Mn B:

2023
mg/L BDL (D.L - 0.05) 0.3

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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TEST REPORT

Report No. SARL/2024/2993 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark W5-Pavoor

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2993 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

*Limits

Permissible

A. Physical parameters

1 Odour IS 3025 (Part 5): 2018 - Agreeable Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0 5.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B:

2023
-

7.98
6.50-8.50

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 1121 -

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 675 2000

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 408 600

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 127 200

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 21.9 100

9
Calcium Hardness

(as CaCO3)

APHA 24th Edition 3500 Ca B:

2023
mg/L

317
-

10
Magnesium Hardness

(as CaCO3)

APHA 24th Edition 3500 Mg B:

2023
mg/L 91.1 -

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 343 600

12 Chloride (as Cl)
APHA 24th Edition 4500 Cl- B:

2023
mg/L 175 1000
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Sl.

No

.

Parameters Protocol Unit Result

*Limits

Permissibl

e

13 Free Residual chlorine
APHA 24th Edition 4500 Cl- B:

2023
mg/L BDL (D.L - 0.2) 1.0

14 Sulphate as (SO42-)
APHA 24th Edition 4500 SO42- E:

2023
mg/L 121 400

15 Iron (as Fe)
APHA 24th Edition 3500 Fe B:

2023
mg/L 0.11 0.3

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L 2.75 45

17 Fluoride (as F)
APHA 24th Edition 4500 F- D:

2023
mg/L 0.46 1.5

18 Manganese (as Mn)
APHA 24th Edition 3500 Mn B:

2023
mg/L BDL (D.L - 0.05) 0.3

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 1 of 2

TEST REPORT

Report No. SARL/2024/2994 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark W6-Punnai

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2994 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

*Limits

Permissible

A. Physical parameters

1 Odour IS 3025 (Part 5): 2018 - Agreeable Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0 5.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B:

2023
-

7.56
6.50-8.50

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 598.3 -

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 358 2000

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 143 600

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 28.5 200

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 17.1 100

9
Calcium Hardness

(as CaCO3)

APHA 24th Edition 3500 Ca B:

2023
mg/L

71.3
-

10
Magnesium Hardness

(as CaCO3)

APHA 24th Edition 3500 Mg B:

2023
mg/L 71.3 -

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 174 600

12 Chloride (as Cl)
APHA 24th Edition 4500 Cl- B:

2023
mg/L 98.6 1000
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TEST REPORT
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Sl.

No

.

Parameters Protocol Unit Result

*Limits

Permissibl

e

13 Free Residual chlorine
APHA 24th Edition 4500 Cl- B:

2023
mg/L BDL (D.L - 0.2) 1.0

14 Sulphate as (SO42-)
APHA 24th Edition 4500 SO42- E:

2023
mg/L 82.2 400

15 Iron (as Fe)
APHA 24th Edition 3500 Fe B:

2023
mg/L 0.03 0.3

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L 3.64 45

17 Fluoride (as F)
APHA 24th Edition 4500 F- D:

2023
mg/L 0.46 1.5

18 Manganese (as Mn)
APHA 24th Edition 3500 Mn B:

2023
mg/L BDL (D.L - 0.05) 0.3

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 1 of 2

TEST REPORT

Report No. SARL/2024/2994 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark SW1-Palar River(US)

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2994 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

A.

1 Odour IS 3025 (Part 5): 2018 - Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B: 2023 - 6.97

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 710

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 430

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 232

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 64.4

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 17.6

9
Calcium Hardness

(as CaCO3)
APHA 24th Edition 3500 Ca B: 2023 mg/L

161

10
Magnesium Hardness

(as CaCO3)
APHA 24th Edition 3500 Mg B: 2023 mg/L 73.3

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 264

12 Chloride (as Cl) APHA 24th Edition 4500 Cl- B: 2023 mg/L 124.0
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TEST REPORT

Report No. SARL/2024/2994 Report Date. 01.06.2024

Sl.

No

.

Parameters Protocol Unit Result

13 Free Residual chlorine APHA 24th Edition 4500 Cl- B: 2023 mg/L BDL (D.L - 0.2)

14 Sulphate as (SO42-) APHA 24th Edition 4500 SO42- E: 2023 mg/L 23.6

15 Iron (as Fe) APHA 24th Edition 3500 Fe B: 2023 mg/L 0.14

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L BDL(DL-1.0)

17 Fluoride (as F) APHA 24th Edition 4500 F- D: 2023 mg/L 0.42

18 Manganese (as Mn) APHA 24th Edition 3500 Mn B: 2023 mg/L BDL (D.L - 0.05)

19
Chemical Oxygen

Demand
APHA 24th Edition 5220 B: 2023 mg/L BDL (D.L – 4.0)

20
Bio Chemical Oxygen

Demand 3 Days at 27oc
IS 3025 (Part 44): 1993 mg/L BDL (D.L – 2.0)

21 Total Suspended Solids APHA 24th Edition 2540 D: 2023 mg/L BDL (D.L – 2.0)

22 Dissolved Oxygen IS 3025 (Part 38): 1989 mg/L 5.9

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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Page 1 of 2

TEST REPORT

Report No. SARL/2024/2996 Report Date. 01.06.2024

Customer Name & Address

Rough stone & Gravel Quarry of Thiru.M.N.Balasundram

extent of 3.87.5 Ha in S.F.Nos. 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 8/1G, 8/1H,

8/1I, 8/1J, 8/1K, 8/1L, 8/1M,8/3A and 8/3B, of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District

Sample Description WATER

Sample Mark SW2-Cheyyar (DS)

Customer Reference By Mail Sampling Procedure IS 17614: Part 14: 2021

Sample Reference No SARL/W/CHE-2996 Sample Received on 27.05.2024

Sample Collected by LABORATORY Test Commenced on 27.05.2024

Sample Collected on 26.05.2024 Test Completed on 01.06.2024

Sample Condition Fit for Analysis

Sl.

No.
Parameters Protocol Unit Result

A.

1 Odour IS 3025 (Part 5): 2018 - Agreeable

2 Turbidity APHA 24th Edition 2130 B: 2023 NTU <1.0

3 pH at 25 ˚C APHA 24th Edition 4500 – H+ B: 2023 - 6.99

4 Electrical Conductivity APHA 24th Edition 2510 B: 2023 (µS/cm) 626

B. Chemical parameters

5 Total Dissolved Solids APHA 24th Edition 2540-C: 2023 mg/L 375

6
Total hardness

(as CaCO3)
APHA 24th Edition 2340 C: 2023 mg/L 189

7 Calcium (as Ca) IS 3025 (Part 40): 1991 mg/L 63.2

8 Magnesium (as Mg) IS 3025 (Part 46): 1994 mg/L 16.9

9
Calcium Hardness

(as CaCO3)
APHA 24th Edition 3500 Ca B: 2023 mg/L

158

10
Magnesium Hardness

(as CaCO3)
APHA 24th Edition 3500 Mg B: 2023 mg/L 70.5

11
Total alkalinity

(as CaCO3)
APHA 24th Edition 2320 B: 2023 mg/L 254

12 Chloride (as Cl) APHA 24th Edition 4500 Cl- B: 2023 mg/L 110
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Report No. SARL/2024/2996 Report Date. 01.06.2024

Sl.

No

.

Parameters Protocol Unit Result

13 Free Residual chlorine APHA 24th Edition 4500 Cl- B: 2023 mg/L BDL (D.L - 0.2)

14 Sulphate as (SO42-) APHA 24th Edition 4500 SO42- E: 2023 mg/L 19.7

15 Iron (as Fe) APHA 24th Edition 3500 Fe B: 2023 mg/L 0.11

16 Nitrate (as NO3) IS 3025 (Part 34): 1988 mg/L BDL(DL-1.0)

17 Fluoride (as F) APHA 24th Edition 4500 F- D: 2023 mg/L 0.36

18 Manganese (as Mn) APHA 24th Edition 3500 Mn B: 2023 mg/L BDL (D.L - 0.05)

19
Chemical Oxygen

Demand
APHA 24th Edition 5220 B: 2023 mg/L BDL (D.L – 4.0)

20
Bio Chemical Oxygen

Demand 3 Days at 27oc
IS 3025 (Part 44): 1993 mg/L BDL (D.L – 2.0)

21 Total Suspended Solids APHA 24th Edition 2540 D: 2023 mg/L BDL (D.L – 2.0)

22 Dissolved Oxygen IS 3025 (Part 38): 1989 mg/L 5.7

Remarks: *Drinking Water Specifications as per IS – 10500:2012. BDL – Below Detectable limit (DL - Detectable limit).

.

For Shrient Analytical and Research Labs Pvt. Ltd

Verified Authorized Signatory

***END OF THE REPORT***

Please Contact:

For any Technical Issues & Complaints: vimalnath@shrientanalytical.com
Terms and conditions:

(1) The test items will not be retained for more than 15 days from the date of issue of test report. (2) The results relate only to the items tested (3) The test

report shall not be reproduced except in full without the written approval of the laboratory (4) Any use for advertising purposes must be granted in writing. This technical

report may only be quoted in full. This report is the result of a single examination of the object in question and is not generally applicable evaluation of the quality of other

products in regular production. For further details, please see testing and certification regulation, chapter A-3.4. (5) The correctness of the information related to sample(s) in

the Test Request Form/Customer letterhead/Email is the customer's responsibility. The laboratory reports the said information in the test report and is not liable for the same.
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SHRIENT ANALYTICAL & RESEARCH LABS PRIVATE

LIMITED

has been assessed and accredited in accordance with the standard

ISO/IEC 17025:2017

''General Requirements for the Competence of Testing &

Calibration Laboratories''

for its facilities at

416/15, DHARGAS ROAD, PERUNGALATHUR, WEST TAMBARAM, CHENNAI, KANCHIPURAM, TAMIL

NADU, INDIA

in the field of

TESTING

Certificate Number: TC-12339

Issue Date: 30/09/2023 Valid Until: 29/09/2025

This certificate remains valid for the Scope of Accreditation as specified in the annexure subject to continued

satisfactory compliance to the above standard & the relevant requirements of NABL.
(To see the scope of accreditation of this laboratory, you may also visit NABL website www.nabl-india.org)

Name of Legal Entity: SHRIENT ANALYTICAL AND RESEARCH LABS PRIVATE LIMITED

Signed for and on behalf of NABL

N. Venkateswaran

Chief Executive Officer
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DATE OF SURVEY : 09.11.2023

TOPO SHEET NO : 57 P/ 10

THIRU.M.N.BALASUNDARAM,

S/o.NATARAJAN,

NO.72, MAIN ROAD,

MANKADU, KUNDRATHUR TALUK,

KANCHEEPURAM DISTRICT.

S.F.NO's : 8/1A, 8/1B, 8/1C, 8/1D, 8/1E, 8/1F, 

  8/1G, 8/1H, 8/1I, 8/1J, 8/1K, 8/1L, 

  8/1M, 8/3A & 8/3B,

EXTENT : 3.87.5 Ha,

VILLAGE : CHITHALAPAKKAM,

TALUK : VEMBAKKAM,

DISTRICT : TIRUVANNAMALAI.
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AFFIDAVIT TO SEIAA . TAMIL NADU

fT4.N.Balasundram, S/o. Natarajan, No.72, Main Road, Mangadu,

Kundrathur Taluk, Kancheepuram District, Pincode - 600 122, is applying

for Environmental Clearance to SEIAA - Tamil Nadu for my proposed

Rough Stone and Gravel Quarry lease over an extent of 3 .87.5 Ha located

at the S.F. Nos. B/LA, B/LB, Bl|C, B/LD, B/78, B/LF, BlLG, BlLH, B/tI,

B/1, B/tK, B/lL, B/tM, B/3A and B/38 of Sithalapakkam Village,

Vembakkam Taluk, Tiruvannamalai District, Tamil Nadu State, do hereby

solemnly declare and sincerely affirm that;

1. None of the following features are located within a 10 km radius from

my proposed quarry site;

a. Protected areas notified under the Wildlife (Protection) Act, 1972

( N BWL).

b. Wild Life Sanctuary

c. Critically polluted areas

control board constituted

as notified by the central pollution

under Water (Prevention and Control of
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2.

Pollution) Act L974.

The proposed Corporate Environment

are given as follows;

Responsibility (CER) activities

PROPOSED CER ACTIVITIES PROJECT

cosr (rNR)

CER COST 2.Oo/o OF

PROJECT COST (rNR)

Tree plantation, improvement

infrastructural facilities in

nearby government school

in

a

84,45,000 1,68,900

Revised CER budget allotted 5,00,000 (5.92o/o of the project cost)

I assure you that, I will complete the above proposed Corporate

Environment Responsibility (CER) activities before the commencement of

the quarrying operations.

3. Details of quarries located within a SOOm radius from the

applied mine lease area:

r#P+e)

sl.
No

Name of the owner (Tvl.) Village & S. F.
Nos.

Extent
(Ha)

Lease
Period

Lease
Status

xisting Quarries

1

fhiru.R.Elumalai,
S/o.Rajagopal, No.20, Pillaiya
Koil Street, Arasanipalai
Villaqe, Vembakkam Taluk.

Ezhacheri &.62/1A,
!8,2C,2D, 4,5,6,

7,9, lO, lL
1,.24.O

02.11 .2021
to

01. 11 .2031

Existing

Quarry

2

Th iru . P. Sa n ker,
S/o. Ponnappdn, No. 1/63,
Pillaiyar koil street, Eruamiyur
Village, Thirumudivakkam,
Chennai.

Ezhacheri &.2L/2F,
2G, 2H, 2r, 2J & 2K

2.09.5
02.tl.202t

to
01.11.203L

Exi sti ng

Quarry

3

fhiru. R. Monish ku ma r/
3/o. Rajendiran, No.35/ 58,
lajaji Street, Chengalpattu.

Ezhacheri & 16/54,
t6/58, 79/783,4A7,
4Bl,4CL,4D1, 5A,
5B-7,2!/LC, 1D, 1E,

LF, 22/28

3.L2.5
02.71.2027

to
01.11.2031

Exi sti n g

Quarry

Abandoned Quarries

1
3.Deenan, No,79, Gajapathi
Street, Sanai Nagar, Chennai.

Ezhacheri &25/2 1.00.5
19.3.2010 to

18.3.20 1 5

Expired
Ouarrv

2

R.Seenuvasan, Road Street,
Arasanipalai village,
r/embakkam Taluk.

Ezhacheri & 65/4, 5,

7, BA, 66/4
3.42.O

27.06.2014
to

26.06.20L9

Expired

Quarry

3
B.Deenan, No.79, Gajapathi
Street, Sanai Nagar, Chennai.

Ezhacheri & 65/6 0.95. s
20.o7 .20L8

to
01.03 .202L

Expired

Quarry

Pgesent Proposed Quarries
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1

Ihiru. M. N. Balasundaram,
S/o.Natarajan, No.72, Main
load, Mangadu, Kundrathur
faluk, Kanchipuram District.

Chithalapakkam
B/7A, BltA, B/LC,
B/tD, BltE, B/lF,
B/tG, BlLH, B/7r,
B/LJ, B/LK, B/tL,

B/LM, B/3A & B/3B

3.87.5

Future Proposed quarries

Nil

Total Extent = 1O.33.5 Ha

sxix$i

7.

8.

4. There will be no hindrance/disturbance due to the proposed quarrying

activities to the people living nearby my proposed quarry site.

5. There are no approved habitations within a 300m radius from the

periphery of my proposed quarry lease.

6. I assure you that the greenbelt will be developed and maintained

before commencing the quarrying operations as proposed in the EC

application.

I assure you that the required life insurance policy for the employees

engaged in the quarrying operations will be taken without fail.

The existing main road connecting the quarry road will be maintained

in good condition and it will be utilized for the mineral transportation.

9. I assure you that I will not engage any child for labor in the quarrying

operations and I am aware that engaging child labor is punishable

under the law.

1O. Personnel Protective Equipment (PPE) will be provided to all the

employees engaged in the quarrying operations.

11. No permanent structures, such as temples, etc., are located within a

00 meter radius of the periphery of our quarry.
,l
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L2.I will erect the wire fence with barbed wires all around the periphery

of the quarry lease before the comm"n."r"nt of mining activities.

13.The mining operations will be carried out in a systematic and scientific

manner by employing a qualified statutory person as per the

requirement of the Mines Act, Mines Rules, and other Guidelines

issued by Govt.

LA.I will inform DGMS before the commencement of mining activities.

15.To the best of our knowledge, I ensure to do the social and

environmental commitments as mentioned in the mining plan.

Notary Sign & Seal Lessee Sign & Seal

/vt/s/
M.N.Balasu

P"*ffiR. RAMANATHAN, s.Sc-MA.,n.i.l
ADVOCATE & NOTARY

Enroll No: 588/97
8.D.0. 0ffice 0pposite, Sukumaran t

Omalur, Sabm (Dt)-636 455. '

Cell: 9486762208
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